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Introduction

This document provides information about the management information bases (MIBs) available for
the device, including public and private MIBs.

This document also provides information about the notifications available for the device, including
standard notifications and private notifications.

Important information

About MIB support status

A MIB, table, or scalar object is commented as "Not supported" if it is not supported by the device. To
avoid unknown issues, do not access such a MIB, table, or scalar object even if it is accessible.

If a MIB is not supported, its notifications are not supported as well.

For backward compatibility and interoperability with third-party vendors, the software release might
contain deprecated or obsolete MIBs. This document lists these MIBs but does not provide detailed
information about the MIBs.

About configuring the device by setting MIB
objects

You can configure the device by setting its supported MIB objects. To make sure the values set in
MIB objects can be restored correctly in CLI, use the following restrictions and guidelines:

e As a best practice, use visible characters from 0x21 to 0x7E, except for 0x3F, which represents
the question mark (7). If you want to use a special character, make sure the CLI supports that
character. For example, CLI uses the space for delimitation and uses the question mark for help
indication. If a value contains a space or question mark, the CLI might be unable to restore that
value.

e  Make sure the value set in the MIB object is in the value range supported in the CLI. In rare
situations, an MIB object might support a different value range than the CLI. For example, an
OCTET STRING type MIB object might support longer strings than the maximum length
allowed in the CLI. If the value set in the MIB object exceeds the maximum length allowed in the
CLI, the CLI will be unable to restore the value correctly. Conversely, if a value set in the CLl is
beyond the value range for the MIB object, the system cannot set that value in the MIB object.

Using this document

This document describes MIBs in alphabetical order.

Information about scalar and tabular MIB objects is presented in tabular form, as shown in the
following example:

Object (OID) Access PDS Description
iflndex (1.3.6.1.2.1.2.2.1.1) read-only Yes As per MIB

Table 1 describes the purpose of each column.



List

Table 1 Table field description

Item Description

Object (OID) Object name and its OID.

Access ACCESS or MAX-ACCESS value as defined in MIBs.
PDS Permanent data storage. This field describes whether the value in a MIB object can
survive a reboot.

PDS status:

e  Yes—The value set in the MIB object is automatically saved and can survive a
reboot.

. No—The value set in the MIB object cannot survive a reboot. The PDS is always
"No" for a MIB object that is Counter, Counter32, or Counter64 type.

. Current—The value set in the MIB object can survive a reboot if it is save, for
example, from the CLI. If a save operation is not performed, the value cannot
survive a reboot.

Comments Comments on the object, such as a value range.

Typical comments:
e As per MIB—The object is implemented in full compliance with the MIB.

. Not supported— The object is accessible but it is not supported or tested. To
avoid unknown issues, do not use such MIB objects.

of public MIBs

MIB
Module Name File Name gomment Versio

n
BGP4-MIB rfc1657-bgp4.mib rfc1657
BRIDGE-MIB rfc1493-bridge.mib rfc1493
DISMAN-PING-MIB rfc2925-disman-ping.mib rfc2925
DOT3-OAM-MIB rfc4878-dot3-oam.mib rfc4878
Entity-MIB rfc4133-entity.mib rfc4133
EtherLike-MIB rfc2665-EtherLike.mib rfc2665
IEEE8021-CFM-MIB ieee8021-cfm.mib ieee8021ag
IEEE8021-PAE-MIB ieee8021x.mib ieee8021x
IEEE8023-LAG-MIB ieee8023-lag.mib ieee8024
IF-MIB rfc2233-if.mib rfc2233
IGMP-STD-MIB rfc2933-igmp-std.mib rfc2933
IP-FORWARD-MIB rfc2096-ip-forward.mib rfc2096
IP-MIB rfc2011-ip-icmp.mib (T;':suspa;“fe oasthe P rie2011
IPV6-ICMP-MIB rfc2466-ipv6-icmp.mib rfc2466
IPV6-MIB rfc2465-ipv6.mib rfc2465
IPV6-TCP-MIB rfc2452-ipv6-tcp.mib rfc2452
IPV6-UDP-MIB rfc2454-ipv6-udp.mib rfc2454



ISIS-MIB

LLDP-EXT-DOT1-MIB

LLDP-EXT-DOT3-MIB

LLDP-MIB

MAU-MIB
MPLS-FTN-STD-MIB
MPLS-LDP-STD-MIB
MPLS-LSR-STD-MIB
OSPF-MIB
P-BRIDGE-MIB
Q-BRIDGE-MIB

RADIUS-ACC-CLIENT-MIB

RADIUS-AUTH-CLIENT-MIB

RFC1213-MIB
RIPv2-MIB
RMON-MIB

SNMP-FRAMEWORK-MIB

SNMP-MPD-MIB

SNMP-NOTIFICATION-MIB

SNMP-TARGET-MIB

SNMP-USER-BASED-SM-MIB

SNMP-USM-AES-MIB

SNMPv2-MIB

SNMP-VIEW-BASED-ACM-MI

B

UDP-MIB

VRRP-MIB
TCP-MIB
UDP-MIB
PIM-BSR-MIB

rfc4444-isis.mib

lldp-ext-dot1.mib

lldp-ext-dot3.mib

lIdp.mib

rfc3636-mau.mib
rfc3814-mpls-ftn-std.mib
rfc3815-mpls-ldp-std.mib
rfc3813-mpls-Isr-std.mib
rfc1850-ospf.mib
rfc2674-pbridge.mib
rfc2674-qgbridge.mib

rfc2620-radius-acc-client.mi
b

rfc2618-radius-auth-client.mi
b

rfc1213.mib
rfc1724-rip.mib
rfc2819-rmon.mib

rfc2571-snmp-framework.mi
b

rfc2572-snmp-mpd.mib

rfc2273-snmp-notification.mi
b

rfc2573-snmp-target.mib
rfc3414-snmp-usm.mib
rfc3826-snmp-usm-aes.mib

rfc3418-snmpv2.mib

rfc3415-snmp-vacm.mib

rfc2013-udp.mib

rfc2787-vrrp.mib
rfc4022-tcp-mib.mib
rfc4113-udp-mib.mib
rfc5240-pim-bsr.mib

From rfc3418

The same as the
UDP Group of
rfc1213

rfc4444

Annex F.7.1 of
IEEE Std
802.1AB-2005

Annex G.6.1 of
IEEE Std
802.1AB-2005

subclause 12.1 of
IEEE Std
802.1AB-2005
rfc3636

rfc3814

rfc3815

rfc3813

rfc1850

rfc2674

rfc2674

rfc2620

rfc2618

rfc1213
rfc1724
rfc2819

rfc2571

rfc2572

rfc2273

rfc2573
rfc3414

rfc3826

rfc3418

rfc3415

rfc2013

rfc2787
rfc4022
rfc4113



PIM-STD-MIB
POWER-ETHERNET-MIB

rfc5060-pim-std.mib

rfc3621-power-ethernet.mib

List of private MIBs

Module Name

HH3C-ACL-MIB
HH3C-ARP-RATELIMIT-MIB
HH3C-CBQOS2-MIB

HH3C-COMMON-SYSTEM-MI
B

HH3C-CONFIG-MAN-MIB
HH3C-DHCPRELAY-MIB
HH3C-DHCP-SERVER-MIB
HH3C-DLDP-MIB
HH3C-DOMAIN-MIB
HH3C-ENTITY-EXT-MIB
HH3C-FLASH-MAN-MIB
HH3C-IF-EXT-MIB
HH3C-IP-ADDRESS-MIB
HH3C-IP-BROADCAST-MIB
HH3C-IPV6-ADDRESS-MIB
HH3C-MIRRORGROUP-MIB
HH3C-MPM-MIB
HH3C-NQA-MIB
HH3C-PORTAL-MIB
HH3C-PORT-SECURITY-MIB
HH3C-POWER-ETH-EXT-MIB
HH3C-PROTOCOL-VLAN-MIB
HH3C-QINQ-MIB
HH3C-QOS-CAPABILITY-MIB
HH3C-IFQOS2-MIB
HH3C-RADIUS-MIB
HH3C-RRPP-MIB
HH3C-SSH-MIB
HH3C-STACK-MIB
HH3C-SUBNET-VLAN-MIB

File Name gomment
hh3c-acl.mib
hh3c-arp-ratelimit.mib
hh3c-cbgos2.mib
hh3c-common-system.mi Only support trap

b

hh3c-config-man.mib
hh3c-dhcprelay.mib
hh3c-dhcp-server.mib
hh3c-dldp.mib
hh3c-domain.mib
hh3c-entity-ext.mib
hh3c-flash-man.mib
hh3c-if-ext.mib
hh3c-ip-address.mib
hh3c-ip-broadcast.mib
hh3c-ipv6-address.mib
hh3c-mirrorgroup.mib
hh3c-mpm.mib
hh3c-nga.mib
hh3c-portal.mib
hh3c-port-security.mib
hh3c-power-eth-ext.mib
hh3c-protocol-vlan.mib
hh3c-qing.mib
hh3c-qos-capability.mib
hh3c-ifqos2.mib
hh3c-radius.mib
hh3c-rrpp.mib
hh3c-ssh.mib
hh3c-stack.mib

hh3c-subnet-vlan.mib

rfc3621

V3.0
V1.0
V1.5

V1.0

MIB
Versio
n



HH3C-SYS-MAN-MIB hh3c-sys-man.mib V2.1
HH3C-UI-MAN-MIB hh3c-ui-man.mib V1.6
HH3C-USER-MIB hh3c-user.mib V2.4
HH3C-VOICE-VLAN-MIB hh3c-voice-vlan.mib V1.2
HH3C-8021PAE-MIB hh3c-8021x-ext.mib V1.3
HH3C-DHCPS-MIB hh3c-dhcps.mib V1.51
HH3C-DISMAN-PING-MIB hh3c-ping.mib SSLVWZL:F\’I‘;?:@?] by V1.3
HH3C-LAG-MIB hh3c-lag.mib V1.2
HH3C-LSW-DEV-ADM-MIB hh3c -Isw-dev-adm.mib V3.69
HH3C-LswDEVM-MIB hh3c-splat-devm.mib V2.2
HH3C-LswlIGSP-MIB hh3c-splat-igsp.mib V1.0
HH3C-LswINF-MIB hh3c-splat-inf.mib V3.7
HH3C-LswMAM-MIB hh3c-splat-mam.mib V2.3
HH3C-LswMix-MIB hh3c-splat-mix.mib V1.2
HH3C-LswMSTP-MIB hh3c -splat-mstp.mib V1.14
HH3C-LswTRAP-MIB hh3c-splat-trap.mib V1.0
HH3C-LswVLAN-MIB hh3c-splat-vlan.mib V1.8
HH3C-NTP-MIB hh3c-ntp.mib V1.2
HH3C-RMON-EXT-MIB hh3c-rmon-ext.mib V2.0
HH3C-TRNG-MIB hh3c-trng.mib V1.3
HH3C-TUNNEL-MIB hh3c-tunnel.mib V1.2
HH3C-SLBG-MIB hh3c-slbg.mib V1.0
HH3C-STORM-CONSTRAIN hh3c-storm-constrain.mib V1.1

MIB

Standard notifications

Trap MIB Description
bgpBackwardTransition

(1.3.6.1.2.1.15.7.2) BGP4-MIB As per MIB
bgpEstablished

(1.36.1.2.1.15.7.1) BGP4-MIB As per MIB
pingProbeFailed DISMAN-PING-MIB As por MIB
(1.3.6.1.2.1.80.0.1)

pingTestFailed ] _

(1.3.6.1.2.1.80.0.2) DISMAN-PING-MIB As per MIB
pingTestCompleted ) )

(1.3.6.1.2.1.80.0.3) DISMAN-PING-MIB As per MIB
mplsXCUp ] ] ] .
(1.3.6.1.2.1.10.166.2.0.1) MPLS-LSR-STD-MIB Only support one Isp in one trap
mplsXCDown

MPLS-LSR-STD-MIB
RMON-MIB

(1.3.6.1.2.1.10.166.2.0.2) Only support one Isp in ane trap

risingAlarm (1.3.6.1.2.1.16.0.1) As per MIB



fallingAlarm
(1.3.6.1.2.1.16.0.2)

pethPsePortOnOffNotification
(1.3.6.1.2.1.105.0.1)
pethMainPowerUsageOnNoitifi
cation (1.3.6.1.2.1.105.0.2)

pethMainPowerUsageOffNotifi
cation (1.3.6.1.2.1.105.0.3)
coldStart (1.3.6.1.6.3.1.1.5.1)
warmsStart (1.3.6.1.6.3.1.1.5.2)
linkDown (1.3.6.1.6.3.1.1.5.3)
linkUp (1.3.6.1.6.3.1.1.5.4)
authenticationFailure
(1.3.6.1.6.3.1.1.5.5)
vrrpTrapNewMaster
(1.3.6.1.2.1.68.0.1)
vrrpTrapAuthFailure
(1.3.6.1.2.1.68.0.2)
ipv6IfStateChange
(1.3.6.1.2.1.55.2.0.1)
lldpRemTablesChange
(1.0.8802.1.1.2.0.0.1)
isisDatabaseOverload
(1.3.6.1.2.1.138.0.1)
isisManualAddressDrops
(1.3.6.1.2.1.138.0.2)
isisCorruptedLSPDetected
(1.3.6.1.2.1.138.0.3)
isisAttemptToExceedMaxSequ
ence (1.3.6.1.2.1.138.0.4)
isisIDLenMismatch
(1.3.6.1.2.1.138.0.5)
isisMaxAreaAddressesMismat
ch (1.3.6.1.2.1.138.0.6)
isisOwWnLSPPurge
(1.3.6.1.2.1.138.0.7)
isisSequenceNumberSkip
(1.3.6.1.2.1.138.0.8)
isisAuthenticationTypeFailure
(1.3.6.1.2.1.138.0.9)
isisAuthenticationFailure
(1.3.6.1.2.1.138.0.10)
isisVersionSkew
(1.3.6.1.2.1.138.0.11)
isisAreaMismatch
(1.3.6.1.2.1.138.0.12)
isisRejectedAdjacency
(1.3.6.1.2.1.138.0.13)
isisLSPToolLargeToPropagate
(1.3.6.1.2.1.138.0.14)
isisOrigLSPBuffSizeMismatch
(1.3.6.1.2.1.138.0.15)
isisProtocolsSupportedMismat
ch (1.3.6.1.2.1.138.0.16)
isisAdjacencyChange
(1.3.6.1.2.1.138.0.17)
isisLSPErrorDetected
(1.3.6.1.2.1.138.0.18)

dot1agCfmFaultAlarm
(1.3.111.2.802.1.1.8.0.1)

dot30amThresholdEvent

RMON-MIB

POWER-ETHERNET-MIB

POWER-ETHERNET-MIB

POWER-ETHERNET-MIB

SNMPv2-MIB
SNMPv2-MIB
SNMPv2-MIB
SNMPv2-MIB

SNMPv2-MIB

VRRP-MIB

VRRP-MIB

IPV6-MIB

LLDP-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

ISIS-MIB

IEEE8021-CFM-MIB
DOT3-OAM-MIB

6

As per MIB
As per MIB
As per MIB

As per MIB

As per MIB
As per MIB
As per MIB
As per MIB

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB
As per MIB



(1.3.6.1.2.1.158.0.1)
dot30amNonThresholdEvent
(1.3.6.1.2.1.158.0.2)

Private notifications

Trap

hh3cRebootSendTrap
(1.3.6.1.4.1.25506.6.8.3)
hh3cCfgManEventlog
(1.3.6.1.4.1.25506.2.4.2.1)
hh3cCfgOperateCompletion
(1.3.6.1.4.1.25506.2.4.2.2)
hh3cEntityExtCpuUsageThreshol
dNotfication
(1.3.6.1.4.1.25506.2.6.2.0.4)

hh3cEntityExtCriticalTemperatur
eThresholdNotification
(1.3.6.1.4.1.25506.2.6.2.0.8)

hh3cEntityExtMemUsageThresh
oldNotification
(1.3.6.1.4.1.25506.2.6.2.0.5)

hh3cEntityExtTemperatureThres
holdNotification
(1.3.6.1.4.1.25506.2.6.2.0.1)

hh3cEntityExtSFPPhony
(1.3.6.1.4.1.25506.2.6.2.0.11)

hh3cFIhOperNotification
(1.3.6.1.4.1.25506.2.5.1.3.1)

hh3cEntityExtTemperatureThres
holdNotification
(1.3.6.1.4.1.25506.2.6.2.0.1)

hh3cEntityExtVoltageLowThresh
oldNotification
(1.3.6.1.4.1.25506.2.6.2.0.2)

hh3cEntityExtVoltageHighThresh
oldNotification
(1.3.6.1.4.1.25506.2.6.2.0.3)

hh3cEntityExtCpuUsageThreshol
dNotfication
(1.3.6.1.4.1.25506.2.6.2.0.4)

hh3cEntityExtMemUsageThresh
oldNotification
(1.3.6.1.4.1.25506.2.6.2.0.5)

hh3cEntityExtOperEnabled
(1.3.6.1.4.1.25506.2.6.2.0.6)

hh3cEntityExtOperDisabled
(1.3.6.1.4.1.25506.2.6.2.0.7)

hh3cEntityExtCriticalTemperatur

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-FLASH-MAN-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB
HH3C-ENTITY-EXT-MIB

7

DOT3-OAM-MIB As per MIB
MIB Description
SHSC-COMMON-SYSTEM-MI As per MIB
HH3C-CONFIG-MAN-MIB As per MIB
HH3C-CONFIG-MAN-MIB As per MIB
HH3C-ENTITY-EXT-MIB As per MIB

If the device supports
temperature monitor and entity
extend MIB, this object will be
supported.

As per MIB

If the device supports
temperature monitor and entity
extend MIB, this object will be
supported.

This module is NOT sold by
HP. HP therefore shall NOT
guarantee the normal function
of the device or assume the
maintenance responsibility
thereof. The trap is generated
periodically after a phony
module has been found.

As per MIB

If the device supports
temperature monitor and entity
extend MIB, this object will be
supported.

Not supported

Not supported

As per MIB

As per MIB

Not supported

Not supported

If the device supports



eThresholdNotification
(1.3.6.1.4.1.25506.2.6.2.0.8)

hh3cEntityExtSFPAlarmOn
(1.3.6.1.4.1.25506.2.6.2.0.9)
hh3cEntityExtSFPAlarmOff
(1.3.6.1.4.1.25506.2.6.2.0.10)

hh3cEntityExtSFPPhony
(1.3.6.1.4.1.25506.2.6.2.0.11)

hh3cEntitylnsert
(1.3.6.1.4.1.25506.2.6.2.0.12)
hh3cEntityRemove
(1.3.6.1.4.1.25506.2.6.2.0.13)
hh3cEntityExtForcedPowerOff
(1.3.6.1.4.1.25506.2.6.2.0.14)
hh3cEntityExtForcedPowerOn
(1.3.6.1.4.1.25506.2.6.2.0.15)
hh3cEntityExtFaultAlarmOn
(1.3.6.1.4.1.25506.2.6.2.0.16)
hh3cEntityExtFaultAlarmOff
(1.3.6.1.4.1.25506.2.6.2.0.17)
hh3cSecureAddressLearned
(1.3.6.1.4.1.25506.2.26.1.3.1)
hh3cSecureLoginFailure
(1.3.6.1.4.1.25506.2.26.1.3.3)
hh3cSecureLogoff
(1.3.6.1.4.1.25506.2.26.1.3.5)
hh3cSecureLogon
(1.3.6.1.4.1.25506.2.26.1.3.4)
hh3cSecureRalmLoginFailure
(1.3.6.1.4.1.25506.2.26.1.3.6)
hh3cSecureRalmLogon
(1.3.6.1.4.1.25506.2.26.1.3.7)
hh3cSecureRalmLogoff
(1.3.6.1.4.1.25506.2.26.1.3.8)
hh3cSecureViolation
(1.3.6.1.4.1.25506.2.26.1.3.2)

hh3cRadiusAccServerDownTrap

(1.3.6.1.4.1.25506.2.13.3.2)
hh3cRadiusAuthServerDownTra
p (1.3.6.1.4.1.25506.2.13.3.1)

hh3cRadiusAuthErrTrap
(1.3.6.1.4.1.25506.2.13.3.0.3)

hh3cSysClockChangedNotificatio

n(1.3.6.1.4.1.25506.2.3.2.1)
hh3cSysReloadNotification
(1.3.6.1.4.1.25506.2.3.2.2)
hh3csupplicantproxycheck
(1.3.6.1.4.1.25506.8.6.1.0.1)
hh3cAggPortlnactiveNotification
(1.3.6.1.4.1.25506.8.25.2.2)

hh3cAggPortInactiveNotification2

(1.3.6.1.4.1.25506.8.25.2.3)

hh3cAggPortActiveNotification
(1.3.6.1.4.1.25506.8.25.2.4)

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-ENTITY-EXT-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-PORT-SECURITY-MIB

HH3C-RADIUS-MIB

HH3C-RADIUS-MIB

HH3C-RADIUS-MIB

HH3C-SYS-MAN-MIB

HH3C-SYS-MAN-MIB

HH3C-8021PAE-MIB

HH3C-LAG-MIB

HH3C-LAG-MIB

HH3C-LAG-MIB

temperature monitor and entity
extend MIB, this object will be
supported.

Not supported

Not supported

This module is NOT sold by
H3C. H3C therefore shall NOT
guarantee the normal function
of the device or assume the
maintenance responsibility
thereof. The trap is generated
periodically after a phony
module has been found.

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
Not supported.
As per MIB
As per MIB

As per MIB



hh3cSlaveSwitchOver
(1.3.6.1.4.1.25506.8.35.17.10.1)
hh3cBridgeLostRootPrimary
(1.3.6.1.4.1.25506.8.35.14.0.3)
hh3cPortMstiBpduGuarded
(1.3.6.1.4.1.25506.8.35.14.0.5)
hh3cPortMstiLoopGuarded
(1.3.6.1.4.1.25506.8.35.14.0.6)
hh3cPortMstiRootGuarded
(1.3.6.1.4.1.25506.8.35.14.0.4)
hh3cPortMstiStateDiscarding
(1.3.6.1.4.1.25506.8.35.14.0.2)
hh3cPortMstiStateForwarding
(1.3.6.1.4.1.25506.8.35.14.0.1)
hh3cfanfailure
(1.3.6.1.4.1.25506.8.35.12.1.6)
hh3cBackBoardModeSetFuilure
(1.3.6.1.4.1.25506.8.35.12.1.21)
hh3cBackBoardModeSetOK
(1.3.6.1.4.1.25506.8.35.12.1.22)
hh3cBoardTemperatureFormHig
herToNormal
(1.3.6.1.4.1.25506.8.35.12.1.17)
hh3cBoardTemperatureFromLow
erToNormal
(1.3.6.1.4.1.25506.8.35.12.1.15)
hh3cBoardTemperatureHigher
(1.3.6.1.4.1.25506.8.35.12.1.16)
hh3cBoardTemperatureLower
(1.3.6.1.4.1.25506.8.35.12.1.14)
hh3cBoardFailure
(1.3.6.1.4.1.25506.8.35.12.1.10)
hh3cBoardInserted
(1.3.6.1.4.1.25506.8.35.12.1.9)
hh3cBoardNormal
(1.3.6.1.4.1.25506.8.35.12.1.11)
hh3cBoardRemoved
(1.3.6.1.4.1.25506.8.35.12.1.8)
hh3cFanNormal
(1.3.6.1.4.1.25506.8.35.12.1.7)
hh3cLoadFailure
(1.3.6.1.4.1.25506.8.35.12.1.19)
hh3cLoadFinished
(1.3.6.1.4.1.25506.8.35.12.1.20)
hh3cMasterPowerNormal
(1.3.6.1.4.1.25506.8.35.12.1.3)
hh3cPowerlnserted
(1.3.6.1.4.1.25506.8.35.12.1.23)
hh3cPowerNormal
(1.3.6.1.4.1.25506.8.35.12.1.2)
hh3cPowerRemoved
(1.3.6.1.4.1.25506.8.35.12.1.5)
hh3cRequestLoading
(1.3.6.1.4.1.25506.8.35.12.1.18)
hh3cSlavePowerNormal
(1.3.6.1.4.1.25506.8.35.12.1.4)
hh3cSubcardinsert
(1.3.6.1.4.1.25506.8.35.12.1.13)
hh3cSubcardRemove
(1.3.6.1.4.1.25506.8.35.12.1.12)
hh3cpowerfailure

HH3C-LswMix-MIB

HH3C-LswMSTP-MIB

HH3C-LswMSTP-MIB

HH3C-LswMSTP-MIB

HH3C-LswMSTP-MIB

HH3C-LswMSTP-MIB

HH3C-LswMSTP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB

HH3C-LswTRAP-MIB
HH3C-LswTRAP-MIB

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

As per MIB

As per MIB

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
Not supported.
As per MIB
As per MIB
As per MIB
As per MIB
Not supported.
As per MIB

As per MIB
As per MIB



(1.3.6.1.4.1.25506.8.35.12.1.1)
hh3cprifallingAlarm
(1.3.6.1.4.1.25506.8.4.0.2)
hh3cpririsingAlarm
(1.3.6.1.4.1.25506.8.4.0.1)
hh3cRrppRingRecover
(1.3.6.1.4.1.25506.2.45.3.1)
hh3cRrppRingFail
(1.3.6.1.4.1.25506.2.45.3.2)
hh3cRrppMultiMaster
(1.3.6.1.4.1.25506.2.45.3.3)

hh3cRrppMajorFault
(1.3.6.1.4.1.25506.2.45.3.4)

hh3cSSHUserAuthFailure

(1.3.6.1.4.1.25506.2.22.1.3.0.1)
hh3cSSHVersionNegotiationFailu

re

(1.3.6.1.4.1.25506.2.22.1.3.0.2)

hh3cSSHUserLogin

(1.3.6.1.4.1.25506.2.22.1.3.0.3)

hh3cSSHUserLogoff

(1.3.6.1.4.1.25506.2.22.1.3.0.4)
hh3cMACInformationChangedTr

apExt

(1.3.6.1.4.1.25506.2.87.1.4.0.1)

hh3cStormRising
(1.3.6.1.4.1.25506.2.66.3.1)
hh3cStormFalling
(1.3.6.1.4.1.25506.2.66.3.2)
hh3cDHCPServerAddrExhaust
(1.3.6.1.4.1.25506.2.101.3.0.1)

hh3cDHCPServerAddrExhaustR

ecover
(1.3.6.1.4.1.25506.2.101.3.0.2)

hh3cDHCPServerAvglpUsageOv

erflow
(1.3.6.1.4.1.25506.2.101.3.0.3)

hh3cDHCPServerMaxlpUsageOv

erflow
(1.3.6.1.4.1.25506.2.101.3.0.4)

hh3cDHCPServerAllocateOverflo
w (1.3.6.1.4.1.25506.2.101.3.0.5)

hh3cRadiusAuthServerUpTrap
(1.3.6.1.4.1.25506.2.13.3.0.1)

hh3cRadiusAccServerUpTrap
(1.3.6.1.4.1.25506.2.13.3.0.2)

hh3clpAddressChangeNotify

(1.3.6.1.4.1.25506.2.67.2.2.0.1)

hh3cARPRatelimitOverspeedTra

p
(1.3.6.1.4.1.25506.2.110.1.1.0.1)

HH3C-RMON-EXT-MIB

HH3C-RMON-EXT-MIB

HH3C-RRPP-MIB

HH3C-RRPP-MIB

HH3C-RRPP-MIB

HH3C-RRPP-MIB

HH3C-SSH-MIB

HH3C-SSH-MIB

HH3C-SSH-MIB

HH3C-SSH-MIB

HH3C-MAC-INFORMATION-M
B

HH3C-STORM-CONSTRAIN

HH3C-STORM-CONSTRAIN

HH3C-DHCPS-MIB

HH3C-DHCPS-MIB

HH3C-DHCPS-MIB

HH3C-DHCPS-MIB

HH3C-DHCPS-MIB

HH3C-RADIUS-MIB

HH3C-RADIUS-MIB

HH3C-IP-ADDRESS-MIB

HH3C-ARP-RATELIMIT-MIB
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As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

The trap is generated when a
user fails to authentication.

The trap is generated when a
user fails to negotiate SSH
protocol version.

The trap is generated when a
user logs in successfully.
The trap is generated when a
user logs off.

As per MIB

As per MIB
As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

If the rate of ARP packets
delivered to the CPU on a
device

exceeds the threshold, a trap
message is generated and sent

to the remote monitoring
device.



hh3cNgaProbeTimeOverThresho
Id (1.3.6.1.4.1.25506.8.3.3.1)

hh3cNgaJitterRTTOverThreshold
(1.3.6.1.4.1.25506.8.3.3.2)

hh3cNgaProbeFailure
(1.3.6.1.4.1.25506.8.3.3.3)

hh3cNgaditterPacketLoss
(1.3.6.1.4.1.25506.8.3.3.4)

hh3cNgaJitterSDOverThreshold
(1.3.6.1.4.1.25506.8.3.3.5)

hh3cNgaJitterDSOverThreshold
(1.3.6.1.4.1.25506.8.3.3.6)

hh3cNgalCPIFOverThreshold
(1.3.6.1.4.1.25506.8.3.3.7)

hh3cNgaMOSOverThreshold
(1.3.6.1.4.1.25506.8.3.3.8)

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB

HH3C-NQA-MIB
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As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



RFC1213-MIB

System Group {mib-2.1}

This group is fully supported.

Name Access

sysDescr (1.3.6.1.2.1.1.1) read-only
sysObjectID (1.3.6.1.2.1.1.2) read-only
sysUpTime (1.3.6.1.2.1.1.3) read-only
sysContact (1.3.6.1.2.1.1.4) read-write
sysName (1.3.6.1.2.1.1.5) read-write
sysLocation (1.3.6.1.2.1.1.6) read-write
sysServices (1.3.6.1.2.1.1.7) read-only

PDS

No

No

No

Current

Current

Current

Current

12

Description

A textual string containing
information about the system.
The default value:

Copyright (c) 2010-2011
Hewlett-Packard Development
Company, L.P.

The default value :
1.3.6.1.4.1.25506.11.1.101--
A5500-24G-4SFP HI Switch with
2 interface Slots JG311A
1.3.6.1.4.1.25506.11.1.102--
A5500-48G-4SFP HI Switch with
2 interface Slots JG312A
1.3.6.1.4.1.25506.11.1.121--
5500-48G-PoE+-4SFP HI Switch
with 2 Interface Slots JG542A
1.3.6.1.4.1.25506.11.1.122--
5500-24G-PoE+-4SFP HI Switch
with 2 Interface Slots JG541A
1.3.6.1.4.1.25506.11.1.123--
5500-24G-SFP HI Switch with 2
Interface Slots JG543A
1.3.6.1.4.1.25506.11.1.139--
5500-48G-PoE+-4SFP HI
TAA-compliant Switch with 2
Interface Slots JG680A
1.3.6.1.4.1.25506.11.1.140--
5500-24G-PoE+-4SFP HI
TAA-compliant Switch with 2
Interface Slots JG679A
1.3.6.1.4.1.25506.11.1.141--
5500-24G-SFP HI TAA-compliant
Switch with 2 Interface Slots
JG681A

As per MIB

The value can not be a blank
string

The default value :

NULL

The length of value is 1 to 200
As per MIB

The set operation now only
supports 1-30 characters.

The default value :-HP

The value can not be a blank
string

The default value :

NULL

As per MIBThe length of value is
1to 200

78 (27 (2-1) + 22 (3-1) + 27 (4-1) +
27 (7-1)). indicates that can
provide the following services:



2 datalink/subnetwork (e.g.,
bridges)

3 internet (e.g., supports the IP)
4 end-to-end (e.g., supports the

TCP)
7 applications (e.g., supports the
SMTP)
Interfaces Group{mib-2.2}
Please refer to IF-MIB in RFC2233.
ifTable
OID of this table is :1.3.6.1.2.1.2.2
Name Access PDS Description
ifindex (1.3.6.1.2.1.2.2.1.1) read-only Current As per MIB

A textual string containing
information about the interface.
Such as Aux0/0/0, nullO,
Vlan-interface2, ethernet1/0/1
ifType (1.3.6.1.2.1.2.2.1.3) read-only Current As per MIB

The size of the largest datagram
which can be sent/received by
interface in octets. If this port is
stack port, the vlaue is invalid.
An estimate of the interface's
ifSpeed (1.3.6.1.2.1.2.2.1.5) read-only Current current bandwidth in bits per
second.

MAC address

For switches, the following type of
interfaces support mac address:
M-Ethernet(Management
Ethernet) port

Vlan interface

Ethernet port

Gigabit Ethernet port

Other type of interfaces don’t
support mac address

enable or disable an interface,
"testing” is not supported

The current operational state (link
status) of the interface.

The value of sysUpTime at the
time the interface entered its
current operational state. If the
current state was entered prior to
the last re-initialization of the local
network management
subsystem, then this object
contains a zero value.

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

ifDescr (1.3.6.1.2.1.2.2.1.2) read-only No

ifMtu (1.3.6.1.2.1.2.2.1.4) read-only Current

ifPhysAddress (1.3.6.1.2.1.2.2.1.6) = read-only Current

ifAdminStatus (1.3.6.1.2.1.2.2.1.7) = read- write Current

ifOperStatus (1.3.6.1.2.1.2.2.1.8) read-only Current

ifLastChange (1.3.6.1.2.1.2.2.1.9) | read-only No

ifinOctets (1.3.6.1.2.1.2.2.1.10) read-only No

iflnUcastPkts (1.3.6.1.2.1.2.2.1.11) | read-only No

ifinNUcastPkts
(1.3.6.1.2.1.2.2.1.12)

iflnErrors (1.3.6.1.2.1.2.2.1.14) read-only No

read-only No
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iflnUnknownProtos
(1.3.6.1.2.1.2.2.1.15)

ifOutOctets (1.3.6.1.2.1.2.2.1.16)

ifOutUcastPkts
(1.3.6.1.2.1.2.2.1.17)
ifOutNUcastPkts
(1.3.6.1.2.1.2.2.1.18)
ifOutDiscards
(1.3.6.1.2.1.2.2.1.19)

ifOutErrors (1.3.6.1.2.1.2.2.1.20)

ifOutQLen (1.3.6.1.2.1.2.2.1.21)
ifSpecific (1.3.6.1.2.1.2.2.1.22)

read-only
read-only
read-only
read-only
read-only
read-only

read-only

read-only

No

No

No

No

No

No

No
No

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

A As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

As per MIB(M-GigabitEthernet
can’t support)

Not supported.

Address Translation Group(at) {mib-2.3}

OID of this table is :1.3.6.1.2.1.3

This group is fully supported.

atTable mib
OID of this tableis : 1.3.6.1.2.1.3.1
Name Access PDS Description
atlfindex (1.3.6.1.2.1.3.1.1.1) read-write Current Only support regd operatlo.n. .
The value of static arp entries is 0
“Write” just referenced means to
atPhysAddress read-write Current create static arp entries,but does
(1.3.6.1.2.1.3.1.1.2) not support to modify existing arp
entries except atPhysAddress
atNetAddress (1.3.6.1.2.1.3.1.1.3) | read-write Current Only support read operation
The following objects will be supported:
Scalar Objects
Name Access PDS Description
ipForwarding (1.3.6.1.2.1.4.1) read-only Current As per MIB
ipDefaultTTL (1.3.6.1.2.1.4.2) read-only No Range from 1 to 255
ipInReceives (1.3.6.1.2.1.4.3) read-only No As per MIB
ipInHdrErrors (1.3.6.1.2.1.4.4) read-only No As per MIB
ipInAddrErrors (1.3.6.1.2.1.4.5) read-only No As per MIB
ipForwDatagrams (1.3.6.1.2.1.4.6) | read-only No As per MIB
ipInUnknownProtos
(13.6.1.2.1.4.7) read-only No As per MIB
ipInDiscards (1.3.6.1.2.1.4.8) read-only No As per MIB
ipInDelivers (1.3.6.1.2.1.4.9) read-only No As per MIB
ipOutRequests (1.3.6.1.2.1.4.10) read-only No As per MIB
ipOutDiscards (1.3.6.1.2.1.4.11) read-only No As per MIB
ipOutNoRoutes (1.3.6.1.2.1.4.12) read-only No As per MIB
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ipReasmTimeout (1.3.6.1.2.1.4.13) | read-only No As per MIB

ipReasmReqds (1.3.6.1.2.1.4.14) read-only No As per MIB
ipReasmOKs (1.3.6.1.2.1.4.15) read-only No As per MIB
ipReasmFails (1.3.6.1.2.1.4.16) read-only No As per MIB
ipFragOKs (1.3.6.1.2.1.4.17) read-only No As per MIB
ipFragFails (1.3.6.1.2.1.4.18) read-only No As per MIB
ipFragCreates (1.3.6.1.2.1.4.19) read-only No As per MIB
ipRoutingDiscards read-only No As per MIB

(1.3.6.1.2.1.4.23)
ipvblpForwarding

(1.3.6.1.2.1.4.25) read-write No Only support read operation
i(q\./glg.?.ezfﬂu.lig%r)mimit read-write No Only support read operation
;p;v;llgt;a 2310 iT;;))IeLastChange read-only No Not supported
|(F1nglgt$ r2fa1c szalg)leLastChange read-only No Not supported
ig'_?g?;éﬁflﬁi?hange read-only No Not supported
Qq?gr;aszs?pzn;;ck read-write No Not supported
ipv6RouterAdvertSpinLock read-write No Not supported

(1.3.6.1.2.1.4.38)

ipAddrTable

OID of this tableis : 1.3.6.1.2.1.4.20

Name Access PDS Description
ipAdEntAddr (1.3.6.1.2.1.4.20.1.1) | read-only Current As per MIB
ipAdEntIfindex )

(1.3.6.1.2.1.4.20.1.2) read-only Current As per MIB
ipAdEntNetMask

(1.3.6.1.2.1.4.20.1.3) read-only Current As per MIB
ipAdEntBcastAddr )

(1.3.6.1.2.1.4.20.1.4) read-only Current As per MIB
ipAdEntReasmMaxSize read-only Current As per MIB

(1.3.6.1.2.1.4.20.1.5)

ipRouteTable

OID of this tableis : 1.3.6.1.2.1.4.21
Note: 1) The ipRouteTable can get only one of the equal-cost routes.

2) The ipRouteTable can get only one of the routes with same destination and different mask.

Name Access PDS Description

ipRouteDest (1.3.6.1.2.1.4.21.1.1) = read-write No Only support read operation
ipRoutelfindex o .
(1.3.6.1.2.1.4.211.2) read-write No Only support read operation
ipRouteMetric1 i .
(13.6.1.2.1.4.21.1.3) read-write No Only support read operation
ipRouteMetric2 i .
(1.3.6.1.2.1.4.21.1.4) read-write No Only support read operation
ipRouteMetric3 S .
(1.3.6.1.2.1.4.21.1.5) read-write No Only support read operation
ipRouteMetric4 read-write No Only support read operation
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(1.3.6.1.2.1.4.21.1.6)
ipRouteNextHop

(1.3.6.1.2.1.4.21.1.7) read-write No Only support read operation
ipRouteType (1.3.6.1.2.1.4.21.1.8) = read-write No Only support read operation
ipRouteProto (1.3.6.1.2.1.4.21.1.9) = read-only No As per MIB
ipRouteAge (1.3.6.1.2.1.4.21.1.10) = read-write No Only support read operation
'(ﬂiogt?“gafz 21.1.11) read-write No Only support read operation
ip;Fi)’ogt?hélitrAcg 11.12) read-write No Only support read operation
ipRoutelnfo (1.3.6.1.2.1.4.21.1.13) | read-only No As per MIB
ipvBInterfaceTable
OID of this tableis : 1.3.6.1.2.1.4.30
Name Access PDS Description
|([1)v§ Igt;a r2fa1c ilfé%d1e X1) not-accessible | No As per MIB
puolntoriaceRoasTMaxSize reagonly | No As per MIB
Igvg Igt$r2fa1c ?%%n?ff)r read-only No As per MIB
|(qv36 Igt;er;af ZE;()a t;leS?tatus read-write No Only support read operation
Igvg Igt$r2fa;: iR:;eOa?hg)bleTlme read-only No As per MIB
puolnleriaceRelransmitTime  reagonly | No As per MIB
Igvg Igt$r2fa;: ZF;(;V\gaglng read-write No Only support read operation
ipSystemStatsTable
OID of this tableis : 1.3.6.1.2.1.4.31.1
Name Access PDS Description
Igsg Zte1r281tagsél13\qe1rs;(;n not-accessible | No Only support ipv6(2)
I(qssy sét?rr;S:aAfsgqF\;e;:%l\)/es read-only No As per MIB
Igsg Zte;n;S:ajs;CJqR:)c elves read-only No As per MIB
'(qsg gtirr;S:aisgq(ic’;e; read-only No Not supported
Igsg Zte1r281tegs:;C1In1Oé:)t ets read-only No Not supported
I(qssy Zt(irgS:a:sgql-:d:E?r)rors read-only No As per MIB
Igsg Zte;r;S;a;séql\#o:? gl)JteS read-only No As per MIB
I(qssy Zte1r281ta;sgqﬁd(11rg)rrors read-only No As per MIB
ipSystemStatsiInUnKnownProtos
(ﬁ.?zl.6.1 2.1.4.31.1.1.10) read-only No As per MIB
ipSystemStatsinTruncatedPkts read-only No Not supported
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(1.3.6.1.2.1.4.31.1.1.11)
ipSystemStatsinForwDatagrams

(1.3.6.1.2.1.4.31.1.1.12) read-only No
ipSystemStatsHCInForwDatagram )
s (1.3.6.1.2.1.4.31.1.1.13) read-only No
ipSystemStatsReasmReqds )
(1.3.6.1.2.1.4.31.1.1.14) read-only No
ipSystemStatsReasmOKs read-onl No
(1.3.6.1.2.1.4.31.1.1.15) y
ipSystemStatsReasmFails )
(1.3.6.1.2.1.4.31.1.1.16) read-only No
ipSystemStatsinDiscards )
(1.3.6.1.2.1.4.31.1.1.17) read-only No
ipSystemStatsinDelivers )
(1.3.6.1.2.1.4.31.1.1.18) read-only No
ipSystemStatsHCInDelivers read-onl No
(1.3.6.1.2.1.4.31.1.1.19) y
ipSystemStatsOutRequests )
(1.3.6.1.2.1.4.31.1.1.20) read-only No
ipSystemStatsHCOutRequests }
(1.3.6.1.2.1.4.31.1.1.21) read-only No
ipSystemStatsOutNoRoutes read-onl No
(1.3.6.1.2.1.4.31.1.1.22) y
ipSystemStatsOutForwDatagrams )
(1.3.6.1.2.1.4.31.1.1.23) read-only No
ipSystemStatsHCOutForwDatagra )
ms (1.3.6.1.2.1.4.31.1.1.24) read-only No
ipSystemStatsOutDiscards read-onl No
(1.3.6.1.2.1.4.31.1.1.25) y
ipSystemStatsOutFragReqds )
(1.3.6.1.2.1.4.31.1.1.26) read-only No
ipSystemStatsOutFragOKs )
(1.3.6.1.2.1.4.31.1.1.27) read-only No
ipSystemStatsOutFragFails )
(1.3.6.1.2.1.4.31.1.1.28) read-only No
ipSystemStatsOutFragCreates }
(1.3.6.1.2.1.4.31.1.1.29) read-only No
ipSystemStatsOutTransmits read-onl No
(1.3.6.1.2.1.4.31.1.1.30) y
ipSystemStatsHCOutTransmits read-onl No
(1.3.6.1.2.1.4.31.1.1.31) y
ipSystemStatsOutOctets )
(1.3.6.1.2.1.4.31.1.1.32) read-only No
ipSystemStatsHCOutOctets read-onl No
(1.3.6.1.2.1.4.31.1.1.33) y
ipSystemStatsinMcastPkts read-onl No
(1.3.6.1.2.1.4.31.1.1.34) y
ipSystemStatsHCInMcastPkts read-onl No
(1.3.6.1.2.1.4.31.1.1.35) y
ipSystemStatsinMcastOctets read-onl No
(1.3.6.1.2.1.4.31.1.1.36) y
ipSystemStatsHCInMcastOctets read-onl No
(1.3.6.1.2.1.4.31.1.1.37) y
ipSystemStatsOutMcastPkts read-onl No
(1.3.6.1.2.1.4.31.1.1.38) y
ipSystemStatsHCOutMcastPkts read-onl No
(1.3.6.1.2.1.4.31.1.1.39) y
ipSystemStatsOutMcastOctets read-onl No
(1.3.6.1.2.1.4.31.1.1.40) y
ipSystemStatsHCOutMcastOctets

read-only No

(1.3.6.1.2.1.4.31.1.1.41)
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ipSystemStatsInBcastPkts

(13.6.1.2.1.4.31.1.1.42) read-only No Not supported
PeTSASOREESPs  rsdony o Notsuppore
BRI eavow o Notsupor
(1301014511045 - readonly | No Not supported
ESITSERIETIS agony Mo | Notsuppore
'(':1’833' Ztﬁrglsfiég‘_ﬁrﬁ‘f‘z%ate read-only No Not supported
iplfStatsTable

OID of this tableis : 1.3.6.1.2.1.4.31.3

Name Access PDS Description
qufs‘sgat‘]slzPYir??%1 1) not-accessible = No Only support ipv6(2)
qumﬁéagsglqdf& 3.1.2) not-accessible | No As per MIB
(156121451519 read-only | No Not supported
St Rocsives eacory  No | Notsupports
I(qlfs?’gazsg]?zterstf 3.1.5) read-only No Not supported
Arers et eadorly  No | Notsuppors
(1561 214.315.1.7) read-only | No As per MIB
e cavory  No | AsperMi
(156.1214.5151.9) read-only | No As per MIB
GSEITT  wavony  No | Asperue
(1361 21 431.3.0.11) read-only | No Not supported
;qllésaagslzrw:ci‘r\g?ztiggr)ns read-only No Not supported
(1361214315103 readony | No Not supported
e wagony | No | Asperiie
(136121 4315.1.15) read-only | No As per MIB
(1561.5.1 4313.1.16) reaconly  No. | AsperMIB
i(ql.gs.gflzh?.if;1rzs.1 A7) read-only No As per MIB
Qﬁlfsszsaﬁsg]??“ﬁr; 18) read-only No As per MIB
(1361214313119 read-only | No Not supported
iplfStatsOutRequests read-only No As per MIB

(1.3.6.1.2.1.4.31.3.1.20)
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iplfStatsHCOutRequests

(1.3.6.1.2.1.4.31.3.1.21) read-only No ot supported
(1561214315128 edony Mo [ Mofevbore
AT oy (Mo Hotsepne
(156121451 5.1.25) cadonly  |No | AsperMi

(1561.2.14.395.1.26) eadonly  |No | AsperMi

(13612143951 27) cadonly  |No | AsperMi

(1561.2.14.3131.26) wadonly  |No | AseerMiB

(1561214393120 eadonly N0 |AskerMi

(1561214313430 feadonly | No | Notsupported
B COuTranars adony No | Netsuppored
I(qlfs?zsazsgﬂt%t?t; 32) read-only No ot supported
(1561.2.14515.1.3) eadonly | No | Nofsupported
(1561 214313434 feadonly | No | Notsupported
(1561.2.1451.51.36) eadonly | No | Nofsupported
(15612143133 feadonly | No | Notsupported
fSeratasisrsn | reatony No | Notsupporid
(1561214313438 feadonly | No | Notsupported
RSOSSN Netawsone
(1561.2.1431.3.140) feadonly | No | Notsupported
(Serorasionen ”  radomy Mo Notsupored
iﬁ'féaﬂs'é‘?iaiﬂp?ha read-only No ot supported
(156121431 5.1.43) eadonly | No | Nofsupported
i‘i'f?teaﬁs?‘fi"? 1S.t3P.|1(t.Z4) read-only No ot supported
ATeAInTIe s M et
(1561 2.14313.046) il S e R
(15612145151 47) eadonly | No | Notsuported

ipAddressPrefixTable
OID of this tableis : 1.3.6.1.2.1.4.32
Name Access PDS Description
ipAddressPrefixifindex not-accessible = No As per MIB

(1.3.6.1.2.1.4.32.1.1)
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ipAddressPrefixType

(1.3.6.1.21.4.32.12) not-accessible = No Only support ipv6(2) and ipv6z(4)
Qq?gr;as,zs?rjféxgeg; not-accessible = No As per MIB
;p;,b;;jgr;eszsljrzfg%?négth not-accessible | No As per MIB
e wadoy  No | AsperMip
PGSO cagany Mo Asperhin
ot b oSS | agany Mo hsperiie
PASUCSSTEATISETOE | cagary Mo Asperhin
ipAddressPrefixAdvValidLifetime read-only No As per MIB

(1.3.6.1.2.1.4.32.1.9)

ipAddressTable

OID of this tableis : 1.3.6.1.2.1.4.34

Name Access PDS Description
I(qA;gr?SZS'?ingyﬁ) .61) not-accessible | No Only support ipv6(2) and ipv6z(4)
;ﬂ?gr1eszs/%\(idg41 2) not-accessible = No As per MIB

Zqﬁgjgrf]eszsli Izd;: 1.3) read-create No Only support read operation
iq?gqeszs?fg 4.1.4) read-create No Only support read operation
e cagony  No | Asperis
i(ﬁ?g.r?szs.?.j%rz‘tn 6) read-only No As per MIB
I(qujgrf]eszs?tztgz 1.7) read-create No Only support read operation
e o cadonly  No | Asperis
'(ﬂA:;jgr?SZSI]a:t&h?%%ed read-only No As per MIB
Qq?gr;aszsa?ivgs‘lta‘]thso) read-create No Only support read operation
ipAddressStorageType

(13.6.1.2.1.4.34.1.11) read-create No Only support read operation

ipNetToPhysicalTable

OID of this tableis : 1.3.6.1.2.1.4.35

Name Access PDS Description
ipNetToPhysicallfindex ) .

(1.3.6.1.2.1.4.35.1.1) not-accessible = No As per MIB
ipNetToPhysicalNetAddressType : . . .
(1.3.6.1.2.1.4.35.1.2) not-accessible | No Only support ipv6(2),ipv6z(4)
ipNetToPhysicalNetAddress not-accessible | No As per MIB

(1.3.6.1.2.1.4.35.1.3)
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ipNetToPhysicalPhysAddress

(13.6.1.2.1.4.351.4) read-create No Only support read operation
DT U gty Ne | Asperhin
|(p;N3eéT1c>P2h1)/ 2%3;1-1)'2? read-create No Only support read operation
et casony Mo Asperns
ipNetToPhysicalRowStatus read-create No Only support read operation

(1.3.6.1.2.1.4.35.1.8)

ipv6ScopeZonelndexTable

OID of this tableis : 1.3.6.1.2.1.4.36

Name Access PDS Description
ipv6ScopeZonelndexIfindex

(1.3.6.1.2.1.4.36.1.1) not-accessible | No As perMIB

(5610045602 . wdony [No | Asperis

(1361214561.3) readronly | ot supported
PO T ooy No | Notsppone
(13612145618 o readony | No ot supported
(136.12.1456.1.6) reagony ™ ot suppores
(3612145617) readronly | ot supported
LSSl | oy No | N sppona
(1361214561.9) readronly | ot supported
(136.12.1.456.1.10) readonly | No ot supported
(136.12.1456.1:11) readonly | No Mot supported
(3612 1436.1.12) readonly | No Mot supported
ipv6ScopeZonelndexD read-only No Not supported

(1.3.6.1.2.1.4.36.1.13)

ipDefaultRouterTable

OID of this tableis : 1.3.6.1.2.1.4.37

Name Access PDS Description
ipDefaultRouterAddressType not-accessible . .
(1.3.6.1.2.1.4.37.1.1) No Only support ipv6(2) and ipv6z(4)
ipDefaultRouterAddress not-accessible | No As per MIB

(1.3.6.1.2.1.4.37.1.2)

ipDefaultRouterlfIndex
(1.3.6.1.2.1.4.37.1.3)

ipDefaultRouterLifetime read-only No As per MIB

not-accessible | No As per MIB
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(1.3.6.1.2.1.4.37.1.4)

ipDefaultRouterPreference

(1.3.6.1.2.1.4.37.1.5) read-only No As per MIB

ipvoRouterAdvertTable

OID of this tableis : 1.3.6.1.2.1.4.39

Name Access PDS Description
ipv6RouterAdvertlfindex
(1.3.6.1.2.1.4.39.1.1)
ipv6RouterAdvertSendAdverts

not-accessible | No As per MIB

(13.6.1.2.1.4.39.1.2) read-create No Only support read operation
;qvglzq]utze;Af\é%n:\A :?)X Interval read-create No Only support read operation
|(p1>v36Féo1ut2qu2\é%rt1l\/l Li{;lnterval read-create No Only support read operation
;ﬁvglzq]u;quf\é%rty g)n agedFlag read-create No Only support read operation
|(p1>v36Féo1ut2e;AA<fj\é%rt10 ér;erConfigFIag read-create No Only support read operation
'(F;Vglzo,]u;qufé%rq‘ I?)k MTU read-create No Only support read operation
|(p1>v36Féo1ut2e;A2\é%rt1R g;clchableTime read-create No Only support read operation
'(F;Vglzq]u;quf\é%nf ge;ransmitTime read-create No Only support read operation
|(p1)v36Féo1ut2e;A2\g%rt10 ;J (r)l;opLimit read-create No Only support read operation
'(F;Vglzq]mzquf\é%rtP ﬂa;ultLifetime read-create No Only support read operation
'(F;VSGFéﬂUtzquf\é%ﬂ? %V)Status read-create No Only support read operation
SAVI
Name Access PDS Description
saviObjectsSystemIPVersion ) i
(1.3.6.1.2.1.4.40.1.1.1.1) hot-accessible | No gnZIy Support [py6 version, value
(Sf\;loab:ezct:iy:(t)e:w:\/l:c; read- write Current As per MIB
saviObjectsSystemMaxDadDelay( read- write Current As per MIB

1.3.6.1.2.1.4.40.1.1.1.3)

saviObjectsSystemMaxDadPrepar
eDelay read- write Current | As per MIB
(1.3.6.1.2.1.4.40.1.1.1.4)
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saviObjectsSystemTable

OID of this tableis: 1.3.6.1.2.1.4.40.1.1.1

saviObjectslfTable

OID of this table is: 1.3.6.1.2.1.4.40.1.2.1

Name Access PDS Description
saviObjectslfIPVersion .
not-accessible | No I(;nzly support Ipv6 version, value
(1.3.6.1.2.1.4.40.1.2.1.1)
saviObjectslflfindex .
not-accessible | Current As per MIB
(1.3.6.1.2.1.4.40.1.2.1.2)
saviObjects|fValidationStatus
(1.3.6.1.2.1.4.40.1.2.1.3) read- write Current As per MIB
saviObjectslfTrustStatus
(1.3.6.1.2.1.4.40.1.2.1.4) read- write Current As per MIB
saviObjectslfFilteringNum .
read- write Current As per MIB
(1.3.6.1.2.1.4.40.1.2.1.5)
saviObjectsBindingTable
OID of this table is: 1.3.6.1.2.1.4.40.1.3.1
Name Access PDS Description
saviObjectsBindinglpAddressType . Only support Ipv6 version, value
not-accessible = No )
(1.3.6.1.2.1.4.40.1.3.1.1) is 2.
saviObjectsBindingType .
(13.6.1.2.1.4.40.1.3.1.2) not-accessible | No As per MIB
saviObjectsBindinglfindex
(1.3.6.1.2.1.4.40.1.3.1.3) not-accessible = No As per MIB
saviObjectsBindinglpAddress
(1.3.6.1.2.1.4.40.1.3.1.4) not-accessible | Current | As per MIB
saviObjectsBindingMacAddr
(1.3.6.1.2.1.4.40.1.3.1.5) read- create Current As per MIB
saviObjectsBindingState
(1.3.6.1.2.1.4.40.1.3.1.6) read- create Current As per MIB
saviObjectsBindingLifetime
(1.3.6.1.2.1.4.40.1.3.1.7) read- create Current As per MIB
saviObjectsBindingRowStatus read- create Current As per MIB

(1.3.6.1.2.1.4.40.1.3.1.8)
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saviObjectsFilteringTable

OID of this table is: 1.3.6.1.2.1.4.40.1.4.1

Name Access PDS Description

saviObjectsFilteringlpAddressType ) . Only support Ipv6 version, value

(1.3.6.1.2.1.4.40.1.4.1.1) not-accessible | No is 2.

saviObjectsFilteringlfindex .

(13.6.1.2.1.4.40.1.4.1.2) not-accessible | No As per MIB

saviObjectsFilteringlpAddress : .

(1.3.6.1.2.1.4.40.1.4.1.3) not-accessible | No As per MIB

saviObjectsFilteringMacAddr

(13.6.1.2.1.4.40.1.4.1.4) read-only No As per MIB
Scalar objects

Name Access PDS Description

icmpInMsgs (1.3.6.1.2.1.5.1) read-only No As per MIB

icmpInErrors (1.3.6.1.2.1.5.2) read-only No As per MIB

icmpInDestUnreachs }

(13.6.1.2.1.5.3) read-only No As per MIB

icmpInTimeExcds (1.3.6.1.2.1.5.4) = read-only No As per MIB

icmpIinParmProbs (1.3.6.1.2.1.5.5) | read-only No As per MIB

icmpInSrcQuenchs )

(1.3.6.1.2.1.5.6) read-only No As per MIB

icmpInRedirects (1.3.6.1.2.1.5.7) read-only No As per MIB

icmpInEchos (1.3.6.1.2.1.5.8) read-only No As per MIB

icmpInEchoReps (1.3.6.1.2.1.5.9) | read-only No As per MIB

icmpInTimestamps _

(1.3.6.1.2.1.5.10) read-only No As per MIB

icmpInTimestampReps )

(13.6.1.2.1.5.11) read-only No As per MIB

icmpInAddrMasks _

(1.3.6.1.2.1.5.12) read-only No As per MIB

icmplnAddrMaskReps )

(13.6.1.2.1.5.13) read-only No As per MIB

icmpOutMsgs (1.3.6.1.2.1.5.14) read-only No As per MIB

icmpOutErrors (1.3.6.1.2.1.5.15) read-only No As per MIB

icmpOutDestUnreachs )

(1.3.6.1.2.1.5.16) read-only No As per MIB

icmpOutTimeExcds }

(13.6.1.2.1.5.17) read-only No As per MIB

icmpOutParmProbs )

(13.6.1.2.1.5.18) read-only No As per MIB

icmpOutSrcQuenchs }

(13.6.1.2.1.5.19) read-only No Not supported

icmpOutRedirects )

(1.3.6.1.2.1.5.20) read-only No As per MIB

icmpOutEchos (1.3.6.1.2.1.5.21) read-only No As per MIB

icmpOutEchoReps read-only No As per MIB
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(1.3.6.1.2.1.5.22)
icmpOutTimestamps

(1.3.6.1.2.1.5.23) read-only No Not supported
icmpOutTimestampReps )
(1.3.6.1.2.1.5.24) read-only No As per MIB
icmpOutAddrMasks )
(1.3.6.1.2.1.5.25) read-only No Not supported
icmpOutAddrMaskReps i
(1.3.6.1.2.1.5.26) read-only No As per MIB
icmpStatsTable
OID of this tableis : 1.3.6.1.2.1.5.29
Name Access PDS Description
icmpStatsIPVersion not-accessible | No Only support ipv6(2)
(1.3.6.1.2.1.5.29.1.1) y support Ip
icmpStatsinMsgs )
(1.3.6.1.2.1.5.29.1.2) read-only No As per MIB
icmpStatsinErrors i
(1.3.6.1.2.1.5.29.1.3) read-only No As per MIB
icmpStatsOutMsgs )
(1.3.6.1.2.1.5.29.1.4) read-only No As per MIB
icmpStatsOutErrors )
(1.3.6.1.2.1.5.29.1.5) read-only No As per MIB
icmpMsgStatsTable
OID of this tableis : 1.3.6.1.2.1.5.30
Name Access PDS Description
icmpMsgStatsIPVersion : . .
(1.3.6.1.2.1.5.30.1.1) not-accessible | No Only support ipv6(2)
icmpMsgStatsType ) .
(1.3.6.1.2.1.5.30.1.2) not-accessible | No As per MIB
icmpMsgStatsInPkts i
(1.3.6.1.2.1.5.30.1.3) read-only No As per MIB
icmpMsgStatsOutPkts read-only No As per MIB

(1.3.6.1.2.1.5.30.1.4)

TCP Group{mib-2.6}

TCP Group in RFC1213-MIB is updated by RFC4022-MIB.

Scalar objects

Name Access PDS Description
tcpRtoAlgorithm (1.3.6.1.2.1.6.1) read-only No As per MIB
tcpRtoMin (1.3.6.1.2.1.6.2) read-only No As per MIB
tcpRtoMax (1.3.6.1.2.1.6.3) read-only No As per MIB
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tcpMaxConn (1.3.6.1.2.1.6.4) read-only No As per MIB

tcpActiveOpens (1.3.6.1.2.1.6.5) read-only No As per MIB
tcpPassiveOpens (1.3.6.1.2.1.6.6) = read-only No As per MIB
tcpAttemptFails (1.3.6.1.2.1.6.7) read-only No As per MIB
tcpEstabResets (1.3.6.1.2.1.6.8) read-only No As per MIB
tcpCurrEstab (1.3.6.1.2.1.6.9) read-only No As per MIB
tcpIinSegs (1.3.6.1.2.1.6.10) read-only No As per MIB
tcpOutSegs (1.3.6.1.2.1.6.11) read-only No As per MIB
tcpRetransSegs (1.3.6.1.2.1.6.12)  read-only No As per MIB
tcpInErrs (1.3.6.1.2.1.6.14) read-only No As per MIB
tcpOutRsts (1.3.6.1.2.1.6.15) read-only No As per MIB
tcpHCInSegs (1.3.6.1.2.1.6.17) read-only No Not supported
tcpHCOutSegs (1.3.6.1.2.1.6.18) read-only No Not supported
tcpConnTable
OID of this tableis : 1.3.6.1.2.1.6.13
Name Access PDS Description
tcpConnState . .
(1.3.6.1.2.1.6.13.1.1) read-write No Not writable
tcpConnLocalAddress
(1.3.6.1.2.1.6.13.1.2) read-only No As per MIB
tcpConnLocalPort
(1.3.6.1.2.1.6.13.1.3) read-only No As per MIB
tcpConnRemAddress
(1.3.6.1.2.1.6.13.1.4) read-only No As per MIB
tcpConnRemPort
(1.3.6.1.2.1.6.13.1.5) read-only No As per MIB
tcpConnectionTable
OID of this tableis : 1.3.6.1.2.1.6.19
Name Access PDS Description
tcpConnectionLocalAddressType _ . . .
(13.6.1.2.1.6.19.1.1) not-accessible = No Only support ipv6(2) and ipv6z(4)
tcpConnectionLocalAddress .
(13.6.1.2.1.6.19.1.2) not-accessible | No As per MIB
tcpConnectionLocalPort .
(13.6.1.2.1.6.19.1.3) not-accessible = No As per MIB
tcpConnectionRemAddressType . . .
(1.3.6.1.2.1.6.19.1.4) not-accessible = No Only support ipv6(2) and ipv6z(4)
tcpConnectionRemAddress not-accessible = No As per MIB
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(1.3.6.1.2.1.6.19.1.5)

tcpConnectionRemPort not-accessible | No
(1.3.6.1.2.1.6.19.1.6)

tcpConnectionState .
(1.3.6.1.2.1.6.19.1.7) read-write No
tcpConnectionProcess read-only No

(1.3.6.1.2.1.6.19.1.8)

UDP Group{mib-2.7}

As per MIB

Only support read operation

As per MIB

UDP Group in RFC1213-MIB is updated by RFC4113-MIB.

Scalar objects

A statistics collection for UDP group.

Name Access PDS Description
udpInDatagrams (1.3.6.1.2.1.7.1) read- only No As per MIB
udpNoPorts (1.3.6.1.2.1.7.2) read-only No As per MIB
udpInErrors (1.3.6.1.2.1.7.3) read-only No As per MIB
udpOutDatagrams (1.3.6.1.2.1.7.4) | read-only No As per MIB

udpTable

OID of this tableis : 1.3.6.1.2.1.7.5
Name Access PDS Description
udpLocalAddress
(13.61.2.1.7.51.1) read-only Current As per MIB
udpLocalPort (1.3.6.1.2.1.7.5.1.2) | read-only Current As per MIB
Name Access PDS Description
snmplnPkts (1.3.6.1.2.1.11.1) read-only No As per MIB
snmpOutPkts (1.3.6.1.2.1.11.2) read-only No As per MIB
snmplnBadVersions )
(1.3.6.1.2.1.11.3) read-only No As per MIB
snmplnBadCommunityNames )
(1.3.6.1.2.1.11.4) read-only No As per MIB
snmplnBadCommunityUses )
(1.3.6.1.2.1.11.5) read-only No As per MIB
snmpInASNParseErrs read-only No As per MIB

(1.3.6.1.2.1.11.6)
snmpInTooBigs (1.3.6.1.2.1.11.8) read-only No
snmplnNoSuchNames

(1.3.6.1.2.1.11.9) read-only No
snmplnBadValues ]

(1.3.6.1.2.1.11.10) read-only No
snmpInReadOnlys ]

(1.36.1.2.1.11.11) read-only No
snmplnGenErrs (1.3.6.1.2.1.11.12) | read-only No
snmplinTotalReqVars read-only No
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The value is always 0.

The value is always 0.
The value is always 0.

The value is always 0.

The value is always 0.
As per MIB



(1.3.6.1.2.1.11.13)
snmplnTotalSetVars

(1.3.6.1.2.1.11.14) read-only No As per MIB
(s?réwpélq(?éezﬁiqlig)sts read-only No As per MIB
(S1n ?%Iq%eﬁNﬁthG) read-only No As per MIB
(s?g%lqszengfﬂ??ts read-only No As per MIB
(s1n ?%Iq(zeﬁisggr;ses read-only No Not supported
snmplinTraps (1.3.6.1.2.1.11.19) read-only No Not supported
(S??%O#;Tfﬁ?lgz) read-only No As per MIB
(s1n rgré01u;N10\1$1u 02h1l;lames read-only No As per MIB
???%()1%818?\1/?;;% read-only No As per MIB
??g%%u;(ie?fgi) read-only No As per MIB
(S1n g]%%u;ﬁeﬁe;;)esm read-only No As per MIB
(s1n g%%u;ﬁegl}lezxés) read-only No As per MIB
(s1nr:;1%()1u;S1et1R;eg;J)e sts read-only No As per MIB
(s1n g%(%u;(aeﬁezsg)o nses read-only No As per MIB
snmpOutTraps (1.3.6.1.2.1.11.29) = read-only No As per MIB
(S1n gquErngeﬁu;kgnTraps read-write Current The default value is enabled(1)
ipNetToMediaTable
OID of this tableis : 1.3.6.1.2.1.4.22
Name Access PDS Description
ipNetToMedialfIndex - Only support read operation
(1.3.6.1.2.1.4.22.1.1) read-write Current | 11g value of static arp entries is 0
'(ﬁNseéT,(])'\zﬂidfng );szA)ddress read-write Current Only support read operation
|(qN3et6T§)l\2/Ie1d‘|1agl2e tf‘g? ress read-write Current Only support read operation
ipNetToMediaType read-write Current Only support read operation

(1.3.6.1.2.1.4.22.1.4)

RFC4022-MIB

RFC4022-MIB update the TCP Group in RFC1213-MIB.

TCP Group{mib-2.6}
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Scalar objects

Name Access PDS Description
tcpRtoAlgorithm (1.3.6.1.2.1.6.1) read-only No As per MIB
tcpRtoMin (1.3.6.1.2.1.6.2) read-only No As per MIB
tcpRtoMax (1.3.6.1.2.1.6.3) read-only No As per MIB
tcpMaxConn (1.3.6.1.2.1.6.4) read-only No As per MIB
tcpActiveOpens (1.3.6.1.2.1.6.5) read-only No As per MIB
tcpPassiveOpens (1.3.6.1.2.1.6.6) = read-only No As per MIB
tcpAttemptFails (1.3.6.1.2.1.6.7) read-only No As per MIB
tcpEstabResets (1.3.6.1.2.1.6.8) read-only No As per MIB
tcpCurrEstab (1.3.6.1.2.1.6.9) read-only No As per MIB
tcpinSegs (1.3.6.1.2.1.6.10) read-only No As per MIB
tcpOutSegs (1.3.6.1.2.1.6.11) read-only No As per MIB
tcpRetransSegs (1.3.6.1.2.1.6.12)  read-only No As per MIB
tcpInErrs (1.3.6.1.2.1.6.14) read-only No As per MIB
tcpOutRsts (1.3.6.1.2.1.6.15) read-only No As per MIB
tcpHCInSegs (1.3.6.1.2.1.6.17) read-only No Not supported
tcpHCOutSegs (1.3.6.1.2.1.6.18) read-only No Not supported

tcpConnTable

OID of this tableis :1.3.6.1.2.1.6.13

Name Access PDS Description
Eﬁps? gn1n28t1a _t§1 3.1.1) read-write No Not writable
Eip:‘? gr;nlz_(icglﬁxgﬁrezs)s read-only No As per MIB
E?pggr;nlz_acglﬁ’grz 3) read-only No As per MIB
Eﬁpg gn1n§ ?rgﬁ%d;ez)s read-only No As per MIB
Eﬁps? gn1n2R ?néli%ra 5) read-only No As per MIB
tcpConnectionTable

OID of this table is :1.3.6.1.2.1.6.19

Name Access PDS Description

tcpConnectionLocalAddressType

(13.6.1.2.1.6.19.1.1) not-accessible | No Only support ipv6(2) and ipv6z(4)
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tcpConnectionLocalAddress

(13.6.1.2.1.6.19.1.2) not-accessible | No As per MIB
tcpConnectionLocalPort .
(13.6.1.2.1.6.19.1.3) not-accessible = No As per MIB
tcpConnectionRemAddressType . . .
(1.3.6.1.2.1.6.19.1.4) not-accessible = No Only support ipv6(2) and ipv6z(4)
tcpConnectionRemAddress .
(13.6.1.2.1.6.19.1.5) not-accessible = No As per MIB
tcpConnectionRemPort .
(1.3.6.1.2.1.6.19.1.6) not-accessible | No As per MIB
tcpConnectionState . .
(13.6.1.2.1.6.19.1.7) read-write No Only support read operation
tcpConnectionProcess
(1.3.6.1.2.1.6.19.1.8) read-only No As per MIB
OID of this table is :1.3.6.1.2.1.6.20
Name Access PDS Description
tepListenerLocalAddressType . . .
(1.3.6.1.2.1.6.20.1.1) not-accessible = No Only support ipv6(2) and ipv6z(4)
tcpListenerLocalAddress .
(13.6.1.2.1.6.20.1.2) not-accessible = No As per MIB
tepListenerLocalPort .
(13.6.1.2.1.6.20.1.3) not-accessible | No As per MIB
tcpListenerProcess
(1.3.6.1.2.1.6.20.1.4) read-only No As per MIB
RFC4113-MIB update the UDP Group in RFC1213-MIB.
UDP Group{mib-2.7}
A statistics collection for UDP group.
Name Access PDS Description
udplnDatagrams (1.3.6.1.2.1.7.1) read- only No As per MIB
udpNoPorts (1.3.6.1.2.1.7.2) read-only No As per MIB
udpInErrors (1.3.6.1.2.1.7.3) read-only No As per MIB
udpOutDatagrams (1.3.6.1.2.1.7.4) | read-only No As per MIB
udpHCInDatagrams read-only No Not supported

(1.3.6.1.2.1.7.8)
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udpHCOutDatagrams
(1.3.6.1.2.1.7.9)

udpTable

OID of this table is :1.3.6.1.2.1.7.5

read-only No Not supported

Name Access PDS Description
udplLocalAddress

(13.6.1.2.1.7.5.1.1) read-only Current As per MIB
udpLocalPort (1.3.6.1.2.1.7.5.1.2)  read-only Current As per MIB

udpEndpointTable

OID of this table is :1.3.6.1.2.1.7.7

Name Access PDS Description
;‘;’_g'i;??g?;’?;‘-";fﬁ'%ddreSSType not-accessible | No Only support ipv6(2) and ipv6z(4)
acigl%r.lﬁigc.);rft?%(?)f:ﬁlzﬁ;ddress not-accessible = No As per MIB
;11d§IE(5nfljp)20|1nt7L$c1aI3F’)ort not-accessible = No As per MIB

;11dgE6n§i|:;O|1nt7R;a th)e AddressType not-accessible | No Only support ipv6(2) and ipv6z(4)
;11d§IE(5nf|jp)20|1nt7R;e T.OSt)e Address not-accessible | No As per MIB

;11dgE6n§i|:;O|1nt7R;e T.%t)e Port not-accessible = No As per MIB

;11d§I56n(1120|1nt7ln7stlar;§e not-accessible = No As per MIB

udpEndpointProcess read-only No As per MIB

(1.3.6.1.2.1.7.7.1.8)

PIM-BSR-MIB
pimBsrCandidateRPTable

OID of this tableis: 1.3.6.1.2.1.172.1.1
This table only supports public net.

This table only corresponds to “c-rp” command, and doesn’t support commands “c-rp
advertisement-interval” or “c-rp hold-time”. When the “c-rp” command not -configged
“advertisement-interval” and “hold-time”, the default values not the command “c-rp
advertisement-interval” and “c-rp hold-time” configged values will be got.

This table doesn't support the command "c-rp policy",so the group address and prefix length can only
be all the multicast group range,which is equal to that the command "c-rp policy" is not configged.
When the “c-rp policy” is configged, there are no corresponding contents in this table.
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The index “pimBsrCandidateRPAddressType” and “pimBsrCandidateRPAddress” must correspond
to an effective interface.

Creating the table will lead to create the PIM view first, but destroying the table will not delete the PIM
view.

If current configged value is larger than the mib value range, the largest value in the mib range will be

got.
Name Access PDS Description
pimBsrCandidateRPAddressType = not-accessible | Current Only support: ipv4(1) ipv6(2)
pimBsrCandidateRPAddress not-accessible | Current As per MIB
glmBsrCandldateRPGroupAddres not-accessible | Current rC;‘r;]l:]/esupport all multicast group
pimBsrCandidateRPGroupPrefixL not-accessible | Current Only support all multicast group
ength range
pimBsrCandidateRPBidir read-create Current As per MIB
The object is zero if the
pimBsrCandidateRPAdvTimer read-only Current advertisement timer is not
running.
pimBsrCandidateRPPriority read-create Current As per MIB
pimBsrCandidateRPAdvinterval read-create Current As per MIB
pimBsrCandidateRPHoldtime read-create Current Size list:  1:1..65535
Only support : active(1)
pimBsrCandidateRPStatus read-create Current notinService(2) createAndGo(4)
destroy(6)
. . read-only
pimBsrCandidateRPStorageType read-create Current

Only support: other(1)

pimBsrElectedBSRRPSetTable

OID of this tableis: 1.3.6.1.2.1.172.1.2

This table only supports public net.

Name Access PDS Description
g'r?}?:f'ededBSRGrpMapp'”gAd not-accessible | Current  Only support: ipv4(1) ipv6(2)
Sgg%frElectedBSRGrpMapplngGr not-accessible | Current As per MIB
gll:r)r:?f?;il;ctedBSRGrpMapplngGr not-accessible | Current As per MIB
g\lgé?erlectedBSRGrpMapplngRP not-accessible | Current As per MIB
pimBsrElectedBSRRPSetPriority read-only Current As per MIB
pimBsrElectedBSRRPSetHoldtime | read-only Current As per MIB
pimBsrElectedBSRRPSetExpiryTi read-only Current The value zero indicates that this

me
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pimBsrElectedBSRRPSetGrpBidir | read-only Current As per MIB

pimBsrCandidateBSRTable

OID of this tableis: 1.3.6.1.2.1.172.1.3
This table only supports IPv4 public net.

"

This table only corresponds to commands “c-bsr”, “c-bsr hash-length” and “c-bsr priority”. This table
doesn’t support other c-bsr relative commands.

The nodes “pimBsrCandidateBSRAddressType” and “pimBsrCandidateBSRAddress” must be set
the values corresponding to an effective interface.

This table exists when an effective interface address or “c-bsr hash-length” or “c-bsr priority” is
configged.

When creating the table, the node “pimBsrCandidateBSRStatus” must be set “createAndGo(4)”, and
the node “pimBsrCandidateBSRAddressType” and “pimBsrCandidateBSRAddress” or the node
“pimBsrCandidateBSRPriority” or the node “pimBsrCandidateBSRHashMaskLength” must be set
right values at the same time.

Creating the table will lead to create the PIM view first, but destroying the table will not delete the PIM
view.

If current configged value is larger than the mib value range, the largest value in the mib range will be
got.

Name Access PDS Description
pimBsrCandidateBSRZonelndex not-accessible = Current Only support OxFFFFFFFF
pimBsrCandidateBSRAddressTyp

e read-create Current Only support: ipv4(1)
pimBsrCandidateBSRAddress read-create Current As per MIB
pimBsrCandidateBSRPriority read-create Current Default values: 1: 64 (int)
pimBsrCandidateBSRHashMaskL | oy create | Current | Size list: 1:0..32
ength
This object is always FALSE,
pimBsrCandidateBSRElectedBSR | read-only Current enless it's scope type is “Not
scoped”.
E)T:r(:rBsrCandldateBSRBootstrapTl read-only Current As per MIB
Only support : active(1)
pimBsrCandidateBSRStatus read-create Current notinService(2) createAndGo(4)
destroy(6)
pimBsrCandidateBSRStorageType @ read-create Current Only support: other(1)

pimBsrElectedBSRTable

OID of this tableis: 1.3.6.1.2.1.172.1.4
This table only supports IPv4 public net,

This table doesn’t support administrative scoping.
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Name Access PDS Description
pimBsrElectedBSRZonelndex not-accessible | Current Only support OXFFFFFFFF
pimBsrElectedBSRAddressType read-only Current Only support: ipv4(1)
pimBsrElectedBSRAddress read-only Current As per MIB
pimBsrElectedBSRPriority read-only Current As per MIB
{)rllmBerIectedBSRHashMaskLeng read-only Current Size list: 1:0..32
pimBsrElectedBSRExpiryTime read-only Current As per MIB
Name Access PDS Description
Only support IPv4.
Size list: 1:1..65535
pimKeepalivePeriod read-write Current Write this object may create
PIM view first.
This object exists when IPv4
multicast is enabled.
Only support IPv4.
Size list: 1:1..3600
pimRegisterSuppressionTime read-write Current Write this object may create
PIM view first.
This object exists when IPv4
multicast is enabled.
pimStarGEntries read-only Current This ObJECt e.X'StS when |Pv4
or Ipv6 multicast is enabled.
read-onl i i i
pimStarGIEntries y Current This obJect e.X|sts when |IPv4
or Ipv6 multicast is enabled.
. . This object exists when |IPv4
pimSGEntries read-only Current or Ipvé multicast is enabled.
read-onl i i i
pimSGIEntries y Current This ob;ect e.X|sts when IPv4
or Ipv6 multicast is enabled.
read-onl i i i
pimSGRptEntries y Current This ob;ect e.X|sts when IPv4
or Ipv6 multicast is enabled.
read-onl i i i
pimSGRptIEntries y Current This ob;ect e.X|sts when |IPv4
or Ipv6 multicast is enabled.
read-onl i i i
pimOutAsserts y Current This obJect e.)(lsts when IPv4
or Ipv6 multicast is enabled.
read-onl i i i
piminAsserts y Current This object exists when IPv4

or Ipv6 multicast is enabled.



pimLastAssertinterface

pimLastAssertGroupAddressType

pimLastAssertGroupAddress

pimLastAssertSourceAddressType

pimLastAssertSourceAddress

pimNeighborLossNotificationPerio
d

pimNeighborLossCount

pimInvalidRegisterNotificationPeri
od

pimInvalidRegisterMsgsRcvd

piminvalidRegisterAddressType

pimInvalidRegisterOrigin

pimInvalidRegisterGroup

piminvalidRegisterRp

pimInvalidJoinPruneNotificationPe
riod

piminvalidJoinPruneMsgsRcvd

pimInvalidJoinPruneAddressType

pimInvalidJoinPruneOrigin

pimInvalidJoinPruneGroup

read-only

read-only

read-only

read-only

read-only

read-write

read-only

read-write

read-only

read-only

read-only

read-only

read-only

read-write

read-only

read-only

read-only

read-only

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current
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This object exists when IPv4
or Ipv6 multicast is enabled.

Only support: unknown(0) ipv4(1)
ipv6(2)

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

Only support: unknown(0) ipv4(1)
ipv6(2)

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

read-only

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

read-only

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

Only support: unknown(0) ipv4(1)
ipv6(2)

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when |IPv4
or Ipv6 multicast is enabled.

This object exists when |IPv4
or Ipv6 multicast is enabled.

read-only

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

Only support: unknown(0) ipv4(1)
ipv6(2)

This object exists when |IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.

This object exists when IPv4
or Ipv6 multicast is enabled.



. A read-only This object exists when IPv4
pimInvalidJoinPruneRp Current : ;
or Ipv6 multicast is enabled.

. read-only
) ) o . read-write
pimRPMappingNotificationPeriod Current This object exists when 1Pv4

or Ipv6 multicast is enabled.

) . read-only
pimRPMappingChangeCount Current Not support

read-only

read-write Current This object exists when IPv4
or Ipv6 multicast is enabled.

pimInterfaceElectionNotificationPe
riod

read-only

pimInterfaceElectionWinCount Current This object exists when IPv4

or Ipv6 multicast is enabled.
Only support IPv4.
Size list: 1:1..255

Write this object may create
PIM view first.

This object exists when |IPv4
multicast is enabled.

. read-write
pimRefreshinterval Current

read-only

pimDeviceConfigStorageType read-write Current Only support: other(1)

This object exists when |IPv4
or Ipv6 multicast is enabled.

pimlnterfaceTable

OID of this table is: 1.3.6.1.2.1.157.1.1

This table only support public net. If current configged value is larger than the mib value range, the largest value in the mib
range will be got.

For those nodes used only in some special PIM modes, a right value in the mib size list will be got when it is in other PIM

modes, and this value means nothing.

Name Access PDS Description

piminterfacelfindex ECI):—aCCGSSI Current As per MIB
piminterfacelPVersion B?:_acceSS' Current As per MIB
PiminterfaceAddressType read-only Current gcgy(zs)upport: unknown(0) ipv4(1)
PimInterfaceAddress read-only Current As per MIB
piminterfaceGenerationIDValue read-only Current “0” means invalid value.
piminterfaceDR read-only Current As per MIB
piminterfaceDRPriority read-create Current As per MIB
pimInterfaceDRPriorityEnabled read-only Current As per MIB
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piminterfaceHelloInterval
piminterfaceTrigHelloInterval
piminterfaceHelloHoldtime
piminterfacedJoinPrunelnterval
pimInterfacedJoinPruneHoldtime

piminterfaceDFElectionRobustnes
s

piminterfaceLanDelayEnabled
piminterfacePropagationDelay
piminterfaceOverridelnterval
piminterfaceEffectPropagDelay
pimiInterfaceEffectOverridelvl
pimInterfaceSuppressionEnabled

piminterfaceBidirCapable

pimInterfaceDomainBorder

piminterfaceStublinterface

pimInterfacePruneLimitinterval
piminterfaceGraftRetryInterval

pimInterfaceSRPriorityEnabled

pimInterfaceStatus

piminterfaceStorageType

read-create
read-create
read-create
read-create

read-create
read-create

read-only
read-create
read-create
read-only
read-only
read-only

read-only

read-create

read-create

read-create
read-create

read-only

read-create

read-create

pimNeighborTable

OID of this tableis: 1.3.6.1.2.1.157.1.2

This table only support public net.

For those nodes used only in some special PIM modes, a right value in the mib size list will be got when it is in other PIM

modes, and this value means nothing.

Current
Current
Current
Current

Current

Current

Current
Current
Current
Current
Current
Current

Current

Current

Current

Current

Current

Current

Current

Current

Size list: 1: 1..18000
Size list: 1:1..5

Size list: 1: 1..65535
Size list: 1:1..18000
Size list: 1: 1..65535

Not support

As per MIB

Size list: 1:1..32767
Size list: 1: 1..65535
As per MIB

As per MIB

As per MIB

Always FALSE

read-only
Always FALSE

read-only
Always FALSE

read-only
Size list: 1:1..65535
Default values: 1: 60(int)

Size list: 1: 1..65535
Always FALSE

Only support : active(1)
notinService(2) createAndGo(4)
destroy(6).
“createAndGo(4)“means enable
PIM SM on the interface,
“destroy(6)’means disable PIM
SM on the interface.

read-only
Only support: other(1)

Name

pimNeighborlfindex

Access

not-accessi
ble

PDS

Current
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not-accessi

pimNeighborAddressType ble Current Only support: ipv4(1) ipv6(2)
pimNeighborAddress E(I);—accesm Current As per MIB
read-only
pimNeighborGenerationIDPresent Current As per MIB
pimNeighborGenerationIDValue read-only Current As per MIB
pimNeighborUpTime read-only Current As per MIB
pimNeighborExpiryTime read-only Current As per MIB
pimNeighborDRPriorityPresent read-only Current As per MIB
pimNeighborDRPriority read-only Current As per MIB
E;mNelghborLanPruneDeIayPrese read-only Current As per MIB
This object is always FALSE if
pimNeighborTBit read-only Current pimNeighborLanPruneDelayPres
ent is FALSE.
pimNeighborPropagationDelay read-only Current As per MIB
PimNeighborOverridelnterval read-only Current As per MIB
pimNeighborBidirCapable read-only Current Not support
pimNeighborSRCapable read-only Current As per MIB
OID of this table is: 1.3.6.1.2.1.157.1.3
This table only support public net.
Name Access PDS Description
pimNbrSecAddresslflndex B(I);—accesm Current As per MIB
pimNbrSecAddressType E(I):—accesm Current Only support: ipv6(2)
pimNbrSecAddressPrimary B?g_acceSS' Current As per MIB
pimNbrSecAddress read-only Current As per MIB

pimStarGTable

OID of this tableis: 1.3.6.1.2.1.157.1.4

This table only support public net

This table doesn’t include null iif entry, and only exists in the PIM-SM specification.

Name

Access

PDS
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pimStarGAddressType

pimStarGGrpAddress

pimStarGUpTime
pimStarGPimMode

pimStarGRPAddressType

pimStarGRPAddress

pimStarGPimModeOrigin

pimStarGRPIsLocal

pimStarGUpstreamJoinState

pimStarGUpstreamJoinTimer
pimStarGUpstreamNeighborType

pimStarGUpstreamNeighbor
PimStarGRPFIfIndex

pimStarGRPFNextHopType

pimStarGRPFNextHop

pimStarGRPFRouteProtocol

pimStarGRPFRouteAddress

pimStarGRPFRoutePrefixLength

pimStarGRPFRouteMetricPref

pimStarGRPFRouteMetric

pimStarGlTable

not-accessi
ble

not-accessi
ble

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only
read-only

read-only

read-only
read-only

read-only

read-only

read-only

read-only

read-only

read-only

OID of this tableis: 1.3.6.1.2.1.157.1.5

This table only support public net .This table doesn’t include null iif entry, and only exists in the PIM-SM specification.

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Only support: ipv4(1) ipv6(2)

As per MIB

As per MIB
Only support: asm(3)

Only support: unknown(0) ipv4(1)
ipv6(2)

This object is about current
mapping rp, and it may be
different from the rp being used.

This object is about current
mapping rp, and it may be
different from the rp being used.

Only support: configRp(2) bsr(4)
autoRP(5) embedded(6) other(7)

As per MIB

This object is about current
mapping rp, and it may be
different from the rp being used.

As per MIB
As per MIB

Only support: unknown(0) ipv4(1)
ipv6(2)

As per MIB
As per MIB

Only support: unknown(0) ipv4(1)
ipv6(2)

As per MIB

Only support: other(1) local(2)
netmgmt(3) rip(8) isis(9) ospf(13)
bgp(14)

As per MIB

This object is always zero if
pimStarGRPFIfIndex is zero.

This object is always zero if
pimStarGRPFIflndex is zero.

This object is always zero if
pimStarGRPFIfindex is zero.

Name

Access

PDS
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pimStarGlIfindex

pimStarGlUpTime
pimStarGlLocalMembership
pimStarGlJoinPruneState
pimStarGIPrunePendingTimer
pimStarGlJoinExpiryTimer
pimStarGlAssertState
pimStarGlAssertTimer

pimStarGlAssertWinnerAddressTy
pe

pimStarGlAssertWinnerAddress
pimStarGlAssertWinnerMetricPref

pimStarGlAssertWinnerMetric

pimSGTable

not-accessi
ble

read-only
read-only
read-only
read-only
read-only
read-only

read-only
read-only

read-only
read-only

read-only

OID of this tableis: 1.3.6.1.2.1.157.1.6

This table only support public net . This table doesn’t include null iif entry.

For those nodes used only in some special PIM modes, a right value in the mib size list will be got when it is in other PIM

modes, and this value means nothing.

Current

Current
Current
Current
Current
Current
Current

Current

Current

Current
Current

Current

As per MIB

Not support
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

Only support: unknown(0) ipv4(1)
ipv6(2)

As per MIB
As per MIB
As per MIB

Name

pimSGAddressType

pimSGGrpAddress

pimSGSrcAddress

pimSGUpTime
pimSGPimMode
pimSGUpstreamJoinState
pimSGUpstreamJoinTimer
pimSGUpstreamNeighbor
pimSGRPFIfiIndex

pimSGRPFNextHopType

pimSGRPFNextHop

pimSGRPFRouteProtocol

pimSGRPFRouteAddress

Access

not-accessi
ble

not-accessi
ble

not-accessi
ble

read-only
read-only
read-only
read-only
read-only

read-only
read-only

read-only

read-only

read-only

PDS

Current

Current

Current

Current
Current
Current
Current
Current

Current

Current

Current

Current

Current
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Only support: ipv4(1) ipv6(2)

As per MIB

As per MIB

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

Only support: unknown(0) ipv4(1)
ipv6(2)

As per MIB

Only support: other(1) local(2)
netmgmt(3) rip(8) isis(9) ospf(13)
bgp(14)

As per MIB



This object is always zero if

pimSGRPFRoutePrefixLength read-only Current pIMSGRPFIfindex is zero.
pimSGRPFRouteMetricPref read-only Current This object is always zero if
pimSGRPFIfIndex is zero.

. . _ This object is always zero if
pimSGRPFRouteMetric read-only Current DIMSGRPFIfindex is zero.
pimSGSPTBiIt read-only Current As per MIB

. - _ This object is always zero if not in
pimSGKeepaliveTimer read-only Current the PIM-SM specification.
pimSGDRRegisterState read-only Current As per MIB
pimSGDRRegisterStopTimer read-only Current As per MIB

pimSGRPRegisterPMBRAddressT
ype

pimSGRPRegisterPMBRAddress read-only Current Not support

read-only Current Not support

pimSGUpstreamPruneState read-only Current As per MIB

pimSGUpstreamPruneLimitTimer read-only Current As per MIB

pimSGOriginatorState read-only Current As per MIB
pimSGSourceActiveTimer read-only Current As per MIB
pimSGStateRefreshTimer read-only Current As per MIB

pimSGlTable

OID of this table is: 1.3.6.1.2.1.157.1.7

This table only support public net . This table doesn’t include null iif entry.

For those nodes used only in some special PIM modes, a right value in the mib size list will be got when it is in other PIM

modes, and this value means nothing.

Name Access PDS Description
PimSGlIfindex B(I):—accesm Current As per MIB
pimSGIUpTime read-only Current Not support
pimSGlLocalMembership read-only Current As per MIB

The value "nolnfo(1)” means

PimSGlJoinPruneState read-only Current “pruned”, “join(2)” means “noinfo
in the PIM-DM specification.

This timer exists in PIM-SM,
pimSGIPrunePendingTimer read-only Current PIM-DM, PIM-SSM
specifications.

This timer exists in PIM-SM,
pimSGlJoinExpiryTimer read-only Current PIM-DM, PIM-SSM
specifications.

This state exists in PIM-SM,
pimSGlAssertState read-only Current PIM-DM, PIM-SSM
specifications.
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This timer exists in PIM-SM,
pimSGlAssertTimer read-only Current PIM-DM, PIM-SSM
specifications.

PimSGlAssertWinnerAddressType @ read-only Current As per MIB
pimSGlAssertWinnerAddress read-only Current As per MIB
pimSGlAssertWinnerMetricPref read-only Current As per MIB
pimSGlAssertWinnerMetric read-only Current As per MIB

pimSGRptTable

OID of this table is: 1.3.6.1.2.1.157.1.8

This table only support public net . This table doesn’t include null iif entry, and only exists in the PIM-SM specification.

Name Access PDS Description
pimSGRptSrcAddress Bc;:—acces& Current | As per MIB
pimSGRptUpTime read-only Current As per MIB

pimSGRptUpstreamPruneState read-only Current As per MIB
pimSGRptUpstreamOverrideTimer = read-only Current As per MIB

pimSGRptlTable

OID of this tableis: 1.3.6.1.2.1.157.1.9

This table only support public net . This table doesn’t include null iif entry, and only exists in the PIM-SM specification.

Name Access PDS Description

not-accessi

pimSGRptlifindex Current As per MIB

ble
pimSGRptlUpTime read-only Current Not support
pimSGRptlLocalMembership read-only Current As per MIB
pimSGRptlJoinPruneState read-only Current As per MIB
pimSGRptIPrunePendingTimer read-only Current As per MIB
pimSGRptIPruneExpiryTimer read-only Current As per MIB

pimGroupMappingTable
OID of this table is: 1.3.6.1.2.1.157.1.13

This table only support public net . This table only exists in the PIM-SM specification.
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Name Access PDS Description

. . - not-accessi Only support bsr. autoRP-
pimGroupMappingOrigin ble Current embedded
pimGroupMappingAddressType ECI):—aCCGSSI Current Only support: ipv4(1) ipv6(2)
pimGroupMappingGrpAddress B?:_acceSS' Current As per MIB
EmGroupMapplngGerrefleengt Ec;:—accessn Current As per MIB
pimGroupMappingRPAddressTyp | not-accessi Current Only support: unknown(0) ipv4(1)
e ble u ipve(2)
pimGroupMappingRPAddress B(I);—accesm Current As per MIB
pimGroupMappingPimMode read-only Current Only support asm

When pimGroupMappingOrigin is
“bsr(4)”, this object is
(0x30000000 + rp priority).

When pimGroupMappingOrigin is

“autoRP(5)", this object is
(0x20000000).

When pimGroupMappingOrigin is
“embedded(6)”, this object is

(0x10000000).

SNMP-FRAMEWORK-MIB

pimGroupMappingPrecedence read-only Current

Snmp Framework AdminSnmp Engine Group

Name Access PDS Description
??2%'51”2'281”321 1) read-only Current As per MIB
(s?rgpéE1ng|ge11300§t?2) read-only Current As per MIB
(1361 83.102.1.3) eadonly  No | AsperMiB
snmpEngineMaxMessageSize read-only Current As per MIB

(1.3.6.1.6.3.10.2.1.4)

the allocation algorithm of snmpEnginelD

The snmpEnginelD has a length of 12 octets:

The first four octets are set to the binary equivalent of the agent's SNMP management private enterprise
number as assigned by the Internet Assigned Numbers Authority (IANA), and the very first bit is set to 1.
For example, if HP Networks has been assigned enterprises 255086, the first four octets would be
assigned '800063A2'H.
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For switches, the fifth octet is 3 indicates that the following is MAC address. The remaining six octets are
the MAC address main board.

SNMPv2-MIB

Scalar objects

Name Access PDS Description
sysORLastChange i

(1.3.6.1.2.1.1.8) read-only No Not supported
snmpTrapOID (1.3.6.1.6.3.1.1.4.1) ﬁgﬁ?;s'b'e'for' No As per MIB
snmpTrapEnterprise accessible-for-

(1.3.6.1.6.3.1.1.4.3) notify No As per MIB

snmpSetSerialNo

(1.3.6.1.6.3.1.1.6.1) read-write No As per MIB

snmp Group{mib-2.11}

Name Access PDS Description

snmpSilentDrops
(1.3.6.1.2.1.11.31)
snmpProxyDrops
(1.3.6.1.2.1.11.32)

read-only No As per MIB

read-only No The value is always 0

SNMP-MPD-MIB
SnmpMPDStats

Name Access PDS Description
snmpUnknownSecurityModels i

(1.3.6.1.6.3.11.2.1.1) read-only No As per MIB
snmplnvalidMsgs )

(1.3.6.1.6.3.11.2.1.2) read-only No As per MIB
snmpUnknownPDUHandlers read-only No As per MIB

(1.3.6.1.6.3.11.2.1.3)
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SNMP-NOTIFICATION-MIB

snmpNotifyTable

OID of this tableis :1.3.6.1.6.3.13.1.1

This table has only one instance.

Name Access PDS Description
(s1n gpél\ﬁogfél\%n;i 1.1) not-accessible | No As per MIB
(s1n gpél\ﬂogfg'l;a?’g 11.1.2) read-only Current As per MIB
(s1n rgrél\ﬁogfgny:? ?. 1.1.3) read-only Current As per MIB
(s1n g%l\l‘]ogfgitgr?%e;rge read-only Current As per MIB
??gzﬂogfgﬁ%\’\qsﬁazug) read-only Current As per MIB
IF-MIB
Scalar objects
Name Access PDS Description
IfNumber (1.3.6.1.2.1.2.1) read-only No As per MIB
;f;rgbée:_ a;}(lishﬁq%e) read-only No Not supported
i(fﬁ ;agk1l_ Zﬁ%hf?%e) read-only No Not supported
ifTable
OID of this table is :1.3.6.1.2.1.2.2
See ifTable in RFC1213-MIB
ifXTable
OID of this tableis :1.3.6.1.2.1.31.1.1
Name Access PDS Description
ifName (1.3.6.1.2.1.31.1.1.1.1) read-only No :gtﬁ."rf:gﬁename’ same as ifDescr
Zflnyé"ﬁ'cza?t;k ERE 2) read-only No As per MIB
ifinBroadcastPkts read-only No As per MIB
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(1.3.6.1.2.1.31.1.1.1.3)

I(f%tgﬂ;j '2"1""?1'3??1 4) read-only No As per MIB
;ffgtgqogdfgjt?kﬁ 5) read-only No As per MIB
|(f1l-lglé1?czt?t21 1.1.1.6) read-only No As per MIB
(15612.1311.1.17) eadonly  [No | AsperM
?ﬁg?'}g"ﬁ??ﬁﬁ 8) read-only No As per MIB
(156.121.5911.19) eadonly | No | AsperMis
I(frggl:t(z)ﬁtest% 1.1.10) read-only No As per MIB
I(ngl:tgaagzpli 1 1) read-only No As per MIB
OO ) ey N Asports
MOOUeAIe wasony Mo | heperiis
i(f1|'_ |§Iéu1p2avgn1T:a§) En1a j))le read-write Current As per MIB
ifHighSpeed read-only No As per MIB

(1.3.6.1.2.1.31.1.1.1.15)
It is only available for Ethernet
(GigabitEthernet,
Ten-GigabitEthernet) interface

read-write No working at route mode. For
others, only read is supported
and the value is always 2, which
means not supported.

ifPromiscuousMode
(1.3.6.1.2.1.31.1.1.1.16)

(1869213111447 read-only | No As per MIB
Spaces at the beginning or at the
end of the ifAlias are not
supported and will be removed. A
string fully composed with spaces
is not supported either. A null
string inputted as ifAlias will be
replaced with the whole name of
the interface which is the default

ifAlias (1.3.6.1.2.1.31.1.1.1.18) read-write Current value of the ifAlias.

The max length of ifAlias MIB
supports is 64, while the
commandline supports 80. So if
the length of ifAlias is larger than
64, only the former 64 letters are
legal for MIB.
Default for each interface is “xxxx
Interface”. xxxx is interface name.
ifCounterDiscontinuityTime
(1.3.6.1.2.1.31.1.1.1.19)

ifTestTable

OID of this table is :1.3.6.1.2.1.31.1.3

read-only No As per MIB

Name Access PDS Description
ifTestld (1.3.6.1.2.1.31.1.3.1.1) read-write No As per mib
ifTestStatus read-write No As per mib

46



(1.3.6.1.2.1.31.1.3.1.2)

ifTestType (1.3.6.1.2.1.31.1.3.1.3)

ifTestResult
(1.3.6.1.2.1.31.1.3.1.4)

ifTestCode (1.3.6.1.2.1.31.1.3.1.5)

ifTestOwner
(1.3.6.1.2.1.31.1.3.1.6)

Note for ifTestTable:

read-write
read-only
read-only

read-write

No

No

No

No

Only supported noTest,
testFullDuplexLoopBack

As per mib

The value is always
testCodeUnknown(0.0)

As per mib

At the same time, only one test can be in progress, the second test is rejected.

For distributed device, the result is holding on master board. If the device reboots, the test result is be

lost.

The objects ifTestStatus, ifTestld, and ifTestOwner must be set together when ownership of the

ifTestEntry is obtained successfully.

ifRcvAddressTable

OID of this table is :1.3.6.1.2.1.31.1.4

Name Access PDS Description
ifRcvAddressAddress . .
(1.3.6.1.2.1.31.1.4.1.1) not-accessible = No Only support read operation.
ifRcvAddressStatus .
(13.6.1.2.1.31.1.4.1.2) read-create No Only support read operation.
ifRcvAddressType .
(1.3.6.1.2.1.31.1.4.1.3) read-create No Only support read operation.
OID of this table is: 1.3.6.1.2.1.138.1.1.1
Name Access PDS Description
isisSysVersion
(1.3.6.1.2.1.138.1.1.1.1) read-only No As per MIB
isisSysLevelType read-write Current Only support read operation
(1.3.6.1.2.1.138.1.1.1.2)
isisSysID (1.3.6.1.2.1.138.1.1.1.3) = read-write Current Only support read operation
isisSysMaxPathSplits read-write Current The range and the default value
(1.3.6.1.2.1.138.1.1.1.4) are product specific
The value should be less than
. isisSysMaxAge, but it should be
isisSysMaxL.SPGenlnt read-write Current at least 300 seconds less than
(1.3.6.1.2.1.138.1.1.1.5) o -
isisSysMaxAge is not
implemented
isisSysPollESHelloRate read-write No Not supported

(1.3.6.1.2.1.138.1.1.1.6)
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isisSysWaitTime

(1.3.6.1.2.1.138.1.1.1.7) read-write No Only support read operation
isisSysAdminState . .
(1.3.6.1.2.1.138.1.1.1.8) read-write No Only support read operation
isisSysL2toL1Leaking .
(1.3.6.1.2.1.138.1.1.1.9) read-write Current As per MIB
The value should be greater than
isisSysMaxLSPGenlnt, but it
should be at least 300 seconds
isisSysMaxAge . greater than
read-write Current
(1.3.6.1.2.1.138.1.1.1.5)
(1.3.6.1.2.1.138.1.1.1.5) is not
implemented
isisSysReceiveLSPBufferSize . .
(1.3.6.1.2.1.138.1.1.1.11) read-write Current The default value is 1497
. When supporting IPv4&IPv6 or
isisSysProtSupported
(1.3.6.1.2.1.138.1.1.1.12) read-only No !Pv6-only, return the value of
ipv6(2)
isisSysNotificationEnable .
(1.3.6.1.2.1.138.1.1.1.13) read-write Current As per MIB
OID of this tableis: 1.3.6.1.2.1.138.1.1.2
Name Access PDS Description
isisManAreaAddr .
(1.3.6.1.2.1.138.1.1.2.1.1) not-accessible | No AS per MIB
isisManAreaAddrExistState .
(1.3.6.1.2.1.138.1.1.2.1.2) read-create No Only support read operation
OID of this tableis: 1.3.6.1.2.1.138.1.1.3
Name Access PDS Description
isisAreaAddr
(13.6.1.2.1.138.1.1.3.1.1) read-only No AS per MIB
OID of this tableis: 1.3.6.1.2.1.138.1.1.4
Name Access PDS Description
isisSummAddressType .
(13.6.1.2.1.138.1.1.4.1.1) not-accessible | No As per MIB
isisSummAddress not-accessible = No As per MIB

(1.3.6.1.2.1.138.1.1.4.1.2)
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isisSummAddrPrefixLen

(1.3.6.1.2.1.138.1.1.4.1.3) not-accessible | No As per MIB

|(s1|338é1r;1rgﬁ1\d1d gg’;‘s:atiti) read-create No Only support read operation
;ilssnggl? (.110I :Isrls\;/f?ﬁﬂ 5) read-create No Not supported
isisSummAddrFullMetric read-create No Not supported

(1.3.6.1.2.1.138.1.1.4.1.6)

IsisRedistributeAddrTable

OID of this table is: 1.3.6.1.2.1.138.1.1.5

Name Access PDS Description

SERCSIDMSMITION  nokaccessie No | Notsupporec
i(s1i.ssl?6e (,j] |32tr;b;J:t3e8A1d (,j] r;§d1d;e)ss not-accessible = No Not supported
SSROUUBCMITIN | o scssle No | Notauppra
isisRedistributeAddrExistState read-create No Not supported

(1.3.6.1.2.1.138.1.1.5.1.4)

IsisRouterTable

OID of this table is: 1.3.6.1.2.1.138.1.1.6

Name Access PDS Description

isisRouterSysID

(1.3.6.1.2.1.138.1.1.6.1.1) not-accessible = No As per MIB
'(31'33Rg L;t(;rlﬁv \% 11.6.1.2) not-accessible | No As per MIB
isisRouterHostName

(1.3.6.1.2.1.138.1.1.6.1.3) read-only No As per MIB
isisRouterID read-onl No As per MIB
(1.3.6.1.2.1.138.1.1.6.1.4) y

OID of this table is: 1.3.6.1.2.1.138.1.2.1

Name Access PDS Description

isisSysLevellndex
(1.3.6.1.2.1.138.1.2.1.1.1)

isisSysLevelOrigLSPBuffSize

not-accessible | Current As per MIB

(13.6.1.2.1.138.1.2.1.1.2) read-write Current The default value is 1497
isisSysLevelMinLSPGenInt read-write Current Range from 1 to 120
(1.3.6.1.2.1.138.1.2.1.1.3) The default value is 2
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isisSysLevelState

(13.6.1.2.1.138.1.2.1.1.4) read-only No As per MIB
isisSysLevelSetOverload .
(13.6.1.2.1.138.1.2.1.1.5) read-write Current ' As per MIB
isisSysLevelSetOverloadUntil .
(13.6.1.2.1.138.1.2.1.1.6) read-write Current | As per MIB
. . The value can’t be set as
|(s1|338é/s:]Lgv1el1l\€I3e8tr1lc2S t1yl1e 7) read-write Current narrow(1) when the value of
"""""" isisSysLevelTEEnabled is true(1)
isisSysLevelSPFConsiders read-write No Only support read operation
(1.3.6.1.2.1.138.1.2.1.1.8) The default value is: both
The value can’t be set as true(1)
isisSysLevelTEEnabled read-write Current when the value of
(1.3.6.1.2.1.138.1.2.1.1.9) isisSysLevelMetricStyle is
narrow(1)
OID of this tableis: 1.3.6.1.2.1.138.1.3
Name Access PDS Description
isisNextCirclndex
(1.3.6.1.2.1.138.1.3.1) read-only No As per MIB
OID of this tableis: 1.3.6.1.2.1.138.1.3.2
Name Access PDS Description
isisCirclndex .
(1.3.6.1.2.1.138.1.3.2.1.1) not-accessible | No As per MIB
isisCirclfindex .
(1.3.6.1.2.1.138.1.3.2.1.2) read-create No Only support read operation
isisCircAdminState read-create No Only support read operation
(1 .3.6.1.2.1.138.1.3.2.1 3) The value is a|WayS on(1)
isisCircExistState read-create No Only support read operation
(1 .3.6.1.2.1.138.1.3.2.1 4) The value is a|WayS active(’])
. Only support read operation
isisCircType read-create Current
(1.3.6.1.2.1.138.1.3.2.1.5) Only support the value set {
broadcast(1), ptToPt(2)}
isisCircExtDomain
(1.3.6.1.2.1.138.1.3.2.1.6) read-create No Not supported
isisCircLevelType read-create Current Only support read-write operation
(1.3.6.1.2.1.138.1.3.2.1.7)
isisCircPassiveCircuit . .
(1.3.6.1.2.1.138.1.3.2.1.8) read-create Current Only support read-write operation
isisCircMeshGroupEnabled read-create Current Only support read operation

(1.3.6.1.2.1.138.1.3.2.1.9)
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isisCircMeshGroup

(1.3.6.1.2.1.138.1.3.2.1.10) read-create Current Only support read operation
isisCircSmallHellos . .
(13.6.1.2.1.138.1.3.2.1.11) read-create Current Only support read-write operation
isisCircLastUpTime
(1.3.6.1.2.1.138.1.3.2.1.12) read-only No As per MIB
isisCirc3WayEnabled
(13.6.1.2.1.138.1.3.2.1.13) read-create No Not supported
isisCircExtendedCircID
(13.6.1.2.1.138.1.3.2.1.14) read-create No Not supported

OID of this table is: 1.3.6.1.2.1.138.1.4.1
Name Access PDS Description
isisCircLevellndex .
(13.6.1.2.1.138.1.4.1.1.1) not-accessible | No As per MIB

This node can be read or set only
isisCircLevelMetric read-write Current when the value of
(1.3.6.1.2.1.138.1.4.1.1.2) isisSysLevelMetricStyle is narrow

(1) or both(3)

This node can be read or set only
isisCircLevelWideMetric read-write Current when the value of
(1.3.6.1.2.1.138.1.4.1.1.3) isisSysLevelMetricStyle is wide

(2)
isisCircLevellSPriority .

(13.6.1.2.1.138.1.4.1.1.4) read-write No As per MIB
isisCircLevellDOctet

(13.6.1.2.1.138.1.4.1.1.5) read-only No Not supported
isisCircLevellD

(1.3.6.1.2.1.138.1.4.1.1.6) read-only No Not supported
isisCircLevelDesIS

(1.3.6.1.2.1.138.1.4.1.1.7) read-only No As per MIB
isisCircLevelHelloMultiplier read-write Current | ange from 310 100

Range from 3000 to 255000
isisCircLevelHelloTimer read-write Current The default value is 10000
(1.3.6.1.2.1.138.1.4.1.1.9) The residue of the set value

moded by 1000 is ignored

Only support read operation
L . Range from 1000 to 85000
isisCircLevelDRHelloTimer read-write No .
(1.3.6.1.2.1.138.1.4.1.1.10) The default value is 3000

The residue of the set value

moded by 1000 is ignored
isisCircLevelLSPThrottle read-write Current | @nge from 1 to 1000
(1.3.6.1.2.1.138.1.4.1.1.11) The default value is 33
isisCircLevelMinLSPRetransint read-write Current As per MIB
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(1.3.6.1.2.1.138.1.4.1.1.12)

isisCircLevel CSNPInterval

(13.6.1.2.1.138.1.4.1.1.13) read-write Current

isisCircLevelPartSNPInterval

(1.3.6.1.2.1.138.1.4.1.1.14) read-write No

isisSystemCounterTable

OID of this tableis: 1.3.6.1.2.1.138.1.5.1

As per MIB

Only support read operation

Name Access PDS Description
I(S1lssse}sls18;azl_1e ggh 5.1.1.1) not-accessible | No As per MIB
Zs1|338é/§185a§C1O£gL1SI;§] 1.2) read-only No As per MIB
I(s%lsssgiséazArstgnygiF?Ilég) read-only No As per MIB
I(S1|838gs1$;a§A1uet,gF1ags1 1.4) read-only No As per MIB
SSSMLIDIORS ey o s
15610115 Bt 1g ¢ | readonly | No As per MIB
SIS oo s
LSS oy o | Asgerme
R D181 511 By reac-only  No | AsperMIB
SOOI | gy o sagerm
;ﬁusssé/is;azpf ?f? A 1) read-only No As per MIB
|(s1|338é/s13;a;s1zgla’1ugs1 1.12) read-only No As per MIB
I(?Sssgiséaﬁ 3F;sl.51r 511 13) read-only No As per MIB
isisCircuitCounterTable
OID of this table is: 1.3.6.1.2.1.138.1.5.2
Name Access PDS Description
I(S1lsscflsrﬁw2ﬂ1y??e,81 5.2.1.1) not-accessible | No As per MIB
I(SilsscelsrﬁAzdjf ?22.91?;2.1 2) read-only No As per MIB
isisCircNumAd;j read-only No As per MIB
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(1.3.6.1.2.1.138.1.5.2.1.3)

isisCirclnitFails

(13.6.1.2.1.138.1.5.2.1.4) read-only No As per MIB
ziiésc.gsfﬁf{z?jﬁ?jsssn 5.2.1.5) read-only No A perMIB
et e R
eS| iy |t | g
zilsscériA;Ehxgge1Fg”231 8) read-only No As per MIB
I(31IS:aCelsrC1A2ut1h|1:?>:|flss1 5.2.1.9) read-only No As per MIB
isisCircLANDesISChanges read-only No As per MIB

(1.3.6.1.2.1.138.1.5.2.1.10)

isisPacketCounterTable

OID of this table is: 1.3.6.1.2.1.138.1.5.3

Name Access PDS Description

isisPacketCountLevel

(1.3.6.1.2.1.138.1.5.3.1.1) not-accessible | No As per MIB
peceCantinden | vscoustia N0 | nspar
zjlsspgﬁkgtﬁ%%ﬂwsegﬂ 3) read-only No As per MIB
AR, ewow W tuge
(136121 138.1551.5 read-only | No Mot supported
;ﬁlsspgﬁkgtgziggtl]sgm 6) read-only No As per MIB
(136121 1384.53.4.7) read-only | No As per MIB
I(S1lsspgc1kgt1cc;l§gtﬁséN3P1 8) read-only No As per MIB
isisPacketCountUnknown read-only No As per MIB

(1.3.6.1.2.1.138.1.5.3.1.9)

isisISAdjTable

OID of this table is: 1.3.6.1.2.1.138.1.6.1

Name Access PDS Description
'(31'33136Af 12In1d ?\’(38 16.1.1.1) not-accessible | No As per MIB
isisISAdjState read-only No As per MIB
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(1.3.6.1.2.1.138.1.6.1.1.2)
isisISAdj3WayState

(1.3.6.1.2.1.138.1.6.1.1.3) read-only No Not supported
SNBNAID gy o epers
TP sy o sevortis
et L R P
SICIOD oy o ot
i(?%%éﬁjgﬁgsesn 6.1.1.8) read-only No As per MIB
(13612 3935.16.1.19) reaconly | No | Asper MIB
(13,6121 3381 6.11.10) reaconly | No | Asper MIB
isislISAdjLastUpTime read-only No As per MIB

(1.3.6.1.2.1.138.1.6.1.1.11)

isisISAdjAreaAddrTable

OID of this table is: 1.3.6.1.2.1.138.1.6.2

Name Access PDS Description
'(31'33186'6‘3 Jg\ qe?g\g c:rlbpge1x 1) not-accessible | No As per MIB
isisISAdjAreaAddress read-only No As per MIB

(1.3.6.1.2.1.138.1.6.2.1.2)

isisISAdjIPAddrTable

OID of this table is: 1.3.6.1.2.1.138.1.6.3

Name Access PDS Description

isisISAdjIPAddrindex

(1.3.6.1.2.1.138.1.6.3.1.1) not-accessible = No As per MIB
isisISAdjIPAddrType

(1.3.6.1 21136.163.1 2) read-only No As per MIB
isisISAdjIPAddrAddress read-only No As per MIB

(1.3.6.1.2.1.138.1.6.3.1.3)

isisISAdjProtSuppTable

OID of this tableis: 1.3.6.1.2.1.138.1.6.4

Name Access PDS Description

isisISAdjProtSuppProtocol read-only No As per MIB
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(1.3.6.1.2.1.138.1.6.4.1.1)

iIsSisRATable

OID of this tableis: 1.3.6.1.2.1.138.1.7.1
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Name Access PDS Description

EF?QTS?XASSA 7.1.1.1) not-accessible = No Not supported
i(s1i.83F.{e?.\ 1E)gs1t .S1tg§1 7112) read-create No Not supported
I(S1|33R£¢ %rq'q%tgtf 7.1.1.3) read-create No Not supported
i(??s?é? .dzc.’1r ngﬁ 7.11.4) read-create No Not supported
ﬁ@fﬂifﬁgij 7.1.1.5) read-create No Not supported
i(s1i.83F.{e?.\ ’1\/'th|01 38.1.7.1.1.6) read-create No Not supported
ii'ssR?TEtﬁ"’f 36.1.7.4.1 7 read-create No Not supported
'(81'S3Réo‘ 1S§F;A1Aéc:3d:e;,31 1.8) read-create No Not supported
}?i.ss'?é\_?gﬂﬁ“giﬂ‘ 7.1.1.9) read-create No Not supported
i(??s?é?ﬁiﬁpsrse.f oy 0) read-create No Not supported
i(s%iéssg.yzpﬁ. 138.1.7.1.1.11) read-create No Not supported

IsisIPRATable
OID of this table is: 1.3.6.1.2.1.138.1.8.1

Name Access PDS Description

I(S1|33|%R1A2D isggp;a 8.1.1.1) not-accessible = No Not supported
'(31'33!?:\)1/'\'23?8:381 8.1.12) not-accessible | No Not supported
|(s1|33IFéR1A2D ?S: I;ge?xsl‘?n,l 3) not-accessible = No Not supported
'(81'33!%|-\)1A§ ?X1t I;gp;lréd1e ); 4) not-accessible | No Not supported
sePRAMebe | ssscrae Mo | Notsupore
I(S1|33!%R1Agk1ex1t '33.‘1 8.1.1.6) read-create No Not supported
isislPRAType read-create No Not supported



(1.3.6.1.2.1.138.1.8.1.1.7)
isislPRAEXxistState

(1.3.6.1.2.1.138.1.8.1.1.8) read-create No Not supported
I(S‘IIS3IPGR1A9€IIn;I?TSS t1atse 1.1.9) read-create No Not supported
I(S1ISSEZR1A2A %6.1.81.1 10) read-create No Not supported
I(S1|33”25R1A2A . :igg}fgﬂ 1.11) read-create No Not supported
i(??s!%ﬁég a8 141 2) read-create No Not supported
I(S1'S3|%R1A2S Tﬁé@ﬂdgefs,l 13) read-create No Not supported
isisIPRASourceType read-only No Not supported

(1.3.6.1.2.1.138.1.8.1.1.14)

iIsisLSPSummaryTable

OID of this table is: 1.3.6.1.2.1.138.1.9.1

Name Access PDS Description
I(S1|83L§|?Lze\1/e: 38.1.9.1.1.1) not-accessible | No As per MIB
i(sﬁi.ssl_.g.ﬁl.gn 138.1.9.1.1.2) not-accessible | No As per MIB
i(s1i§3|_.§.ﬁ.82?$.138.1 9.1.1.3) read-only No As per MIB
I(S1|33Lgljzze;01l_g21 9.1.1.4) read-only No As per MIB
I(S1|83L§|?C2h$ .c1k3$;.r1n.9.1 1.5) read-only No As per MIB
(1361.2.1.138.16.1.16) eaconly |No | Asper MIB
i(s1i§3L.§.F1)l.Dzl.31g1L gg.%t.gn A7) read-only No As per MIB
isisLSPAttributes read-only No As per MIB

(1.3.6.1.2.1.138.1.9.1.1.8)

iSisSLSPTLVTable

OID of this table is: 1.3.6.1.2.1.138.1.9.2

Name Access PDS Description
|(s1|33LgF1’T2LYI$g8ex1 9.2.1.1) not-accessible | No As per MIB
isisLSPTLVSeq read-only No As per MIB

(1.3.6.1.2.1.138.1.9.2.1.2)
isisSLSPTLVChecksum read-only No As per MIB
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(1.3.6.1.2.1.138.1.9.2.1.3)
isisLSPTLVType

(1.3.6.1.2.1.138.1.9.2.1.4) read-only No As per MIB
isisLSPTLVLen

(1.3.6.1.2.1.138.1.9.2.1.5) read-only No As per WIS
isisLSPTLVValue read-only No As per MIB

(1.3.6.1.2.1.138.1.9.2.1.6)

isisNotificationEntry

OID of this tableis: 1.3.6.1.2.1.138.1.10.1

Name Access PDS Description
isisNotificationSysLevellndex accessible-for-

(1.3.6.1.2.1.138.1.10.1.1) notify No As per MIB
isisNotificationCirclflndex accessible-for- No As per MIB
(1.3.6.1.2.1.138.1.10.1.2) notify P
isisPduLspld accessible-for-

(1.3.6.1.2.1.138.1.10.1.3) notify No As per MIB
isisPduFragment accessible-for-

(1.3.6.1.2.1.138.1.10.1.4) notify No As per MIB
isisPduFieldLen accessible-for-

(1.3.6.1.2.1.138.1.10.1.5) notify No As per MIB
isisPduMaxAreaAddress accessible-for- No As per MIB
(1.3.6.1.2.1.138.1.10.1.6) notify P
isisPduProtocolVersion accessible-for-

(1.3.6.1.2.1.138.1.10.1.7) notify No As per MIB
isisPduLspSize accessible-for-

(1.3.6.1.2.1.138.1.10.1.8) notify No As per MIB
isisPduOriginatingBufferSize accessible-for-

(1.3.6.1.2.1.138.1.10.1.9) notify No As per MIB
isisPduBufferSize accessible-for-
(1.3.6.1.2.1.138.1.10.1.10) notify No As per MIB
isisPduProtocolsSupported accessible-for-
(1.3.6.1.2.1.138.1.10.1.11) notify No As per MIB
isisAdjState accessible-for-
(1.3.6.1.2.1.138.1.10.1.12) notify No As per MIB
isisErrorOffset accessible-for-
(1.3.6.1.2.1.138.1.10.1.13) notify No As per MIB
isisErrorTLVType accessible-for-
(1.3.6.1.2.1.138.1.10.1.14) notify No As per MIB
isisNotificationAreaAddress accessible-for- No As per MIB
(1.3.6.1.2.1.138.1.10.1.15) notify P
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BGP4-MIB

1.1 Scalar objects

Name Access PDS Description
bgpVersion (1.3.6.1.2.1.15.1) read-only Current As per MIB
bgpLocalAs (1.3.6.1.2.1.15.2) read-only Current As per MIB
bgpldentifier (1.3.6.1.2.1.15.4) read-only No As per MIB
bgpPeerTable

OID of this table is :1.3.6.1.2.1.15.3

Name Access PDS Description
I cadorly  No | Asperd
?19'.2?1?28.?? 5.3.1.2) read-only No As per MIB
?1ggl36e1er§ ?ngt?tg? read-write No As per MIB
OIS SeIS  scony Mo Asperhs
o wadory  No | Asperis
O wadory  No | Asperim
o el wadory  No | Asperis
o et wadory  No | Asperis
e wadory  No | Asperis
O o oy No | Asperis
oo wadorly  No | Asperis
eI oy Mo Asperhs
SOOI rscoy Mo Asperhs
O 10 wadorly  No | Asperim
COpFeTSTESAETSON | sy No | AsperMs
CoeRTSCII T sy Mo Asperhs
CopreHComeSRa e | psgonly Mo Asperts
e o) wadorly  No | Asperim
?192??5??1?% 19) read-only No As per MIB
bgpPeerHoldTimeConfigured read-write No Ez?%ZILrgrgf%r}; ((S)Sbjsscstlgj gﬁZast

(1.3.6.1.2.1.15.3.1.20)
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bgpPeerKeepAliveConfigured



bgpPeerKeepAliveConfigured

Range from 1 to 21845. Notes
that value of

(1.3.6.1.2.1.15.6.1.14)
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read-write No bgpPeerHoldTimeConfigured is
(1.36.1.2.1.15.3.1.21) at least 3 times as the value of
this object.

Range from 1 to 600
bgpPeerMinASOriginationinterval read-write No The value is always equal to
(1.3.6.1.2.1.15.3.1.22) bgpPeerMinRouteAdvertisementl

nterval

Range from 1 to 600
bgpPeerMinRouteAdvertisementin read-write No The value is always equal to
terval (1.3.6.1.2.1.15.3.1.23) bgpPeerMinASOriginationinterva

|
bgpPeerinUpdateElapsedTime _

(1.3.6.1.2.1.15.3.1.24) read-only No As per MIB

OID of this table is :1.3.6.1.2.1.15.6
Name Access PDS Description
bgp4PathAttrPeer
(1.3.6.1.2.1.15.6.1.1) read-only No As per MIB
bgp4PathAttripAddrPrefixLen
(1.3.6.1.2.1.15.6.1.2) read-only No As per MIB
bgp4PathAttripAddrPrefix )
(1.3.6.1.2.1.15.6.1.3) read-only No As per MIB
bgp4PathAttrOrigin
(1.3.6.1.2.1.15.6.1.4) read-only No As per MIB
bgp4PathAttrASPathSegment )
(1.3.6.1.2.1.15.6.1.5) read-only No As per MIB
bgp4PathAttrNextHop
(1.3.6.1.2.1.15.6.1.6) read-only No As per MIB

o When the actual value is range

bgp4PathAttrMultiExitDisc read-only No from 2147483647 to .
(1.3.6.1.2.1.15.6.1.7) 4294967295, the return value will

be 2147483647.
bgp4PathAttrLocalPref
(1.3.6.1.2.1.15.6.1.8) read-only No As per MIB
bgp4PathAttrAtomicAggregate _

(1.3.6.1.2.1.15.6.1.9) read-only No As per MIB
bgp4PathAttrAggregatorAS )

(1.3.6.1.2.1.15.6.1.10) read-only No As per MIB
bgp4PathAttrAggregatorAddr _

(1.3.6.1.2.1.15.6.1.11) read-only No As per MIB
bgp4PathAttrCalcLocalPref

(1.3.6.1.2.1.15.6.1.12) read-only No As per MIB
bgp4PathAttrBest

(1.3.6.1.2.1.15.6.1.13) read-only No As per MIB
bgp4PathAttrUnknown read-only No As per MIB



bgpTraps

OID of this table is :1.3.6.1.2.1.15.7

Name Access PDS Description
?ﬁgl.zesﬁégﬁs .q?7.1) N/A N/A As per MIB
o sr NA | Aspertie

RIPv2-MIB

rip2Globals objects

OID of this table is :1.3.6.1.2.1.23.1
Name Access PDS Description
E|1p:23GSIc1b2aII12 ggtﬁﬁr;anges read-only No As per MIB
[;pg(élabslsggr;ez) read-only No As per MIB

rip2lfStatTable

OID of this table is :1.3.6.1.2.1.23.2
Name Access PDS Description
E;p%l%Sﬁa;A 1d gr:fza 1) read-only Current As per MIB
pASARBECs oy Mo | Aspermin
XTAr T oy No | Asperie
(13612125514 eadonly  No | AsperMiB
E;p?slgsgatzsiaégsm 5) read-only No As per MIB

rip2lfConfTable

OID of this table is :1.3.6.1.2.1.23.3
Name Access PDS Description
E;p%h%C;) nzfﬁ{dzd:;e; j 1) read-only Current As per MIB
E;p?];c? r;f?oznga?:n1 2) read-only Current Not supported.
rip2IfConfAuthType read-write Current Only support read operation

60



(1.3.6.1.2.1.23.3.1.3)

rip2lfConfAuthKey i .
(1.3.6.1.2.1.23.3.1.4) read-write Current Only support read operation
rip2lfConfSend read-onl Current The default value is
(1.3.6.1.2.1.23.3.1.5) y ripVersion1(2)
rip2lfConfReceive )
(1.3.6.1.2.1.23.3.1.6) read-only No As per MIB
rip2IfConfDefaultMetric }
(1.3.6.1.2.1.23.3.1.7) read-only Current As per MIB
rip2lfConfStatus i .
(1.3.6.1.2.1.23.3.1.8) read-write No Only support read operation
rip2lfConfSrcAddress )
(1.3.6.1.2.1.23.3.1.9) read-only Current As per MIB

OID of this table is :1.3.6.1.2.1.23.4
Name Access PDS Description
rip2PeerAddress )
(1.3.6.1.2.1.23.4.1.1) read-only No As per MIB
rip2PeerDomain }
(13.6.1.2.1.23.4.1.2) read-only No As per MIB
rip2PeerLastUpdate )
(1.3.6.1.2.1.23.4.1.3) read-only No As per MIB
rip2PeerVersion }
(13.6.1.2.1.23.4.1.4) read-only No As per MIB
rip2PeerRcvBadPackets )
(1.3.6.1.2.1.23.4.1.5) read-only No As per MIB
rip2PeerRcvBadRoutes )
(13.6.1.2.1.23.4.1.6) read-only No As per MIB

OID of this table is :1.3.6.1.2.1.14.1
Name Access PDS Description
ospfRouterld (1.3.6.1.2.1.14.1.1) read-write Current As per MIB
ospfAdminStat (1.3.6.1.2.1.14.1.2) = read-write No Only support read operation
ospfVersionNumber )
(13.6.1.2.1.14.1.3) read-only Current As per MIB
ospfAreaBdrRtrStatus )
(1.3.6.1.2.1.14.1.4) read-only No As per MIB
ospfASBdrRirStatus o .
(13.6.1.2.1.14.1.5) read-write No Only support read operation
ospfExternLsaCount )
(1.3.6.1.2.1.14.1.6) read-only No As per MIB
ospfExternLsaCksumSum )
(13.6.1.2.1.14.1.7) read-only No As per MIB
ospfTOSSupport read-write No Only support read operation

(1.3.6.1.2.1.14.1.8)
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ospfOriginateNewLsas

(13.6.1.2.1.14.1.9) read-only No As per MIB

ospfRxNewLsas )

(1.3.6.1.2.1.14.1.10) read-only No As per MIB

ospfExtLsdbLimit read-write Current The vlaue range is -1 and from 1
(1.3.6.1.2.1.14.1.11) to 1000000
ospfMulticastExtensions - .
(13.6.1.2.1.14.1.12) read-write Current Only support read operation
ospfExitOverflowInterval o .
(13.6.1.2.1.14.1.13) read-write No The default value is 300
ospfDemandExtensions read-write No Only support read operation

(1.3.6.1.2.1.14.1.14)

ospfAreaTable

OID of this tableis :1.3.6.1.2.1.14.2

Name Access PDS Description
ospfAreald (1.3.6.1.2.1.14.2.1.1) read-only Current As per MIB
ospfAuthType )

(13.6.1.2.1.14.2.1.2) read-only Current As per MIB
ospflmportAsExtern )

(13.6.1.2.1.14.2.1.3) read-only Current As per MIB
ospfSpfRuns (1.3.6.1.2.1.14.2.1.4) = read-only No As per MIB
ospfAreaBdrRtrCount )

(1.3.6.1.2.1.14.2.1.5) read-only No As per MIB
ospfAsBdrRtrCount )

(1.3.6.1.2.1.14.2.1.6) read-only No As per MIB
ospfAreaLsaCount

(1.3.6.1.2.1.14.2.1.7) read-only No As per MIB
ospfAreaLsaCksumSum )

(1.3.6.1.2.1.14.2.1.8) read-only No As per MIB
ospfAreaSummary )

(13.6.1.2.1.14.2.1.9) read-only Current As per MIB
ospiAreaStatus read-only No As per MIB

(1.3.6.1.2.1.14.2.1.10)

ospfStubAreaTable

OID of this table is :1.3.6.1.2.1.14.3

Name Access PDS Description
?1S%f2tl1‘t)2A1reﬂd3 1.1) read-only Current As per MIB
?15'.?.?[1“.02?184.3.1 2) read-only No As per MIB
?1S.F:i>f.gfl1j.b2|\.ﬂft1ritc.3.1 3) read-only No As per MIB
?1S%f2tl1jbzszaﬁss1 4) read-only No As per MIB
ospfStubMetricType read-only Current As per MIB

(1.3.6.1.2.1.14.3.1.5)
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ospfLsdbTable

OID of this table is :1.3.6.1.2.1.14.4

Name Access PDS Description
ospfLsdbAreald )
(1.3.6.1.2.1.14.4.1.1) read-only No As per MIB
ospfLsdbType )
(13.6.1.2.1.14.4.1.2) read-only No As per MIB
ospfLsdbLsid (1.3.6.1.2.1.14.4.1.3) = read-only No As per MIB
ospfLsdbSequence )
(13.6.1.2.1.14.4.1.5) read-only No As per MIB
ospfLsdbAge (1.3.6.1.2.1.14.4.1.6) = read-only No As per MIB
ospfLsdbChecksum )
(1.3.6.1.2.1.14.4.1.7) read-only No As per MIB
ospfLsdbAdvertisement )
(13.6.1.2.1.14.4.1.8) read-only No As per MIB

OID of this table is :1.3.6.1.2.1.14.7
Name Access PDS Description
ospflflpAddress )
(1.3.6.1.2.1.14.7.1.1) read-only Current As per MIB
ospfAddressLesslf )
(13.61.2.1.14.7.1.2) read-only No As per MIB
ospflfAreald (1.3.6.1.2.1.14.7.1.3) = read-only Current As per MIB
ospflfType (1.3.6.1.2.1.14.7.1.4) read-only Current As per MIB
ospflfAdminStat )
(13.6.1.2.1.14.7.1.5) read-only No As per MIB
ospflfRtrPriority i .
(1.3.6.1.2.1.14.7.1.6) read-write Current Only support read operation
ospflfTransitDelay o
(13.6.1.2.1.14.7.1.7) read-write Current Range from 1 to 3600
ospflfRetransinterval .
(1.3.6.1.2.1.14.7.1.8) read-write Current Range from 1 to 3600
ospflfHellolnterval i
(13.6.1.2.1.14.7.1.9) read-write Current As per MIB
ospflfRtrDeadInterval .
(1.3.6.1.2.1.14.7.1.10) read-write Current Range from 1to 2147483647
ospflfPollinterval i .
(13.6.1.2.1.14.7.1.11) read-write Current Only support read operation
ospflfState (1.3.6.1.2.1.14.7.1.12) ' read-only No As per MIB
ospflfEvents )
(13.6.1.2.1.14.7.1.15) read-only No As per MIB
ospflfAuthKey )
(1.3.6.1.2.1.14.7.1.16) read-only Current As per MIB
ospflfStatus (1.3.6.1.2.1.14.7.1.17) | read-only No As per MIB
ospflfMulticastForwarding )
(1.3.6.1.2.1.14.7.1.18) read-only No As per MIB
ospflfDemand )
(1.3.6.1.2.1.14.7.1.19) read-only No As per MIB
ospflfAuthType read-only Current As per MIB

(1.3.6.1.2.1.14.7.1.20)
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ospflfMetricTable

OID of this table is :1.3.6.1.2.1.14.8

Name Access PDS Description
?f%fg'\qeg'fl?‘/;\gdﬁs)s read-only Current As per MIB
?15.%%'.\:?;10.'61‘2%_615;')‘633If read-only Current As per MIB
?1S%flefsl\qe§”1c e 3) read-only No As per MIB
?1s%ﬂé|\qe£rl1c\ﬁltée1 4) read-write Current Range from 1 to 65535
ospflfMetricStatus read-only No As per MIB

(1.3.6.1.2.1.14.8.1.5)

ospfVirtlfTable

OID of this table is :1.3.6.1.2.1.14.9

Name Access PDS Description
?f%f\é'qﬂf;‘;eil‘dg 1.1) read-only Current As per MIB
?f%f\é'q"szng:%O;Z) read-only Current As per MIB
?1s%f\én:]tlf2'l';a;1zlgD$I§)y read-only Current As per MIB
?15.%f'\éi'qtfle.?f.t;jﬁl?f)rval read-only Current As per MIB
?1sgf\é||'1tlf2H1ell1c:1Irge1r\ga;l read-only Current As per MIB
?1s%f\é|qtlf2R1trli):%djlné<§wal read-only Current As per MIB
?1S%ﬂélqtlfzsﬁa:ig1 7) read-only No As per MIB
?1S%f\élq"f2E¥ .e1r:1t.sé.1 8) read-only No As per MiB
?1S%f\é'?lf2A;Jt1hfgy1 9) read-only Current As per MIB
?1S%f\élqufzsza§lfg1 10) read-only No As per MIB
ospfVirtlfAuthType read-only Current As per MIB

(1.3.6.1.2.1.14.9.1.11)

ospfNbrTable

OID of this table is :1.3.6.1.2.1.14.10

Name Access PDS Description

ospfNbripAddr

(1.3.6.1.2.1.14.10.1.1) read-only No As per MIB
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ospfNbrAddressLessIndex

(1.3.6.1.2.1.14.10.1.2) read-only Curent [AsperMi
?1??.22@??514.10.1 3) read-only No As per MIB
?1S.F:)3f.'g.b1r2ﬂt.k1)2.s1o.1 4) read-only No As per IS
?1??2.2@&1??%10.1 5) read-only No As per MIB
?15.%f.'g.b1r2t.?tﬁ4.1o.1 6) read-only No As per I8
?1??2?5???10.1 7) read-only No As per MIB
ML |, o | g
(o Bt 21 14.10.19) readonly | No As per MIB
IO | gy, o | hoparh
ospfNbrHelloSuppressed read-only No As per MIB

(1.3.6.1.2.1.14.10.1.11)

ospfVirtNbrTable

OID of this tableis :1.3.6.1.2.1.14.11

Name Access PDS Description
?1S%f\élr1ﬂ\éb1m;rﬁ 11.1) read-only No As per MIB
?1S%f\élqt§b1r B 111 2) read-only No As per MIB
?1S%ﬂél?gb1r 1 3) read-only No A perMIB
(156,121, 14.11.1.4) eadonly Mo [AsperMiB
?1S%f\él?gb1r a1 5) read-only No As perMIB
(156.121.14111.6) eadonly Mo [AsperMiB
NPT | cagonly  No  Asperis
ospfVirtNbrHelloSuppressed read-only No As per MIB

(1.3.6.1.2.1.14.11.1.8)

ospfExtLsdbTable

OID of this tableis :1.3.6.1.2.1.14.12

Name Access PDS Description
?1s%flgx1tL2S(1b;I}/qe2 1.1) read-only No As per MIB
<()1s%flgx1tL23<1b1L:|(112 12) read-only No As per MIB
ospfExtLsdbSequence

(13.6.1.2.1.14.12.1.4) read-only No As per MIB
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ospfExtLsdbAge

(13.6.1.2.1.14.12.1.5) read-only No As per MIB
ospfExtLsdbChecksum )

(1.3.6.1.2.1.14.12.1.6) read-only No As per MIB
ospfExtLsdbAdvertisement read-only No As per MIB

(1.3.6.1.2.1.14.12.1.7)

ospfAreaAggregateTable

OID of this table is :1.3.6.1.2.1.14.14

Name Access PDS Description
?f%ﬂér?azA?%T%itﬁrf alb read-only Current As per MIB
?1s%fgr$zA$%T%2t?L;;j bType read-only Current As per MIB
?f%f'g‘r?azA?%T%jt?\gt read-only Current As per MIB
?1s%f/gr$232A$%Tg1;jt?hﬂ?sk read-only Current As per MIB
asrg%r;ezﬁggﬁfgitﬁ.s;)atus read-only No Only support read operation
ospfAreaAggregateEffect read-only No Only support read operation

(1.3.6.1.2.1.14.14.1.6)

RADIUS-ACC-CLIENT-MIB
Scalar Objects

Name Access PDS Description
radiusAccClientinvalidServerAddre

sses (1.3.6.1.2.1.67.2.2.1.1.1) read-only No As per MIB
radiusAccClientldentifier read-only No As per MIB

(1.3.6.1.2.1.67.2.2.1.1.2)

radiusAccServerTable

OID of this table is :1.3.6.1.2.1.67.2.2.1.1.3

Name Access PDS Description
e Xonyy | Mokaccessble No | Asperbie
(136121672210 302) | feadonly | Curent | AsperMiB
TSy ™ raony | Curent | Ao per e
(13612167 2011854) oy No | AsperMiB
radiusAccClientRequests read-only No As per MIB
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(1.3.6.1.2.1.67.2.2.1.1.3.1.5)
radiusAccClientRetransmissions

(1.3.6.1.2.1.67.2.2.1.1.3.1.6) read-only No
radiusAccClientResponses read-only No
(1.3.6.1.2.1.67.2.2.1.1.3.1.7)
radiusAccClientMalformedRespon read-only No
ses (1.3.6.1.2.1.67.2.2.1.1.3.1.8)
radiusAccClientBadAuthenticators read-only No
(1.3.6.1.2.1.67.2.2.1.1.3.1.9)
radiusAccClientPendingRequests read-only No
(1.3.6.1.2.1.67.2.2.1.1.3.1.10)

radiusAccClientTimeouts read-only No
(1.3.6.1.2.1.67.2.2.1.1.3.1.11)
radiusAccClientUnknownTypes read-only No
(1.3.6.1.2.1.67.2.2.1.1.3.1.12)
radiusAccClientPacketsDropped read-only No

(1.3.6.1.2.1.67.2.2.1.1.3.1.13)

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

RADIUS-AUTH-CLIENT-MIB

Scalar Objects

Name Access PDS Description

radiusAuthClientinvalidServerAddr

esses (1.3.6.1.2.1.67.1.2.1.1.1) read-only No As per MIB

radiusAuthClientldentifier

(13.6.1.2.1.67.1.2.1.1.2) read-only No As per MIB
OID of this tableis :1.3.6.1.2.1.67.1.2.1.1.3

Name Access PDS Description

radiusAuthServerindex .

(1.3.6.1.2.1.67.1.2.1.1.3.1.1) not-accessible | No As per MIB

radiusAuthServerAddress

(1.3.6.1.2.1.67.1.2.1.1.3.1.2) read-only No As per MIB

radiusAuthClientServerPortNumbe

r(1.3.6.1.2.1.67.1.2.1.1.3.1.3) read-only No As per MIB

radiusAuthClientRoundTripTime read-only

(1.3.6.1.2.1.67.1.2.1.1.3.1.4) No As per MIB

radiusAuthClientAccessRequests

(1.3.6.1.2.1.67.1.2.1.1.3.1.5) read-only No As per MIB

radiusAuthClientAccessRetransmi

ssions read-only No As per MIB

(1.3.6.1.2.1.67.1.2.1.1.3.1.6)

radiusAuthClientAccessAccepts

(1.3.6.1.2.1.67.1.2.1.1.3.1.7) read-only No As per MIB

radiusAuthClientAccessRejects

(1.3.6.1.2.1.67.1.2.1.1.3.1.8) read-only No As per MIB

radiusAuthClientAccessChallenge read-only No As per MIB

$(1.3.6.1.2.1.67.1.2.1.1.3.1.9)
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radiusAuthClientMalformedAccess

Responses read-only No As per MIB
(1.3.6.1.2.1.67.1.2.1.1.3.1.10)
S56121671 5105047 | ™ol [ No | AsperMiB
(156121 6712145018) | readony [ No | AsperMis
ﬁd:a!ues?uzthfg?nfgn; e;ogt?1 3) read-only No As per MIB
(156121 67121150 14 readony [No | AsperMia
(1561216712 110018 | feadony |[No | AsperMie

EtherLike-MIB

dot3StatsTable

OID of this table is :1.3.6.1.2.1.10.7.2
Name Access PDS Description
?ﬁgg_t‘]a_t;??ﬁeé?_zj 1) read-only Current As per MIB
<(:J1ot:;3§t?tzﬁ1d|?8r3e2nt1E£r)ors read-only Current As per MIB
?f?g?giﬂ%gg?m read-only Current As per MIB
<(:J1ot:§3§t?tgs1m1g3)le705 Izi.sjr(;nFrames read-only Current As per MIB
?1023??;'\?”1'%"'765 ?I.Iés)ionFrames read-only Current As per MIB
?10§§t?t281()1%T7'3 Ztlfrgc))rs read-only Current As per MIB
?ﬁ?ij{:t;2<.a1f<(a)r.r7e.c21jl'1r.e;r)lsmissions read-only Current As per MIB
?ﬁ?g't?'t;!‘fzeo?; Igs;og)s read-only Current As per MIB
?ﬁg’gj‘?gE%?g?;gi?g"smns read-only Current As per MIB
?:E?S?}agilnztirr;e(l)lhgazc:r?g)s mitErro read-only Current As per MIB
?ﬁgg?ﬁgﬁﬂrg?i‘?ﬁi?rrors read-only Current As per MIB
<(:J1ot:;5§t?t§|:1ra1rge7T; ?Il_fg)gs read-only Current As per MIB
oS eTANSCRess ST | ey | Curent | Aspor B
?1ot:§igt?t;§|tq%rc73gr{|8$;) read-only Current Not supported
?1og3§t$t281y%bglgr1ro1rz) read-only Current As per MIB
dot3StatsDuplexStatus read-only Current As per MIB

(1.3.6.1.2.1.10.7.2.1.19)
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dot3CollTable

OID of this table is :1.3.6.1.2.1.10.7.5

Name Access PDS Description

dot3CollCount .

(1.3.6.1.2.1.10.7.5.1.2) not-accessible = No As per MIB

dot3CollFrequencies

(13.6.1.2.1.10.7.5.1.3) read-only Current As per MIB
OID of this table is :1.3.6.1.2.1.10.7.9

Name Access PDS Description

dot3ControlFunctionsSupported

(13.6.1.2.1.10.7.9.1.1) read-only No Not supported

dot3ControlinUnknownOpcodes

(13.6.1.2.1.10.7.9.1.2) read-only Current As per MIB
OID of this table is :1.3.6.1.2.1.10.7.10

Name Access PDS Description

dot3PauseAdminMode

(1.3.6.1.2.1.10.7.10.1.1) read-only Current | As per MIB

dot3PauseOperMode

(1.3.6.1.2.1.10.7.10.1.2) read-only Current ' As per MIB

dot3InPauseFrames

(1.3.6.1.2.1.10.7.10.1.3) read-only Current | As per MIB

dot30utPauseFrames

(1.3.6.1.2.1.10.7.10.1.4) read-only Current ' As per MIB
OID of this table is :1.3.6.1.2.1.26.2.1

Name Access PDS Description

ifMaulfIndex

(13.6.1.2.1.26.2.1.1.1) read-only No As per MIB

ifMaulndex (1.3.6.1.2.1.26.2.1.1.2) | read-only No As per MIB

ifMauType (1.3.6.1.2.1.26.2.1.1.3) | read-only Current As per MIB

ifMauStatus

(1.3.6.1.2.1.26.2.1.1.4) read-only No As per MIB

ifMauMediaAvailable read-only No As per MIB
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(1.3.6.1.2.1.26.2.1.1.5)
ifMauMediaAvailableStateExits

(1.3.6.1.2.1.26.2.1.1.6) read-only Current As per MIB
I(fy:?lé‘]?gb,lerzsga;i 1.7) read-only Current As per MIB
i(f1|\fl ; Lé‘J?gb?g%gzs t1at1elé)n ters read-only Current As per MIB
i(f1l\fl ; %Ff I;ﬁ?;gﬁ;:ﬂ 9) read-only Current As per MIB
'(f:\ﬂ:?%T%/ge1L'§é21 1.10) read-only Current As per MIB
i(f1l\fl ; gae£a$lg1éygi 1.11) read-write Current Only support read operation
i(f1|\{l ;léﬁutzozﬂg%szug%oqtg;j read-only Current As per MIB
i(f1|\fl ; LéT%/ ge1L|23gBéts1 1.13) read-only Current As per MIB
i(f1l\{l ; léI-LCZF?I;%CZa;n?qs 4) read-only Current Not supported
ifJackTable
OID of this table is :1.3.6.1.2.1.26.2.2
Name Access PDS Description
ifJackindex (1.3.6.1.2.1.26.2.2.1.1) = not-accessible = No As per MIB
ifJackType (1.3.6.1.2.1.26.2.2.1.2) | read-only No Not supported
ifMauAutoNegTable
OID of this table is :1.3.6.1.2.1.26.5.1
Name Access PDS Description
i(f1|\fl ; LéA‘]utzoz\l;%/-\;qn;n?;atus read-write Current Only support read operation
i(f1l\fl ; léﬁutzo[l\le;%%e;n?tg)s ignaling read-only Current As per MIB
|(f1|\/|§Lé/-\1ut20l1\lg%%o?ﬂ19 4) read-only Current As per MIB
if:\ﬂguéﬁutzo[lﬂz%%a?ibgl)ty read-only Current As per MIB
i(f:\{l ;Léﬁutzoz\lz%%a%dg)e rtised read-only Current As per MIB
|(f1|\/I§L6|/-\1ut20[|\lzg6C;a;1)I§e7c)e ived read-only Current As per MIB
i(f1|\{l :‘; %ﬁutzoz\lz%li\;’e?t?ré) read-write Current Only support read operation
i(f1|\fl ; Lé/—\1ut20[|\lz%%a;1)e}|bgl)ty8|ts read-only Current As per MIB
i(f1|\fl ;léﬁutzoz\lz%%aﬁ)ﬂ\d;/ g)rt isedBits read-only Current As per MIB
i(f:\fl;téﬁu-tz(?[l\lggé%e.\?ﬁ.eﬁle)ivedBits read-only Current As per MIB
ifMauAutoNegRemoteFaultAdverti = read-only Current As per MIB
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sed (1.3.6.1.2.1.26.5.1.1.12)

ifMauAutoNegRemoteFaultReceiv

ed (1.3.6.1.2.1.26.5.1.1.13) read-only Current | As per MIB

Entity-mis

This MIB is supported only when the switch support RFC4133.

This chapter describes the information of Entity MIB. The Entity MIB contains five groups of MIB
objects: entityPhysical group, entityLogical group, entityMapping group, entityGeneral group and
entityNotifications group. Thereinto, the entityPhysical group describes the physical entities
managed by a single agent. This group contains a single table to identify physical system
components, called the entPhysicalTable. The entPhysicalTable contains one row per physical entity,
and must always contain at least one row for an "overall" physical entity, which should have an
entPhysicalClass value of 'chassis(3)' or 'module(9)'. Each row is indexed by an arbitrary, small
integer, and contains a description and type of the physical entity. It also optionally contains the
index number of another entPhysicalEntry indicating a containment relationship between the two.

The entityLogical group describes the logical entities managed by a single agent. This group
contains a single table to identify logical entities, called the entLogicalTable. The entLogicalTable
contains one row per logical entity. Each row is indexed by an arbitrary, small integer and contains a
name, description, and type of the logical entity. It also contains information to allow access to the
MIB information for the logical entity. This includes SNMP versions that use a community name (with
some form of implied context representation) and SNMP versions that use the SNMP ARCH
[RFC2571] method of context identification. If a agent represents multiple logical entities with this
MIB, then this group must be implemented for all logical entities known to the agent. If an agent
represents a single logical entity, or multiple logical entities within a single naming scope, then
implementation of this group may be omitted by the agent.

The entityMapping group describes the associations between the physical entities logical entities,
interfaces, and non-interface ports managed by a single agent. This group contains three tables to
identify associations between different system components. The entLPMappingTable contains
mappings between entLogicallndex values (logical entities) and entPhysicallndex values (the
physical components supporting that entity). A logical entity can map to more than one physical
component, and more than one logical entity can map to (share) the same physical component. If an
agent represents a single logical entity, or multiple logical entities within a single naming scope, then
implementation of this table may be omitted by the agent. The entAliasMappingTable contains
mappings between entLogicallndex, entPhysicallndex pairs and 'alias’ object identifier values. This
allows resources managed with other MIBs (e.g., repeater ports, bridge ports, physical and logical
interfaces) to be identified in the physical entity hierarchy. Note that each alias identifier isonly
relevant in a particular naming scope. If an agent represents a single logical entity, or multiple logical
entities within a single naming scope, then implementation of this table may be omitted by the agent.
The entPhysicalContainsTable contains simple mappings between 'entPhysicalContainedIn' values
for each container/'containee’ relationship in the managed system. The indexing of this table allows
an NMS to quickly discover the 'entPhysicallndex’ values for all children of a given physical entity.

The entityGeneral group describes general system attributes shared by potentially all types of
entities managed by a single agent. This group contains general information relating to the other
object groups. At this time, the entGeneral group contains a single scalar object
(entLastChangeTime), which represents the value of sysUptime when any part of the Entity MIB
configuration last changed.

The entityNotifications group contains status indication notifications. This group contains notification
definitions relating to the overall status of the Entity MIB instantiation.
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PoeSens
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User sees ;Trtzgism entPhysicalClass Eir;t’dﬁicalCont ﬁg(tallf’ggssicalParen
Stack 1 Stack (11) 0 1

Unit1~unit9 2~10 Chasis(3) 1 1~9

Slot0(for board0) 11 container(5) 2 1

slot1(for PWR1) 12 container(5) 2 2

Slot2( PWR2) 13 container(5) 2 3
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Slot3(for FAN) 14 container(5) 2 4
Slot4(for senser1) 15 container(5) 2 5
Slot5(for senser2) 16 container(5) 2 6
Slot5(for poe senser1) 17 container(5) 2 7
oA A 7 nagies) 1
PWR1 75 powerSupply(6) 12 1
PWR2 76 powerSupply(6) 13 1
FAN 77 fan(7) 14 1
Sensor1 78 Sensor(8) 15 1
Sensor2 79 Sensor(8) 16 1
Poe sensor1 80 Sensor(8) 17 1
SubSlot0 137 container(5) 74 1
SubSiot1 138 container(5) 74 2
SubSlot2 139 container(5) 74 3
SubCardO(Front Panel) 164 module(9) 137 1
SubCard1(Expan Card 1) 165 module(9) 138 1
SubCard2(Expan Card 2) 166 module(9) 139 1
Pt1~Pt55 on Scard0 191~245 port(10) 164 1~55
Pt1~Pt8 on Scard1 246~253 port(10) 165 1~8
Pt1~Pt8 on Scard2 254~261 port(10) 166 1~8

entPhysicalTable

OID of this tableis :1.3.6.1.2.1.47.1.1.1
Name Access PDS Description
231nt3P2y13|§iII2;1e1x1 1.1.1) not-accessible = No As per MIB
entPhysicalDescr read-only No As per MIB

(1.3.6.1.2.1.47.1.1.1.1.2)
All the vendor types are listed in
HH3C-ENTITY-VENDORTYPE-

entPhysicalVendorType OID-MIB. When provided for

(1.3.6.1.2.1.47.1.1.1.1.3) read-only No different company, the value of
this object should be described
separately.

entPhysicalContainedin

(1.3.6.1.2.1.47.1.1.1.1.4) read-only No As per MIB

entPhysicalClass

(13.6.1.2.1.47.1.1.1.1.5) read-only No As per MIB

entPhysicalParentRelPos

(1.3.6.1.2.1.47.1.1.1.1.6) read-only No As per MIB

entPhysicalName

(13.61.2.1.47.1.1.1.1.7) read-only No As per MIB

entPhysicalHardwareRev read-only No As per MIB
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(1.3.6.1.2.1.47.1.1.1.1.8)
entPhysicalFirmwareRev

(1.3.6.1.2.1.47.1.1.1.1.9) read-only No As perMIB
TSy ey Mo Aspervie
antgp(r;3/1s|£:a;|%;;rlf\lg\l:l"111 " read-only No Only support read operation
?1ngpgﬂs§ilhg;gq\l?rqe1 12) read-only No As per MIB
(1561 21471 111,13 eadonly  |No | AsperMiB
?1nt:apgy1$|2cil/zh78?1 1.1.14) read-write No Only support read operation
?1ngpg>;s§a1lﬁs7$$tl1t)1 1.15) read-write No Only support read operation
'(31m:spgy1$|2cinzsﬁu1 1.1.16) read-only No As per IS
?1nt:J>P2y1$|2ca1"\z/1l;g1E)e1]t(1e1 17) read-only Yes As per MIB
entPhysicalUris read-write Yes Only support read operation

(1.3.6.1.2.1.47.1.1.1.1.18)

In the following table, if the entity is a virtual one, the objects except for the “entPhysicalContainedin” and
“entPhysicalParentRelPos” are meaningless to that entity

entPhysicalDescr

entPhysicalDescr
if the entity has value in VendorType MIB, that value will be filled in.

if No value in VendorType MIB, but some product request, the
request value will be filled in.

entity
if No value in VendorType
MIB and No request, a null string will filled in.
HP A5500-48G-4SFP HI Switch with 2 interface Slots Software
Version ComwareVV500R002

HP A5500-24G-4SFP HI Switch with 2 interface slot Software
Version ComwareV500R002

HP 5500-24G-PoE+-4SFP HI Switch with 2 Interface Slots Software
Version ComwareV500R002

HP 5500-48G-PoE+-4SFP HI Switch with 2 Interface Slots Software
Version ComwareV500R002

HP 5500-24G-SFP HI Switch with 2 Interface Slots Software Version
ComwareV500R002

HP 5500-24G-PoE+-4SFP HI TAA-compliant Switch with 2 Interface
Slots Software Version ComwareV500R002

HP 5500-48G-PoE+-4SFP HI TAA-compliant Switch with 2 Interface
Slots Software Version ComwareV500R002

HP 5500-24G-SFP HI TAA-compliant Switch with 2 Interface Slots
Software Version ComwareV500R002

Slot CONTAINER LEVEL1
SubSlot CONTAINER LEVEL2

Unit

PowerSupply PSU
Fan FAN UNIT
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Board NULL

HP A5500 8-port Gig-T Module

HP A5500 8-port SFP Module

HP A5500/A5120-El 2-port 10-GbE SFP+ Module
HP A5500/A5120-El 1-port 10-GbE XFP Module

SubCard
HP A5500/A5120-El 2-port 10-GbE XFP Module
HP A5500/A5120-EIl 2-port GbE SFP Module
HP A5500/A5120-EI 2-port 10-GbE CX4 Module
HP 5500/5120 2-port 10GBASE-T Module
slot/subslot/port,
Port GigabitEthernet slot/subslot/port,
10GigabitEthernet slot/subslot/port
Fabric HP
entPhysicalVendorType
entity entPhysicalVendorType(need complete VendorType MIB)
Unit No value in vendorType mib
ni
SysObijectID of the product
Slot null
SubSlot null
HP A5500-24G-4SFP HI
HP A5500-48G-4SFP HI
HP 5500-24G-PoE+-4SFP HI
HP 5500-48G-PoE+-4SFP HI
HP 5500-24G-SFP HI
PowerSupply
HP 5500-24G-PoE+-4SFP HI TAA
HP 5500-48G-PoE+-4SFP HI TAA
HP 5500-24G-SFP HI TAA
hh3cevtPowerSupplyDC/
hh3cevtPowerSupplyAC
Fan null
Board Null
type-JD361B (269), -- 1-Port 10G XFP Module
type-JD359B (270), -- 2-Port 10G XFP Module
type-JD360B (271), -- 2-Port 10G CX4 Module
type-JD367A (708), -- 2-Port GE SFPModule
SubCard

type-JD368B (725),-- 2-Port 10GESFP+Module
type-JG314A (727), -- 8-Port GE SFPModule
type-JG313A (728), -- 8-Port 10/100/1000BASE-T Module
type-JG535A( 733 ) ,--2-Port 1/10G BASE-T Module
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Port

Fabric

{ hh3cevtPortSwitchType 43} -- 1000 Base-T Port

{'hh3cevtPortSwitchType 44 }
{ hh3cevtPortSwitchType 45 }
{ hh3cevtPortSwitchType 46 }
{ hh3cevtPortSwitchType 52 }
{ hh3cevtPortSwitchType 53 }
{'hh3cevtPortSwitchType 56 }
{ hh3cevtPortSwitchType 57 }
{ hh3cevtPortSwitchType 58 }
{ hh3cevtPortSwitchType 74 }

-- 1000 Base-SX SFP Port
-- 1000 Base-LX SFP Port

-- 1000 Base-T AN SFP Port
-- 100 Base-SX SFP Port

-- 100 Base-LX SFP Port

-- 100 Base-MM SFP Port

-- No Connector SFP Port

-- Unknown SFP Port

-- XFP without Transceiver

{'hh3cevtPortSwitchType 75 } -- 10GBASE-SR XFP Transceiver
{'hh3cevtPortSwitchType 76 } -- 10GBASE-LR XFP Transceiver

{ hh3cevtPortSwitchType 77 }-- 10GBASE-ER XFP Transceiver

{ hh3cevtPortSwitchType 78 }-- 10GBASE-SW XFP Transceiver

{ hh3cevtPortSwitchType 79 }-- 10GBASE-LW XFP Transceiver
{'hh3cevtPortSwitchType 80 }-- 10GBASE-EW XFP Transceiver
{'hh3cevtPortSwitchType 83 }-- Unknown XFP Transceiver

{ hh3cevtPortSwitchType 191 } -- SFP+ without Transceiver

{ hh3cevtPortSwitchType 192} --10GBASE-SR SFP+ Transceiver
{'hh3cevtPortSwitchType 193} --10GBASE-LR SFP+ Transceiver
{ hh3cevtPortSwitchType 194} --10GBASE-LRM SFP+ Transceiver
{ hh3cevtPortSwitchType 195} --10GBASE-Cu SFP+ Transceiver
{ hh3cevtPortSwitchType 196 } -- Unknown SFP+ Transceiver

( hh3cevtPortSwitchType 210 )-- 10G Base-T Port

null
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entPhysicalContainedIn

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard
Port

Fabric

entPhysicalClass

entPhysicalContainedin

1

entPhysicallndex of the unit
entPhysicallndex of the slot
entPhysicallndex of the slot
entPhysicallndex of the slot
entPhysicallndex of the unit
entPhysicallndex of the board
entPhysicallndex of the subslot

0

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard
Port

Fabric

entPhysicalClass
chassis(3)
container(5)
container(5)
PowerSupply(6)
fan(7)

module(9)
module(9)
Port(10)
stack(11)

entPhysicalParentRelPos

entity

Unit

Slot

SubSilot
PowerSupply
Fan

Board
SubCard

entPhysicalParentRelPos

see index range table above
see index range table above
see index range table above
see index range table above
see index range table above
see index range table above

see index range table above
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Port

see index range table above

Fabric see index range table above
entPhysicalName

entPhysicalName(everything can buy should be a

entity name)the index range of monza is given at the end of the
line in the brackets.

Unit “unit1,unit2..unit9

Slot Slot0, slot1, slot2, slot3, slot4

SubSlot Null

PowerSupply PSU1,PSU2

Fan Fan1

Board None

SubCard Subslot0, subslot1, Subslot2

Port Po_rt_Type + UnitID/SubslotID/Port_Number, like
“GigabitEthernet 1/0/1”

Fabric NULL

entPhysicalHardwareRev

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard
Port

Fabric

entPhysicalHardwareRev(everything can buy should be a
name)

PCB version of Slot0, PCB Version: Ver.A.
None

None

not available

not available

None, because it is a logic(virtual) entity.
PCB version of SubCard,PCB Version: Ver.A
None

None

entPhysicalFirmwareRev

entity

Unit
Slot

entPhysicalFirmwareRev(everything can buy should be a
name)

Bootrom version of Slot0

None

78



SubSlot
PowerSupply
Fan

Board
SubCard
Port

Fabric

None
None
None
None, because it is a logic(virtual) entity.
None
None

None

entPhysicalSoftwareRev

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard
Port

Fabric

entPhysicalSoftwareRev(used in Technique Supported)
The first version is CMW 5.20 Test 0001

None

None

None

None

None

None

None

None

entPhysicalSerialNum

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard

Port

Fabric

entPhysicalSerialNum
Customer Visible Serial Number
None

None

None

None

None

none

If SFP or XFP ports, the entPhysicalSerialNum should be the
serial number of the optical module

None
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entPhysicalMfgName

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board
SubCard

Port

Fabric

entPhysicalMfgName must provided
A string "HP”

None

None

None

None

None

A string "HP”

The name of the Manufacture of this physical component :

None : The Port is not SFP or there is SFP cage but the SFP
module does not exist.

If there is SFP module, the string may be "HP” or "unknown
manufacture”

A string "HP”

entPhysicalModelName

entity

Unit

Slot

SubSlot
PowerSupply
Fan

Board

SubCard

Port

Fabric

entPhysicalModelName confirm to each entry3C Number
chassis

JG311A
JG312A

None
None
none
none
None, because it is a logic(virtual) entity.

“JD359B” for 2-Port 10G XFP Module
“JD361B” for 1-Port 10G XFP Module
“JD360B” for 2-Port 10G CX4 Module
“JD368B” for 2-Port 10G SFP+ Module
“JD367A” for 2-Port GE SFP Module
“JG314A” for 8-Port GE SFP Module

“JG313A” for 8-Port 10/100/1000BASE-T Ethernet Electrical
Interface Module

“JG535A” for 2-Port 1/10G BASE-T Module
None

None
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entPhysicalAlias

entity entPhysicalAlias
Unit None
Slot none
SubSlot None
PowerSupply None
Fan None
Board None
SubCard None
Port None
Fabric none

entPhysicalAssetlD

entity entPhysicalAssetID
Unit None
Slot None
SubSlot None
PowerSupply None
Fan None
Board None
SubCard None
Port None
Fabric None

entPhysicallsFRU

entity entPhysicallsFRU

Unit True(1)

Slot False(2)

SubSiot False(2)

PowerSupply False(2)

Fan False(2)

Board False(2)

SubCard True(1)

Port If a SFP(that is optical module) port, True(1); else, False(2)
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Fabric False(2)

entPhysicalMfgDate
entity entPhysicalMfgDate
Unit Yes
Slot None
SubSlot None
PowerSupply Yes
Fan None
Board Yes
SubCard Yes
Port None
Fabric None

entPhysicalUris

entity entPhysicalUris
Unit Yes
Slot None
SubSiot None
PowerSupply None
Fan None
Board Yes
SubCard None
Port None
Fabric None

entAliasMappingTable

OID of this table is :1.3.6.1.2.1.47.1.3.2

Name Access PDS Description
entAliasLogicallndexOrZero .
(1.3.6.1.2.1.47.1.3.2.1.1) not-accessible | No As per MIB

entAliasMappingldentifier

(13.6.1.2.1.47.1.3.2.1.2) read-only No As per MIB

82



entPhysicalContainsTable

OID of this table is :1.3.6.1.2.1.47.1.3.3

Name Access PDS Description

entPhysicalChildindex
(1.3.6.1.2.1.47.1.3.3.1.1)

read-only No As per MIB

DISMAN-PING-MIB

This MIB should be supported by device which implements disman ping function. This MIB cannot
mix using with CLI.

Scalar objects

Name Access PDS Description

pingMaxConcurrentRequests

(1.3.6.1.2.1.80.1.1) read-write Current The max value is 5.

pingCtiTable

OID of this table is :1.3.6.1.2.1.80.1.2
a) The parameter which is not supported by the corresponding pingCtIType cannot be configured.

b) When creating a test entry, the default value of pingCtIType is pinglcmpEcho. Once created, pingCtiType

cannot be changed, so pingCtiType must be set as the entry created.

c) When creating an entry, if the parameter which is not supported by the corresponding pingCtIType is set,

the operation will be failed.

d) Any of the configurations in pingCtlTable changed, the corresponding results, histories and statistics will
be cleared, except the following objects:
pingCtlTrapGeneration,
pingCtlTrapProbeFailureFilter,
pingCtlTrapTestFailureFilter,
pingCtlDescr,

pingCtIMaxRows(If the value of this object is smaller than the previous value, the redundant histories
records will be deleted.)

The results, histories and statistics must be the factual reflection of the test results of current
configurations.

Users will be puzzled when they get the results which caused by the previous configurations.
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e) pingCtlTargetAddressType and pingCtlTargetAddress must be modified together.
f)  pingCtlISourceAddressType and pingCtlSourceAddress must be modified together.

g) If the parameter which is not supported by the corresponding pingCtiType is read, the result is invalid.
The following objects are supported by all pingCtlTypes:
pingCtlOwnerindex, pingCtlTestName, pingCtITimeOut,
pingCtlAdminStatus, pingCtlIFrequency, pingCtiMaxRows,
pingCtlStorageType, pingCtlTrapGeneration, pingCtlType, pingCtlDescr, pingCtIRowStatus
The remainder objects is supported by part of pingCtlTypes.

The relationship between these objects and corresponding pingCtiType are described in the
following table:

Value of pingCtIType Support parameters

pingCtiTargetAddressType
pingCtlTargetAddress
pingCtiDataSize
pingCtlDataFill
pingCtiISourceAddressType
pinglcmpEcho pingCtiSourceAddress
pingCtlifindex
pingCtiByPassRouteTable
pingCtIDSField
pingCtlIProbeCount
pingCtlTrapProbeFailureFilter
pingCtiTrapTestFailureFilter

pingCtiTargetAddressType
pingCtlTargetAddress
pingCtiDataSize
pingCtlDataFill

ingUdpEch pingCtiSourceAddressType
pingUdpkEcho

) pingCtlSourceAddress
hh3cNgaUdpEcho or hh3cpingUdpEcho

pingCtIByPassRouteTable
pingCtIDSField
pingCtlProbeCount
pingCtiTrapProbeFailureFilter
pingCtlTrapTestFailureFilter

pingCtiTargetAddressType
pingCtiTargetAddress
pingCtlSourceAddressType
pingSnmpQuery pingCtiISourceAddress
pingCtiByPassRouteTable
pingCtIDSField
pingCtlProbeCount
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pingTcpConnectionAttempt
hh3cNgaTcpconnect or
hh3cpingTcpconnect

hh3cNgqajitter ( for udp-jitter test)
hh3cNgaCtlCodecTyp is defined as notDefined(1)

hh3cNgqajitter (for voice test)

hh3cNgaCtlCodecTyp is defined as g711Alaw(2).
g711Ulaw(3) or g729A(4)

hh3cNgaHttp

hh3cNgadlsw

pingCtlTrapProbeFailureFilter
pingCtiTrapTestFailureFilter

pingCtlTargetAddressType
pingCtlTargetAddress
pingCtiISourceAddressType
pingCtlISourceAddress
pingCtIByPassRouteTable
pingCtIDSField
pingCtiProbeCount
pingCtiTrapProbeFailureFilter
pingCtlTrapTestFailureFilter

pingCtiTargetAddressType
pingCtiTargetAddress
pingCtlDataSize
pingCtiDataFill
pingCtlISourceAddressType
pingCtiSourceAddress
pingCtiByPassRouteTable
pingCtIDSField
pingCtlProbeCount
pingCtlTrapProbeFailureFilter
pingCtiTrapTestFailureFilter

pingCtlTargetAddressType
pingCtlTargetAddress
pingCtiDataSize
pingCtlDataFill
pingCtlSourceAddressType
pingCtlISourceAddress
pingCtIByPassRouteTable
pingCtIDSField

pingCtlTargetAddressType
pingCtiTargetAddress
pingCtlSourceAddressType
pingCtlSourceAddress
pingCtIByPassRouteTable
pingCtIDSField
pingCtlIProbeCount
pingCtiTrapProbeFailureFilter
pingCtiTrapTestFailureFilter

pingCtiTargetAddressType
pingCtlTargetAddress
pingCtiSourceAddressType
pingCtlISourceAddress
pingCtIByPassRouteTable
pingCtIDSField
pingCtlIProbeCount
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pingCtlTrapProbeFailureFilter
pingCtiTrapTestFailureFilter

pingCtlifindex

hh3cNaadh pingCtiProbeCount
cNgadhc
a P pingCtlTrapProbeFailureFilter
pingCtlTrapTestFailureFilter
pingCtiTargetAddressType
pingCtlTargetAddress
pingCtlSourceAddressType
pingCtiISourceAddress
hh3cNgaftp pingCtiByPassRouteTable
pingCtIDSField
pingCtlIProbeCount
pingCtiTrapProbeFailureFilter
pingCtiTrapTestFailureFilter
Name Access PDS Description
The uppercase letters in this
inaCtlownerindex string will be converted to
?1 396 1.2.1.80.1.2.1.1) not-accessible | Current lowercase letters in setting
""" D operation. The value of this object
cannot contain ‘.
The uppercase letters in this
inaCtiTestName string will be converted to
?1 :?6 1.2.1.80.1.2.1.2) not-accessible | Current lowercase letters in setting
""" D operation. The value of this object
cannot contain ‘-.
pingCtiTargetAddressType ) Only support ipv4(1) and
(1.3.6.1.2.1.80.1.2.1.3) read-create - Current 1 own(0).
If the value of
pingCtiTargetAddressType is
ipv4(1), the value of this object
pingCtiTargetAddress read-create Current must be ipv4 address.
pingCtiTargetAddressType is
unknown(0), the value of this
object must be zero-length string.
An IP packet has a maximum size
of 8100 octets, not including the
size of the ICMP or UDP header
(both 8 octets) and the size of the
IP header (20 octets). 0 octets
means system use the default
packet size.
. D .
pingCtiDataSize read-create Current When doing icmp or udp test, the

(1.3.6.1.2.1.80.1.2.1.5)
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range is from 20 to 8100. When
doing JITTER test, the range is
form 68 to 8100 and the default
value is 100.

When doing voice test, the range
is from 16 to 1500, and if the
codec-type is g711a or g711u,



pingCtITimeOut
(1.3.6.1.2.1.80.1.2.1.6)

pingCtiProbeCount
(1.3.6.1.2.1.80.1.2.1.7)

pingCtIAdminStatus
(1.3.6.1.2.1.80.1.2.1.8)

pingCtiDataFill
(1.3.6.1.2.1.80.1.2.1.9)

pingCtIFrequency
(1.3.6.1.2.1.80.1.2.1.10)

pingCtIMaxRows
(1.3.6.1.2.1.80.1.2.1.11)

pingCtiStorageType
(1.3.6.1.2.1.80.1.2.1.12)

pingCtITrapGeneration
(1.3.6.1.2.1.80.1.2.1.13)

pingCtlTrapProbeFailureFilter

(1.3.6.1.2.1.80.1.2.1.14)

pingCtiTrapTestFailureFilter

(1.3.6.1.2.1.80.1.2.1.15)

read-create

read-create

read-create

read-create

read-create

read-create

read-only

read-create

read-create

read-create

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current
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the default value is 172, or else
the default value is 32.

If the value is not times of
seconds(set by CLlI), the result of
reading operation is inaccurate.

Such as: If the value set by CLI is
1050ms, the result of reading
operation is 2s.

If the value exceeds 60s(set by
CLlI), the result of reading
operation is 60s.

When doing voice test, default
value is 5s, or else the default
value is 3s

For voice test, the value of this
object only can set 1

As per MIB

The length of this object is from 0
to 200.

Range from 0 to 604800

If the value is not times of
seconds (set by CLI), the result of
reading operation is inaccurate.

Such as: If the value set by CLlI is
1050ms, the result of reading
operation is 2s.

When doing voice test, default
value is 60s, or else the default
value is 0s.

If the value of this object is 0,
statistics will not be created.

Range from 0 to 50.

As per MIB

For voice test, Only
pingTestCompleted(2) is
supported.

Range from 1 to 15.

This object cannot be configured
before the corresponding
type(probeFailure) in
pingCtITrapGeneration is
specified.

If the value of
pingCtiTrapGeneration does not
contain probeFailure, the value of
this object is 1.

For voice test, this object is
invalid.
Range from 1 to 15.

This object cannot be configured
before the corresponding



pingCtiType

type(testFailure) in
pingCtiTrapGeneration is
specified.

If the value of
pingCtiTrapGeneration does not
contain testFailure, the value of
this object is 1.

For voice test, this object is
invalid.

Can not be modified after

1.3.6.1.2.1.80.1.2.1.16 read-create  Current . oation.
( )
pingCtiDescr The length of this object is from 0
read-create Current to 200. The value cannot begin
(1.3.6.1.2.1.80.1.2.1.17) with space.
inaCHlS Add T Only support ipv4(1) and
pingCtlSourceAddressType . unknown(0).
(1.3.6.1.2.1.80.1.2.1.18) read-create | Current ©-
Default value is unknown(0).
If the value of
pingCtlSourceAddressType is
ipv4(1), the value of this object
pingCtiSourceAddress read-create Current must be ipv4 address.
pingCtlISourceAddressType is
unknown(0), the value of this
object must be zero-length string.
. The type of interface must be
pingCtllfindex .
read-create Current layer three Ethernet interface or
(1.3.6.1.2.1.80.1.2.1.20) vian interface.
pingCtiByPassRouteTable }
(1.3.6.1.2.1.80.1.2.1.21) read-create Current As per MIB
pingCtIDSField )
(1.3.6.1.2.1.80.1.2.1.22) read-create Current As per MIB
pingCtiIRowStatus ) Only support active(1),
(1.3.6.1.2.1.80.1.2.1.23) read-create No createAndgo(4) and destroy(6).
OID of this table is :1.3.6.1.2.1.80.1.3
Name Access PDS Description
pingResultsOperStatus
(1.3.6.1.2.1.80.1.3.1.1) read-only No As per MIB
pingResultsIpTargetAddressType _
(1.3.6.1.2.1.80.1.3.1.2) read-only No As per MIB
pingResultslpTargetAddress )
(1.3.6.1.2.1.80.1.3.1.3) read-only No As per MIB
pingResultsMinRtt _
(1.3.6.1.2.1.80.1.3.1.4) read-only No As per MIB
pingResultsMaxRit read-only No As per MIB

(1.3.6.1.2.1.80.1.3.1.5)
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pingResultsAverageRtt

(1.3.6.1.2.1.80.1.3.1.6) read-only No As per MIB

pingResultsProbeResponses )

(1.3.6.1.2.1.80.1.3.1.7) read-only No As per MIB

pingResultsSentProbes }

(1.3.6.1.2.1.80.1.3.1.8) read-only No As per MIB

pingResultsRttSumOfSquares )

(1.3.6.1.2.1.80.1.3.1.9) read-only No As per MIB

pingResultsLastGoodProbe }

(1.3.6.1.2.1.80.1.3.1.10) read-only No As per MIB
OID of this tableis :1.3.6.1.2.1.80.1.4

Name Access PDS Description

pingProbeHistorylndex : .

(1.3.6.1.2.1.80.1.4.1.1) not-accessible = No As per MIB

pingProbeHistoryResponse }

(1.3.6.1.2.1.80.1.4.1.2) read-only No As per MIB

pingProbeHistoryStatus ) The result of a particular probe

(1.3.6.1.2.1.80.1.4.1.3) read-only No done by a remote host.

pingProbeHistoryLastRC )

(1.3.6.1.2.1.80.1.4.1.4) read-only No Not supported

pingProbeHistoryTime )

(1.3.6.1.2.1.80.1.4.1.5) read-only No As per MIB
OID of this tableis :1.3.6.1.2.1.158.1.1

Name Access PDS Description

dot30amAdminState .

(1.3.6.1.2.1.158.1.1.1.1) read-write Current As per MIB

dot30amOperStatus

(1.3.6.1.2.1.158.1.1.1.2) read-only No As per MIB

dot30amMode .

(1.3.6.1.2.1.158.1.1.1.3) read-write Current As per MIB

dot30amMaxOamPduSize

(1.3.6.1.2.1.158.1.1.1.4) read-only No As per MIB

dot30amConfigRevision

(13.6.1.2.1.158.1.1.1.5) read-only No As per MIB

dot30amFunctionsSupported read-only No As per MIB

(1.3.6.1.2.1.158.1.1.1.6)
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dot30amPeerTable

OID of this table is :1.3.6.1.2.1.158.1.2

Name Access PDS Description
LTI wavoy Mo Asperm
corsoam e vendorow cacory  No | Notsupporto
STy remony N0 Notsupports
?ﬁggﬁgﬁﬁrs,\gﬂégn 4) read-only No As per MIB
COROMPEBOIIISEE | cagonly Mo Aspermis
OO TR oy Mo Asperm
CoROmPeeTy SRS | cagonty Mo Aspermis
dot30amStatsTable

OID of this table is :1.3.6.1.2.1.158.1.4

Name Access PDS Description
(15.6.121.168.14.1.1 readonly | No | AsperMiB
(1561 21,158,141 read-only | No | AsperMiB
(1381211561403 | readonly No | AsperMis
R (136,121 15014.14)  feadonly  No | AsperMiB
AT (1561 2.1 1581 4.08) | 1eadonly  No | Asper MiB
R (186,121 188, 14.18) | 1eedonly  No | AsperMiB
(196121151417 radony No | AsperMis
(136121 5814.18)  radony No | AsperMis
(1361201501419 | readonly | No Not Supported
(136121 150.14110) | readonly | No Not Supported
(136121150041 01) | readonly | No Not Supported
(136121150040 02) | readonly | No Not Supported
(13.612.1.156.141.13) readonly | No Not Supported
(136121156141 14) reac-only | No Not Supported
?ﬁg’-gﬁr‘gﬂﬁ?gg?zi(_’fg)des-rx read-only No Not Supported
dot30amUnsupportedCodesRx read-only No Not Supported
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(1.3.6.1.2.1.158.1.4.1.16)
dot30amFramesLostDueToOam

(1.3.6.1.2.1.158.1.4.1.17) read-only No Not Supported
OID of this table is :1.3.6.1.2.1.158.1.5
Name Access PDS Description
?10?(8?25”18 gsm 1P iesr;o?\)Nlndole read-write Current Not supported
?1053,%)?251”13&? 1P gr;og\)deowLo read-write Current Not supported
ﬂ?tg%aén 1E giy;ﬂSZeglcng g;eshold read-write Current Not supported
go(t13 (;aérqEzrrf);rgg’ ?r:so?'l;rr;resholdL read-write Current Not supported
gloetiz?gr‘giarrzsiquzgr;oglivgl)otlena read-write Current Not supported
dot30amErrFramePeriodWindow read-write Current Range from 100 to 60000, the
(1.3.6.1.2.1.158.1.5.1.6) default value is 1000.
go(t13 g%n:Eer r1a 5rr81e1P§r|10g)Threshol read-write Current As per MIB
dot30amErrFramePeriodEvNotifE .
nable (1.3.6.1.2.1.158.1.5.1.8) read-write No As per MIB
?1023(636112%”:: ggn;eSV\QmSgow read-write Current Range from 10 to 600.
?1023(8?2'51”;: Sr?srr;e;' ?r;e(s);\old read-write Current As per MIB
?10?((33?2[51”:: ggrqesE}]/I\i(;t)lenable read-write No As per MIB
TS e e ) | reawite | Curent | Asper B
dot30amErrFrameSecsSummaryT .
hreshold (1.3.6.1.2.1.158.1.5.1.13) | "ead-write Current ' As per MIB
dot30amErrFrameSecsEvNotifEn .
able (1.3.6.1.2.1.158.1.5.1.14) read-write No As per MIB
?1Og3§?rgl31yl1n€?§ 1a sspf qzt;le read-write Current Not supported
((j,lo?girgan?gglﬁvs qtlfg)able read-write Current Not supported
OID of this table is :1.3.6.1.2.1.158.1.6
Name Access PDS Description
The max value is 100.All of the
((j,lo?g?rgangg‘?génf?)( read-only No objects of this table saves the
""" T conditions in the latest event.
dot30amEventLogTimestam
(1.3.6.1.2.1.158.196.1.2) P read-only No As per MIB
dot30amEventLogOui
(1.3.6.1.2.1 .158.196.1 3) read-only No As per MIB
dot30amEventLogType read-only No As per MIB
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(1.3.6.1.2.1.158.1.6.1.4)
dot30amEventLoglLocation

(1.3.6.1.2.1.158.1.6.1.5) read-only No As per MIB

dot30amEventLogWindowHi

(1.3.6.1.2.1.158.1.6.1.6) read-only No As per MIB

dot30amEventLogWindowLo

(1.3.6.1.2.1.158.1.6.1.7) read-only No As per MIB

dot30amEventLogThresholdHi

(13.6.1.2.1.158.1.6.1.8) read-only No As per MIB

dot30amEventLogThresholdLo

(1.3.6.1.2.1.158.1.6.1.9) read-only No As per MIB

dot30amEventLogValue

(13.6.1.2.1.158.1.6.1.10) read-only No As per MIB

dot30amEventLogRunningTotal

(1.3.6.1.2.1.158.1.6.1.11) read-only No As per MIB

dot30amEventLogEventTotal

(13.6.1.2.1.158.1.6.1.12) read-only No As per MIB
1.2 Scalar objects

Name Access PDS Description

sFlowVersion

(1.3.6.1.4.1.14706.1.1.1) read-only No As per MIB

sFlowAgentAddressType

(1.3.6.1.4.1.14706.1.1.2) read-only No As per MIB

sFlowAgentAddress

(1.3.6.1.4.1.14706.1.1.3) read-only No As per MIB

OID of this table is: 1.3.6.1.4.1.14706.1.1.4

Permanent entries can be configured by command line. The sFlowRcvrTimeout and sFlowRcvrAddress
of permanent entries can’t be alterable via SNMP. The SNMP can’t unclaim an permanent entry.

Name Access PDS Description

sFlowRcvrindex

(1.3.6.1.4.1.14706.1.1.4.1.1) not-accessible = No Range from 1 to 10.

When claim an sFlowRcvrTable
entry, the entity taking control of

sFlowRcvrOwner the sampler must set both the

(1.3.6.1.4.1.14706.1.1.4.1.2) read- write No owner and a value for
sFlowRcvrTimeout in the same
SNMP set request.
. When reading a permanent
sFlowRcvrTimeout read- write No sFlowRcvrTable entry. the value

(1.3.6.1.4.1.14706.1.1.4.1.3) will be -1.
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sFlowRcvrMaximumDatagramSize

(1.3.6.1.4.1.14706.1.1.6.1.3)
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(1.3.6.1.4.1.14706.1.1.4.1.4) read- write No Range from 200 to 3000.
sFlowRcvrAddressType .
(1.3.6.1.4.1.14706.1.1.4.1.5) read- write No As per MIB
sFlowRcvrAddress .
(1.3.6.1.4.1.14706.1.1.4.1.6) read- write No As per MIB
sFlowRcvrPort .
(1.3.6.1.4.1.14706.1.1.4.1.7) read- write No As per MIB
sFlowRcvrDatagramVersion .
(13.6.1.4.1.14706.1.1.4.1.8) read- write No Only support V5.
OID of this table is: 1.3.6.1.4.1.14706.1.1.5
Name Access PDS Description
sFlowFsDataSource .
(1.3.6.1.4.1.14706.1.1.5.1.1) not-accessible | Current As per MIB
When setting the sFlowFsTable
sFlowFsInstance ; this value must be 1. Only one
not-accessible | Current ’ : Yy
(1 .3.6.1.4.1.14706.1.1.5.1 2) instance is Supported for one
datasource on device.
The range depends on
sFlowRcvrTable.
sFlowFsReceiver . . .
(1.3.6.1.4.1.14706.1.1.5.1.3) read- write Current When.the receiver expires. the
value is not changed.

. The range is product specific.
sFlowFsPacketSamplingRate read- write Current i .
(1.3.6.1.4.1.14706.1.1.5.1.4) A sampling rate of 0 disables

sampling.
sFlowFsMaximumHeaderSize .
(1.3.6.1.4.1.14706.1.1.5.1.5) read- write Current Range from 18 to 512.
OID of this tableis: 1.3.6.1.4.1.14706.1.1.6
Name Access PDS Description
sFlowCpDataSource .
(1.3.6.1.4.1.14706.1.1.6.1.1) not-accessible | Current As per MIB
When setting the sFlowCpTable
sFlowCplnstance ; this value must be 1. Only one
not-accessible | Current ’ : Yy
(1 361 4.1 147061 A 61 2) instance is Supported for one
datasource on device.
The range depends on
) sFlowRcvrTable.
sFlowCpReceiver read- write Current When the receiver expires. the

value is not changed.



Range from 2 to 86400.

sFlowCplnterval . N .
(1.3.6.1.4.1.14706.1.1.6.1.4) read- write Current A sampling interval of O disables

counter sampling.

SNMP-TARGET-MIB

snmpTargetAddrTable and snmpTargetParamsTable combined are used to create a valid target host
row in device. The command line corresponding to this entry can be displayed as “snmp-agent
target-host trap address udp-domain ...”. There are some rules need conformed with.

For a valid target host entry which is made up of one entry in snmpTargetAddrTable and another entry
in snmpTargetParamsTable:

The value of snmpTargetAddrName is the same as the value of snmpTargetAddrParams.
The value of snmpTargetAddrParams is the same as the value of snmpTargetParamsName.

The value format of snmpTargetAddrName is something like “traphost.” +
snmpTargetParamsSecurityName + IpAddress+ VPN Instance name.. The IpAddress is the ip
address part of snmpTargetAddrTAddress. If not support VPN, VPN Instance name does not
need to be configured.

The value of snmpTargetAddrTagList must be octect string “TrapHost”.

For IPV4, the value of snmpTargetAddrTDomain must be snmpUDPDomain. For IPv6, the value
of snmpTargetAddrTDomain must be transportDomainUdplpve.

The value of snmpTargetAddrStorageType should be nonVolatile.

The length of snmpTargetParamsSecurityName in snmpTargetAddrParams restricted in 1 to 32
octets.

The length of VPN Instance name in snmpTargetAddrParams restricted in 1 to 31 octets.

Scalar objects of snmpTargetObjects group

OID of this table is :1.3.6.1.6.3.12.1

Name Access PDS Description
snmpTargetSpinLock i

(13.6.1.6.3.12.1.1) read-write No As per MIB
snmpUnavailableContexts )

(1.3.6.1.6.3.12.1.4) read-only No As per MIB
snmpUnknownContexts read-only No As per MIB

(1.3.6.1.6.3.12.1.5)
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snmpTargetAddrTable

OID of this table is :1.3.6.1.6.3.12.1.2

Name

snmpTargetAddrName
(1.3.6.1.6.3.12.1.2.1.1)

snmpTargetAddrTDomain
(1.3.6.1.6.3.12.1.2.1.2)

snmpTargetAddrTAddress
(1.3.6.1.6.3.12.1.2.1.3)

snmpTargetAddrTimeout
(1.3.6.1.6.3.12.1.2.1.4)
snmpTargetAddrRetryCount
(1.3.6.1.6.3.12.1.2.1.5)

snmpTargetAddrTagList
(1.3.6.1.6.3.12.1.2.1.6)

snmpTargetAddrParams
(1.3.6.1.6.3.12.1.2.1.7)

snmpTargetAddrStorageType
(1.3.6.1.6.3.12.1.2.1.8)

snmpTargetAddrRowStatus
(1.3.6.1.6.3.12.1.2.1.9)

Access

not-accessible

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

PDS

Current

Current

Current

No

No

Current

Current

Current

Current

snmpTargetParamsTable

OID of this table is :1.3.6.1.6.3.12.1.3

Description

The length of
snmpTargetAddrName is from 1
to 255. The ASCII value of the
characters of this object should
be from 33 to 126 except 63(‘?’).
This object should be
transportDomainUdplpv6 or
snmpUDPDomain

The IpAddress should be the ip
address part of
snmpTargetAddrTAddress

As per MIB

As per MIB

The ASCII value of the characters
of this object should be from 33 to
126 except 63('?’). The target
host is valid only when the value
of this object is “TrapHost”,

The length of
snmpTargetAddrParams is from

1 to 255. The ASCII value of the
characters of this object should
be from 33 to 126 except 63(‘?’).
The conceptual row can be
created, modified and deleted. It
can be modified to other values,
but only ‘nonVolatile’ is valid.

As per MIB

Name

snmpTargetParamsName
(1.3.6.1.6.3.12.1.3.1.1)

snmpTargetParamsMPModel
(1.3.6.1.6.3.12.1.3.1.2)
snmpTargetParamsSecurityModel
(1.3.6.1.6.3.12.1.3.1.3)
snmpTargetParamsSecurityName
(1.3.6.1.6.3.12.1.3.1.4)
snmpTargetParamsSecurityLevel
(1.3.6.1.6.3.12.1.3.1.5)

snmpTargetParamsStorageType
(1.3.6.1.6.3.12.1.3.1.6)

Access

not-accessible

read-create

read-create

read-create

read-create

read-create

PDS

Current

Current

Current

Current

Current

Current
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Description

The length of
snmpTargetParamsName is from
1 to 255. The ASCII value of the
characters of this object should
be from 33 to 126 except 63(‘?’).

As per MIB
As per MIB
As per MIB

As per MIB

The conceptual row can be
created, modified and deleted. It
can be modified to other values,



but only ‘nonVolatile’ is valid.

snmpTargetParamsRowStatus

(1.3.6.1.6.3.12.1.3.1.7) read-create Current As per MIB

(1)The following is an example:
e SNMP QUERY STARTED *****
1: snmpTargetSpinLock.0 (integer) 13736

2: [Loaded: SNMPv2-TM]
snmpTargetAddrTDomain.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.46
.55.54 (object identifier) snmpUDPDomain

3:
snmpTargetAddrTAddress.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54 .4
6.55.54 (octet string) A9.FE.4C.4C.00.A2 (hex)

4:
snmpTargetAddrTimeout.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.46.
55.54 (integer) 1500

5:
snmpTargetAddrRetryCount.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.
46.55.54 (integer) 3

6:
snmpTargetAddrTagList.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.46.5
5.54 (octet string) TrapHost [54.72.61.70.48.6F.73.74 (hex)]

7
snmpTargetAddrParams.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.46.
55.54 (octet string) traphost.gl.169.254.76.76

[74.72.61.70.68.6F.73.74.2E.67.6C.2E.31.36.39.2E.32.35.34.2E.37.36.2E.37.36 (hex)]

8:
snmpTargetAddrStorageType.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.5
4.46.55.54 (integer) nonVolatile(3)

9:
snmpTargetAddrRowStatus.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.
46.55.54 (integer) active(1)

10:
snmpTargetParamsMPModel.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54
.46.55.54 (integer) 0

11:
snmpTargetParamsSecurityModel.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.
55.54.46.55.54 (integer) 1

12:
snmpTargetParamsSecurityName.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.
55.54.46.55.54 (octet string) gl [67.6C (hex)]

13:
snmpTargetParamsSecurityLevel.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.5
5.54.46.55.54 (integer) noAuthNoPriv(1)

14:
snmpTargetParamsStorageType.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.5
5.54.46.55.54 (integer) nonVolatile(3)
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15:
snmpTargetParamsRowStatus.116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.5
4.46.55.54 (integer) active(1)

16: snmpUnavailableContexts.0 (counter) 0
17: snmpUnknownContexts.0 (counter) O

e SNMP QUERY FINISHED *****

Above is a retrieve for SNMP TARGET entry.

Here the index of this entry is
116.114.97.112.104.111.115.116.46.103.108.46.49.54.57.46.50.53.52.46.55.54.46.55.54, which is the hex
code of string "traphost.gl.169.254.76.76"

The first part, 116.114.97.112.104.111.115.116.46, is hex code of "traphost." string.

The second part, 103.108.46, is ascii code of "gl.".

The last part, 46.49.54.57.46.50.53.52.46.55.54.46.55.54, is hex code of "169.254.76.76".
(2)The following is an example for supporting VPN:

*** SNMP QUERY STARTED *****

1: snmpTargetSpinLock.0 (integer) 26470

2:
snmpTargetAddrTDomain.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46.
49.46.118.112.110 (object identifier) snmpUDPDomain

3:
snmpTargetAddrTAddress.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46
.49.46.118.112.110 (octet string) 01.01.01.01.00.A2 (hex)

4:
snmpTargetAddrTimeout.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46 .4
9.46.118.112.110 (integer) 1500

5:
snmpTargetAddrRetryCount.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49 .4
6.49.46.118.112.110 (integer) 3

6:
snmpTargetAddrTagList.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46 .4
9.46.118.112.110 (octet string) TrapHost [54.72.61.70.48.6F.73.74 (hex)]

7
snmpTargetAddrParams.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46 .4
9.46.118.112.110 (octet string) traphost.public.1.1.1.1.vpn
[74.72.61.70.68.6F.73.74.2E.70.75.62.6C.69.63.2E.31.2E.31.2E.31.2E.31.2E.76.70.6E (hex)]

8:
snmpTargetAddrStorageType.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49
.46.49.46.118.112.110 (integer) nonVolatile(3)

9:
snmpTargetAddrRowStatus.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.4
6.49.46.118.112.110 (integer) active(1)

10:
snmpTargetParamsMPModel.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.
46.49.46.118.112.110 (integer) 0
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11:
snmpTargetParamsSecurityModel.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.4
6.49.46.49.46.118.112.110 (integer) 1

12:
snmpTargetParamsSecurityName.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.4
6.49.46.49.46.118.112.110 (octet string) public [70.75.62.6C.69.63 (hex)]

13:
snmpTargetParamsSecurityLevel.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.4
6.49.46.49.46.118.112.110 (integer) noAuthNoPriv(1)

14:
snmpTargetParamsStorageType.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46
.49.46.49.46.118.112.110 (integer) nonVolatile(3)

15:
snmpTargetParamsRowStatus.116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.4
9.46.49.46.118.112.110 (integer) active(1)

16: snmpUnavailableContexts.0 (counter) 0
17: snmpUnknownContexts.0 (counter) O
% SNMP QUERY FINISHED *****

Above is a retrieve for SNMP TARGET entry.

Here the index of this entry is
116.114.97.112.104.111.115.116.46.112.117.98.108.105.99.46.49.46.49.46.49.46.49.46.118.112.110, which
is the hex code of string "traphost.public.1.1.1.1.vpn "

The first part, 116.114.97.112.104.111.115.116.46, is hex code of "traphost." string.
The second part, 112.117.98.108.105.99.46, is ascii code of "public.".

The third part, 49.46.49.46.49.46.49.46. is hex code of "1.1.1.1."

The last part, 118.112.110, is ascii code of "vpn".

SNMP-USER-BASED-SM-MIB

usmStats group

OID of this table is :1.3.6.1.6.3.15.1.1

Name Access PDS Description
usmStatsUnsupportedSecLevels

(1.3.6.1.6.3.15.1.1.1) read-only No As per MIB
usmStatsNotInTimeWindows

(1.3.6.1.6.3.15.1.1.2) read-only No As per MIB
usmStatsUnknownUserNames

(1.3.6.1.6.3.15.1.1.3) read-only No As per MIB
usmStatsUnknownEnginelDs

(1.3.6.1.6.3.15.1.1.4) read-only No As per MIB
usmStatsWrongDigests

(1.3.6.1.6.3.15.1.1.5) read-only No As per MIB
usmStatsDecryptionErrors read-only No As per MIB

(1.3.6.1.6.3.15.1.1.6)
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Scalar objects of usmUser Group

OID of this table is :1.3.6.1.6.3.15.1.2

Name

usmUserSpinLock
(1.3.6.1.6.3.15.1.2.1)

Access

read-write

PDS
No

Description

As per MIB

usmUserTable of usmUser Group

OID of this table is :1.3.6.1.6.3.15.1.2.2

Name

usmUserEnginelD
(1.3.6.1.6.3.15.1.2.2.1.1)

usmUserName
(1.3.6.1.6.3.15.1.2.2.1.2)

usmUserSecurityName
(1.3.6.1.6.3.15.1.2.2.1.3)

usmUserCloneFrom
(1.3.6.1.6.3.15.1.2.2.1.4)

usmUserAuthProtocol
(1.3.6.1.6.3.15.1.2.2.1.5)

usmUserAuthKeyChange
(1.3.6.1.6.3.15.1.2.2.1.6)

usmUserOwnAuthKeyChange
(1.3.6.1.6.3.15.1.2.2.1.7)

usmUserPrivProtocol
(1.3.6.1.6.3.15.1.2.2.1.8)

usmUserPrivKeyChange
(1.3.6.1.6.3.15.1.2.2.1.9)

usmUserOwnPrivKeyChange
(1.3.6.1.6.3.15.1.2.2.1.10)

usmUserPublic
(1.3.6.1.6.3.15.1.2.2.1.11)
usmUserStorageType
(1.3.6.1.6.3.15.1.2.2.1.12)
usmUserStatus
(1.3.6.1.6.3.15.1.2.2.1.13)

Access

not-accessible

not-accessible

read-only

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create
read-create

read-create

PDS

Current

Current

Current

No

Current

No

No

Current

No

No

No

Current

No
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Description

As per MIB

The ASCII value of the characters
of this object should be from 33 to

126 except 63(‘?")
As per MIB

When creating a new user, this
object must be specified.
When this object is read, the
ZeroDotZero OID is returned
For this object of a user who is
created by command line, set
operations are successful but
invoke no action to be taken.

As per MIB

When this object is read, the
zero-length(empty) string is
returned

When this object is read, the
zero-length(empty) string is
returned

As per MIB

When this object is read, the
zero-length(empty) string is
returned

When this object is read, the
zero-length(empty) string is
returned

The length of value is range from
0 to 32

Only support nonVolatile(3)

As per MIB



SNMP-VIEW-BASED-ACM-MIB

vacmContextTable

OID of this tableis :1.3.6.1.6.3.16.1.1

This object has only one instance of “-

Name Access

vacmContextName

(1.3.6.1.6.3.16.1.1.1.1) read-only

vacmSecurityToGroupTable

OID of this table is :1.3.6.1.6.3.16.1.2

PDS
No

Description

The value is always “-”, other
value is not supported

Name Access PDS Description
vacmSecurityModel .
(13.6.1.6.3.16.1.2.1.1) not-accessible | Current As per MIB
vacmSecurityName The ASCII value of the characters
y not-accessible | Current of this object should be from 33 to
(1.3.6.1.6.3.16.1.2.1.2) 126 except 63(‘?')
The length of value is range from
vacmGroupName 11032
(1.3.6.1.6.3.16.1.2.1.3) read-create Current The ASCII value of the characters
""" e of this object should be from 33 to
126 except 63('?")
vacmSecurityToGroupStorageTyp ) .
e (1.3.6.1.6.3.16.1.2.1.4) read-create Current Only support nonVolatile(3)
vacmSecurityToGroupStatus
(1.3.6.1.6.3.16.1.2.1.5) read-create No As per MIB
OID of this table is :1.3.6.1.6.3.16.1.4
Name Access PDS Description
One of the indexes of
vacmAccessContextPrefix not-accessible | Current vacmAccessTable. The value
...... A.4.1. must be assigned to “-”.
(1.3.6.1.6.3.16.1.4.1.1) t b igned to -~
Otherwise the index is invalid
vacmAccessSecurityModel .
(1.3.6.1.6.3.16.1.4.1.2) not-accessible | Current As per MIB
vacmAccessSecurityLevel .
(13.6.1.6.3.16.1.4.1.3) not-accessible | Current As per MIB
vacmAccessContextMatch .
(1.3.6.1.6.3.16.1.4.1.4) read-create Current The default value is exact(1)
The length of value is range from
vacmAccessReadViewName read-create Current 0 to 32

(1.3.6.1.6.3.16.1.4.1.5)
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The ASCII value of the characters
of this object should be from 33 to



126 except 63(‘?")
The length of value is range from

vacmAccessWriteViewName 0 to 32
(1.3.6.1.6.3.16.1.4.1.6) read-create Current The _ASC_II value of the characters
""" o of this object should be from 33 to

126 except 63(‘?")
The length of value is range from

vacmAccessNotifyViewName 0 to 32

(1.3.6.1.6.3.16.1.4.1.7) read-create Current The _ASC_II value of the characters
of this object should be from 33 to
126 except 63(‘?")

\(/18' %rréA1c%e§s186tc1rjg1e 'g;)/pe read-create Current Only support nonVolatile(3)

vacmAccessStatus read-create No As per MIB

(1.3.6.1.6.3.16.1.4.1.9)

Scalar objects of vacmMIBViews group

OID of this tableis :1.3.6.1.6.3.16.1.5

Name Access PDS Description

vacmViewSpinLock

(1.3.6.1.6.3.16.1.5.1) read-write No As per MIB

vacmViewTreeFamilyTable of vacmMIBViews
group

OID of this table is :1.3.6.1.6.3.16.1.5.2

Name Access PDS Description

The ASCII value of the characters
not-accessible | Current of this object should be from 33 to
126 except 63(‘?")

vacmViewTreeFamilyViewName
(1.3.6.1.6.3.16.1.5.2.1.1)

vacmViewTreeFamilySubtree
(1.3.6.1.6.3.16.1.5.2.1.2)

vacmViewTreeFamilyMask

not-accessible | Current As per MIB

(13.6.1.6.3.16.1.5.2.1.3) read-create Current The default value is empty string
vacmViewTreeFamilyType ) L
(1.3.6.1.6.3.16.1.5.2.1.4) read-create Current The default value is included(1)
vacmViewTreeFamilyStorageType ) .
(1.3.6.1.6.3.16.1.5.2.1.5) read-create Current Only support nonVolatile(3)
vacmViewTreeFamilyStatus read-create No As per MIB

(1.3.6.1.6.3.16.1.5.2.1.6)
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VRRP-MIB

Scalar objects of vrrpOperations group

OID of this tableis :1.3.6.1.2.1.68.1

Name Access PDS Description
e wagony  No | Asperiie
z’; rgl\éo‘:lﬂzc?tg); ?nzt; read-write No As per MIB
AT ccessber | No | hspere
(156021.68.10) oty | No As por MIB

vrrpOperTable

OID of this tableis :1.3.6.1.2.1.68.1.3

Name Access PDS Description
Z;rg%pferglcés 13.1.1) not-accessible | Current As per MIB
CEENTANS vawow Mo spermie
Z1r Tg%?ﬁrzsﬁtsesﬂ 3.1.3) read-only No As per MIB
AT eatcrose | No | s periie
Z{rg%pfrng'%'g); 3.15) read-create Current As per MIB
P eet watony | No | s periie
vrrpOperMasterlpAddr read-only Current As per MIB

(1.3.6.1.2.1.68.1.3.1.7)
The value of this object must be

vrrpOperPrimarylpAddr read-create Current the main ip address of a given
(1.3.6.1.2.1.68.1.3.1.8) ifindex’ or 0.0.0.0.
vrrpOperAuthType }

(1.3.6.1.2.1.68.1.3.1.9) read-create Current As per MIB
vrrpOperAuthKey )

(1.3.6.1.2.1.68.1.3.1.10) read-create Current As per MIB
vrrpOperAdvertisementinterval }

(1.3.6.1.2.1.68.1.3.1.11) read-create Current As per MIB
vrrpOperPreemptMode )

(1.3.6.1.2.1.68.1.3.1.12) read-create Current As per MIB
vrrpOperVirtualRouterUpTime Read-only No As per MIB

(1.3.6.1.2.1.68.1.3.1.13)

vrrpOperProtocol ) The value is always ip(1) and only
(1.3.6.1.2.1.68.1.3.1.14) read-create Current support read operation.
vrrpOperRowStatus read-create No As per MIB

(1.3.6.1.2.1.68.1.3.1.15)
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vrrpAssolpAddrTable

OID of this table is :1.3.6.1.2.1.68.1.4

Name Access PDS Description

vrrpAssolpAddr : .

(1.3.6.1.2.1.68.1.4.1.1) not-accessible | No As per MIB
vrrpAssolpAddrRowStatus ) Only support active(1)
(1.3.6.1.2.1.68.1.4.1.2) read-create No ,createAndgo(4) and destroy(6)

Scalar objects of vrrpStatistics group

OID of this table is :1.3.6.1.2.1.68.2

Name Access PDS Description
vrrpRouterChecksumErrors )

(1.3.6.1.2.1.68.2.1) read-only No As per MIB
vrrpRouterVersionErrors )

(1.3.6.1.2.1.68.2.2) read-only No As per MIB
vrrpRouterVrldErrors read-only No As per MIB

(1.3.6.1.2.1.68.2.3)

vrrpRouterStatsTable

OID of this table is :1.3.6.1.2.1.68.2.4

Name Access PDS Description
\(/1rrp§86te;tszB1e%%mze‘Il\/I$s1t)e ' read-only No As per MIB
ATy watoy Mo | Aspermio
NN AT rssgonty Mo | Asper
S wavony Mo Aspermis
e ) waorly | No | Asperie
TOSETINZ PRI sy No | Asperiie
OUSIONISrsgony Mo | Asper
TSR sy No | Asperiie
EUTNET  wasow Mo asperue
SRR agoy  No  Asperiis
TR aowy Mo asperie
vrrpStatsPacketLengthErrors read-only No As per MIB

(1.3.6.1.2.1.68.2.4.1.12)
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BRIDGE-MIB

Scalar objects of dot1dBase group

OID of this tableis :1.3.6.1.2.1.17.1

Name Access PDS Description
dot1dBaseBridgeAddress

(13.6.1.2.1.17.1.1) read-only No As per MIB
dot1dBaseNumPorts

(1.3.6.1.2.1.17.1.2) read-only No As per MIB
dot1dBaseType read-only No As per MIB

(1.3.6.1.2.1.17.1.3)

dot1dBasePortTable

OID of this tableis :1.3.6.1.2.1.17.1.4

Name Access PDS Description
?10.2.?3{31?;?? 141 1) read-only No As perMIB
(156.191.171412) eadonly [ No | AsperMip
cotBasep et eagoy  No | Asperi
ColdbasPoDREeee DS | ooy No Aspert
dot1dBasePortMtuExceededDisca read-only No As per MIB

rds (1.3.6.1.2.1.17.1.4.1.5)

Scalar objects of dot1dStp group

OID of this tableis :1.3.6.1.2.1.17.2

Name Access PDS Description
dot1dStpProtocolSpecification

(1.3.6.1.2.1.17.2.1) read-only No As per MIB
?102281@31”?7'% 2) read-write Current As per MIB
(gjgt(1 1d§-tg.'l"]igﬁsir;?gggpologyChan read-only No As per MIB
?ﬁt;.gitg?ﬁ(;b;zg;es read-only No As per MIB
((;j1o.t31.git.p2l.31e.s1.i?.r;it_)e)dRoot read-only No As per MIB
?ﬁt;.gitgﬁ??t;g%) read-only No As per MIB
?ﬁglgﬁt.pfﬁ?t;g_r;) read-only No As per MIB
dot1dStpMaxAge read-only No As per MIB

(1.3.6.1.2.1.17.2.8)
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dot1dStpHelloTime

(13.6.1.2.1.17.2.9) read-only No As per MIB

dot1dStpHoldTime

(1.3.6.1.2.1.17.2.10) read-only No As per MIB

dot1dStpForwardDelay

(13.6.1.2.1.17.2.11) read-only No As per MIB

dot1dStpBridgeMaxAge .

(1.3.6.1.2.1.17.2.12) read-write Current As per MIB

dot1dStpBridgeHelloTime .

(13.6.1.2.1.17.2.13) read-write Current As per MIB

dot1dStpBridgeForwardDelay .

(1.3.6.1.2.1.17.2.14) read-write Current As per MIB

OID of this table is :1.3.6.1.2.1.17.2.15

Name Access PDS Description

dot1dStpPort

(1.3.6.1.2.1.17.2.15.1.1) read-only No As per MIB

dot1dStpPortPriority read-write Current This object can not be set on the

(1.3.6.1.2.1.17.2.15.1.2) ONU port.

dot1dStpPortState

(1.3.6.1.2.1.17.2.15.1.3) read-only No As per MIB

dot1dStpPortEnable .

(1.3.6.1.2.1.17.2.15.1.4) read-write Current As per MIB
The node only correctly support
IEEE802.1D-1990 path cost
standard whose range is 1 to

dot1dStpPortPathCost read-write Current 65535. If path cost of the port in

(1.3.6.1.2.1.17.2.15.1.5) .
other path cost standard is larger
than 65535, the value of the node
is 65535.

dot1dStpPortDesignatedRoot

(1.3.6.1.2.1.17.2.15.1.6) read-only No As per MIB

dot1dStpPortDesignatedCost

(1.3.6.1.2.1.17.2.15.1.7) read-only No As per MIB

dot1dStpPortDesignatedBridge

(1.3.6.1.2.1.17.2.15.1.8) read-only No As per MIB

dot1dStpPortDesignatedPort

(1.3.6.1.2.1.17.2.15.1.9) read-only No As per MIB

dot1dStpPortForwardTransition read-only No As per MIB

(1.3.6.1.2.1.17.2.15.1.10)

Scalar objects of dot1dTp group

OID of this table is :1.3.6.1.2.1.17.4

Name

dot1dTpAgingTime
(1.3.6.1.2.1.17.4.2)

Access

read-write

PDS

No

105

Description

As per MIB The value of this
object may be different from
chips.



dot1dTpFdbTable

OID of this tableis: 1.3.6.1.2.1.17.4.3

Name Access PDS Description

dot1dTpFdbAddress

(1.3.6.1.2.1.17.4.3.1.1) read-only No As per MIB

dot1dTpFdbPort

(1.3.6.1.2.1.17.4.3.1.2) read-only No As per MIB

dot1dTpFdbStatus

(1.3.6.1.2.1.17.4.3.1.3) read-only No As per MIB
OID of this tableis :1.3.6.1.2.1.17.4.4

Name Access PDS Description

dot1dTpPort

(1.3.6.1.2.1.17.4.4.1.1) read-only No As per MIB

dot1dTpPortMaxInfo

(1.3.6.1.2.1.17.4.4.1.2) read-only No As per MIB

dot1dTpPortinFrames

(1.3.6.1.2.1.17.4.4.1.3) read-only No Not supported

dot1dTpPortOutFrames

(1.3.6.1.2.1.17.4.4.1.4) read-only No Not supported

dot1dTpPortinDiscards read-only No Not supported

(1.3.6.1.2.1.17.4.4.1.5)

P-BRIDGE-MIB

Scalar objects of dot1dExtBase group

OID of this table is :1.3.6.1.2.1.17.6.1.1

Name Access PDS Description
dot1dDeviceCapabilities
(1.3.6.1.2.1.17.6.1.1.1) read-only No As per MIB
dot1dTrafficClassesEnabled .
(13.6.1.2.1.17.6.1.1.2) read-only No Only support read operation
dot1dGmrpStatus .
(13.6.1.2.1.17.6.1.1.3) read-write No Not supported

OID of this table is :1.3.6.1.2.1.17.6.1.1.4
Name Access PDS Description
dot1dPortCapabilities read-only No As per MIB
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(1.3.6.1.2.1.17.6.1.1.4.1.1)

dot1dPortPriorityTable

OID of this table is :1.3.6.1.2.1.17.6.1.2.1

Name Access PDS Description
dot1dPortDefaultUserPriority
(1.3.6.1.2.1.17.6.1.2.1.1.1)

dot1dPortNumTrafficClasses
(1.3.6.1.2.1.17.6.1.2.1.1.2)

read-write No As per MIB

read-only No As per MIB

dot1dPortGarpTable

OID of this tableis :1.3.6.1.2.1.17.6.1.3.1

Name Access PDS Description
?102 céljo;t(ja{;) \go;n'rl;lqn? 1) read-write Current As per MIB
dot1dPortGarplL eaveTime read-write Current As per MIB

(1.3.6.1.2.1.17.6.1.3.1.1.2)

dot1dPortGarpLeaveAllTime

(1.3.6.1.2.1.17.6.1.3.1.1.3) read-only Current | As per MIB

Q-BRIDGE-MIB
dot1gBase group

OID of this tableis :1.3.6.1.2.1.17.7.1.1

Name Access PDS Description
dot1gVlanVersionNumber

(1.3.6.1.2.1.17.7.1.1.1) read-only Current As per MIB
?1022'\:32)(\1”?9'(71 112) read-only Current As per MIB
((:i1ot3‘1<gl\{]la2x?u1p7p(7)rze$\élf ns read-only Current As per MIB
?1022'\1“; ¥|1a 74 4) read-only No As per MiB
dot1qGvrpStatus read-write Current The default value is disabled.

(1.3.6.1.2.1.17.7.1.1.5)
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dot1qTpFdbTable

OID of this table is :1.3.6.1.2.1.17.7.1.2.2

Name Access PDS Description
?1().2.2?2.(11%?.(??28.2.1 1) not-accessible | No As per MIB
?f.?.‘éﬂ‘fgﬂt.’f $r7t1 221.2) read-only No As per MIB
?10teng1pgd1b1s;a;u1s 2.2.1.3) read-only No As per MIB
dot1gTpGroupTable
OID of this table is :1.3.6.1.2.1.17.7.1.2.3
Name Access PDS Description
?ﬁt?j.g?gﬂgﬁj 23.1.1) not-accessible | No As per MIB
(1361 2117112342 read-only | No | AsperMiB
dot1qTpGrouplearnt read-only No As per MIB

(1.3.6.1.2.1.17.7.1.2.3.1.3)

Scalar objects of dot1qVlan group

OID of this tableis :1.3.6.1.2.1.17.7.1.4

Name Access PDS Description

dot1qConstraintTypeDefault )

(1.3.6.1.2.1.17.7.1.4.10) read-only Current | As per MIB

OID of this table is :1.3.6.1.2.1.17.7.1.4.3

Name Access PDS Description
A null string or zero length string
inputted as dot1qVlanStaticName

dot1qVlanStaticName will be replaced with the default

read-create Current name of the vlan.

(1.3.6.1.2.1.17.7.1.4.3.1.1) .
Default value for each vlan is
“vlan xxxx”, and xxxx is serial
number of the vlan.

dot1qVlanStaticEgressPorts

(1.3.6.1.2.1.17.7.1.4.3.1.2) read-create Current As per MIB

dot1qVlanForbiddenEgressPorts

(13.6.1.2.1.17.7.1.4.3.1.3) read-create Current Not supported

dot1gVlanStaticUntaggedPorts read-create Current As per MIB

(1.3.6.1.2.1.17.7.1.4.3.1.4)
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Only support active(1),
createAndgo(4) and destroy(6).
The default vlan can not be

dot1qVlanStaticRowStatus

(1.3.6.1.2.1.17.7.1.4.3.1.5) read-create | Current

destroyed.
OID of this table is :1.3.6.1.2.1.17.7.1.45
Name Access PDS Description
. this node not support set
dot1gPvid . . .
(13.6.1.2.1.17.7.1.4.5.1.1) read-write Current operation when the port type is
access
dot1gPortAcceptableFrameTypes )
(1.3.6.1.2.1.17.7.1.4.5.1.2) read-only Current | As per MIB
dot1qPortIngressFiltering read-only Current As per MIB

(1.3.6.1.2.1.17.7.1.4.5.1.3)
dot1qGvrpStatus should be set
before setting
dot1qPortGvrpStatus, and the

dot1gPortGvrpStatus port type should be trunk.The

(1.3.6.1.2.1.17.7.1.4.5.1.4) read-write Current | BpDU tunnel function must not be
enabled if supported when setting
dot1qPortGvrpStatus.

dot1gPortGvrpFailedRegistrations

(1.3.6.1.2.1.17.7.1.4.5.1.5) read-only No As per MIB

dot1qPortGvrpLastPduOrigin read-only No As per MIB

(1.3.6.1.2.1.17.7.1.4.5.1.6)

RMON-MIB
etherStatsTable

OID of this table is :1.3.6.1.2.1.16.1.1

No row exists in this table by default. The Max number of RMON Entries in this table is 100. If the interface that the
etherStatsEntry is monitoring is removed, the value of the objects of this entry can’t be modified. The objects include
etherStatsDataSource, etherStatsOwner and etherStatsStatus. If a set operation tries to change the value of these objects,

an 'inconsistentValue' error will be returned.
Name Access PDS Description
etherStatsindex

(1.3.61.2.1.16.1.1.1.1) read-only Current As per MIB
?:h; gsza;s??t:?c;u;cg) read-create Current As per MIB
et oy Mo Aspermin
?1t h??gsza;s??eei 1.4) read-only No As per MIB
etherStatsPkis read-only No As per MIB

(1.3.6.1.2.1.16.1.1.1.5)
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etherStatsBroadcastPkts

(1.3.6.1.2.1.16.1.1.1.6) read-only No As per MIB
oS wadorly | No | AsperMe
NSNS sy Mo Asperhin
S e wadoy  No | AsperMip
SherSiasoerszonks oy No | Asperis
e wagoy  No | AsperMip
?1t 56211611 12) read-only No As per MIB
oo wagoy Mo | AsperMip
eerSaPseosets wagory Mo Aspermis
NSAPIIIIONS | gy Mo | Aspormin
NISUPAILLIOE | aqony Mo Asperhin
NSUPHIIIIONS | ooy Mo | Asporhin
NTSUPAEIIZIOOE | aqony Mo Asperhin
TSP IO | gy o Asperhin
?}h; %S:a;s?zvg?r 1.1.20) read-create Current As per MIB
etherStatsStatus read-create Current As per MIB

(1.3.6.1.2.1.16.1.1.1.21)

historyControlTable

OID of this tableis :1.3.6.1.2.1.16.2.1

No row exists in this table by default. The Max number of RMON Entries in this table is 100. If the interface that the
historyControlEntry is monitoring is removed, the value of the objects of this entry can’t be modified. The objects include
historyControlDataSource, historyControlOwner and historyControlStatus. If a set operation tries to change the value of

these objects, an 'inconsistentValue' error will be returned.

Name Access PDS Description
historyControlindex

(13.6.1.2.1.16.2.1.1.1) read-only Current As per MIB
historyControlDataSource read-create Current As per MIB

(1.3.6.1.2.1.16.2.1.1.2)
historyControlBucketsRequested
only supports 10 buckets at
maximum currently, If a value

historyControlBucketsRequested read-create Current more than 10 is set, the system

(1.3.6.1.2.1.16.2.1.1.3) will return success, but the
historyControlBucketGranted will
be assigned to 10 as for
implementation.

historyControlBucketsGranted read-only No As per MIB
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(1.3.6.1.2.1.16.2.1.1.4)
historyControllnterval

(13.6.1.2.1.16.2.1.1.5) read-create Current Range from 5 to 3600
?;s;ogy?gn:r%%w ?ir 6) read-create Current As per MIB
historyControlStatus read-create Current As per MIB

(1.3.6.1.2.1.16.2.1.1.7)

etherHistoryTable

OID of this tableis :1.3.6.1.2.1.16.2.2

Name Access PDS Description
(156.12116.221.1) eadony [N [AsperMB
UTOVSEIAES wawony Mo Aspermn
(156121162218) eadony [N [AsperMB
Sy EropEverts wagoy Mo Aspermin
(156.121162215) eadony [N [AsperMB
(156121162216) eadonly |0 [AsperMiB
(1561211622.17) eadony [N [AsperMB
CELTETNASTO  eavony Mo asperue
e 7 e A e
e eaony  No | asperue
(156121 1622.1.11) eadonly N0 [AsperMiB
O g cavory  No | AsperMi
(156.1211622.1.13 eadony [N [AsperMB
AT waorly | No | Aspertie
etherHistoryUtilization read-only No As per MIB

(1.3.6.1.2.1.16.2.2.1.15)

OID of this table is :1.3.6.1.2.1.16.3.1
Name Access PDS Description
alarmindex (1.3.6.1.2.1.16.3.1.1.1) | read-only Current As per MIB
alarminterval read-create Current The range is from 5 to 65535

(1.3.6.1.2.1.16.3.1.1.2)

alarmVariable

(13.6.1.2.1.16.3.1.1.3) read-create Current As per MIB

111



alarmSampleType
(1.3.6.1.2.1.16.3.1.1.4)

alarmValue (1.3.6.1.2.1.16.3.1.1.5)

alarmStartupAlarm
(1.3.6.1.2.1.16.3.1.1.6)
alarmRisingThreshold
(1.3.6.1.2.1.16.3.1.1.7)
alarmFallingThreshold
(1.3.6.1.2.1.16.3.1.1.8)
alarmRisingEventindex
(1.3.6.1.2.1.16.3.1.1.9)
alarmFallingEventindex
(1.3.6.1.2.1.16.3.1.1.10)
alarmOwner
(1.3.6.1.2.1.16.3.1.1.11)

alarmStatus
(1.3.6.1.2.1.16.3.1.1.12)

eventTable

read-create

read-only

read-create
read-create
read-create
read-create
read-create

read-create

read-create

OID of this tableis :1.3.6.1.2.1.16.9.1

Current

No

No

Current

Current

Current

Current

Current

Current

As per MIB

When the value of this object is
out of the range of alarmValue,
the value of alarmValue will be a
negative

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

alarmStatus can be set to valid
when the row is created. When
setting alarmStatus valid, the
return value of success means
that the setting operation is
accepted by agent successfully.
But it doesn’t guarantee that the
alarmStatus will change to valid.
Only the entry of alarmTable
meets the requirement of
validation, alarmStatus will be
valid after setting it.

Name

eventindex (1.3.6.1.2.1.16.9.1.1.1)

eventDescription
(1.3.6.1.2.1.16.9.1.1.2)

eventType (1.3.6.1.2.1.16.9.1.1.3)

eventCommunity
(1.3.6.1.2.1.16.9.1.1.4)

eventLastTimeSent
(1.3.6.1.2.1.16.9.1.1.5)
eventOwner
(1.3.6.1.2.1.16.9.1.1.6)
eventStatus
(1.3.6.1.2.1.16.9.1.1.7)

Access
read-only

read-create

read-create

read-create

read-only
read-create

read-create

PDS
Current

Current

Current

Current

No

Current

Current
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Description
As per MIB

As per MIB

As per MIB

Not supported. When eventType is
none(1) or log(2), the value of
eventCommunity will not be saved;
when eventType is snmptrap(3) or
logandtrap(4), the value of
eventCommunity will be saved but
can take no effect.

As per MIB

As per MIB

eventStatus can be set to valid
when the row is created



logTable

OID of this table is :1.3.6.1.2.1.16.9.2

Name Access PDS Description

logEventindex

(13.6.1.2.1.16.9.2.1.1) read-only No As per MIB
logindex (1.3.6.1.2.1.16.9.2.1.2) read-only No As per MIB
logTime (1.3.6.1.2.1.16.9.2.1.3) read-only No As per MIB
logDescription read-only No As per MIB

(1.3.6.1.2.1.16.9.2.1.4)

RMON2-MIB

The RMON2-MIB is used with network management protocols in TCP/IP-based internets. In particular, it
defines objects for managing remote network monitoring devices.

usrHistoryControlTable

Note: When creating a new instance of this table, the following objects SHOULD be set
simultaneously: usrHistoryControlStatus.OID of this table is: 1.3.6.1.2.1.16.18.1

Name Access PDS Description

usrHistoryControllndex

not-accessible | Current As per MIB
(1.3.6.1.2.1.16.18.1.1.1)

usrHistoryControlObjects

read-create Current Range from 1 to 30.
(1.3.6.1.2.1.16.18.1.1.2)

usrHistoryControlBucketsReques
ted only supports 255 buckets at

usrHistoryControlBucketsRequest maximum currently, If a value
more than 255 is set, the system

ed read-create Current .
will return success, but the
(1.36.1.2.1.16.18.1.1.3) historyControlBucketGranted will
be assigned to 255 as for
implementation.

usrHistoryControlBucketsGranted

read-only No As per MIB
(1.3.6.1.2.1.16.18.1.1.4)

usrHistoryControlinterval

read-create Current Range from 1 to 4294967.
(1.3.6.1.2.1.16.18.1.1.5)

The length of value is from 0 to

usrHistoryControlOwner 127.
read-create Current .
(1.3.6.1.2.1.16.18.1.1.6) Not support non-printable
characters and ‘?’.
usrHistoryControlStatus read-create Current When new row created, only
(1.3.6.1.2.1.16.18.1.1.7) createAndWait(5) can be set.
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usrHistoryObjectTable

OID of this table is: 1.3.6.1.2.1.16.18.2

Name Access PDS Description
usrHistoryObjectindex )

not-accessible | Current As per MIB
(1.3.6.1.2.1.16.18.2.1.1)
usrHistoryObjectVariable

Read-create Current As per MIB
(1.3.6.1.2.1.16.18.2.1.2)
usrHistoryObjectSampleType

Read-create Current As per MIB
(1.3.6.1.2.1.16.18.2.1.3)

OID of this table is: 1.3.6.1.2.1.16.18.3

Name Access PDS Description
usrHistorySamplelndex .

not-accessible | No As per MIB
(1.3.6.1.2.1.16.18.3.1.1)
usrHistorylntervalStart

read-only No As per MIB
(1.3.6.1.2.1.16.18.3.1.2)
usrHistorylntervalEnd

read-only No As per MIB
(1.3.6.1.2.1.16.18.3.1.3)
usrHistoryAbsValue

read-only No As per MIB
(1.3.6.1.2.1.16.18.3.1.4)
usrHistoryValStatus

read-only No As per MIB

(1.3.6.1.2.1.16.18.3.1.5)

probeConfigTable

Only objects listed below are supported, others not mentioned are not supported.

OID of this tableis: 1.3.6.1.2.1.16.19

Name Access
probeCapabilities

read-only
(1.3.6.1.2.1.16.19.1)
probeSoftwareRev

read-only
(1.3.6.1.2.1.16.19.2)
probeHardwareRev

read-only
(1.3.6.1.2.1.16.19.3)
probeDateTime

read-only
(1.3.6.1.2.1.16.19.4)
probeResetControl read-write

PDS

No

No

No

No

No
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Description

As per MIB

As per MIB

Not supported. The value is
always zero-length string.

As per MIB

Only support read operation.



(1.3.6.1.2.1.16.19.5)

POWER-ETHERNET-MIB

This MIB is used to manage and describe PoOE module

Scalar Objects

There is no scalar objects.

pethPsePortTable

OID of this table is: 1.3.6.1.2.1.105.1.1

Name Access

pethPsePortGrouplndex

(1.3.6.1.2.1.105.1.1.1.1) not-accessible

pethPsePortindex not-accessible
(1.3.6.1.2.1.105.1.1.1.2)
pethPsePortAdminEnable read-write
(1.3.6.1.2.1.105.1.1.1.3)
pethPsePortPowerPairsControlAbi read-onl
lity (1.3.6.1.2.1.105.1.1.1.4) y
pethPsePortPowerPairs read-write
(1.3.6.1.2.1.105.1.1.1.5)
pethPsePortDetectionStatus read-onl
(1.3.6.1.2.1.105.1.1.1.6) y
pethPsePortPowerPriority read-write
(1.3.6.1.2.1.105.1.1.1.7)
pethPsePortMPSAbsentCounter read-onl
(1.3.6.1.2.1.105.1.1.1.8) y
pethPsePortType i
(1.3.6.1.2.1.105.1.1.1.9) read-write
pethPsePortPowerClassifications read-onl
(1.3.6.1.2.1.105.1.1.1.10) y
pethPsePortInvalidSignatureCount read-onl
er (1.3.6.1.2.1.105.1.1.1.11) y
pethPsePortPowerDeniedCounter read-onl
(1.3.6.1.2.1.105.1.1.1.12) y
pethPsePortOverLoadCounter read-onl
(1.3.6.1.2.1.105.1.1.1.13) Y
pethPsePortShortCounter

read-only

(1.3.6.1.2.1.105.1.1.1.14)

PDS

No

No

Current

No

Current

No

Current

No

Current

No

No

No

No

No
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Description

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



pethMainPseTable

OID of this tableis: 1.3.6.1.2.1.105.1.3.1

Name Access PDS Description

pethMainPseGrouplndex

(1.3.6.1.2.1.105.1.3.1.1.1) not-accessible | No As per MIB
?1et3tﬂc\sﬂ?gisiggv¥e£1 1.2) read-only No As per MIB
putaseOmSite |y o | sagere
PAESCTSTHTPON | iy Ny | Asgerns
pethMainPseUsageThreshold read-write Current As per MIB

(1.3.6.1.2.1.105.1.3.1.1.5)

pethNotificationControlTable

OID of this tableis: 1.3.6.1.2.1.105.1.4.1

Name Access PDS Description
2)1et;lél(ztlgc1at1|%r;C:102t;o!|G1r;)upIndex not-accessible | No As per MIB
pethNotificationControlEnable read-write No As per MIB

(1.3.6.1.2.1.105.1.4.1.1.2)

IEEE8021-CFM-MIB

Scalar Objects

Name Access PDS Description

dot1agCfmMdTableNextindex

(1.3.111.2.802.1.1.8.1.5.1) read-only Current [ As per MIB

1.3 dot1agCfmMdTable

OID of this table is :1.3.111.2.802.1.1.8.1.5.2

Name Access PDS Description

dot1agCfmMdIndex . Only support eight different
(1.3.111.2.802.1.1.8.1.5.2.1.1) not-accessible | Current | o

?1°t31 ﬁ?f;n%%ﬂ() ':]m: t1 5.2.12) read-create Current Only support charString(4)

?102 ?g?f;n%dzNﬁng 152.1.3) read-create Current Can not be modified after creation
dot1agCfmMdMdLevel read-create Current Can not be modified after creation

(1.3.111.2.802.1.1.8.1.5.2.1.4)
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dot1agCfmMdMhfCreation

(1.3.111.2.802.1.1.8.1.5.2.1.5) read-create No
dot1agCfmMdMhfldPermission read-create Yes
(1.3.111.2.802.1.1.8.1.5.2.1.6)
dot1agCfmMdMaNextindex read-only Current
(1.3.111.2.802.1.1.8.1.5.2.1.7)
dot1agCfmMdRowStatus

read-create Current

(1.3.111.2.802.1.1.8.1.5.2.1.8)

dot1agCfmMaNetTable

OID of this tableis :1.3.111.2.802.1.1.8.1.6.1

Only support defMHFnone(1).

The value is always
sendldNone(1)

As per MIB

Only support active(1),
createAndGo(4) and destroy(6)

Name Access PDS
dot1agCfmMalndex
(1.3.111.2.802.1.1.8.1.6.1.1.1)
dot1agCfmMaNetFormat

not-accessible | Current

(1.3.111.2.802.1.1.8.1.6.1.1.2) read-create | Yes
dot1agCfmMaNetName read-create Current
(1.3.111.2.802.1.1.8.1.6.1.1.3)

dot1agCfmMaNetCcminterval read-create Current
(1.3.111.2.802.1.1.8.1.6.1.1.4)

dot1agCfmMaNetRowStatus read-create Current

(1.3.111.2.802.1.1.8.1.6.1.1.5)

dot1agCfmMaCompTable

OID of this table is :1.3.111.2.802.1.1.8.1.6.2

Description

As per MIB
The value is always charString (2)

Can not be modified after creation

Only support interval1s(4),
interval10s(5), interval1min(6)
and interval10min (7).

Only support active(1),
createAndGo(4) and destroy(6)

Name Access PDS

dot1agCfmMaComponentld

(1.3.111.2.802.1.1.8.1.6.2.1.1) not-accessible | Current

dot1agCfmMaCompPrimaryVlanld

(1.3.111.2.802.1.1.8.1.6.2.1.2) read-create Current
dot1agCfmMaCompMhfCreation read-create Current
(1.3.111.2.802.1.1.8.1.6.2.1.3)
dot1agCfmMaCompldPermission read-create No
(1.3.111.2.802.1.1.8.1.6.2.1.4)
dot1agCfmMaCompNumberOfVid read-onl No
s(1.3.111.2.802.1.1.8.1.6.2.1.5) y
dot1agCfmMaCompRowsStatus read-create Current

(1.3.111.2.802.1.1.8.1.6.2.1.6)

dot1agCfmMaMepListTable
OID of this table is :1.3.111.2.802.1.1.8.1.6.3

Description

The value is always 1

Can not be modified after creation

As per MIB

Only support sendldNone (1) and
sendldDefer (5)

The value is always 1.

Only support active(1),
createAndGo(4) and destroy(6)

Name Access PDS

dot1agCfmMaMepListldentifier

(1.3.111.2.802.1.1.8.1.6.3.1.1) not-accessible | Current
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Description

Can not be modified after creation



dot1agCfmMaMepListRowStatus
(1.3.111.2.802.1.1.8.1.6.3.1.2)

read-create

dot1agCfmMepTable

OID of this tableis :1.3.111.2.802.1.1.8.1.7.1

Current

Only support active(1),
createAndGo(4) and destroy(6)

Name

dot1agCfmMepldentifier
(1.3.111.2.802.1.1.8.1.7.1.1.1)
dot1agCfmMeplfindex
(1.3.111.2.802.1.1.8.1.7.1.1.2)
dot1agCfmMepDirection
(1.3.111.2.802.1.1.8.1.7.1.1.3)
dot1agCfmMepPrimaryVid
(1.3.111.2.802.1.1.8.1.7.1.1.4)
dot1agCfmMepActive
(1.3.111.2.802.1.1.8.1.7.1.1.5)
dot1agCfmMepFngState
(1.3.111.2.802.1.1.8.1.7.1.1.6)
dot1agCfmMepCciEnabled
(1.3.111.2.802.1.1.8.1.7.1.1.7)
dot1agCfmMepCcmLtmPriority
(1.3.111.2.802.1.1.8.1.7.1.1.8)
dot1agCfmMepMacAddress
(1.3.111.2.802.1.1.8.1.7.1.1.9)
dot1agCfmMepLowPrDef
(1.3.111.2.802.1.1.8.1.7.1.1.10)
dot1agCfmMepFngAlarmTime
(1.3.111.2.802.1.1.8.1.7.1.1.11)

dot1agCfmMepFngResetTime
(1.3.111.2.802.1.1.8.1.7.1.1.12)

dot1agCfmMepHighestPrDefect
(1.3.111.2.802.1.1.8.1.7.1.1.13)

dot1agCfmMepDefects
(1.3.111.2.802.1.1.8.1.7.1.1.14)
dot1agCfmMepErrorCcmLastFailu
re (1.3.111.2.802.1.1.8.1.7.1.1.15)
dot1agCfmMepXconCcmLastFailu
re (1.3.111.2.802.1.1.8.1.7.1.1.16)
dot1agCfmMepCcmSequenceErro
rs (1.3.111.2.802.1.1.8.1.7.1.1.17)
dot1agCfmMepCciSentCcms
(1.3.111.2.802.1.1.8.1.7.1.1.18)
dot1agCfmMepNextLbmTransld
(1.3.111.2.802.1.1.8.1.7.1.1.19)
dot1agCfmMepLbrin
(1.3.111.2.802.1.1.8.1.7.1.1.20)
dot1agCfmMepLbrinOutOfOrder
(1.3.111.2.802.1.1.8.1.7.1.1.21)
dot1agCfmMepLbrBadMsdu
(1.3.111.2.802.1.1.8.1.7.1.1.22)
dot1agCfmMepLtmNextSeqNumb
er (1.3.111.2.802.1.1.8.1.7.1.1.23)
dot1agCfmMepUnexpLtrin
(1.3.111.2.802.1.1.8.1.7.1.1.24)
dot1agCfmMepLbrOut

Access

not-accessible
read-create
read-create
read-create
read-create
read-only
read-create
read-create
read-only
read-create
read-create

read-create

read-only

read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only

read-only

read-only

PDS

Current

Current

Current

Yes

Current

No

Current

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
No
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Description

Can not be modified after creation
As per MIB

Can not be modified after creation
The value is always 0.

As per MIB

As per MIB

As per MIB

Not supported

Not supported

Not supported

Not supported

Not supported

Only support defRemoteCCM(3),
defErrorCCM(4), defXconCCM

(5)
Not supported

Not supported
Not supported
Not supported
Not supported
Not supported
Not supported
Not supported
Not supported
Not supported

Not supported
Not supported



(1.3.111.2.802.1.1.8.1.7.1.1.25)
dot1agCfmMepTransmitLbmStatu
s(1.3.111.2.802.1.1.8.1.7.1.1.26)
dot1agCfmMepTransmitLbmDest
MacAddress
(1.3.111.2.802.1.1.8.1.7.1.1.27)
dot1agCfmMepTransmitLbmDest
Mepld
(1.3.111.2.802.1.1.8.1.7.1.1.28)
dot1agCfmMepTransmitLbmDestl
sMepld
(1.3.111.2.802.1.1.8.1.7.1.1.29)
dot1agCfmMepTransmitLbmMess
ages
(1.3.111.2.802.1.1.8.1.7.1.1.30)
dot1agCfmMepTransmitLbmDataT
Iv (1.3.111.2.802.1.1.8.1.7.1.1.31)
dot1agCfmMepTransmitLbmVlIanP
riority
(1.3.111.2.802.1.1.8.1.7.1.1.32)
dot1agCfmMepTransmitLbmVlanD
ropEnable
(1.3.111.2.802.1.1.8.1.7.1.1.33)
dot1agCfmMepTransmitLbmResul
tOK
(1.3.111.2.802.1.1.8.1.7.1.1.34)
dot1agCfmMepTransmitLbmSegN
umber
(1.3.111.2.802.1.1.8.1.7.1.1.35)
dot1agCfmMepTransmitLtmStatus
(1.3.111.2.802.1.1.8.1.7.1.1.36)
dot1agCfmMepTransmitLtmFlags
(1.3.111.2.802.1.1.8.1.7.1.1.37)
dot1agCfmMepTransmitLtmTarget
MacAddress
(1.3.111.2.802.1.1.8.1.7.1.1.38)
dot1agCfmMepTransmitLtmTarget
Mepld
(1.3.111.2.802.1.1.8.1.7.1.1.39)
dot1agCfmMepTransmitLtmTarget
IsMepld
(1.3.111.2.802.1.1.8.1.7.1.1.40)
dot1agCfmMepTransmitLtmTtl
(1.3.111.2.802.1.1.8.1.7.1.1.41)
dot1agCfmMepTransmitLtmResult
(1.3.111.2.802.1.1.8.1.7.1.1.42)
dot1agCfmMepTransmitLtmSeqNu
mber
(1.3.111.2.802.1.1.8.1.7.1.1.43)
dot1agCfmMepTransmitLtmEgres
sldentifier
(1.3.111.2.802.1.1.8.1.7.1.1.44)
dot1agCfmMepRowStatus
(1.3.111.2.802.1.1.8.1.7.1.1.45)

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-only

read-only

read-only

read-create

read-create

read-create

read-create

read-create

read-only

read-only

read-create

read-create

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

Current
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Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

Not supported

As per MIB



IEEE8S8021-PAE-MIB

Scalar objects of dot1xPaeSystem Group

OID of this table is :1.0.8802.1.1.1.1.1

Name Access PDS Description

dot1xPaeSystemAuthControl

(1.0.8802.1.1.1.1.1.1) read-write Current As per MIB

dot1xPaePortTable of dot1xPaeSystem Group

OID of this table is :1.0.8802.1.1.1.1.1.2

Name Access PDS Description
dot1xPaePortNumber .

(1.0.8802.1.1.1.1.1.2.1.1) not-accessible | Current As per MIB.
dot1xPaePortProtocolVersion read-only

(1.0.8802.1.1.1.1.1.2.1.2) Current | As per MIB

dot1xPaePortCapabilities
(1.0.8802.1.1.1.1.1.2.1.3)
dot1xPaePortlnitialize

(1.0.8802.1.1.1.1.1.2.1.4)

read-only No As per MIB

read-write No Only support read operation

Setting this attribute TRUE
causes the Authenticator PAE
state machine for the Port to
read-write Current reauthenticate the Supplicant.
Setting this attribute FALSE has
no effect. This attribute always
returns FALSE when it is read.

dot1xPaePortReauthenticate
(1.0.8802.1.1.1.1.1.2.1.5)

dot1xAuthConfigTable

OID of this table is :1.0.8802.1.1.1.1.2.1

Name Access PDS Description
dot1xAuthPaeState read-onl No Not supported. The value is
(1.0.8802.1.1.1.1.2.1.1.1) y always initialize (1).
dot1xAuthBackendAuthState read-onl No Not supported. The value is
(1.0.8802.1.1.1.1.2.1.1.2) y always request(1)
dot1xAuthAdminControlledDirectio read-write Current Only support read operation
ns (1.0.8802.1.1.1.1.2.1.1.3)

g?? S%ngzo ﬁ)ir?o1nt2|‘czllle1ddlr3)|rectlon read-only Current As per MIB

2(?11 S’%lgng l;tl}(io?tgozlefg)o rtStatu read-only No Only valid on portbased method.
glogx(;-\ggz)ﬁz\u:hf ?Trg Ihe?%c;rtContr read-write Current As per MIB
dot1xAuthQuietPeriod . Only support read operation
(1.0.8802.1.1.1.1.2.1.1.7) read-write No The value is always 0
dot1xAuthTxPeriod read-write No Only support read operation
(1.0.8802.1.1.1.1.2.1.1.8) The value is always 0.
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dot1xAuthSuppTimeout Only support read operation

(1.0.8802.1.1.1.1.2.1.1.9) read-write No The value is always 0.
dot1xAuthServerTimeout read-write No Only suppqrt read operation
(1.0.8802.1.1.1.1.2.1.1.10) The value is always 0.
o Ly rsdwie Mo | Onbsupportsad operaton
?1og>éggtzhl1??A1ut1h;e1rl$ci 2) read-write Current The value range is [60-7200]
?fg’é’ggtzhﬁﬁuﬁhgqa?fg) read-write Current As per MIB
?fg’é’ggtzhfiy;rxfgib:e? 4) read-write No Only support read operation
dot1xAuthStatsTable

OID of this table is :1.0.8802.1.1.1.1.2.2

Name Access PDS Description

b MTapalae cagoy Mo Aspermis
(10.8802.1.1.11.2.29.2) read-only | No | Asper MiB.
A L e L

o e TR cagany Mo asperue
SOTMIEPRDENR | ooy o Asperhis
(1088021 1 1.1208)  readonly No | AsperMB.
OMIERRCIENST | agomy  No | AsperhiB
(1088021 1 1.122.18)  readonly No | AsperMB.
SoTMNIESGI MR | sy o Asperiis
gc))(t1;(%uérégg%fqg’:hgrzrﬂrlzrg)m s read-only No The value is always 0.
dot1xAuthLastEapolFrameVersion read-only No As per MIB.

(1.0.8802.1.1.1.1.2.2.1.11)

dot1xAuthLastEapolFrameSource
(1.0.8802.1.1.1.1.2.2.1.12)

The value is always

read-only No 00:00:00:00:00:00

IEEE8023-LAG-MIB
dot3adAggTable

OID of this table is :1.2.840.10006.300.43.1.1.1

Name Access PDS Description
dot3adAgglindex .
(1.2.840.10006.300.43.1.1.1.1.1) | notaccessible ' No As per MIB
dot3adAggMACAddress read-only No As per MIB
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(1.2.840.10006.300.43.1.1.1.1.2)
dot3adAggActorSystemPriority

(1.2.840.10006.300.43.1.1.1.1.3) | read-write Current
dot3adAggActorSystemID )
(1.2.840.10006.300.43.1.1.1.1.4) | read-only No
dot3adAggAggregateOrindividual _
(1.2.840.10006.300.43.1.1.1.1.5) | read-only No
dot3adAggActorAdminKey o
(1.2.840.10006.300.43.1.1.1.1.6) | read-write Current
dot3adAggActorOperKey )
(1.2.840.10006.300.43.1.1.1.1.7) | read-only No
dot3adAggPartnerSystemID read-onl No
(1.2.840.10006.300.43.1.1.1.1.8) y
dot3adAggPartnerSystemPriority _
(1.2.840.10006.300.43.1.1.1.1.9) | read-only No
dot3adAggPartnerOperKey )
(1.2.840.10006.300.43.1.1.1.1.10) | "ead-only No
dot3adAggCollectorMaxDelay read-write Current

(1.2.840.10006.300.43.1.1.1.1.11)

dot3adAggPortListTable

OID of this table is :1.2.840.10006.300.43.1.1.2

As per MIB
As per MIB
As per MIB
Only support read operation
As per MIB
As per MIB
As per MIB

As per MIB

Only support read operation. The
value is always zero.

Name Access PDS Description
dot3adAggPortListPorts
(1.2.840.10006.300.43.1.1.2.1.1) | read-only No As per MIB

OID of this table is :1.2.840.10006.300.43.1.2.1
Name Access PDS Description
dot3adAggPortindex .
(1.2.840.10006.300.43.1.2.1.1.1) | notaccessible | No As per MIB
dot3adAggPortActorSystemPriority o
(1.2.840.10006.300.43.1.2.1.1.2) | read-write Current ' As per MIB
dot3adAggPortActorSystemID )
(1.2.840.10006.300.43.1.2.1.1.3) = read-only No As per MIB
dot3adAggPortActorAdminKey .
(1.2.840.10006.300.43.1.2.1.1.4) | read-write Current ' As per MIB
dot3adAggPortActorOperKey o .
(1.2.840.10006.300.43.1.2.1.1.5) read-write no Only support read operation
dot3adAggPortPartnerAdminSyste .
mPriority read-write Current \(/)a%yesiipaﬁ\?vrat r:%dz;)gg ration. The
(1.2.840.10006.300.43.1.2.1.1.6) Y )
dot3adAggPortPartnerOperSyste
mPriority read-only No As per MIB
(1.2.840.10006.300.43.1.2.1.1.7)
dot3adAggPortPartnerAdminSyste .
miD read-write Current Only support read operation. The

(1.2.840.10006.300.43.1.2.1.1.8)

dot3adAggPortPartnerOperSyste
miD read-only No
(1.2.840.10006.300.43.1.2.1.1.9)
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dot3adAggPortPartnerAdminKey

Only support read operation. The

(1.2.840.10006.300.43.1.2.1.1.10) = read-write Current | | lue is always zero.
dot3adAggPortPartnerOperKey _
(1.2.840.10006.300.43.1.2.1.1.11) | "ead-only No As per MIB
dot3adAggPortSelectedAggID )
(1.2.840.10006.300.43.1.2.1.1.12) = read-only No As per MIB
dot3adAggPortAttachedAgglD _
(1.2.840.10006.300.43.1.2.1.1.13) | read-only No As per MIB
dot3adAggPortActorPort
(1.2.840.10006.300.43.1.2.1.1.14) = read-only No As per MIB
dot3adAggPortActorPortPriority o
(1.2.840.10006.300.43.1.2.1.1.15) = 'ead-write Current ' As per MIB
dot3adAggPortPartnerAdminPort read-write Current Only support read operation. The
(1.2.840.10006.300.43.1.2.1.1.16) value is always zero.
dot3adAggPortPartnerOperPort _
(1.2.840.10006.300.43.1.2.1.1.17) | read-only No As per MIB
dpt{iadAggPortPartnerAdm|nPortP . Only support read operation. The
riority read-write current value is alwavs 32768
(1.2.840.10006.300.43.1.2.1.1.18) y '
dot3adAggPortPartnerOperPortPri
ority read-only No As per MIB
(1.2.840.10006.300.43.1.2.1.1.19)
Only the LACP_Timeout bit
supports write operation. The
dot3adAggPortActorAdminState read-write Current value is always 45 or 47 (hex) if
(1.2.840.10006.300.43.1.2.1.1.20) the port is a member of dynamic
link aggregation group, otherwise
00 (hex).
dot3adAggPortActorOperState )
(1.2.840.10006.300.43.1.2.1.1.21) = read-only No As per MIB
Only support read operation. The
dot3adAggPortPartnerAdminState read-write Current ;/saguﬁ]:asn?tl)v;?)cﬁ g SnZEr):iclsz::E Per
(1.2.840.10006.300.43.1.2.1.1.22) : y .
aggregation group, otherwise 00
hex.
dot3adAggPortPartnerOperState )
(1.2.840.10006.300.43.1.2.1.1.23) = "ead-only No As per MIB
dot3adAggPortAggregateOrindivid
ual read-only No As per MIB
(1.2.840.10006.300.43.1.2.1.1.24)
OID of this table is :1.2.840.10006.300.43.1.2.2
Name Access PDS Description
dot3adAggPortStatsLACPDUsRx
(1.2.840.10006.300.43.1.2.2.1.1)  "ead-only No As per MIB
dot3adAggPortStatsMarkerPDUsR
x (1.2.840.10006.300.43.1.2.2.1.2) = read-only No As per MIB
dot3adAggPortStatsMarkerRespo
nsePDUsRx read-only No As per MIB
(1.2.840.10006.300.43.1.2.2.1.3)
dot3adAggPortStatsUnknownRx
(1.2.840.10006.300.43.1.2.2.1.4)  read-only No As per MIB
dot3adAggPortStatslllegalRx )
(1.2.840.10006.300.43.1.2.2.1.5) | read-only No As per MIB
dot3adAggPortStatsLACPDUSsTX read-only No As per MIB
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(1.2.840.10006.300.43.1.2.2.1.6)
dot3adAggPortStatsMarkerPDUsT
x (1.2.840.10006.300.43.1.2.2.1.7)

dot3adAggPortStatsMarkerRespo
nsePDUsTx read-only No As per MIB
(1.2.840.10006.300.43.1.2.2.1.8)

read-only No As per MIB

dot3adAggPortDebugTable

OID of this table is :1.2.840.10006.300.43.1.2.3

Name Access PDS Description
dot3adAggPortDebugRxState

(1.2.840.10006.300.43.1.2.3.1.1) | read-only No As per MIB
dot3adAggPortDebuglLastRxTime

(1.2.840.10006.300.43.1.2.3.1.2) | read-only No As per MIB
dot3adAggPortDebugMuxState )

(1.2.840.10006.300.43.1.2.3.1.3) | read-only No As per MIB
dot3adAggPortDebugMuxReason read-only No As per MIB

(1.2.840.10006.300.43.1.2.3.1.4)

dot3adAggPortDebugActorChurnS

tate read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.5)

dot3adAggPortDebugPartnerChur

nState read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.6)

dot3adAggPortDebugActorChurnC
ount read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.7)

dot3adAggPortDebugPartnerChur
nCount read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.8)

dot3adAggPortDebugActorSyncTr

ansitionCount read-only No Not support.
(1.2.840.10006.300.43.1.2.3.1.9)

dot3adAggPortDebugPartnerSync

TransitionCount read-only No Not support.
(1.2.840.10006.300.43.1.2.3.1.10)

dot3adAggPortDebugActorChange

Count read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.11)

dot3adAggPortDebugPartnerChan
geCount read-only No As per MIB
(1.2.840.10006.300.43.1.2.3.1.12)

IGMP-STD-MIB

igmplnterfaceTable

OID of this table is :1.3.6.1.2.1.85.1.1

The igmplnterfaceTable contains one row for each interface on which IGMP is enabled. It is used to
configure the IGMP information on the interface.

Name Access PDS Description
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igmplnterfacelfindex

(1.3.6.1.2.1.85.1.1.1.1) not-accessible | Current As per MIB.

Q%rgpflsn:ezrf ?Cng;J emlr;t)e rval read-create Current As per MIB.

Qﬂrgpé”:ezrf ?C;;SS t1at1u?3) read-create Current As per MIB.

Q%rgpflsn:ezrf ?cgf\)/ <1e.r?il<1)r14) read-create Current The value range is 1 to 2.
'(ggp('s”:ez” ?ng ;J .(?lr.i1e.r5) read-only Current As per MIB.

ilgirr:‘:e’lr(]fg 2?? gf&yﬁ(ﬁég)ponse read-create Current The value range is 10 to 250.
|(g1]rr:13pflsn1te£f &,Ilcng ;J ﬁr.i1e.r7L;pTime read-only Current Not supported.

Q%rgpén:ezrf ?Cng;J .e1r.i$ .r8E)xpiryTime read-only Current As per MIB.

Errr(11p Igtgr:a;ngés;o? .TI.C;L;erierTim read-only Current Not supported.
Ezr;pel)née;fgc;a \é\gr.c;r?iql\ﬁrzi)onQuerie read-only Current Not supported.
;%n%pén:e;?cgél?n131 1) read-only Current As per MIB.

Q%rgpén:ezrf ?cgsP qc.)?.y:f.znzd)ex read-create Current Only support read operation.
|(g1]r‘r:13pflsn1te2rf'f|1(:§5G;o1uas13) read-only Current As per MIB.

Q%rgpén:ezrf ?cgsR f])t;u?tr;z)ss read-create Current The value range is 2 to 5.
igmplnterfacelastMembQueryintv! read-create Current The value range is 10 to 50.

(1.3.6.1.2.1.85.1.1.1.15)

igmpCacheTable

OID of this table is :1.3.6.1.2.1.85.1.2

The igmpCacheTable contains information about multicast groups for which there are members on a
particular interface.

Name Access PDS Description
zgirgpélﬁlc:zh?%dsd:ezsi 1) not-accessible = No As per MIB.
Q%rgpg?czzhilggd1e>2(1 2) not-accessible | No As per MIB.

;%rngC ?(:2h<1e88(eslf1 2.1.3) read-create No Not supported.

e R eparr wagoy Mo Aspermin
;%rgpg;aczh?%%qrgi 5) read-only No As per MIB.
ST wagory Mo Aspermie
igmpCacheStatus read-create No Only support read operation.

(1.3.6.1.2.1.85.1.2.1.7)

igmpCacheVersion1HostTimer

(1.3.6.1.2.1.85.1.2.1.8) read-only No As per MIB.
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IP-FORWARD-MIB
ipCidrRouteTable

OID of this table is :1.3.6.1.2.1.4.24.4

(1.3.6.1.2.1.4.24.3)
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Name Access PDS Description
ipCidrRouteDest )
(1.3.6.1.2.1.4.24.4.1.1) read-only No As per MIB
ipCidrRouteMask
(1.3.6.1.2.1.4.24.4.1.2) read-only No As per MIB
ipCidrRouteTos )
(1.3.6.1.2.1.4.24.4.1.3) read-only No As per MIB
ipCidrRouteNextHop )
(13.6.1.2.1.4.24.4.1.4) read-only No As per MIB
ipCidrRoutelfindex ) .
(1.3.6.1.2.1.4.24.4.1.5) read-create No Only support read operation
. There are only three types: reject,
ipCidrRouteType read-create No remote and local,
(1.3.6.1.2.1.4.24.4.1.6) .
Only support read operation
ipCidrRouteProto ) Support local, rip, ospf, is-is, bgp,
(1.3.6.1.2.1.4.24.4.1.7) read-only No other (means not specified).
ipCidrRouteAge ) .
(13.6.1.2.1.4.24.4.1.8) read-only No Only support read operation
ipCidrRoutelnfo read-create No The value is always NULL.
(1.3.6.1.2.1.4.24.4.1.9) Only support read operation
ipCidrRouteNextHopAS read-create No The value is always 0,
(1.3.6.1.2.1.4.24.4.1.10) Only support read operation
ipCidrRouteMetric1 read-create No Interior metric of this route,
(1.3.6.1.2.1.4.24.4.1.11) Only support read operation
ipCidrRouteMetric2 read-create No The value is always -1,
(1.3.6.1.2.1.4.24.4 1.12) Only support read operation
ipCidrRouteMetric3 read-create No The value is always -1,
(1.3.6.1.2.1.4.24.4.1.13) Only support read operation
ipCidrRouteMetric4 read-create No The value is always -1,
(1.3.6.1.2.1.4.24.4 1.14) Only support read operation
ipCidrRouteMetric5 read-create No The value is always -1,
(1.3.6.1.2.1.4.24.4.1.15) Only support read operation
ipCidrRouteStatus .
(13.6.1.2.1.4.24.4.1.16) read-create No Only support read operation
Name Access PDS Description
ipCidrRouteNumber read-only No As per MIB



IPV6-TCP-MIB
ipv6 TcpConnTable

OID of this tableis :1.3.6.1.2.1.6.16

Name Access PDS Description
ipv6TcpConnLocalAddress

(1.3.6.1.2.1.6.16.1.1) Not-accessible = No As per MIB
'(F;Vg-gcs) .(;Tglaoec.?lilz?rt not-accessible | No As per MIB
|(p1)vg'gc1p .(éﬂﬁgﬁzr.quress not-accessible = No As per MIB
'(F;Vg-gcﬁ) (;anglj%rqio)rt not-accessible | No As per MIB
|(p1)vg'gc§) (2301nglf1lgd1e)é) not-accessible = No As per MIB
ipv6TcpConnState read-write No Only support read operation

(1.3.6.1.2.1.6.16.1.6)

IPV6-UDP-MIB
ipveUdpTable

OID of this table is :1.3.6.1.2.1.7.6

Name Access PDS Description
ipv6UdpLocalAddress ; :

(13.6.1.2.1.7.6.1.1) Not-accessible = No As per MIB
ipv6UdpLocalPort : .

(1.3.6.1.2.1.7.6.1.2) not-accessible = No As per MIB
ipv6Udplfindex read-only No As per MIB

(1.3.6.1.2.1.7.6.1.3)

IPV6-ICMP-MIB
ipvolflcmpTable

OID of this table is :1.3.6.1.2.1.56.1.1

Name Access PDS Description
ipv6lflcmpIinMsgs

(1.3.6.1.2.1.56.1.1.1.1) read-only No As per MIB
ipv6lflcmplInErrors i
(1.3.6.1.2.1.56.1.1.1.2) read-only No As per MIB
ipv6lflcmplnDestUnreachs i
(1.3.6.1.2.1.56.1.1.1.3) read-only No As per MIB
ipv6lflcmpIinAdminProhibs read-only No As per MIB
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(1.3.6.1.2.1.56.1.1.1.4)
ipv6lflcmpIinTimeExcds
(1.3.6.1.2.1.56.1.1.1.5)
ipv6lflcmpIinParmProblems
(1.3.6.1.2.1.56.1.1.1.6)
ipv6lflcmpInPktTooBigs
(1.3.6.1.2.1.56.1.1.1.7)
ipv6lflcmpInEchos
(1.3.6.1.2.1.56.1.1.1.8)
ipv6lflcmpIinEchoReplies
(1.3.6.1.2.1.56.1.1.1.9)
ipv6lflcmpInRouterSolicits
(1.3.6.1.2.1.56.1.1.1.10)
ipv6lflcmpIinRouterAdvertisements
(1.3.6.1.2.1.56.1.1.1.11)
ipv6lflcmpinNeighborSolicits
(1.3.6.1.2.1.56.1.1.1.12)
ipv6lflcmpIinNeighborAdvertiseme
nts (1.3.6.1.2.1.56.1.1.1.13)
ipv6lflcmpInRedirects
(1.3.6.1.2.1.56.1.1.1.14)
ipv6lflcmpinGroupMembQueries
(1.3.6.1.2.1.56.1.1.1.15)
ipv6lflcmpinGroupMembResponse
s (1.3.6.1.2.1.56.1.1.1.16)
ipv6lflcmplnGroupMembReduction
s (1.3.6.1.2.1.56.1.1.1.17)
ipv6IflcmpOutMsgs
(1.3.6.1.2.1.56.1.1.1.18)
ipv6lflcmpOutErrors
(1.3.6.1.2.1.56.1.1.1.19)
ipv6lflcmpOutDestUnreachs
(1.3.6.1.2.1.56.1.1.1.20)
ipv6lflcmpOutAdminProhibs
(1.3.6.1.2.1.56.1.1.1.21)
ipv6lflcmpOutTimeExcds
(1.3.6.1.2.1.56.1.1.1.22)
ipv6lflcmpOutParmProblems
(1.3.6.1.2.1.56.1.1.1.23)
ipv6IflcmpOutPktTooBigs
(1.3.6.1.2.1.56.1.1.1.24)
ipv6lflcmpOutEchos
(1.3.6.1.2.1.56.1.1.1.25)
ipv6lflcmpOutEchoReplies
(1.3.6.1.2.1.56.1.1.1.26)
ipv6lflcmpOutRouterSolicits
(1.3.6.1.2.1.56.1.1.1.27)
ipv6lflcmpOutRouterAdvertisemen
ts (1.3.6.1.2.1.56.1.1.1.28)
ipv6lflcmpOutNeighborSolicits
(1.3.6.1.2.1.56.1.1.1.29)
ipv6IflcmpOutNeighborAdvertisem
ents (1.3.6.1.2.1.56.1.1.1.30)
ipv6lflcmpOutRedirects
(1.3.6.1.2.1.56.1.1.1.31)
ipv6lflcmpOutGroupMembQueries
(1.3.6.1.2.1.56.1.1.1.32)
ipv6lflcmpOutGroupMembRespon
ses (1.3.6.1.2.1.56.1.1.1.33)

ipv6lflcmpOutGroupMembReducti
ons (1.3.6.1.2.1.56.1.1.1.34)

read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only
read-only

read-only

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
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As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB



IPVV6-MIB

Scalar objects

Name Access PDS Description
ipv6Forwarding i .
(1.3.6.1.2.1.55.1.1) read-write Current Only support read operation
ipv6DefaultHopLimit o .
(1.3.6.1.2.1.551.2) read-write Current Only support read operation
ipvBinterfaces (1.3.6.1.2.1.55.1.3)  read-only Current Not supported
ipv6ifTableLastChange read-only Current Not supported
(1.3.6.1.2.1.55.1.4)

OID of this table is :1.3.6.1.2.1.55.1.5
Name Access PDS Description
ipv6lfindex (1.3.6.1.2.1.55.1.5.1.1) | not-accessible = No As per MIB

The string is no more than 80
ipv6lfDescr (1.3.6.1.2.1.55.1.5.1.2) = read-write No characters. This variable is the
same as ifAlias in ifXTable.

ipv6lfLowerLayer )
(1.3.6.1.2.1.55.1.5.1.3) read-only No Not supported
ipv6IfEffectiveMtu
(1.3.6.1.2.1.55.1.5.1.4) read-only No Not supported
ipv6lfReasmMaxSize
(1.3.6.1.2.1.551.5.1.5) read-only No Not supported
ipv6lfldentifier o .
(1.3.6.1.2.1.55.1.5.1.6) read-write No Only support read operation
ipv6lfldentifierLength i .
(1.3.6.1.2.1.551.5.1.7) read-write No Only support read operation
ipv6IfPhysicalAddress )
(1.3.6.1.2.1.55.1.5.1.8) read-only Current As per MIB
ipvBIfAdminStatus o .
(1.3.6.1.2.1.55.1.5.1.9) read-write Current Only support read operation
ipv6lfOperStatus )
(1.3.6.1.2.1.55.1.5.1.10) read-only No As per MIB
ipv6lfLastChange }
(1.3.6.1.2.1.551.5.1.11) read-only Current | As per MIB

OID of this table is :1.3.6.1.2.1.55.1.6
Name Access PDS Description
ipv6lfStatsinReceives )
(1.3.6.1.2.1.55.1.6.1.1) read-only No As per MIB
ipv6IfStatsinHdrErrors read-only No As per MIB
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(1.3.6.1.2.1.55.1.6.1.2)
ipv6IfStatsinTooBigErrors

(1.3.6.1.2.1.55.1.6.1.3) read-only No As per MIB
S ttes catowy N0 Asperme
PEISHUIMSET |y N0 | Aspere
RSSO gy no pomr
POISHSTUCAEP |y o paparie
pOISMSONAt gy N | saperme
POISHSOANTS ey N0 saparie
PSSO DT |y o s
PEISHOMRSMSE |y N | Asportie
POSAODSE gy ro | pomrs
POSMIONIO0E |y, ha | saerme
POSAOTAI gy ro | romrs
POISSBOUONE sy o papari
pOSARTRIGt | g, Mo | Asperwe
i(q\./g.lefsﬁtézt.sﬁgg.srec.)1l(.?7) read-only No As per MIB
l‘iYc?.'ffzt.sﬁggTaF.?.i'138) read-only No As per MIB
POSHSNCIP: oy wo | sagermo
ipv6lfStatsOutMcastPkts read-only No As per MIB

(1.3.6.1.2.1.55.1.6.1.20)

ipv6AddrPrefixTable

OID of this table is :1.3.6.1.2.1.55.1.7

Name Access PDS Description
|(qv36%d1dr2P1re;|; 17.1.1) not-accessible | Current As per MIB
qu§%d1dr2P1re;|;L1e;g1thz) not-accessible | Current As per MIB
POMITIOOUNTSS agary Mo Asperhin
PONSTCTMOTOTS | cagony Mo | peperhis
PATIABEST | agany  No | hspertie
ipv6AddrPrefixAdvValidLifetime read-only No As per MIB

(1.3.6.1.2.1.55.1.7.1.6)
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ipv6AddrTable

OID of this table is :1.3.6.1.2.1.55.1.8

Name Access PDS Description
|([;V§%d1dr2A§i %r5e.318.8.1 1) not-accessible | Current As per MIB
|([;V§%d1d rszlxlégr;gtsh1 2) read-only Current As per MIB
;avglgd‘]drzT%/%%’] 8.1.3) read-only Current As per MIB
pronsanyeeses oy Mo | Aspermip
pvbAddrStatus read-only No As per MIB

(1.3.6.1.2.1.55.1.8.1.5)

route scalar objects

Name Access PDS Description
ipv6RouteNumber )

(1.3.6.1.2.1.55.1.9) read-only Current As per MIB
ipvéDiscardedRoutes read-only Current As per MIB

(1.3.6.1.2.1.55.1.10)

Ipv6RouteTable

OID of this tableis :1.3.6.1.2.1.55.1.11

Name Access PDS Description
|([;V36I201ut2el12)e55ét1 11.1.1) not-accessible | No As per MIB
|([;V§I201ut2el1:’f;d5_e;n$§h1 2) not-accessible = No As per MIB
EﬂngZczutZeQnggﬂ 11.1.3) not-accessible | No As per MIB
;qvggﬂu;ezflgg% 1.1.4) read-only No As per MIB
B cagony Mo Asperis
|([;V§I201ut2e1yspse1 11.1.6) read-only Current As per MIB
|([;V36I201ut2el13rg;o1c ?1 1.7) read-only Current As per MIB
ipv6RoutePolicy read-only Current As per MIB
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(1.3.6.1.2.1.55.1.11.1.8)

ipv6RouteAge

(1.3.6.1.2.1.55.1.11.1.9) read-only Current | As per MIB
ST, e v e
'8@'2????;?1 1.1.11) read-only Current As per MIB
I(ﬁngé%Utze\{Vgég? i 12) read-only No As per MIB
Z‘ingé‘?“tzeTfs%q 11.1.13) read-only No As per MIB
ipv6RouteValid read-only No As per MIB

(1.3.6.1.2.1.55.1.11.1.14)

ipv6NetToMediaTable

OID of this table is :1.3.6.1.2.1.55.1.12

Name Access PDS Description
i(p;\fggﬁtjl'zc.)z\/.lgg.i?.l\izt./;\.dfi)ress not-accessible | Current As per MIB
|(p;vs6lgle1t'l'202\/lgg|?Fj|r12y1s:’-;(;dress read-only Current As per MIB
;ﬁvgl;itgoyggf?zp?@ read-only Current As per MIB
i(E)|\_/36,|£;r_\l1e,t2T$_'\élg_d1ié|sztf|ti) read-only Current As per MIB
BRI agony  No | hsperiie
ipv6NetToMediaValid read-write Current Only support read operation

(1.3.6.1.2.1.55.1.12.1.6)

LLDP-EXT-DOT1-MIB

Notes:

The following section defines the Management Information Base (MIB) for link layer discovery
protocol in the Internet community. In particular, it describes a set of managed objects that allow
managing discovery operations, which are used on LAN switch products. The definitions of managed
objects in the following section are formed into a specification for link layer discovery used for
switches.

The Link Layer Discovery Protocol (LLDP) allows stations attached to an IEEE 802 LAN to advertise,
to other stations attached to the same IEEE 802 LAN, the major capabilities provided by the system
incorporating that station, the management address or addresses of the entity or entities that provide
management of those capabilities, and the identification of the station’s point of attachment to the
IEEE 802 LAN required by those management entity or entities.

The information distributed via this protocol is stored by its recipients in a standard Management
Information Base (MIB), making it possible for the information to be accessed by a Network
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Management System (NMS) using a management protocol such as the Simple Network
Management Protocol (SNMP).

In this section, several set operations about enable IEEE802.1 organizational specific TLVs transmission
on given port are presented. For this purpose, the value of associated objects should be set to:

lldpXdot1ConfigPortVlanTxEnable. 20 = ‘TRUE’, Allowed Port VLAN ID TLV transmission on given port.
lldpXdot1ConfigVlanNameTxEnable. 20 = ‘FALSE’, Allowed VLAN Name TLV transmission on given port.

lldpXdot1ConfigProtoVianTxEnable. 20 = ‘FALSE’, Allowed Port and Protocol VLAN TLV transmission on
given port.

lIdpXdot1ConfigPortVlanTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.1.1

Name Access PDS Description
lldpXdot1ConfigPortVlanTxEnable
(1.0.8802.1.1.2.1.5.32962.1.1.1.1. = read-write Current Default value(TRUE)

1)

lIdpXdot1ConfigVlanNameTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.1.2

Name Access PDS Description

Default value (FALSE).If port is
down and the vlanid of the port is

lldpXdot1ConfigVlanNameTxEnabl

e . )
read-write Current changed,the value will not be
(1.0.8802.1.1.2.1.5.32962.1.1.2.1. changed.it will be changed only

1) when the roll switch is on

lIdpXdot1ConfigProtoVlanTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.1.3

Name Access PDS Description

Default value (FALSE). If port is
down and the vlanid of the port is

lldpXdot1ConfigProtoVianTxEnabl

e . .
read-write Current changed,the value will not be
(1.0.8802.1.1.2.1.5.32962.1.1.3.1. changed.it will be changed only

R when the roll switch is on

lldpXdot1ConfigProtocolTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.1.4

Name Access PDS Description
lldpXdot1ConfigProtocol TxEnable .
(1.0.8802.1.1.2.1.5.32962.1.1.4.1. | read-write Current EX}_;"EppO”ed'The value is

1)
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lldpXdot1LocTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.2.1

Name Access PDS Description
lldpXdot1LocPortVianld
(1.0.8802.1.1.2.1.5.32962.1.2.1.1. | read-only Current As per MIB

1)

lldpXdot1LocProtoVianTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.2.2

Name Access PDS Description
lldpXdot1LocProtoVianld

(1.0.8802.1.1.2.1.5.32962.1.2.2.1. | not-accessible Current As per MIB
1)

lldpXdot1LocProtoVlanSupported

(1.0.8802.1.1.2.1.5.32962.1.2.2.1.  read-only Yes As per MIB
2)

lldpXdot1LocProtoVlanEnabled

(1.0.8802.1.1.2.1.5.32962.1.2.2.1. | read-only Current As per MIB
3)

lldpXdot1LocVIlanNameTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.2.3

Name Access PDS Description
lldpXdot1LocVlanid

(1.0.8802.1.1.2.1.5.32962.1.2.3.1. | not-accessible Current As per MIB
1)

lldpXdot1LocVIianName

(1.0.8802.1.1.2.1.5.32962.1.2.3.1. | read-only Current As per MIB
2)

lldpXdot1LocProtocolTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.2.4

Name Access PDS Description
lldpXdot1LocProtocolindex
(1.0.8802.1.1.2.1.5.32962.1.2.4.1. | not-accessible No Not supported.The value is 1

1)

lldpXdot1LocProtocolld Not supported.The value is

(1.0.8802.1.1.2.1.5.32962.1.2.4.1.  read-only Yes
2) protocol
lldpXdot1RemTable
OID of this table is :1.0.8802.1.1.2.1.5.32962.1.3.1
Name Access PDS Description
lldpXdot1RemPortVianid read-only No As per MIB
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(1.0.8802.1.1.2.1.5.32962.1.3.1.1.
1)

lldpXdot1RemProtoVianTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.3.2

Name Access PDS Description
lldpXdot1RemProtoVlanld

(1.0.8802.1.1.2.1.5.32962.1.3.2.1. = not-accessible No As per MIB
1)

lldpXdot1RemProtoVlanSupported

(1.0.8802.1.1.2.1.5.32962.1.3.2.1. | read-only No As per MIB
2)

lldpXdot1RemProtoVianEnabled

(1.0.8802.1.1.2.1.5.32962.1.3.2.1.  read-only No As per MIB
3)

lldpXdot1RemVIlanNameTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.3.3

Name Access PDS Description
lldpXdot1RemVlanld

(1.0.8802.1.1.2.1.5.32962.1.3.3.1. | not-accessible No As per MIB
1)

lldpXdot1RemVIianName

(1.0.8802.1.1.2.1.5.32962.1.3.3.1. | read-only No As per MIB
2)

lldpXdot1RemProtocolTable

OID of this table is :1.0.8802.1.1.2.1.5.32962.1.3.4

Name Access PDS Description
lldpXdot1RemProtocollndex

(1.0.8802.1.1.2.1.5.32962.1.3.4.1. = not-accessible No As per MIB
1)

lldpXdot1RemProtocolld

(1.0.8802.1.1.2.1.5.32962.1.3.4.1. | read-only No As per MIB
2)

LLDP-EXT-DOT3-MIB

Notes:

The managed objects defined in this document are belonging to the LLDP-EXT-DOT3-MIB module
for IEEE 802.3 organizationally defined discovery information. These managed objects can be used
for dynamically configuring the LLDP,advertise the IEEE 802.3 organizationally defined discovery
information of the local system ports, store the IEEE 802.3 organizationally defined discovery

information of the remote system ports.

All the IEEE 802.3 organizationally defined discovery information will be transmitted on every port as
default configuration, so when LLDP is global enabled on a switch , the following value will be set:
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lldpXdot3PortConfigTLVsTxEnable.20 = f' H

The network management can configure to transmit some of that information and let the others not to

be transmitted.

For example, if the network management only want to transmit Link Aggregation TLV and Maximum
Frame Size TLV in the LLDPDU on a given port, the following value will be set:

lldpXdot3PortConfigTLVsTxEnable.20 = ‘c’ H

lIdpXdot3PortConfigTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.1.1

Name Access PDS

lldpXdot3PortConfigTLVsTxEnable

(1.0.8802.1.1.2.1.5.4623.1.1.1.1.1) Current

read-write

Description

Every bit will be set to ‘1’ as
default, which means all IEEE
802.3 organizationally defined
TLVs will be transmitted on the

given port.
OID of this table is :1.0.8802.1.1.2.1.5.4623.1.2.1
Name Access PDS Description
lldpXdot3LocPortAutoNegSupport
ed read-only Yes As per MIB
(1.0.8802.1.1.2.1.5.4623.1.2.1.1.1)
lldpXdot3LocPortAutoNegEnabled
(1.0.8802.1.1.2.1.5.4623.1.2.1.1.2) | "ead-only Current | As per MIB
lldpXdot3LocPortAutoNegAdvertis
edCap read-only Yes As per MIB
(1.0.8802.1.1.2.1.5.4623.1.2.1.1.3)
lldpXdot3LocPortOperMauType )
(1.0.8802.1.1.2.1.5.4623.1.2.1.1.4) | "ead-only Yes As per MIB
OID of this table is :1.0.8802.1.1.2.1.5.4623.1.2.2

Name Access PDS Description
lldpXdot3LocPowerPortClass
(1.0.8802.1.1.2.1.5.4623.1.2.2.1.1) | "ead-only Yes As per MIB
lldpXdot3LocPowerMDISupported
(1.0.8802.1.1.2.1.5.4623.1.2.2.1.2) ead-only Yes As per MIB
lldpXdot3LocPowerMDIEnabled
(1.0.8802.1.1.2.1.5.4623.1.2.2.1.3) | "ead-only Current | As per MIB
lldpXdot3LocPowerPairControlabl
e read-only Yes As per MIB
(1.0.8802.1.1.2.1.5.4623.1.2.2.1.4)
lldpXdot3LocPowerPairs
(1.0.8802.1.1.2.1.5.4623.1.2.2.1.5) | "ead-only Yes As per MIB
lldpXdot3LocPowerClass read-only Yes As per MIB

(1.0.8802.1.1.2.1.5.4623.1.2.2.1.6)
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lldpXdot3LocLinkAggTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.2.3

Name Access PDS Description

lldpXdot3LocLinkAggStatus
(1.0.8802.1.1.2.1.5.4623.1.2.3.1.1)

lldpXdot3LocLinkAggPortld
(1.0.8802.1.1.2.1.5.4623.1.2.3.1.2)

lldpXdot3LocMaxFrameSizeTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.2.4

read-only Current As per MIB

read-only Current As per MIB

Name Access PDS Description

lldpXdot3LocMaxFrameSize
(1.0.8802.1.1.2.1.5.4623.1.2.4.1.1)

lldpXdot3RemPortTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.3.1

read-only Current As per MIB

Name Access PDS Description
lldpXdot3RemPortAutoNegSuppor
ted read-only No As per MIB

(1.0.8802.1.1.2.1.5.4623.1.3.1.1.1)
lldpXdot3RemPortAutoNegEnable
d read-only No As per MIB
(1.0.8802.1.1.2.1.5.4623.1.3.1.1.2)

lldpXdot3RemPortAutoNegAdverti

sedCap read-only No As per MIB
(1.0.8802.1.1.2.1.5.4623.1.3.1.1.3)
lldpXdot3RemPortOperMauType
(1.0.8802.1.1.2.1.5.4623.1.3.1.1.4)

lIdpXdot3RemPowerTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.3.2

read-only No As per MIB

Name Access PDS Description
lldpXdot3RemPowerPortClass
(1.0.8802.1.1.2.1.5.4623.1.3.2.1.1)
lldpXdot3RemPowerMDISupporte
d read-only No As per MIB
(1.0.8802.1.1.2.1.5.4623.1.3.2.1.2)
lldpXdot3RemPowerMDIEnabled

read-only No As per MIB

(1.0.8802.1.1.2.1.5.4623.1.3.2.1.3) | "ead-only No As per MIB
lldpXdot3RemPowerPairControlabl

e read-only No As per MIB
(1.0.8802.1.1.2.1.5.4623.1.3.2.1.4)

lldpXdot3RemPowerPairs

(1.0.8802.1.1.2.1.5.4623.1.3.2.1.5) | "ead-only No As per MIB
lldpXdot3RemPowerClass read-only No As per MIB

(1.0.8802.1.1.2.1.5.4623.1.3.2.1.6)
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lldpXdot3RemLinkAggTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.3.3

Name Access PDS Description
lldpXdot3RemLinkAggStatus )

(1.0.8802.1.1.2.1.5.4623.1.3.3.1.1) read-only No As per MIB
lldpXdot3RemLinkAggPortld read-only No As per MIB

(1.0.8802.1.1.2.1.5.4623.1.3.3.1.2)

lIldpXdot3RemMaxFrameSizeTable

OID of this table is :1.0.8802.1.1.2.1.5.4623.1.3.4

Name

lldpXdot3RemMaxFrameSize
(1.0.8802.1.1.2.1.5.4623.1.3.4.1.1)

Access PDS Description

read-only No As per MIB

LLDP-MIB

Notes:

This document defines the LLDP basic MIB for use with SNMP in TCP/IP based internets. The LLDP
MIB consists of two types of MIB modules, the mandatory basic MIB defined in this clause and from
zero to n optional organizationally specific MIB extensions such as LLDP-EXT-DOT1-MIB,
LLDP-EXT-DOT3-MIB. Each MIB module is divided into two major sections to allow selective MIB
support for the particular operating mode (transmit only, receive only, or both transmit and receive)
being implemented. The basic MIB in this document describes LLDP configuration, statistics, local
system data and remote systems data components.

All the basic discovery information will be transmitted on every port as default configuration. So when
LLDP is global enabled on a switch , the following value will be set:

lldpPortConfigTLVsTxEnable = “ f‘ H

The network management can configure to transmit some of that information and let the others not to
be transmitted.

For example, if the network management only want to transmit System Name TLV in the LLDPDU on
a given port, the following value will be set:

lIdpPortConfigTLVsTxEnable.20 = ‘2' H

Scalar Objects

Name Access PDS Description
I(I;j%l\/é%sosza?iTglqt?r;/?I read-write Current As per MIB

I(I;j .%%%SOS;??;??EQA)ump”er read-write Current As per MIB

I(I;j%RBeéraglaeza)z/ 11.3) read-write Current As per MIB

lidpTxDelay (1.0.8802.1.1.2.1.1.4) | read-write Current | | ne following rule is not in effect:

1 <= lldpTxDelay <= (0.25 *
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lldpNotificationInterval

lldpMessageTxInterval).

(1.0.8802.1.1.2.1.1.6.1.4)

lIdpConfigManAddrTable

OID of this table is :1.0.8802.1.1.2.1.1.7

(1.0.8802.1.1.2.1.1.5) read-write Current As per MIB
ISR TR ISITNT | agony  No | Asporhis
LRI | sgny Mo AsperhiB
pbenTaesteees gy Mo Asperhis
CESSLRNTIHOSORS ssgary Mo AsporhiB
SReNTRENON | agory  No | Asporhis
LSS0 gy Yoo AsporhiB
I(I;j%l‘ggg;?sf'??:sm read-only Current As per MIB
I(I;j%ngggiNf???)s) read-only Current As per MIB
I(I;j%nggginZﬂ 3.4) read-only Current As per MIB

I(I;j %ngggﬁcf gﬁeg%cirted read-only Yes As per MIB

I(I;i%Lgscggin gfing%l)ed read-only Current As per MIB

lIdpPortConfigTable
OID of this table is :1.0.8802.1.1.2.1.1.6

Name Access PDS Description

I(Iﬁj%ngg%or f;g; ?ergT 1 not-accessible Yes As per MIB

I(I;j%Pé)g:)(;o? 1199 (;qulrgS:aztl)Js read-write Current As per MIB

I(If %ngt)%or f;g;j ?Fi;‘i-céa.fli%r;Enable read-write Current As per MIB

Every bit will be set to ‘1’ as

lldpPortConfigTLVsTxEnable read-write Current default, which means all LLDP

basic operational TLVs will be
transmitted on the given port.

Name

lldpConfigManAddrPortsTxEnable
(1.0.8802.1.1.2.1.1.7.1.1)

Access

read-write

PDS

Current
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Each port of the system is
represented by a single bit within
the value of this object. Every bit
will be set to ‘1’ as default. which
means all ports are specified for
advertising indicated
management address instance.



lldpStatsTxPortTable

OID of this table is :1.0.8802.1.1.2.1.2.6

Name Access PDS Description
I(I;j%Ségtos; >1(P10;tl\:u2m 6.1.1) not-accessible Yes As per MIB
lldpStatsTxPortFramesTotal
(1 10.8802.11.2.12.6.1 2) read-only No As per MIB

OID of this table is :1.0.8802.1.1.2.1.2.7
Name Access PDS Description
I(I;j %Ségt()S; ;(F;OS l;luzm7 1.1) not-accessible Yes As per MIB
lldpStatsRxPortFramesDiscardedT
otal (1.0.8802.1.1.2.1.2.7.1.2) read-only No As per MIB
lldpStatsRxPortFramesErrors
(1 08802112127 1 3) read-only No As per MIB
lldpStatsRxPortFramesTotal
(1 .%.8802.1 1.2.1.27.1.4) read-only No As per MIB
lldpStatsRxPortTLVsDiscardedTot
al ?1 0.8802.1.1.2.1.2.7.1.5) read-only No As per MIB
lldpStatsRxPortTLVsUnrecognized
Total (1.0.8802.1.1.2.1.2.7.1.6) read-only No As per MIB
lldpStatsRxPortAgeoutsTotal
(1 0.8802.11.2.12.7 1 7 read-only No As per MIB

OID of this table is :1.0.8802.1.1.2.1.3.7
Name Access PDS Description
I(I;i%ngon()r:I\#u211 3.7.1.1) not-accessible Yes As per MIB
lldpLocPortldSubtype
(1 .%.8802.1 1.2.1 .%/?7.1 2) read-only Yes As per MIB

If the port has MED neighbor. The
lldpLocPortld read-onl Yes Portld will be MAC Address. If it
(1.0.8802.1.1.2.1.3.7.1.3) y has no MED neighbor, The Portld
will be interface name

|(|$%ng§§?qu<;1 3.7.1.4) read-only Current As per MIB

OID of this table is :1.0.8802.1.1.2.1.3.8
Name Access PDS Description
I(Iﬁj%ng(l\)/lza?A;dzd r1S g%tyf?) not-accessible Yes As per MIB
lldpLocManAddr not-accessible Current As per MIB

(1.0.8802.1.1.2.1.3.8.1.2)
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lldpLocManAddrLen

(1.0.8802.1.1.2.1.3.8.1.3) read-only ves As per MIB

The subtype is Ifindex.

When the interface associated
lldpLocManAddrlfSubtype read-only Yes with the management address
(1.0.8802.1.1.2.1.3.8.1.4) : ; : .

does not exist, this object will be

unknown(1).

Ifindex of the vlan interface

associated with the management

address.
lldpLocManAddrlfld read-only Yes When the interface associated
(1.0.8802.1.1.2.1.3.8.1.5) .
with the management address
does not exist, this object will be
zero.
lldpLocManAddrOID
(1.0.8802.1.1.2.1.3.8.1.6) read-only Yes Not supported
OID of this table is :1.0.8802.1.1.2.1.4.1
Name Access PDS Description

This object identifies the time

when the remote system
lldpRemTimeMark not-accessible No information is created or updated.
(1.0.8802.1.1.2.1.4.1.1.1) Network management can look

up the history of remote system
information by this object.

lldpRemLocalPortNum .

(1.0.8802.1.1.2.1.4.1.1.2) not-accessible | No As per MIB

lldpRemIndex .

(1.0.8802.1.1.2.1.4.1.1.3) not-accessible | No As per MIB

lldpRemChassisldSubtype

(1.0.8802.1.1.2.1.4.1.1.4) read-only No As per MIB

lldpRemChassisld

(1.0.8802.1.1.2.1.4.1.1.5) read-only No As per MIB

lldpRemPortldSubtype

(1.0.8802.1.1.2.1.4.1.1.6) read-only No As per MIB

lldpRemPortld

(1.0.8802.1.1.2.1.4.1.1.7) read-only No As per MIB

lldpRemPortDesc

(1.0.8802.1.1.2.1.4.1.1.8) read-only No As per MIB

lldpRemSysName

(1.0.8802.1.1.2.1.4.1.1.9) read-only No As per MIB

lldpRemSysDesc

(1.0.8802.1.1.2.1.4.1.1.10) read-only No As per MIB

lldpRemSysCapSupported )

(1.0.8802.1.1.2.1.4.1.1.11) read-only No As per MIB

lldpRemSysCapEnabled

(1.0.8802.1.1.2.1.4.1.1.12) read-only No As per MIB
OID of this table is :1.0.8802.1.1.2.1.4.2

Name Access PDS Description

lldpRemManAddrSubtype .

(1.0.8802.1.1.2.1.4.2.1.1) not-accessible | No As per MIB

lldpRemManAddr not-accessible No As per MIB
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(1.0.8802.1.1.2.1.4.2.1.2)

lldpRemManAddrifSubtype

(1.0.8802.1.1.2.1.4.2.1.3) read-only No As per MIB
lldpRemManAddrlfld

(1.0.8802.1.1.2.1.4.2.1.4) read-only No As per MIB
lldpRemiManAddrOID read-only No Not supported

(1.0.8802.1.1.2.1.4.2.1.5)

lldpRemUnknownTLVTable

OID of this table is :1.0.8802.1.1.2.1.4.3

Name Access PDS Description
lldpRemUnknownTLVType : .

(1.0.8802.1.1.2.1.4.3.1.1) not-accessible | No As per MIB
lldpRemUnknownTLVInfo read-only No As per MIB

(1.0.8802.1.1.2.1.4.3.1.2)

lIldpRemOrgDeflnfoTable

OID of this table is :1.0.8802.1.1.2.1.4.4

Name Access PDS Description
I(I1d .%Bsesrg(z).??.ezﬂr ;?2.?1) not-accessible | No As per MIB
IRATODSITESDS | notaccessitle | No | AsperMI3
ORaOGDIINONISX | oaccosate | No | Asperii3
lldpRemOrgDefinfo read-only No As per MIB

(1.0.8802.1.1.2.1.4.4.1.4)

MPLS-LDP-STD-MIB
Scalar objects of mplsLdpLsrObjects

OID of this tableis :1.3.6.1.2.1.10.166.4.1.1

Name Access PDS Description
mplsLdpLsrid
(1.3.6.1.2.1.10.166.4.1.1.1)

mplsLdpLsrLoopDetectionCapable
(1.3.6.1.2.1.10.166.4.1.1.2)

read-only Current As per MIB

read-only Current As per MIB

Scalar objects of mplsLdpEntityObjects

OID of this tableis :1.3.6.1.2.1.10.166.4.1.2

Name Access PDS Description
mplsLdpEntityLastChange read-only Current As per MIB
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(1.3.6.1.2.1.10.166.4.1.2.1)
mplsLdpEntitylndexNext

(1.3.6.1.2.1.10.166.4.1.2.2) read-only Current | As per MIB
mplsLdpEntity Table
OID of this table is :1.3.6.1.2.1.10.166.4.1.2.3
Name Access PDS Description
2?2';'&?5?“%%&%1 2.3.1.1) not-accessible | Current As per MIB
quéséﬁsz qtl%lr?]%%x 4123.1.2) not-accessible | Current As per MIB
(1361 2110166412513 | readcreate | curent | o oo et
(1361211016641 2.51.4) | reaccreate | Cument | o EE e enable()
Eqp:lssé(ipg qtliég%%rit?t3331 5) read-only Current The value is always enable(2)
(1361 2110160412316 | readoreate | Curent | o R i
(1361 21.10.166.41 25.1.7) | Teadcreate | curent | o oo e
(1361 211016641251 8 | reacoreate | Curent | R 066
qu:;séipg qtl%K,]e 665 ,:I;V(;H3o!]d$;mer read-create Current E%\Ilz ;JSIZ?:ernetla:n%%ef::};to \r;élue
qu:lgslécipg qt'%H1eé§|2°1|d; :'3m1e; 0) read-create Current Only support read operation.
RS rsacorese | Curent | G suppor ead operaton
quéséipg qtl%l'fgglflf t;\/l ;_t:ﬂdz) read-create Current Only support read operation
;n&ls:ls_%pf r21t|}y2_ gtﬁ;gz it?nzt'%ny 10 :(31) read-create Current Only support read operation
PRSI,y et | e | Thodeatyae 80
LI RO | vstcse | Curen | Thodsabeso
TOSLPENTISPAES | roavaroas | Curen | TSt e cpesion, |
e e 17y | readersate | Curont | Sy st road cpeaton
TRELPEN RS ATD racoreae | Curent | Onb support eed oveston
z?péséisz r11t|%T1a é%eiljegrgx c11$j1r9) read-create Current Only support read operation
z?pslsléc:pg qtl;[}éL?ggII);pg:a 1.20) read-create Current Only support read operation
TOLUENDSONI TS reatony | Cutent | AsperiiB
z?pslsléc:pg qtl%S‘ltgresagiT;Z/p:ae 1.22) read-create Current Only support read operation.
mplsLdpEntityRowStatus read-create Current Only support read operation

(1.3.6.1.2.1.10.166.4.1.2.3.1.23)
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mplsLdpEntityStatsTable

OID of this table is :1.3.6.1.2.1.10.166.4.1.2.4

Name Access PDS Description

mplsLdpEntityStatsSessionAttemp
ts (1.3.6.1.2.1.10.166.4.1.2.4.1.1)

mplsLdpEntityStatsSessionReject
edNoHelloErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.2)

mplsLdpEntityStatsSessionReject

edAdErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.3)

mplsLdpEntityStatsSessionReject

edMaxPduErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.4)

mplsLdpEntityStatsSessionReject

edLRErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.5)

mplsLdpEntityStatsBadLdpldentifi

erErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.6)

mplsLdpEntityStatsBadPduLength

Errors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.7)

mplsLdpEntityStatsBadMessageL

engthErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.8)

mplsLdpEntityStatsBadTIvLengthE

rrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.9)

mplsLdpEntityStatsMalformedTIvV

alueErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.10)

mplsLdpEntityStatsKeepAliveTime

rExpErrors read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.11)

mplsLdpEntityStatsShutdownRece

ivedNotifications read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.12)

mplsLdpEntityStatsShutdownSent

Notifications read-only Current As per MIB
(1.3.6.1.2.1.10.166.4.1.2.4.1.13)

It also contains successfully

read-only Current established times

Scalar objects of mplsLdpSessionObjects

OID of this table is :1.3.6.1.2.1.10.166.4.1.3

Name Access PDS Description

mplsLdpPeerLastChange

(1.3.6.1.2.1.10.166.4.1.3.1) read-only Current | As per MIB
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mplsLdpPeerTable

OID of this table is :1.3.6.1.2.1.10.166.4.1.3.2

Name Access PDS Description

mplsLdpPeerLdpld ; .

(1.3.6.1.2.1.10.166.4.1.3.2.1.1) not-accessible | Current | As per MIB

mplsLdpPeerLabelDistMethod )

(1.3.6.1.2.1.10.166.4.1.3.2.1.2) read-only Current | As per MIB

mplsLdpPeerPathVectorLimit )

(1.3.6.1.2.1.10.166.4.1.3.2.1.3) read-only Current | As per MIB

mplsLdpPeerTransportAddrType ) .

(1.3.6.1.2.1.10.166.4.1.3.2.1.4) read-only Current The value is always IPV4

mplsLdpPeerTransportAddr )

(1.3.6.1.2.1.10.166.4.1.3.2.1.5) read-only Current | As per MIB
OID of this table is :1.3.6.1.2.1.10.166.4.1.3.3

Name Access PDS Description

mplsLdpSessionStateLastChange )

(1.3.6.1.2.1.10.166.4.1.3.3.1.1) read-only Current ' As per MIB

mplsLdpSessionState )

(1.3.6.1.2.1.10.166.4.1.3.3.1.2) read-only Current ' As per MIB.

mplsLdpSessionRole }

(1.3.6.1.2.1.10.166.4.1.3.3.1.3) read-only Current  As per MIB.

mplsLdpSessionProtocolVersion )

(1.3.6.1.2.1.10.166.4.1.3.3.1.4) read-only Current | As per MIB

mplsLdpSessionKeepAliveHoldTi

meRem read-only Current As per MIB

(1.3.6.1.2.1.10.166.4.1.3.3.1.5)

mplsLdpSessionKeepAliveTime )

(1.3.6.1.2.1.10.166.4.1.3.3.1.6) read-only Current | As per MIB

mplsLdpSessionMaxPdulength )

(1.3.6.1.2.1.10.166.4.1.3.3.1.7) read-only Current ' As per MIB

mplsLdpSessionDiscontinuity Time )

(1.3.6.1.2.1.10.166.4.1.3.3.1.8) read-only Current | As per MIB
OID of this tableis : 1.3.6.1.2.1.10.166.4.1.3.4

Name Access PDS Description

mplsLdpSessionStatsUnknownMe

sTypeErrors read-only Current As per MIB

(1.3.6.1.2.1.10.166.4.1.3.4.1.1)

mplsLdpSessionStatsUnknownTlv

Errors read-only Current As per MIB

(1.3.6.1.2.1.10.166.4.1.3.4.1.2)
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mplsLdpHelloAdjacencyTable

OID of this table is :1.3.6.1.2.1.10.166.4.1.3.5.1

Name Access PDS

mplsLdpHelloAdjacencylndex
(1.3.6.1.2.1.10.166.4.1.3.5.1.1.1)
mplsLdpHelloAdjacencyHoldTime
Rem read-only Current
(1.3.6.1.2.1.10.166.4.1.3.5.1.1.2)
mplsLdpHelloAdjacencyHoldTime
(1.3.6.1.2.1.10.166.4.1.3.5.1.1.3)
mplsLdpHelloAdjacencyType
(1.3.6.1.2.1.10.166.4.1.3.5.1.1.4)

not-accessible | Current

read-only Current

read-only Current

Description

As per MIB

As per MIB

As per MIB

As per MIB

mplsLdpSessionPeerAddrTable

OID of this table is :1.3.6.1.2.1.10.166.4.1.3.11

Name Access PDS
mplsLdpSessionPeerAddrindex
(1.3.6.1.2.1.10.166.4.1.3.11.1.1)

mplsLdpSessionPeerNextHopAddr
Type read-only Current
(1.3.6.1.2.1.10.166.4.1.3.11.1.2)

mplsLdpSessionPeerNextHopAddr

not-accessible | Current

Description

As per MIB

The value is always IPV4

(1.3.6.1.2.1.10.166.4.1.3.11.1.3) | read-only Current | As per MIB
Scalar objects
Name Access PDS Comments
(136.1.21.10.186.8.1.1) eadconly  No | As per MIB
(136.12110.1668.12) read-only | No As per MIB
OSTTNDTSOLOSCTE | oagony Mo s portin
mplsFTNTable
OID of this table is :1.3.6.1.2.1.10.166.8.1.3
Name Access PDS Comments
mplsFTNIndex not-accessible = No As per MIB

(1.3.6.1.2.1.10.166.8.1.3.1.1)
mplsFTNRowStatus read-create No
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(1.3.6.1.2.1.10.166.8.1.3.1.2)
mplsFTNDescr
(1.3.6.1.2.1.10.166.8.1.3.1.3)
mplsFTNMask
(1.3.6.1.2.1.10.166.8.1.3.1.4)
mplsFTNAddrType
(1.3.6.1.2.1.10.166.8.1.3.1.5)
mplsFTNSourceAddrMin
(1.3.6.1.2.1.10.166.8.1.3.1.6)
mplsFTNSourceAddrMax
(1.3.6.1.2.1.10.166.8.1.3.1.7)
mplsFTNDestAddrMin
(1.3.6.1.2.1.10.166.8.1.3.1.8)
mplsFTNDestAddrMax
(1.3.6.1.2.1.10.166.8.1.3.1.9)
mplsFTNSourcePortMin
(1.3.6.1.2.1.10.166.8.1.3.1.10)
mplsFTNSourcePortMax
(1.3.6.1.2.1.10.166.8.1.3.1.11)
mplsFTNDestPortMin
(1.3.6.1.2.1.10.166.8.1.3.1.12)
mplsFTNDestPortMax
(1.3.6.1.2.1.10.166.8.1.3.1.13)
mplsFTNProtocol
(1.3.6.1.2.1.10.166.8.1.3.1.14)
mplsFTNDscp
(1.3.6.1.2.1.10.166.8.1.3.1.15)
mplsFTNActionType
(1.3.6.1.2.1.10.166.8.1.3.1.16)
mplsFTNActionPointer
(1.3.6.1.2.1.10.166.8.1.3.1.17)
mplsFTNStorageType
(1.3.6.1.2.1.10.166.8.1.3.1.18)

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

mplsFTNMapTable

OID of this table is :1.3.6.1.2.1.10.166.8.1.5

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

Only support read operation

Only support read operation

Only support read operation and

only support IPv4 address
Not supported

Not supported

Only support read operation
Only support read operation
Only support read operation
Only support read operation
Only support read operation

Only support read operation

Only support read operation
Range from 0 to 255

Not supported
Only support read operation
Only support read operation

Only support read operation

Name

mplsFTNMaplndex
(1.3.6.1.2.1.10.166.8.1.5.1.1)
mplsFTNMapPrevindex
(1.3.6.1.2.1.10.166.8.1.5.1.2)
mplsFTNMapCurrindex
(1.3.6.1.2.1.10.166.8.1.5.1.3)
mplsFTNMapRowStatus
(1.3.6.1.2.1.10.166.8.1.5.1.4)
mplsFTNMapStorageType
(1.3.6.1.2.1.10.166.8.1.5.1.5)

Access

not-accessible

not-accessible

not-accessible

read-create

read-create

PDS
No

No

No

No

No
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MPLS-LSR-STD-MIB

scalar objects in mplsLsrObjects

OID of this tableis :1.3.6.1.2.1.10.166.2.1

Name Access PDS
mplsinSegmentindexNext

(1?3.6.1.291.10.166.2.1.3) read-only Yes
mplsOutSegmentindexNext read-only Yes
(1.3.6.1.2.1.10.166.2.1.6)

mplsXCIndexNext read-only Yes
(1.3.6.1.2.1.10.166.2.1.9)

mplsMaxLabelStackDepth read-only Yes
(1.3.6.1.2.1.10.166.2.1.11)

mplsLabelStackindexNext read-only Yes
(1.3.6.1.2.1.10.166.2.1.12)

mplsXCNotificationsEnable read-write Current
(1.3.6.1.2.1.10.166.2.1.15)
mplsinterfaceTable

OID of this table is :1.3.6.1.2.1.10.166.2.1.1

Description

The value is always 0.
The value is always 0.
The value is always 0.
As per MIB

The value is always 0.

Only support read-only access

Name Access PDS Description
mplsinterfacelndex ) .
(1.3.6.1.2.1.10.166.2.1.1.1.1) not-accessible | No As per MIB
mplsinterfaceLabelMinin read-only
(1.3.6.1.2.1.10.166.2.1.1.1.2) Current ' As per MIB
mplsinterfaceLabelMaxin )
(1.3.6.1.2.1.10.166.2.1.1.1.3) read-only Current | As per MIB
mplsinterfaceLabelMinOut }
(1.3.6.1.2.1.10.166.2.1.1.1.4) read-only Current | As per MIB
mplsinterfaceLabelMaxOut )
(1.3.6.1.2.1.10.166.2.1.1.1.5) read-only Current | As per MIB
mplsinterfaceTotalBandwidth read-onl Current The value with index 0 is 0.
(1.3.6.1.2.1.10.166.2.1.1.1.6) y Only suitable for TE
mplsinterfaceAvailableBandwidth read-onl Current The value with index 0O is 0.
1.3.6.1.2.1.10.166.2.1.1.1.7 y Only suitable for TE
( y
mplsinterfaceLabelParticipationTy read-onl Current The value is always 0, which
pe (1.3.6.1.2.1.10.166.2.1.1.1.8) y means perPlatform.

OID of this table is :1.3.6.1.2.1.10.166.2.1.4
Name Access PDS Description
mplsinSegmentindex not-accessible = No As per MIB

(1.3.6.1.2.1.10.166.2.1.4.1.1)
mplsinSegmentinterface
(1.3.6.1.2.1.10.166.2.1.4.1.2)
mplsinSegmentLabel
(1.3.6.1.2.1.10.166.2.1.4.1.3)

read-create No

read-create No
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mplsinSegmentLabelPtr
(1.3.6.1.2.1.10.166.2.1.4.1.4)
mplsIinSegmentNPop
(1.3.6.1.2.1.10.166.2.1.4.1.5)
mplsInSegmentAddrFamily
(1.3.6.1.2.1.10.166.2.1.4.1.6)
mplsinSegmentXCindex
(1.3.6.1.2.1.10.166.2.1.4.1.7)
mplsInSegmentOwner
(1.3.6.1.2.1.10.166.2.1.4.1.8)
mplsinSegmentTrafficParamPtr
(1.3.6.1.2.1.10.166.2.1.4.1.9)
mplsIinSegmentRowStatus
(1.3.6.1.2.1.10.166.2.1.4.1.10)
mplsInSegmentStorageType
(1.3.6.1.2.1.10.166.2.1.4.1.11)

mplsOutSegmentTable

OID of this table is :1.3.6.1.2.1.10.166.2.1.7

read-create
read-create
read-create
read-only

read-only

read-create
read-create

read-only

No

No

No

No

No

No

No

No

Only support read-only access
Only support read-only access
Only support read-only access
As per MIB
As per MIB

Only support read-only access

Only support read-only access,
the value is always active.

As per MIB

Name

mplsOutSegmentindex
(1.3.6.1.2.1.10.166.2.1.7.1.1)
mplsOutSegmentinterface
(1.3.6.1.2.1.10.166.2.1.7.1.2)
mplsOutSegmentPushTopLabel
(1.3.6.1.2.1.10.166.2.1.7.1.3)
mplsOutSegmentToplLabel
(1.3.6.1.2.1.10.166.2.1.7.1.4)
mplsOutSegmentTopLabelPtr
(1.3.6.1.2.1.10.166.2.1.7.1.5)

mplsOutSegmentNextHopAddrTyp

e (1.3.6.1.2.1.10.166.2.1.7.1.6)
mplsOutSegmentNextHopAddr
(1.3.6.1.2.1.10.166.2.1.7.1.7)
mplsOutSegmentXClndex
(1.3.6.1.2.1.10.166.2.1.7.1.8)
mplsOutSegmentOwner
(1.3.6.1.2.1.10.166.2.1.7.1.9)

mplsOutSegmentTrafficParamPtr

(1.3.6.1.2.1.10.166.2.1.7.1.10)
mplsOutSegmentRowStatus

(1.3.6.1.2.1.10.166.2.1.7.1.11)
mplsOutSegmentStorageType
(1.3.6.1.2.1.10.166.2.1.7.1.12)

Access

not-accessible
read-create
read-create
read-create
read-create
read-create
read-create
read-only
read-only
read-create
read-create

read-only

PDS
No

No

No

No

No

No

No

No

No

No

No

No
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As per MIB
Only support read-only access
Only support read-only access
Only support read-only access
Only support read-only access
Only support read-only access
Only support read-only access
As per MIB
As per MIB

Only support read-only access

Only support read-only access,
the value is always active.

As per MIB



mplsXCTable

OID of this table is :1.3.6.1.2.1.10.166.2.1.10

Name

mplsXClIndex
(1.3.6.1.2.1.10.166.2.1.10.1.1)
mplsXCInSegmentindex
(1.3.6.1.2.1.10.166.2.1.10.1.2)
mplsXCOutSegmentindex
(1.3.6.1.2.1.10.166.2.1.10.1.3)
mplsXCLspld
(1.3.6.1.2.1.10.166.2.1.10.1.4)
mplsXCLabelStackindex
(1.3.6.1.2.1.10.166.2.1.10.1.5)
mplsXCOwner
(1.3.6.1.2.1.10.166.2.1.10.1.6)
mplsXCRowStatus
(1.3.6.1.2.1.10.166.2.1.10.1.7)
mplsXCStorageType
(1.3.6.1.2.1.10.166.2.1.10.1.8)
mplsXCAdminStatus
(1.3.6.1.2.1.10.166.2.1.10.1.9)
mplsXCOperStatus
(1.3.6.1.2.1.10.166.2.1.10.1.10)

Access

not-accessible
not-accessible
not-accessible
read-create
read-create
read-only
read-create
read-only
read-create

read-only

mplsLabelStackTable

OID of this table is :1.3.6.1.2.1.10.166.2.1.13

PDS
No

No

No

No

No

No

No

No

No

No

Description

As per MIB
As per MIB
As per MIB
Only support read-only access
Only support read-only access

As per MIB

Only support read-only access,
the value is always active.

As per MIB
Only support read-only access

As per MIB

Name

mplsLabelStackindex
(1.3.6.1.2.1.10.166.2.1.13.1.1)
mplsLabelStackLabellndex
(1.3.6.1.2.1.10.166.2.1.13.1.2)
mplsLabelStackLabel
(1.3.6.1.2.1.10.166.2.1.13.1.3)
mplsLabelStackLabelPtr
(1.3.6.1.2.1.10.166.2.1.13.1.4)
mplsLabelStackRowStatus
(1.3.6.1.2.1.10.166.2.1.13.1.5)
mplsLabelStackStorageType
(1.3.6.1.2.1.10.166.2.1.13.1.6)

mplsinSegmentMapTable

OID of this table is :1.3.6.1.2.1.10.166.2.1.14

Access

not-accessible

not-accessible

read-create

read-create

read-create

read-create

PDS
No

No

No

No

No

No

Description

Not supported
Not supported
Not supported
Not supported
Not supported

Not supported

Name
mplsinSegmentMaplnterface
(1.3.6.1.2.1.10.166.2.1.14.1.1)

mplsinSegmentMapLabel
(1.3.6.1.2.1.10.166.2.1.14.1.2)

Access

not-accessible

not-accessible

PDS
No

No
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Description

As per MIB

As per MIB



mplsinSegmentMapLabelPtrindex

(1.3.6.1.2.1.10.166.2.1.14.1.3) not-accessible | No As per MIB
mplsinSegmentMapindex _

(1.3.6.1.2.1.10.166.2.1.14.1.4) read-only No As per MIB

Name Access PDS Description
hh3cDHCPSServiceStatus . L
(1.3.6.1.4.1.25506.8.2.1.12) read-write Current The default value is disable(0).
hh3cDHCPSDetectingServerStatu .

s (1.3.6.1.4.1.25506.8.2.1.13) read-write Current ' As per MIB
hh3cDHCPSPingNum . .
(1.3.6.1.4.1.25506.8.2.1.14) read-write Current The default value is 1.
hh3cDHCPSPingTimeout .

(1.3.6.1.4.1.25506.8.2.1.15) read-write Current ' As per MIB
hh3cDHCPSWriteDataStatus read-write Current Not supported. The value is
(1.3.6.1.4.1.25506.8.2.1.16) always disabled(0)
hh3cDHCPSWriteDataDirection read-onl No Not supported
(1.3.6.1.4.1.25506.8.2.1.17) y PP
hh3cDHCPSWriteDataDelay read-write Current Not supported. The value is
(1.3.6.1.4.1.25506.8.2.1.18) always 300
hh3cDHCPSWriteDataRecover read-write Current Not supported.The value is
(1.3.6.1.4.1.25506.8.2.1.19) always disabled(0)
hh3cDHCPSIPInUseResetIP .

(1.3.6.1.4.1.25506.8.2.1.20) read-write Current | As per MIB
hh3cDHCPSConflictiPResetIP .

(1.3.6.1.4.1.25506.8.2.1.21) read-write Current ' As per MIB
hh3cDHCPSIPResetFlag .

(1.3.6.1.4.1.25506.8.2.1.22) read-write Current | As per MIB
hh3cDHCPSGIlobalPoolNumber

(1.3.6.1.4.1.25506.8.2.1.23) read-only Current ' As per MIB
hh3cDHCPSGIlobalPoolAutoBindin read-onl No As per MIB

gNum (1.3.6.1.4.1.25506.8.2.1.24) y P
hh3cDHCPSGIlobalPoolManualBin

dingNum read-only Current As per MIB
(1.3.6.1.4.1.25506.8.2.1.25)

hh3cDHCPSGIlobalPoolExpiredBin

dingNum read-only No As per MIB
(1.3.6.1.4.1.25506.8.2.1.26)

hh3cDHCPSInterfacePoolNumber read-onl Current Not supported
(1.3.6.1.4.1.25506.8.2.1.27) y PP
hh3cDHCPSInterfacePoolAutoBin

dingNum read-only No Not supported
(1.3.6.1.4.1.25506.8.2.1.28)

hh3cDHCPSiInterfacePoolManual

BindingNum read-only Current Not supported
(1.3.6.1.4.1.25506.8.2.1.29)

hh3cDHCPSInterfacePoolExpired

BindingNum read-only No Not supported
(1.3.6.1.4.1.25506.8.2.1.30)

hh3cDHCPSBadPktNum

(1.3.6.1.4.1.25506.8.2.1.31) read-only No As per MIB
hh3cDHCPSBootRequestPktNum | read-only No As per MIB
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(1.3.6.1.4.1.25506.8.2.1.32)
hh3cDHCPSDiscoverPktNum

(1.3.6.1.4.1.25506.8.2.1.33) read-only No As per MIB
NIDICTMENN oy o s
(1361412550862138  readony No | AsperMiB
T T P P PN
(1561412550082 37) reac-only  No | AsperMIB
(1361412550682 1 38 readony  No | AsperMis
(13.61.4.125806.8.139) reac-only  No | AsperMIB
MDA oy o hspars
(13614125808 B2.141) reaconly  No | AsperMIB
hh3cDHCPSStatisticsReset read-write Current As per MIB

(1.3.6.1.4.1.25506.8.2.1.42)

hh3cDHCPSGIobalPoolTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.1

Name Access PDS Description
hh3cDHCPSGIlobalPoolName read-onl Current Range from 1 to 35.
(1.3.6.1.4.1.25506.8.2.1.1.1.1) y Extended pool not supported
hh3cDHCPSGlobalPoolRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.8.2.1.1.1.2)

hh3cDHCPSGIlobalPoolConfigTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.2

The hh3cDHCPSGIlobalPoolHostIPAddr and hh3cDHCPSGIlobalPoolHostMask can not be set With
hh3cDHCPSGIlobalPoolHostHAddr and hh3cDHCPSGIlobalPoolNetwork simultaneously.

Name Access PDS Description
hh3cDHCPSGlobalPoolType
(1.3.6.1.4.1.25506.8.2.1.2.1.1)
hh3cDHCPSGIobalPoolNetwork

read-write Current As per MIB

(1.3.6.1.4.1.25506.8.2.1.2.1.2) read-write Current The default value is 0.0.0.0
ZZE C(E)I;%I:;Sf:oggg%%oéNze t1w§r1k .'\él) read-write Current The default value is 0.0.0.0
??13 %D6H1C 4P?C;Ig5b&I3P§ gl.l;lgs.gli?dd read-write Current The default value is 0.0.0.0
?1h::330(? |1_| gljszglt%b; Egﬂl;?i-tg/l)ask read-write Current The default value is 0.0.0.0
?chg |1-| gﬁszc;?gg g;ﬂl}c.)ifeH)Addr read-write Current The default value is 0-0-0
hh3cDHCPSGIlobalPoolConfigUnd read-write Current As per MIB

oFlag
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(1.3.6.1.4.1.25506.8.2.1.2.1.7)

hh3cDHCPSGIobalPoolParaTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.3

Name

hh3cDHCPSGIobalPoolLeaseDay
(1.3.6.1.4.1.25506.8.2.1.3.1.1)
hh3cDHCPSGIlobalPoolLeaseHour
(1.3.6.1.4.1.25506.8.2.1.3.1.2)
hh3cDHCPSGIobalPoolLeaseMinu
te (1.3.6.1.4.1.25506.8.2.1.3.1.3)
hh3cDHCPSGIlobalPoolLeaseUnli
mited
(1.3.6.1.4.1.25506.8.2.1.3.1.4)
hh3cDHCPSGIobalPoolDomainNa
me (1.3.6.1.4.1.25506.8.2.1.3.1.5)
hh3cDHCPSGIobalPoolClientGate
waylPString
(1.3.6.1.4.1.25506.8.2.1.3.1.6)
hh3cDHCPSGIobalPoolClientGate
waylPUndo
(1.3.6.1.4.1.25506.8.2.1.3.1.7)
hh3cDHCPSGIobalPoolClientDNS
IPString
(1.3.6.1.4.1.25506.8.2.1.3.1.8)
hh3cDHCPSGIobalPoolClientDNS
IPUndo
(1.3.6.1.4.1.25506.8.2.1.3.1.9)
hh3cDHCPSGIobalPoolClientNetbi
osType
(1.3.6.1.4.1.25506.8.2.1.3.1.10)
hh3cDHCPSGIobalPoolClientNbns
IPString
(1.3.6.1.4.1.25506.8.2.1.3.1.11)
hh3cDHCPSGIobalPoolClientNbns
IPUndo
(1.3.6.1.4.1.25506.8.2.1.3.1.12)
hh3cDHCPSGIobalPoolParaUndo
Flag
(1.3.6.1.4.1.25506.8.2.1.3.1.13)
hh3cDHCPSGlobalPoollPInUseRe
set
(1.3.6.1.4.1.25506.8.2.1.3.1.14)

Access

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

read-write

PDS

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Description

As per MIB
As per MIB
As per MIB

The default value is invalid(0).
The value cannot set to 0.

Range from 1 to 50

The value must be IPv4 address

The value is always 0.0.0.0

The value must be IPv4 address

The value is always 0.0.0.0

The default value is null(0).

The value must be IPv4 address

The value is always 0.0.0.0

The default value is
undoDomain(1).

The default value is reset(1).

hh3cDHCPSGlobalPoolOptionTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.4

Name
hh3cDHCPSGIlobalPoolOptionCod
e (1.3.6.1.4.1.25506.8.2.1.4.1.1)

hh3cDHCPSGIlobalPoolOptionTyp
e (1.3.6.1.4.1.25506.8.2.1.4.1.2)

Access

read-only

read-create

PDS

Current

Current
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Description

As per MIB

Can not be modified after
creation.



hh3cDHCPSGIlobalPoolOptionAsci
i (1.3.6.1.4.1.25506.8.2.1.4.1.3)
hh3cDHCPSGIlobalPoolOptionHex
String read-create Current
(1.3.6.1.4.1.25506.8.2.1.4.1.4)

hh3cDHCPSGlobalPoolOptionIPSt
ring (1.3.6.1.4.1.25506.8.2.1.4.1.5)

hh3cDHCPSGlobalPoolOptionRo
wStatus read-create Current
(1.3.6.1.4.1.25506.8.2.1.4.1.6)

read-create Current

read-create Current

Can not be modified after
creation.

Can not be modified after
creation.

Can not be modified after
creation. The value must be IPv4
address.

As per MIB

hh3cDHCPSGIobalTreeTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.5

Name Access PDS
hh3cDHCPSGIobalTreeParentNod
eName read-only Current

(1.3.6.1.4.1.25506.8.2.1.5.1.1)
hh3cDHCPSGIlobalTreeChildNode

Name read-only Current
(1.3.6.1.4.1.25506.8.2.1.5.1.2)
hh3cDHCPSGIlobalTreePreSibling

NodeName read-only Current
(1.3.6.1.4.1.25506.8.2.1.5.1.3)
hh3cDHCPSGlobalTreeSiblingNod

eName read-only Current
(1.3.6.1.4.1.25506.8.2.1.5.1.4)

Description

As per MIB

As per MIB

As per MIB

As per MIB

hh3cDHCPSForbiddenlIPTable

OID of this table is :1.3.6.1.4.1.25506.8.2.1.10

Name Access PDS Description
(1361012550662 1.10.1.1) | ™3-only | Curent | As per MiB
(1561412550662 10.12) | 'eonly | Curent | AsperMiB
156.14.1.25506.8.2 110.1.5) | Tead-reate | Curent | As per MIB
hh3cDHCPSConflictiPTable
OID of this table is :1.3.6.1.4.1.25506.8.2.1.11
Name Access PDS Description
?1%.05 1 25006 8.2.1.11.1 .qy | read-only No As per MIB
?153%3. ?gﬁszcsggg%lzp:yf 1 2) read-only No As per MIB
hh3cDHCPSConflictiPDetectTime = read-only No As per MIB
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(1.3.6.1.4.1.25506.8.2.1.11.1.3)

HH3C-DISMAN-PING-MIB

This MIB should be supported by device which implements disman ping function. This MIB cannot
mix using with CLI.

Scalar objects

Name Access PDS Description
hh3cPingMIBVersion read-only No As per MIB
hh3cPingAgentEnable read-write Yes Default value is enable(1).
hh3cPingServerEnable read-write Yes As per MIB

hh3cPingCtlTable

a) The parameter which is not supported by the corresponding pingCtiType cannot be configured.

b) Once the configuration is modified, the result and histories of the corresponding entry will be cleared.
The results and histories must be the factual reflection of the test results of current configurations.

Users will be puzzled when they get the results which caused by the previous configurations.

c) Ifthe parameter which is not supported by the corresponding pingCtIType is read, the result is invalid.

Value of pingCtIType Support parameters

hh3cpingCtTTL

pinglcmpEcho .
hh3cpingCtlVPNInstance

) hh3cpingCtlTargetPort
pingUdpEcho )
. hh3cpingCtiSourcePort
hh3cpingUdpEcho )
hh3cpingCtTTL
) hh3cpingCtiSourcePort
pingSnmpQuery .
hh3cpingCtTTL
pingTcpConnectionAttempt hh3cpingCtlTargetPort
hh3cpingTcpconnect hh3cpingCtITTL
hh3cpingCtlTargetPort
hh3cpingCtlSourcePort
hh3cpingjitter hh3cpingCtTTL
hh3cpingCtlJitterAdmininterval
hh3cpingCtlJitterAdminNumPackets
hh3cpingHttp hh3cpingCtTTL
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hh3cpingCtiHttpOperationType
hh3cpingCtIHttpOperationString

hh3cpingdisw hh3cpingCtITTL
hh3cpingdhcp
hh3cpingCtITTL
hh3cpingCtIFtpOperationType
hh3cpingftp hh3cpingCtlFtpUsername
hh3cpingCtIFtpPassword
hh3cpingCtlFtpOperationString
Name Access PDS Description
Range from 0 to 65535
If the value of pingCtiType is
"pingUdpEcho" or
"pingTcpConnectionAttempt", the
hh3cpingCtlTargetPort read-create Current value of this object must be 7.
If the value of pingCtiType is
"hh3cpingUdpEcho" or
"hh3cpingTcpconnect", the value
of this object cannot be 7.
hh3cpingCtlSourcePort read-create Current Range from 0 to 50000.
hh3cpingCtITTL read-create Current Range from 1 to 255.
hh3cpingCtlJitterAdmininterval read-create Current Range from 10 to 60000.
2h3cplngCtIJltterAdm|nNumPacket read-create Current Range from 10 to 1000.
hh3cpingCtIHttpOperationType read-create Current As per MIB

hh3cpingCtIHttpOperationString

hh3cpingCtIFtpOperationType
hh3cpingCtlFtpUsername
hh3cpingCtIFtpPassword

hh3cpingCtIFtpOperationString

hh3cpingCtlVPNInstance

This object include two

parts, the first part is url and

the second one is http version.
The length of url is from 0 to 185.

The version only supports
“HTTP/1.0”(case- insensitive).

read-create Current The value of this object must
have one space and only one
space.

The first and last character
cannot be space.

If the value of this object is
zero-length string, the url and
version are set to default value.

read-create Current As per MIB
read-create Current As per MIB
read-create Current As per MIB
read-create Current ;I;)htzeolg.ngth of this object is from 0
read-create Current The length of this object is from 0
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hh3cpingResultsTable

to 31.

If the product does not support
VPN feature, this object cannot
be set.

Name

hh3cpingResultsRttNumDisconnec
ts

hh3cpingResultsRttTimeouts
hh3cpingResultsRttBusies

hh3cpingResultsRttNoConnection
s

hh3cpingResultsRttDrops

hh3cpingResultsRttSequenceError
s

hh3cpingResultsRttStatsErrors
hh3cpingResultsMaxDelaySD
hh3cpingResultsMaxDelayDS

hh3cpingResultsLostPacketRatio

Access
read-only

read-only

read-only
read-only
read-only
read-only

read-only
read-only

read-only

read-only

PDS

No

No
No

No

No

No

No
No
No

No

hh3cPingJitterStatsTable

Description
As per MIB

As per MIB

Not supported
As per MIB
As per MIB
As per MIB

As per MIB
Not supported
Not supported

The value of this object reflects
the drop rate of all kinds of tests
included in this MIB.

Name
hh3cPingJitterStatsNumOfRTT

hh3cPingJitterStatsMinOfPositives
SD

hh3cPingJitterStatsMaxOfPositive
sSD

hh3cPingJitterStatsNumOfPositive
sSD

hh3cPingJitterStatsSumOfPositive
sSD

hh3cPingdJitterStatsSum2Positives
SD

hh3cPingJitterStatsMinOfNegative
sSD

hh3cPingdJitterStatsMaxOfNegativ
esSD

hh3cPingJitterStatsNumOfNegativ

Access

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

PDS
No

No

No

No

No

No

No

No

No

157

Description

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



esSD

hh3cPingJitterStatsSumOfNegativ
esSD

hh3cPingJitterStatsSum2Negative
sSD

hh3cPingJitterStatsMinOfPositives
DS

hh3cPingJitterStatsMaxOfPositive
sDS

hh3cPingJitterStatsNumOfPositive
sDS

hh3cPingdJitterStatsSumOfPositive
sDS

hh3cPingJitterStatsSum2Positives
DS

hh3cPingdJitterStatsMinOfNegative
sDS

hh3cPingJitterStatsMaxOfNegativ
esDS

hh3cPingJitterStatsNumOfNegativ
esDS

hh3cPingJitterStatsSumOfNegativ
esDS

hh3cPingJitterStatsSum2Negative
sDS

hh3cPingJitterStatsPacketLossSD
hh3cPingJitterStatsPacketLossDS

hh3cPingJitterStatsAvePositivesS
D

hh3cPingJitterStatsAveNegativesS
D

hh3cPingJitterStatsAvePositivesD
S

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

No

No

No

No

No

No

No

No

No

No

No

No

No
No

No

No

No
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As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB
As per MIB

If the difference between intervals
from source to destination of two
sequential packets within a group
of packets is positive, statistical
times should add 1, and statistical
summation should add the
difference. The value of this
object is the result of following
expression: (statistical
summation)/ (statistical times).

If the difference between intervals
from source to destination of two
sequential packets within a group
of packets is negative, statistical
times should add 1, and statistical
summation should add the
absolute value of the difference.
The value of this object is the
result of following expression:
(statistical summation)/
(statistical times).

If the difference between intervals
from destination to source of two
sequential packets within a group
of packets is positive, statistical

times should add 1, and statistical



hh3cPingJitterStatsAveNegatives
DS

read-only

No

summation should add the
difference. The value of this
object is the result of following
expression: (statistical
summation)/ (statistical times).

If the difference between intervals
from destination to source of two
sequential packets within a group
of packets is negative, statistical
times should add 1, and statistical
summation should add the
absolute value of the difference.

The value of this object is the
result of following expression:
(statistical

summation)/( statistical times).

hh3cPingJitterStatsPktLossUnkno

read-only No
wn

but not knowing result.

hh3cPingTcpServerTable

The number of packets which lost

Name Access PDS Description

hh3cPingTcpServerlpAddress not-accessible | Yes Only support ipv4 address.

hh3cPingTcpServerPort not-accessible = Yes Range from 1 to 50000.

Only support active(1),

read-create Yes createAndgo(4) and destroy(6).

hh3cpingTcpServerRowStatus

hh3cPingUdpServerTable

Name Access PDS Description

hh3cPingUdpServerlpAddress not-accessible | Yes Only support ipv4 address.

hh3cPingUdpServerPort not-accessible | Yes Range from 1 to 50000.

Only support active(1),

read-create Yes createAndgo(4) and destroy(6).

hh3cpingUdpServerRowStatus

HH3C-LSW-DEV-ADM-MIB
hh3cLswSystemPara group

OID of this table is :1.3.6.1.4.1.25506.8.35.18.1

Name Access PDS Description
hh3cLswSysIpAddr

(1.3.6.1.4.1.25506.8.35.18.1.1) read-only No As per MIB
hh3cLswSyslIpMask read-only No As per MIB
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(1.3.6.1.4.1.25506.8.35.18.1.2)

?1h§CGLS1VZS¥ S eh00.8.95.16.1 3) | rfeadonly No Not supported
?1h§cé_s1v28}|/ 5506.8.35.15. 4) | readonly No As per MIB
?1h§C6LS1\A:18¥ 8506.6.35.16.1 5) read-write No As per MIB
PLSPMEAOREI. e G s
(136147 255008 35 18.17) | readwie | No Only support read operation
?1hgceLs1vzs1y ?2?28222?:.18.1 8) read-write No Not supported
(136147 255008 35 181 ) read-wie | No Mot supported
(1361425506 8,35 181 10) | ead-wie | No Mot supported
?1%%%83/ ocon 8 8 15 13) | read-only No Not supported
?1hgcé_s1vis1y .Szl\gggqggssn 8.1.14)  readonly No As per MIB
tirarere-r e L I
?1hgceLs1vis1y 25506.6.36.18. 16) | read-only No As per MIB

hh3cLswFrameTable

OID of this table is :1.3.6.1.4.1.25506.8.35.18.4.2
Name Access PDS Description
?1&2%81&?;?;5?82335.18.4.2.1 1) | read-only No As per MIB
?1&%%?&?:?23%3%?;35.18.4.2.1 2)  read-only No As per MIB
?1&3%81\(\:5;&.1?5%%88;35.18.4.2.1 3)  read-write No As per MIB
?1?%%??2?22??&?35.18.4.2.1 4) | read-only No As per MIB
FaneSals g No | asperiie
hh3cLswSlotTable

OID of this table is :1.3.6.1.4.1.25506.8.35.18.4.3
Name Access PDS Description
?1&%%8‘1&3.2(.)’[2'2(5182.8.35.18.4.3.1 1) | read-only No As perMIB
?1&3?(;81\{\:18.#?;?/5‘)0%.8.35.18.4.3.1 2) | read-only No As per MIB
hh3cLswSlotDesc read-write No As per MIB

(1.3.6.1.4.1.25506.8.35.18.4.3.1.3)
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hh3cLswSlotCpuRatio

(1.3.6.1.4.1.25506.8.35.18.4.3.1.4) | "ead-only No As per MIB
hh3cLswSlotPcbVersion
(1.3.6.1.4.1.25506.8.35.18.4.3.1.5) read-only No As per MIB
hh3cLswSlotSoftwareVersion
(1.3.6.1.4.1.25506.8.35.18.4.3.1.6) | "ead-only No As per MIB
hh3cLswSubslotNumber
(1.3.6.1.4.1.25506.8.35.18.4.3.1.7) read-only No As per MIB
hh3cLswSlotAdminStatus
(1.3.6.1.4.1.25506.8.35.18.4.3.1.8) | "ead-only No As per MIB
hh3cLswSlotOperStatus read-write No only support read operation
(1.3.6.1.4.1.25506.8.35.18.4.3.1.9) y supp P
hh3cLswSlotPhyMemory
(1.3.6.1.4.1.25506.8.35.18.4.3.1.1  read-only No Not supported.
0)
hh3cLswSlotMemory
(1.3.6.1.4.1.25506.8.35.18.4.3.1.1 | read-only No As per MIB
1)
hh3cLswSlotMemoryUsed
(1.3.6.1.4.1.25506.8.35.18.4.3.1.1 | read-only No As per MIB
2)
hh3cLswSlotMemoryRatio
(1.3.6.1.4.1.25506.8.35.18.4.3.1.1  read-only No As per MIB
3)
hh3cLswSlotTemperature
(1.3.6.1.4.1.25506.8.35.18.4.3.1.1 read-only No Not supported.
4)
hh3cLswSlotPktBufThreshold
(1.3.6.1.4.1.25506.8.35.18.4.3.1.2 = read-wite No As per MIB
4)

OID of this table is :1.3.6.1.4.1.25506.8.35.18.4.4
Name Access PDS Description
hh3cLswSubslotindex
(1.3.6.1.4.1.25506.8.35.18.4.4.1.1) | "ead-only No As per MIB
hh3cLswSubslotType
(1.3.6.1.4.1.25506.8.35.18.4.4.1.2) | "ead-only No As per MIB
hh3cLswSubslotPortNum
(1.3.6.1.4.1.25506.8.35.18.4.4.1.3) | "ead-only No As per MIB
hh3cLswSubslotAdminStatus
(1.3.6.1.4.1.25506.8.35.18.4.4.1.4) | read-only No As per MIB
hh3cLswSubslotFirstifindex read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.18.4.4.1.5)
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hh3cLswPortTable

OID of this table is :1.3.6.1.4.1.25506.8.35.18.4.5

Name Access PDS Description
hh3cLswPortIndex

(1.3.6.1.4.1.25506.8.35.18.4.5.1.1) | "ead-only No As per MIB
hh3cLswPortType

(1.3.6.1.4.1.25506.8.35.18.4.5.1.2) read-only No As per MIB
hh3cLswPortlfindex

(1.3.6.1.4.1.25506.8.35.18.4.5.1.3) | "ead-only No As per MIB
hh3cLswPortlsPlugged read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.18.4.5.1.4)

HH3C-LAG-MIB
Scalar objects of hh3cLAGMibObjects group

OID of this table is :1.3.6.1.4.1.25506.8.25.1

Name Access PDS Description

hh3cAggResourceAllocationValue

(1.3.6.1.4.1.25506.8.25.1.3) read-only No As per MIB

hh3cAggLinkTable

OID of this table is :1.3.6.1.4.1.25506.8.25.1.1

Name Access PDS Description
?1hgcé6\?g4u1n|;l;hsj&b§r25 11.1.1) not-accessible | No As per MIB
hh3cAggLinkName read-create Current Not supported.

(1.3.6.1.4.1.25506.8.25.1.1.1.2)
Range from 2 to 3.

hh3cAgalinkMod 2(static): Membership specified
¥ 306 ﬁl% I1n255006?8 25.1.1.1.3) read-create Current by user, LACP is not enabled.
""" e 3(dynamic): Membership

specified by user, LACP is

enabled.
?chéo‘?%;ngzgglé'gtzs 11.1.4) read-create Current Port member list of the AL
?1h§c£g1:]g;‘1L|1nI;§t5a328251 1.15) read-create Current 1 is returned in read operation
(136341 25500 8.05,1.11.6)  130nly [ No. | AsperMiB
hh3cAggPortListSamePartnerPort read-only No As per MIB

$(1.3.6.1.4.1.25506.8.25.1.1.1.7)
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hh3cAggPortTable

OID of this table is :1.3.6.1.4.1.25506.8.25.1.2

Name Access PDS Description
hh3cAggPortindex
(1.3.6.1.4.1.25506.8.25.1.2.1.1)
hh3cAggPortNotAttachedReason

not-accessible | No As per MIB

(1.3.6.1.4.1.25506.8.25.1.2.1.2) read-write Current Only support read operation
?1h§CSA %;%P?réléas%%SStaztg 12.1.3) read-write Current Only support read operation
hh3cAggPortNotAttachedString read-write Current Only support read operation

(1.3.6.1.4.1.25506.8.25.1.2.1.4)

HH3C-LswDEVM-MIB
Scalar objects of hh3cLswdevMMibObject group

Name Access PDS Description
hh3cLinkUpDownTrapEnable

(1.3.6.1.4.1.25506.8.35.9.1.9) read-write No As per MIB
hh3cdot1gTpFdbLearnStatus .

(1.3.6.1.4.1.25506.8.35.9.1.10) read-write No As per MIB
hh3cCfmWriteFlash .

(1.3.6.1.4.1.25506.8.35.9.1.11) write-only No Not supported
hh3cCfmEraseFlash write-only No Not supported

(1.3.6.1.4.1.25506.8.35.9.1.12)

hh3cdevMFanStatusTable

OID of this table is :1.3.6.1.4.1.25506.8.35.9.1.1

Name Access PDS Description
hh3cDevMFanNum read-onl No This object is used to identify
(1.3.6.1.4.1.25506.8.35.9.1.1.1.1) y uniquely fans in device.
hh3cDevMFanStatus read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.9.1.1.1.2)

hh3cdevMPowerStatusTable

OID of this table is :1.3.6.1.4.1.25506.8.35.9.1.2

Name Access PDS Description
This object is used to identify
?P%cé);eszg;}egé\lgrgS 9.1.2.1.1) read-only No uniquely powers in device or
...... .8.35.9.1.2.1. fabric.
hh3cDevMPowerStatus read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.9.1.2.1.2)
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hh3cdevMSlotEnvironmentTable

OID of this table is :1.3.6.1.4.1.25506.8.35.9.1.3

Name Access PDS Description
hh3cdevMSlotEnvironmentType

(1.3.6.1.4.1.25506.8.35.9.1.3.1.1) not-accessible | No As per MIB
hh3cDevMSlotEnvironmentStatus

(1.3.6.1.4.1.25506.8.35.9.1.3.1.2) = read-only No As per MIB
hh3cDevMSlotEnvironmentValue read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.9.1.3.1.3)

hh3cDevMSIotEnvironmentUpperL

imit read-write No As per MIB
(1.3.6.1.4.1.25506.8.35.9.1.3.1.4)

hh3cDevMSlotEnvironmentLowerlL

imit read-write No As per MIB
(1.3.6.1.4.1.25506.8.35.9.1.3.1.5)

HH3C-LswINF-MIB
hh3cifXXTable

OID of this table is :1.3.6.1.4.1.25506.8.35.1.1

Name Access PDS Description
hh3cifUnBoundPort

(1.3.6.1.4.1.25506.8.35.1.1.1.1)  read-only No Not supported
hh3ciflSPhyPort

(1.3.6.1.4.1.25506.8.35.1.1.1.2)  'ead-only No Not supported
hh3cifAggregatePort )

(1.3.6.1.4.125506.8.35.1.1.1.3)  read-only No Not supported
hh3cifMirrorPort read-write Current Not supported,
(1.3.6.1.4.1.25506.8.35.1.1.1.4) The value is always false.
(13.6.1.4.1.25506.6.36.1.1.4.5  [eadwite | Curent | Gi8 SR FRMGHE) S net
hh3cifMcastControl .

(1.3.6.1.4.1.25506.8.35.1.1.1.6)  'cad-write Current ' As per MIB
hh3cifFlowControl read-write Current Not supported,
1.3.6.1.4.1.25506.8.35.1.1.1.7

( ) The value is always false.
hh3cifSrcMacControl

(1.3.6.1.4.1.25506.8.35.1.1.1.8)  read-only No Not supported
hh3cifClearStat . . .
(1.3.6.1.4.1.25506.8.35.1.1.1.9) read-write No Only support write operation
hh3cifXXBasePortindex

(1.3.6.1.4.1.25506.8.35.1.1.1.10) = read-only No As per MIB
hh3cifXXDevPortindex

(1.3.6.1.4.1.25506.8.35.1.1.1.11)  "ead-only No As per MIB
hh3cifComboActivePort read-write No This object is obsoleted. Always
(1.3.6.1.4.1.25506.8.35.1.1.1.22) return useless value.
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hh3cifHybridPortTable

OID of this table is :1.3.6.1.4.1.25506.8.35.1.3

Name Access PDS Description
hh3cifHybridPortindex

(1.3.6.1.4.1.25506.8.35.1.3.1.1)
hh3cifHybridTaggedVlanListLow

read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.1.3.1.2) | read-write Current | As per MIB
hh3cifHybridTaggedVlanListHigh i
(1.3.6.1.4.1.25506.8.35.1.3.1.3) | read-write Current | As per MIB
hh3cifHybridUnTaggedVlanListLo i
w (13.6.1.4.1.25506.8.35.1.3.1.4) = "ead-write Current | As per MIB
hh3cifHybridUnTaggedVlanListHig read-write Current As per MIB

h (1.3.6.1.4.1.25506.8.35.1.3.1.5)
The values of below objects must be appointted at the same time when SET operation.:
hh3cifHybridTaggedVlanListLow,
hh3cifHybridTaggedVlanListHigh,
hh3cifHybridUnTaggedVlanListLow,
hh3cifHybridUnTaggedVlanListHigh

hh3cifComboPortTable

OID of this table is :1.3.6.1.4.1.25506.8.35.1.4

Name Access PDS Description
hh3cifComboPortindex
(1.3.6.1.4.1.25506.8.35.1.4.1.1)

hh3cifComboPortCurActive read-write Current Only the value fiber and copper
(1.3.6.1.4.1.25506.8.35.1.4.1.2) can be written.

read-only Yes As per MIB

Scalar objects of hh3cLswL2InfMibObject

OID of this table is :1.3.6.1.4.1.25506.8.35.5.1

Name Access PDS Description
hh3cSlotPortMax

(1.3.6.1.4.1.25506.8.35.5.1.1) read-only No As per MIB
hh3cSwitchPortMax

(1.3.6.1.4.1.25506.8.35.5.1.2) read-only No As per MIB
hh3cMaxMacLearnRange

(1.3.6.1.4.1.25506.8.35.5.1.12) read-only Current | The value is 4K.

hh3cifVLANTrunkStatusTable

OID of this table is :1.3.6.1.4.1.25506.8.35.5.1.3

Name Access PDS Description
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hh3cifVLANTrunkIndex
(1.3.6.1.4.1.25506.8.35.5.1.3.1.1)
hh3cifVLANTrunkGvrpRegistration
(1.3.6.1.4.1.25506.8.35.5.1.3.1.2)
hh3cifVLANTrunkPassListLow
(1.3.6.1.4.1.25506.8.35.5.1.3.1.4)
hh3cifVLANTrunkPassListHigh
(1.3.6.1.4.1.25506.8.35.5.1.3.1.5)

hh3cifVLANTrunkAllowListLow
(1.3.6.1.4.1.25506.8.35.5.1.3.1.6)

hh3cifVLANTrunkAllowListHigh
(1.3.6.1.4.1.25506.8.35.5.1.3.1.7)

read-only
read-write
read-only

read-only

read-write

read-write

No

Current

No

No

Current

Current

As per MIB
As per MIB
As per MIB

As per MIB

The value of this object must be
appointed with
hh3cifVLANTrunkAllowListHigh
at the same time when SET
operation.

The value of this object must be
appointed with
hh3cifVLANTrunkAllowListLow at
the same time when SET
operation.

hh3cethernetTable of hh3cLswL2InfMibObject

OID of this table is :1.3.6.1.4.1.25506.8.35.5.1.4

Name

hh3cifEthernetDuplex
(1.3.6.1.4.1.25506.8.35.5.1.4.1.3)

hh3cifEthernetMTU
(1.3.6.1.4.1.25506.8.35.5.1.4.1.4)

hh3cifEthernetSpeed
(1.3.6.1.4.1.25506.8.35.5.1.4.1.5)

hh3cifEthernetMdi
(1.3.6.1.4.1.25506.8.35.5.1.4.1.7)

hh3cMaxMaclLearn
(1.3.6.1.4.1.25506.8.35.5.1.4.1.8)

hh3cifMacAddressLearn
(1.3.6.1.4.1.25506.8.35.5.1.4.1.9)

hh3cifEthernetTest

Access

read-write

read-write

read-write

read-write

read-write

read-only

read-write

PDS

Current

Current

Current

Current

Current

No
No
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Description

Only full and auto can be writed to
GigabitEthernet interface with
fiber-optic connector.

Write is not supported by
Ten-GigabitEthernet interface.
Only interface that works at
bridge mode and support setting
jumbo frame from command line
support write operation. The
supported value range As per
MIB

s1000 and s10000 can not be
write to Ethernet interface.
s10000 can not be write to
GigabitEthenet interface with
twisted-pair connector.

Only s1000 and auto can be
writed to GigabitEthernet
interface with fiber-optic
connector.

Write is not supported by
Ten-GigabitEthernet interface.
Wirte is not supported by
Ten-GigabitEthernet interface
and GigabitEthernet interface
with fiber-optic connector.

The maximum number of MAC
addresses that the port can learn
must be no more than the number
of MAC addresses that the port
supports to learn. A
bridge-aggregation port does not
support the set value operation.

As per MIB
Not supported



(1.3.6.1.4.1.25506.8.35.5.1.4.1.10)
hh3cifMacAddrLearnMode

(1.3.6.1.4.1.25506.8.35.5.1.4.1.11) | read-only No Not supported
?1hgcgEt2e1rn265tggo6wsln§%r\éa: 41.12) read-write Current As per MIB
hh3cifEthernetisolate .

(1.3.6.1.4.1.25506.8.35.5.1.4.1.13) | read-write No Not supported
hh3cifVlanVPNStatus .

(1.3.6.1.4.1.25506.8.35.5.1.4.1.14) | 'ead-write No Not supported
hh3ciflsolateGroupID read-write Current 0 means this interface does not
(1.3.6.1.4.1.25506.8.35.5.1.4.1.17) belong to any isolate group
?1h§cg|?lip1hnz|%2%ré 8.35.5.1.4.1.18) read-only Current The default value is no(2)
hh3cifEthernetAutoSpeedMask

(1.3.6.1.4.1 .25506.8.25.5.1 4.1.19) read-only Current | As per MIB
hh3cifEthernetAutoSpeed read-write Current As per MIB

(1.3.6.1.4.1.25506.8.35.5.1.4.1.20)

hh3cPortlsolateGroupTable

OID of this table is :1.3.6.1.4.1.25506.8.35.5.1.11

Name Access PDS Description

?1h??>’c(|; ?rzs%olzeastggéo; gISngef 11.1.1) not-accessible | Current As per MIB
In read operation, if the value of
this object is 65535, it indicates
that no uplink interface is set.

read-create Current In write operation, if the value of

this object is not less than 65535,

it indicates the cancellation of the

uplink interface.

Support createAndGo, destroy

and active. When the value is

active, the port isolate group is
available. Otherwise the port
isolate group is unavailable.

Node can be set only if the device

supports multiple

PortlsolateGroups.

hh3cPortlsolateUplinkIfindex
(1.3.6.1.4.1.25506.8.35.5.1.11.1.2)

hh3cPortlsolateGroupRowStatus

(1.3.6.1.4.1.25506.8.35.5.1.11.1.3) read-create Current

hh3cifPktBufTable

OID of this table is: 1.3.6.1.4.1.25506.8.35.1.5

Name Access PDS Description
hh3cifPktBufFree

(1.3.6.1.4.1.25506.8.35.1.5.1.1) read-only No As per MIB
hh3cifPktBufinit

(1.3.6.1.4.1.25506.8.35.1.5.1.2) read-only No As per MIB
hh3cifPktBufMin read-only No As per MIB
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(1.3.6.1.4.1.25506.8.35.1.5.1.3)

hh3cifPktBufMiss
(1.3.6.1.4.1.25506.8.35.1.5.1.4) read-only No As per MIB
hh3cifPktBuflnDrop

read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.1.5.1.5)
hh3cifPktBufEgDrop

read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.1.5.1.6)
OID of this table is: 1.3.6.1.4.1.25506.8.35.1.6

Name Access PDS Description
hh3cifQueueld

read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.1.6.1)
hh3cifQueuePktBufTotal

read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.1.6.2)
hh3cifQueueBufUsed

read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.1.6.3)
hh3cifQueueBufThreCount

read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.1.6.4)

HH3C-LswMAM-MIB
hh3cdot1gTpFdbSetTable

OID of this table is :1.3.6.1.4.1.25506.8.35.3.2

Note: The set operation of this table only supports Multiple Variable Bindings set operation. Variables
that must be bound in a set operation include hh3cdot1qTpFdbSetPort, hh3cdot1qTpFdbSetStatus and
hh3cdot1qTpFdbSetOperate.

Name

hh3cdot1qTpFdbSetAddress
(1.3.6.1.4.1.25506.8.35.3.2.1.1)

hh3cdot1qTpFdbSetPort
(1.3.6.1.4.1.25506.8.35.3.2.1.2)

hh3cdot1qTpFdbSetStatus
(1.3.6.1.4.1.25506.8.35.3.2.1.3)
hh3cdot1qTpFdbSetOperate
(1.3.6.1.4.1.25506.8.35.3.2.1.4)

Access

not-accessible

read-write

read-write

read-write

PDS
No

No

No

No
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Description

As per MIB

If the state of the MAC address is
“blackhole”, the value of this
object is 0.

As per MIB

Only support set operation



HH3C-LswMix-MIB

Scalar objects of hh3cLswMix group

OID of this table is :1.3.6.1.4.1.25506.8.35.17

Name Access PDS Description
hh3cLswLastSwitchDate

(1.3.6.1.4.1.25506.8.35.17.1) read-only No As per MIB
hh3cLswLastSwitchTime

(1.3.6.1.4.1.25506.8.35.17.2) read-only No As per MIB
hh3cLswMpuSwitchsNum

(1.3.6.1.4.1.25506.8.35.17.3) read-only No As per MIB
hh3cLswMpuSwitch read-write No As per MIB

(1.3.6.1.4.1.25506.8.35.17.4)

hh3cLswXSlotTable

OID of this table is :1.3.6.1.4.1.25506.8.35.17.5

Name Access PDS Description

hh3cLswMainCardBoardStatus

(1.3.6.1.4.1.25506.8.35.17.5.1.1)  read-only No As per MIB

HH3C-RMON-EXT-MIB
hh3cprialarmTable

OID of this table is :1.3.6.1.4.1.25506.8.4.4.1

Name Access PDS Description
?1%(.:8(:?4'1?;2??8&(.8.4.4.1 1.1) read-only Current | As per MIB

?1h§cg qaia;rr;lsrmé%rgzl 441.1.2) read-write Current This object can be created
hh3cprialarmVariable read-write Current This object can be created

(1.3.6.1.4.1.25506.8.4.4.1.1.3)
This object can be created
When adding a new row, this
node may not be set any value

read-write Current and it can be provided a default
value in code implementation.
The length of value is range from
1to 127

hh3cprialarmSympol
(1.3.6.1.4.1.25506.8.4.4.1.1.4)

hh3cprialarmSampleType
(1.3.6.1.4.1.25506.8.4.4.1.1.5)
hh3cprialarmValue
(1.3.6.1.4.1.25506.8.4.4.1.1.6)

read-write Current This object can be created

When the value of this object is

read-only No out of the range of
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hh3cprialarmValue, the value of
hh3cprialarmValue will be a

negative.
:11h:3;cg qala;n;?tsaoréugﬁlirr? 17) read-write No This object can be created
?chgqajlagrgg's%gg; Ti.ﬁhﬁl%) read-write Current This object can be created
?chgqa‘llaqrggglggg;—zTihg)lg) read-write Current This object can be created
?chgqa‘llagrg?;;gggf:qnf?’é)) read-write Current This object can be created
?chgqa‘lla;rggglgggg:inzlqdﬁ() read-write Current This object can be created
?1h306p qala;n;%tsagg)éclle 41.1.12) read-write Current This object can be created
?1hgcg qala:n;?tsagg)gpz 41.1.13) read-write Current This object can be created
?P%cgqaf;n;?&n;g 4.41.1.14) read-write Current This object can be created
?1hgcg qaﬁlla:nggtsaggss 4.41.1.15) read-write Current This object can be created
HH3C-LswMSTP-MIB
Scalar objects
Name Access PDS Description
?r?:;.cg.c;t.jﬁftzpssstggﬁ.ss.14.1) read-write Current ' As per MIB
hh3cdotlsStpForceVersion read-write Current As per MIB

(1.3.6.1.4.1.25506.8.35.14.2)
The object is correlated with
dot1dStpHelloTime,
dot1dStpMaxAge and
dot1dStpForwardDelay, which is
defined in IEEE 802.1d standard.
A modification to this object will
cause the other three to change.

hh3cdot1sStpDiameter Changing any of

(1.3.6.1.4.1.25506.8.35.14.3) read-write Current 4 t1dStpHelloTime,
dot1dStpMaxAge and
dot1dStpForwardDelay alone will
result in incorrect correlation
between this object and these
three ones. If any of these three
objects changed, the reading
value of this object is insignificant.

hh3cdot1sMstBridgeMaxHops .

(1.3.6.1.4.1.25506.8.35.14.4) read-write Current | As per MIB

hh3cdot1sMstMasterBridgelD

(1.3.6.1.4.1.25506.8.35.14.5) read-only No As per MIB

hh3cdot1sMstMasterPathCost

(1.3.6.1.4.1.25506.8.35.14.6) read-only No As per MIB

hh3cdot1sMstBpduGuard .

(1.3.6.1.4.1.25506.8.35.14.7) read-write Current | As per MIB

hh3cdot1sMstAdminFormatSelect read-write No Only can be set 0

or (1.3.6.1.4.1.25506.8.35.14.8) y

hh3cdot1sMstAdminRegionName read-write No As per MIB

(1.3.6.1.4.1.25506.8.35.14.9)
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hh3cdot1sMstAdminRevisionLevel
(1.3.6.1.4.1.25506.8.35.14.10)
hh3cdot1sMstOperFormatSelector
(1.3.6.1.4.1.25506.8.35.14.11)
hh3cdot1sMstOperRegionName
(1.3.6.1.4.1.25506.8.35.14.12)
hh3cdot1sMstOperRevisionLevel
(1.3.6.1.4.1.25506.8.35.14.13)
hh3cdot1sMstOperConfigDigest
(1.3.6.1.4.1.25506.8.35.14.14)
hh3cdot1sMstRegionConfActive
(1.3.6.1.4.1.25506.8.35.14.15)
hh3cdot1sMstDefaultVIanAllo
(1.3.6.1.4.1.25506.8.35.14.16)
hh3cdot1sMstDefaultRegionName
(1.3.6.1.4.1.25506.8.35.14.17)

hh3cdot1sStpPathCostStandard
(1.3.6.1.4.1.25506.8.35.14.21)

read-write
read-only
read-only
read-only
read-only
read-write
read-write

read-write

read-write

No

No

Current

Current

No

No

No

No

No

As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

Value disable is only effective for
reading.

As per MIB

As per MIB

Path cost standard of the bridge.
Value dot1d-1998 is IEEE 802.1d
standard in 1998, value dot1t is
|IEEE 802.1t standard, and value
legacy is a private legacy
standard.

hh3cdot1sVIDAIllocationTable

OID of this table is :1.3.6.1.4.1.25506.8.35.14.18

Name Access PDS Description
?1%?5.?:54\/.'?5\?(;36.8.35.14.18.1 ) | read-only Current | As per MIB
?1}1.?::,.05.?11?3?5%'(\3@3?5.14.18.1 ) | read-wite No As per MiB
?1%?5.?:510.22?(4;%?35.14.18.1 3) | read-only Current | As per MIB

hh3cdot1slnstanceTable

OID of this table is :1.3.6.1.4.1.25506.8.35.14.19
Name Access PDS Description
?1}1.?:;.03?.15;[.1;535%%?!3?35.14.19.1 1) | read-only Current | As per MIB
?1%.05.?.154\/.';2?6'2%?:'52.14.19.1 =) | read-only No As per MIB
(13614 1955068 36.14.19.1.3) | 1e@0-wie | Curent | As per MiB
(13614195506 8 3,14 10.1.4) | rea0-only | No As per MIB
?ﬁ%.cgﬂt.fw;g?gggg??ﬁtg.1 5) | read-only No As per MIB
?ﬁg.cgﬁt:fw;g?ggiggn4.19.1 ) | read-only No As per MIB
?1}1.?:;%.(1)?:\/.';2?8;%?14.19.1 7) | read-wrie Current ' As per MIB
hh3cdot1sMstiRemainingHops read-only No As per MIB
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(1.3.6.1.4.1.25506.8.35.14.19.1.8)
hh3cdot1sMstiAdminMappedVianL

istLow read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.14.19.1.9)
hh3cdot1sMstiAdminMappedVlanL
istHigh read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.14.19.1.10
)
hh3cdot1sMstiOperMappedVlanLi
stLow read-only Current As per MIB
(1.3.6.1.4.1.25506.8.35.14.19.1.11
)
hh3cdot1sMstiOperMappedVlanLi
stHigh
(1.3.6.1.4.1.25506.8.35.14.19.1.12 | read-only Current ' As per MIB
)
OID of this table is :1.3.6.1.4.1.25506.8.35.14.20

Name Access PDS Description
hh3cdot1sMstiPortindex
(1.3.6.1.4.1.25506.8.35.14.20.1.1) | read-only No As per MIB
hh3cdot1sMstiState read-only No The value Disabled is not used by
(1.3.6.1.4.1.25506.8.35.14.20.1.2) the node
hh3cdot1sMstiPortPriority read-write Current This object can not be set on the
(1.3.6.1.4.1.25506.8.35.14.20.1.3) ONU port.

This object can not be set on the
hh3cdot1sMstiPathCost read-write Current ONU port when the .
(1.3.6.1.4.1.25506.8.35.14.20.1.4) hhh3cdot1sinstancelD is more

than 0.
hh3cdot1sMstiDesignatedRoot
(1.3.6.1.4.1.25506.8.35.14.20.1.5) | "ead-only No As per MIB
hh3cdot1sMstiDesignatedCost
(1.3.6.1.4.1.25506.8.35.14.20.1.6) | "°2d-only No As per MIB
hh3cdot1sMstiDesignatedBridge
(1.3.6.1.4.1.25506.8.35.14.20.1.7) | "ead-only No As per MIB
hh3cdot1sMstiDesignatedPort
(1.3.6.1.4.1.25506.8.35.14.20.1.8) | "e@d-only No As per MIB
hh3cdot1sMstiMasterBridgelD
(1.3.6.1.4.1.25506.8.35.14.20.1.9) | "ead-only No As per MIB
hh3cdot1sMstiMasterPortCost
(1.3.6.1.4.1.25506.8.35.14.20.1.10 | read-only No As per MIB
)
hh3cdot1sMstiStpPortEdgeport
(1.3.6.1.4.1.25506.8.35.14.20.1.11 = read-write Current As per MIB
)
hh3cdot1sMstiStpPortPointToPoin
t .
(1.3.6.1.4.1.25506.8.35.14.20.1.12  read-write Current | As per MIB
)
hh3cdot1sMstiStpMcheck
(1.3.6.1.4.1.25506.8.35.14.20.1.13 | read-write No As per MIB
)
hh3cdot1sMstiStpTransLimit
(1.3.6.1.4.1.25506.8.35.14.20.1.14 = read-write Current Default value is 10
)
hh3cdot1sMstiStpRXStpBPDU read-only No As per MIB
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(1.3.6.1.4.1.25506.8.35.14.20.1.15
)

hh3cdot1sMstiStpTXStpBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.16
)

hh3cdot1sMstiStpRXTCNBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.17
)

hh3cdot1sMstiStpTXTCNBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.18
)

hh3cdot1sMstiStpRXRSTPBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.19
)

hh3cdot1sMstiStpTXRSTPBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.20
)
hh3cdot1sMstiStpRXMSTPBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.21
)

hh3cdot1sMstiStpTXMSTPBPDU
(1.3.6.1.4.1.25506.8.35.14.20.1.22
)

hh3cdot1sMstiStpClearStatistics
(1.3.6.1.4.1.25506.8.35.14.20.1.23
)
hh3cdot1sMstiStpDefaultPortCost
(1.3.6.1.4.1.25506.8.35.14.20.1.24
)

hh3cdot1sMstiStpStatus
(1.3.6.1.4.1.25506.8.35.14.20.1.25
)

hh3cdot1sMstiPortRootGuard
(1.3.6.1.4.1.25506.8.35.14.20.1.26
)

hh3cdot1sMstiPortLoopGuard
(1.3.6.1.4.1.25506.8.35.14.20.1.27
)

hh3cdot1sMstiStpPortSendingBP
DUType
(1.3.6.1.4.1.25506.8.35.14.20.1.28
)
hh3cdot1sMstiStpOperPortPointTo
Point
(1.3.6.1.4.1.25506.8.35.14.20.1.29
)

hh3cdot1sMstiStpPortAdminBPDU
Fmt
(1.3.6.1.4.1.25506.8.35.14.20.1.30

)

hh3cdot1sMstiStpPortOperBPDUF
mt
(1.3.6.1.4.1.25506.8.35.14.20.1.31

)

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-write

read-write

read-write

read-write

read-write

read-only

read-only

read-write

read-only

No

No

No

No

No

No

No

No

No

Current

Current

Current

Current

Current

No

No
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As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

The value of the node is an
administrative value. Value
legacy means that the MST
BPDU format is forced to legacy.
Value dot1s means that the MST
BPDU format is forced to IEEE
802.1s. Value auto means that
the format of MST BPDU sending
on the port is determined by the
MST BPDU that the port has
received. Effective in CIST.

The format of MST BPDU which
the port is sending. Value legacy
means that the format of MST
BPDU sending on the port is
legacy. Value dot1s means that
the format of MST BPDU sending



on the port is IEEE 802.1s.
Effective in CIST.

HH3C-VOICE-VLAN-MIB

Scalar objects

Name Access PDS Description
?1hgcf\;/ c1)|2e1\/ IzagsE()%aglgdzlgi read-write Current Not supported
?1h:§ce\;/ (1)|2e1\/ ?;5%%”5 g?;IeList read-write Current Not supported
?1hgcf\;/ ?'261\/ Izagébagénzgglge read-write Current As per MIB
?1h:§ce\;/ ?|2e1\/ ?;&%ﬁg%?é?te read-write Current Not supported
hh3cVoiceVlanSecurityState read-write Current As per MIB

(1.3.6.1.4.1.25506.2.9.6)

hh3cvoiceVlanOuiTable

OID of this table is :1.3.6.1.4.1.25506.2.9.1
1) hh3cVoiceVlanOuiAddress is the index of this table.

2) When using RowStatus to adding a row, hh3cVoiceVlanOuiMask must be appointed,
hh3cVoiceVlanOuiDescription can be null.

3) All the objects in this table can not be set separately. The value must be appointed when creating the
row. After a row created, all the instance of this row can not be changed.

Name Access PDS Description
hh3cVoiceVlanOuiAddress
(1.3.6.1.4.1.25506.2.9.1.1.1)
hh3cVoiceVlanOuiMask

read-only Current As per MIB

(1.3.6.1.4.1.25506.2.9.1.1.2) read-write Current ' As per MIB
hh3cVoiceVlanOuiDescription read-write Current The first letter can not be blank for
(1.3.6.1.4.1.25506.2.9.1.1.3) set operation
hh3cVoiceVlanOuiRowStatus read-create No As per MIB

(1.3.6.1.4.1.25506.2.9.1.1.4)

hh3cvoiceVlanPortTable

OID of this table is :1.3.6.1.4.1.25506.2.9.7

Name Access PDS Description
?1h§cg/ ?'261\/ IzasnsPo%rtlzf I3d7e;< 1) not-accessible | Current As per MIB
hh3cVoiceVlanPortMode

(1.3.6.1.4.1.25506.2.9.7.1.2) read-write Current ' As per MIB
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HH3C-LswVLAN-MIB

Scalar objects

Name Access PDS Description

hh3cVLANMibGarpLeaveAllTime

(1.3.6.1.4.1.25506.8.35.2.2.14) read-write Current | As per MIB

hh3cvLANMibSwitchCountTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.2.15

Name Access PDS Description
hh3CVLANMIbSWichGMRPRXPKE | o\ o As por MIB
(1.3.6.1.4.1.25506.8.35.2.2.15.1.1)

hh3CVLANMIbSwitchGVRPRXPKL o\ No As por MIB
(1.3.6.1.4.1.25506.8.35.2.2.15.1.2)

hh3cVLANMibSwitchGMRPTXPkt

(1.3.6.1.4.1.25506.8.35.2.2.15.1.3) | "ead-only No As per MIB
hh3CVLANMIbSWitchGVRPTXPKE o\ No As por MIB
(1.3.6.1.4.1.25506.8.35.2.2.15.1.4)

hh3cVLANMibSwitchDiscardedPkt |\ No As por MIB

(1.3.6.1.4.1.25506.8.35.2.2.15.1.5)

hh3cVLANMibSwitchGarpStatClea
r write-only No As per MIB
(1.3.6.1.4.1.25506.8.35.2.2.15.1.6)

hh3cvLANMibHoldTimeTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.2.16

Name Access PDS Description

1) The unit of timer is

centiseconds ;

HoldTime < (JoinTime/2) and the
read-write Current value of HoldTime must be

multiple of 5 centiseconds;

2) JoinTime < (LeaveTime/2);

LeaveTime < (LeaveallTime).

hh3cVLANMibHoldTime
(1.3.6.1.4.1.25506.8.35.2.2.16.1.1)

hh3cdot1qVlanMIBTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.1.1

Name Access PDS Description
hh3cdot1gVlanindex read-only No As per MIB
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(1.3.6.1.4.1.25506.8.35.2.1.1.1.1)
Spaces at the beginning or the
end of the hh3cdot1qVlanName
will be removed.
A string composed with spaces is
not supported either.

hh3cdot1gqVIianName read-write Current A null string inputted as
(1.3.6.1.4.1.25506.8.35.2.1.1.1.2) hh3cdot1gVianName will be
replaced with the default name of
the vlan.
Default value for each vlan is
“vlan xxxx”, and xxxx is serial
number of the vlan.
?chgﬁth}/?%%%ﬂ; 35.2.1.1.1.3) read-write Current As per MIB
?1hgcgc1)t14q1\/lza5nsToygg 35.2.1.1.1.4) read-write Current As per MIB
hh3cdot1qVlanMacFilter read-only No As per MIB

(1.3.6.1.4.1.25506.8.35.2.1.1.1.5)

hh3cdot1gVlanMcastUnknownProt
0s read-only No As per MIB
(1.3.6.1.4.1.25506.8.35.2.1.1.1.6)

hh3cExistInterface

(1.3.6.1.4.1.25506.8.35.2.1.1.1.7) | read-only No As per MIB
hh3cVlaninterfacelndex
(1.3.6.1.4.1.25506.8.35.2.1.1.1.8) | "ead-only No As per MIB
Not supported.
hh3cdot1gVlanMacLearn . .
(1.3.6.1.4.1.25506.8.35.2.1.1.1.9) read-only No Its valu? is always 2(fl?se), which
means “not supported
hh3cdot1qgVlanStatus
(1.3.6.1.4.1.25506.8.35.2.1.1.1.10) | "®ad-only No As per MIB
hh3cdot1qVlanCreationTime
(1.3.6.1.4.1.25506.8.35.2.1.1.1.11) | "ead-only No As per MIB
hh3cdot1qgVlanPriority .
(1.3.6.1.4.1.25506.8.35.2.1.1.1.12) | "ead-write No As per MIB
hh3cdot1qVIianRowStatus read-create No Only support active(1),
(1.3.6.1.4.1.25506.8.35.2.1.1.1.13) createAndgo(4) and destroy(6)
hh3cdot1qVlanBroadcastSuppress
ion read-write No Not supported.
(1.3.6.1.4.1.25506.8.35.2.1.1.1.14)
hh3cdot1qVlanTaggedPorts )
(1.3.6.1.4.1.25506.8.35.2.1.1.1.17) | "ead-only Current | As per MIB
hh3cdot1qVIanUntaggedPorts read-only Current As per MIB

(1.3.6.1.4.1.25506.8.35.2.1.1.1.18)

1.hh3cdot1gVIianMIBTable is used for vlan information management and monitor, It can be used
for VLAN row creation, deletion, and VLAN property configuration and query.

In this table the leaf node can be classified as config node and query node, config node can both
be used for config and query purposes, while query node can be used for query only.

The config node in this table include:
hh3cdot1qVlanName
hh3cdot1qVlanPorts
hh3cdot1qVlanType
hh3cdot1qVlanPriority
hh3cdot1qVlanRowStatus
hh3cdot1qVlanBroadcastSuppression
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hh3cdot1qVlanBcastSuppressionPPS
hh3cdot1qVlanMulticast (Not support)
Rest of the leaf nodes are query nodes.
2.hh3cdot1qVlanMIBTable configuration instruction:
hh3cdot1qVlanMIBTable use VLAN Index as the table index, which is normally called VLANID,

if a row is to be created, it is recommended to traverse this table first and use the unused VLAN
index to create the row. In this table rowstatus only support active(1), createAndGo(4), destory(6).

For this MIB ,there are two kinds of operation:
2.1 hh3cdot1qVIanRowStatus(createAndGo(4)) and nodes are set together
When the rowstatus node and the following nodes are set simultaneously
hh3cdot1qVlanName
hh3cdot1qVlanPorts
hh3cdot1qVlanType
hh3cdot1qVlanPriority
hh3cdot1qVlanBroadcastSuppression
hh3cdot1qVlanBcastSuppressionPPS
hh3cdot1qVlanMulticast (Not support)

For hh3cdot1gVlanName, VLAN name string check is performed, the row is created only if the
string check succeeds.

For rest of the leaf nodes listed above, the row will be created before setting the properties. If
errors happen when setting the properties, the operation will fail while the row has already been
created.

Here is some examples for the error mentioned above:

1) hh3cdot1qPorts: through this MIB node only access type ports can be added or deleted.
Operation will fail while the row has already been created, if some of the ports to be added or deleted
are not of access type.

2) hh3cdot1qVlanType: with value sub-vlan(3) can not be set using this MIB, when
rowstatus(createAndGo(4)) and hh3cdot1qVlanType(sub-vlan(3)) are set together, Operation will fail
while the row has already been created.

It is recommended to set hh3cdot1qVIlanRowStatus(createAndGo(4)) and other node properties
separately to avoid such kind of error.

2.2 Row already exist and set node properities:
For the following nodes:
hh3cdot1qVlanName  The name length can not exceed 32 charcters.

hh3cdot1qVlanPorts  To set the node successfully you should first get the value of the node,
and then only change the corresponding bit of the access port.

hh3cdot1qVlanType sub-vlan(3) secondary-vlan(5) can not be set using this MIB
hh3cdot1qVlanPriority
hh3cdot1qVlanBroadcastSuppression
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hh3cdot1qVlanBcastSuppressionPPS
hh3cdot1qVlanMulticast (Not support)
3. configuration example

1) Configuration succeess

hh3cdot1qVlanRowStatus(createAndGo(4)) are set together with hh3cdot1qVlanName using
value "vlantest", use the index unused in this table, the row is created and hh3cdot1gVlanName is
set successfully.

2) Configuration fail

Precondition: there is trunk type port existing on the device and port not belongs to this vlan.
hh3cdot1qVlanRowStatus(createAndGo(4)) and hh3cdot1qVlanPorts with trunk port corresponding
bit in the octet string setting to 1 are set together, Operation will fail while the row has already been
created.

hh3cVlaninterfaceTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.1.2

Name Access PDS Description
hh3cVlaninterfacelD

(1.3.6.1.4.1.25506.8.35.2.1.2.1.1) = read-only No As per MIB

hh3cdot1gVlanIiD

(1.3.6.1.4.1.25506.8.35.2.1.2.1.2) | read-only No As per MIB
hh3cdot1qVlanlpAddress and

hh3cdot1qVianlpAddress read-write Current hh3cdot1qVlanlpAddressMask

(1.3.6.1.4.1.25506.8.35.2.1.2.1.3) .
must by set simultaneously.

hh3cdot1qVlanlpAddress and
read-write Current hh3cdot1qVlanlpAddressMask
must by set simultaneously.

hh3cdot1qgVlanlpAddressMask
(1.3.6.1.4.1.25506.8.35.2.1.2.1.4)

hh3cVlaninterfaceAdminStatus

(1.3.6.1.4.1.25506.8.35.2.1.2.1.5) read-write Current As per MIB
hh3cVlaninterfaceFrameType
(1.3.6.1.4.1.25506.8.35.2.1.2.1.6) | read-only No As per MIB

Only support active(1),

createAndgo(4) and destroy(6).
When the rowstatus node and the
other nodes in this table are set
simultaneously, the row will be
created before setting the
properties, if errors happen when
setting the properties, operation

read-create No will fail while the row has already
been created. It is recommended
to set hh3clnterfaceRowStatus
(createAndGo(4)) and other node
properties separately to avoid
such kind of error. Set status
column to createAndGo when the
status column is active, it will be
succeed.

hh3clnterfaceRowStatus
(1.3.6.1.4.1.25506.8.35.2.1.2.1.7)
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hh3ciflsolateMappingTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.1.4

The values of below objects must be appointted at the same time when SET operation.:

hh3ciflsolateSecondaryVlanlistLow,

hh3ciflsolateSecondaryVlanlistHigh,

Name Access PDS Description
hh3ciflsolatePrimaryVlanID

(1.3.6.1.4.1.25506.8.35.2.1.4.1.1) | "ead-only No As per MIB
hh3ciflsolateSecondaryVlanlistLow .

(1.3.6.1.4.1.25506.8.35.2.1.4.1.2) = ead-write No As per MIB
hh3ciflsolateSecondaryVlanlistHig

h read-write No As per MIB

(1.3.6.1.4.1.25506.8.35.2.1.4.1.3)

hh3cVlaninterfaceAddrTable

OID of this table is :1.3.6.1.4.1.25506.8.35.2.1.5

Name Access PDS Description
hh3cVlaninterfacelplfindex

(1.3.6.1.4.1.25506.8.35.2.1.5.1.1) = "ead-only No As per MIB
?1hgce\5/ Ifglr;tggfggglg%%d; 151.2) read-write Current As per MIB
?1h§ce\;/ uazlqtggggglgl\gzsg 151.3) read-write Current As per MIB
hh3cVlaninterfacelpType .

(1.3.6.1.4.1.25506.8.35.2.1.5.1.4) | read-write No As per MIB
hh3cVlaninterfacelpRowStatus read-create No As per MIB

(1.3.6.1.4.1.25506.8.35.2.1.5.1.5)

HH3C-TRNG-MIB

This MIB is used to manage time-range.

When creating an absolute time-range, configure hh3cTrngCreateTimerangeTable firstly, then use
the value of hh3cTrngindex as the value of hh3cTrngAbsoluteNamelndex to create
hh3cTrngAbsoluteTable. For example, hh3cTrngCreateTimerangeTable is configured, and value of
hh3cTrngindex are 1,2,5, then 1,2,5 can be specified as index for creating hh3cTrngAbsoluteTable.

When creating a periodic time-range, configure hh3cTrngCreateTimerangeTable firstly, then use the
value of hh3cTrngindex as the value of hh3cTrngPeriodicNamelndex to create
hh3cTrngPeriodicTable. For example, hh3cTrngCreateTimerangeTable is configured, and value of
hh3cTrngindex are 1,2,5, then 1,2,5 can be specified as index for creating hh3cTrngPeriodicTable.

After saving and rebooting, the value of hh3cTrngindex, hh3cTrngAbsoluteNamelndex,
hh3cTrngAbsoluteSublndex, hh3cTrngPeriodicNamelndex and hh3cTrngPeriodicSubindex may be
adjusted.
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If hh3cTrngCreateTimerangeTable is configured, hh3cTrngAbsoluteTable and
hh3cTrngPeriodicTable are not configured, time-range does not actually exist, and the configuration
of hh3cTrngCreateTimerangeTable may be lost after saving and rebooting.

hh3cTrngCreateTimerangeTable

OID of this table is :1.3.6.1.4.1.25506.8.13.1.1

Name Access PDS Description
hh3cTrngindex

(1.3.6.1.4.1.25506.8.13.1.1.1.1) | notaccessible | No As per MiB
?1%?;2?91.’\1?22(3506.8.13.1 14.2) | ead-create Current | As per MIB
(13619125606 8.13.0.1.1.3 | readonly Current | AsperMIB
hh3cTrngCreateRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.8.13.1.1.1.4)

hh3cTrngAbsoluteTable

OID of this table is :1.3.6.1.4.1.25506.8.13.1.2

Name Access PDS Description
e ameer, | mokaccessile No  AsperMiB
(1361 9.1.255068.18.121.2) | NOvacoessile | No | As per MiB
AT e geAbtoeSTTe | roagaroale | Curent | A per B
OTIeGERIOMEENCTIT® | readareate | Curent | A per MIB
hh3cTimerangeAbsolueRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.8.13.1.2.1.5)

hh3cTrngPeriodicTable

OID of this table is :1.3.6.1.4.1.25506.8.13.1.3

Name Access PDS Description
hh3cTrngPeriodicNamelndex

(1.3.6.1.4.1.25506.8.13.1.3.1.1) | "otaccessible | No As per MIB
(156,141 25506.8.49.1312)  novaccessile | No | AsporMiB
?1h§ce;l' Tgﬁeggg(l)%ljg)ngg ?53) read-create Current As per MIB
(13614 120506815131y | reoc-create | Curtent | As per MiB
TGRS | readoreate | Curtent | AsporMIB
hh3cTimerangePeriodicRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.8.13.1.3.1.6)
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HH3C-8021PAE-MIB
hh3cdot1xPaeSystem group

OID of this table is :1.3.6.1.4.1.25506.8.6.1.1

Name Access PDS Description
hh3cdot1xAuthQuietPeriod

(1.3.6.1.4.1.25506.8.6.1.1.1) read-write Current The value range is [10-120]
?1h§cgc1>t1x¢;t5hs'l'ox6P8eréo$ 12) read-write Current The value range is [10-120]
?1h§cg?tlx¢121t5hssolgpg'gr?e10§; read-write Current The value range is [10-120]
?1h§cgc1>t1x¢;t5hssozr\éeg1que2)u t read-write Current The value range is [100-300]
?1h:§cg(ztlx¢;t5hsl\ggx8l? gq1 1.5) read-write Current The value range is [1-10]
hh3cdotxAuthReAuthPeriod read-write Current The value range is [60-7200]

(1.3.6.1.4.1.25506.8.6.1.1.6)

hh3cdot1xAuthMethod i The value is chap(1), pap(2) or
(1.3.6.1.4.1.25506.8.6.1.1.7) read-write Current | £ap(3).

hh3cdot1xAuthConfigExtTable

OID of this table is :1.3.6.1.4.1.25506.8.6.1.2.1

Name Access PDS Description
(ARSI | readurte | Curent | AsporMIB
OGNS | roadurte | Curont | A per MIB
ST readaurte | Curent | A per I3
OIlpATT ST reacony Mo AsperiB
oSS reasurte Mo | Asperis
oA TS | readurte | Curont | A per MIB
hh3cdot1xpaeportHandshakeStatu read-write Current As per MIB

$(1.3.6.1.4.1.25506.8.6.1.2.1.1.7)

Scalar objects of hh3cdot1xPaeTraps group

OID of this table is :1.3.6.1.4.1.25506.8.6.1.0

These objects are filled into Supplicantproxycheck trap when such a trap is sent.

Name Access PDS Description
hh3cproxycheckVlanid accessible-for-
(1.3.6.1.4.1.25506.8.6.1.0.2) notify No As per MIB
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hh3cproxycheckPortName accessible-for-

(1.3.6.1.4.1.25506.8.6.1.0.3) notify No As per MIB
e oo | oo™ N Aspermis
(1514t 2580666105 | oty [ No | AsperMiB
(136141 2550686106 | notty 0 (No | AsperMis

HH3C-LswlIGSP-MIB
hh3cLswigmpsnoopingMibObject

OID of this table is :1.3.6.1.4.1.25506.8.35.7.1

Name Access PDS Description

hh3clgmpSnoopingStatus
(1.3.6.1.4.1.25506.8.35.7.1.1)
hh3clgmpSnoopingRouterPortAge

read-write Current The default setting is disabled

(1.3.6.1.4.1.25506.8.35.7.1.2) read-write Current | As per MIB
(13614155506 8367 1) | | read-wie | Cuent | As per MiB
??3‘1'57’?72?.“z°5°5p329£'§§f;.i?7§) read-write Current | As per MIB
hh3clgmpSnaopingNonFloodingSt read-write Current The default setting is disabled.

atus (1.3.6.1.4.1.25506.8.35.7.1.8)

hh3clgmpSnoopingStatsObjects

OID of this table is :1.3.6.1.4.1.25506.8.35.7.1.10

Name Access PDS Description
RIS ) sseny Mo AsperhiB
?1h30§$31\/|162“/5|2(8)(?§%g’;u1m1 0.2)  ead-only No As per MIB
(136,141 2550683571103  "eabony  No | AsperMis
?P%i? ;aZYzc.sanlggg.F;%p;;tﬂ 91%.4) read-only No As per MIB
RGP gy oty No | AsperhiD
(1361 4.1.28506.6.35.7.1.408) | 3ony  No | AsperMiB
ST Thory ooy ho | moprto
hh3clgmpSnoopingClearStats read-write No As per MIB

(1.3.6.1.4.1.25506.8.35.7.1.10.8)
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hh3clgmpSnoopingVlanStatusTable

OID of this table is :1.3.6.1.4.1.25506.8.35.7.1.9

Name Access PDS Description

hh3clgmpSnoopingVlanID ) .

(1.3.6.1.4.1.25506.8.35.7.1.9.1.1) | no-accessible = Current | As per MIB

hh3clgmpSnoopingVlanEnabled o

(1.3.6.1.4.1.25506.8.35.7.1.9.1.2) | read-write No As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.8.2.1.1

Name Access PDS Description

hh3cAcIMib2Mode .

(1.3.6.1.4.1.25506.2.8.2.1.1.1) read-write No Not supported

hh3cAclIMib2Version

(1.3.6.1.4.1.25506.2.8.2.1.1.2) read-only No As per MIB

hh3cAclIMib20bjectsCapabilities read-only No As per MIB

(1.3.6.1.4.1.25506.2.8.2.1.1.3)

hh3cAclMib2CapabilityTable

OID of this table is :1.3.6.1.4.1.25506.2.8.2.1.2

Name Access
hh3cAclIMib2EntityType
(1.3.6.1.4.1.25506.2.8.2.1.2.1.1)
hh3cAcIMib2Entitylndex
(1.3.6.1.4.1.25506.2.8.2.1.2.1.2)
hh3cAcIMib2Modulelndex
(1.3.6.1.4.1.25506.2.8.2.1.2.1.3)
hh3cAcIMib2Characteristicsindex
(1.3.6.1.4.1.25506.2.8.2.1.2.1.4)
hh3cAcIMib2CharacteristicsDesc
(1.3.6.1.4.1.25506.2.8.2.1.2.1.5)
hh3cAcIMib2CharacteristicsValue
(1.3.6.1.4.1.25506.2.8.2.1.2.1.6)

not-accessible
not-accessible
not-accessible
not-accessible
read-only

read-only

hh3cAcINumberGroupTable

PDS
No

No

No

No

No

No

OID of this table is :1.3.6.1.4.1.25506.2.8.2.1.3

Notes:
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As per MIB
As per MIB
As per MIB
As per MIB
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If the value of hh3cAcINumberGrouplndex is between 5000 and 5999, it means to configure an
user acl, then hh3cAcINumberGroupMatchOrder and hh3cAciINumberGroupStep are forbidden,
because user acl does not support configuring match-order and step.

Name Access PDS Description
hh3cAcINumberGroupType .

(1.3.6.1.4.1.25506.2.8.2.1.3.1.1) not-accessible | Current As per MIB
hh3cAcINumberGrouplndex .

(1.3.6.1.4.1.25506.2.8.2.1.3.1.2) not-accessible | Current As per MIB
hh3cAcINumberGroupRowStatus read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.8.2.1.3.1.3) createAndGo(4), and destroy(6)
hh3cAcINumberGroupMatchOrder

(1.3.6.1.4.1.25506.2.8.2.1.3.1.4)  'ead-create | Current ' As per MIB
hh3cAcINumberGroupStep

(1.3.6.1.4.1.25506.2.8.2.1.3.1.5)  read-create | Current | Asper MIB
hh3cAcINumberGroupDescription

(1.3.6.1.4.1.25506.2.8.2.1.3.1.6)  'ead-create | Current ' As per MIB
hh3cAcINumberGroupCountClear .

(1.3.6.1.4.1.25506.2.8.2.1.3.1.7)  read-write No As per MIB
hh3cAcINumberGroupRuleCounte read-only Current As per MIB

r(1.3.6.1.4.1.25506.2.8.2.1.3.1.8)

hh3cAclIPAcIBasicTable

OID of this table is :1.3.6.1.4.1.25506.2.8.2.2.2

Notes:

If a rule will be created, hh3cAclIPAcIBasicRowStatus must be 4 and the rule number does not
exist.

The value of hh3cAclIPAcIBasicAct is 1, 2 or 3.

If the node hh3cAclIPAcIBasicSrcAny is set and the value of hh3cAclIPAcIBasicSrcAny is true, the set
operation of hh3cAclIPAcIBasicSrcAddrType, hh3cAclIPAciBasicSrcAddr, hh3cAclIPAcIBasicSrcPrefix or
hh3cAclIPAcIBasicSrcWild does not be executed. when the node hh3cAclIPAcIBasicSrcAny is not set, If
the node hh3cAclIPAcIBasicSrcAddrType is set and the value of hh3cAclliPAcIBasicSrcAddrType is 1,
hh3cAclIPAcIBasicSrcAddr and hh3cAclIPAciBasicSrcWild must be set correctly and the set operation of
node hh3cAclIPAcIBasicSrcPrefix is forbidden; If the node hh3cAclIPAcIBasicSrcAddrType is set and the
value of hh3cAclIPAcIBasicSrcAddrType is 2, hh3cAclIPAcIiBasicSrcAddr and hh3cAclIPAcIBasicSrcPrefix
must be set correctly and the set operation of node hh3cAclIPAcIBasicSrcWild is forbidden.. The value of
hh3cAclIPAcIBasicSrcAddrType is 1 or 2 now.

If VPN instance exists,hh3cAclIPAcIBasicVpninstanceName can be set ,otherwise it can not.
The value of hh3cAclIPAcIBasicFragmentFlag is only 0 or 2 now.
All the objects in the table except hh3cAclIPAcIBasicComment can not be modified now.

If destroy operation is executed, hh3cAcliIPAclBasicRowStatus value must be 6,and the value of
hh3cAcINumberGroupType,hh3cAcINumberGroupindex  hh3cAclIPAciBasicRuleindex must  exist,
otherwise it will return error.

Name Access PDS Description

?chéb‘ ?T?g?ggggg%gdgﬁ 1) not-accessible | Current As per MIB
hh3cAclIPAcIBasicRowStatus read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.8.2.2.2.1.2) createAndGo(4), and destroy(6)
hh3cAclIPAclIBasicAct read-create Current As per MIB
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(1.3.6.1.4.1.25506.2.8.2.2.2.1.3)
hh3cAclIPAcIBasicSrcAddrType

(1.3.6.1.4.1.25506.2.8.2.2.2.1.4) | read-create | Current | As per MIB
ISCACIPABISCIALS, gy | roasrats | Cutont | AsporMi3
(13614128506 26,025 16) | feaccreate | Curent | As per MIE
?1h§cgilfﬁc;?§géc§r§gn%’21 7) read-create Current The default value is true(1).
hh3cAcliPAciBasicSrcWild read-create Current As per MIB

(1.3.6.1.4.1.25506.2.8.2.2.2.1.8)
hh3cAclIPAcIBasicTimeRangeNa

me read-create Current As per MIB
(1.3.6.1.4.1.25506.2.8.2.2.2.1.9)

hh3cAclIPAcIBasicFragmentFlag

(1.3.6.1.4.1.25506.2.8.2.2.2.1.10) | 'ead-create = Current | Support0and 2
hh3cAclIPAcIBasicLog

(1.3.6.1.4.1.255062.8.2.2.2.1.11) | 'ead-create | Current ' As per MIB
hh3cAclIPAcIBasicCount

(1.3.6.1.4.1.25506.2.8.2.2.2.1.12) | read-only No As per MIB
hh3cAclIPAcIBasicCountClear .

(1.3.6.1.4.1.25506.2.8.2.2.2.1.13) | read-write No Not supported
hh3cAclIPAciBasicEnable

(1.3.6.1.4.1.25506.2.8.2.2.2.1.14) | read-only No As per MIB
hh3cAclIPAcIBasicVpninstanceNa

me read-create Current As per MIB
(1.3.6.1.4.1.25506.2.8.2.2.2.1.15)

hh3cAclIPAcIBasicComment read-create current Only support read and set
(1.3.6.1.4.1.25506.2.8.2.2.2.1.16) operation.

hh3cAclIPAclAdvancedTable

OID of this table is :1.3.6.1.4.1.25506.2.8.2.2.3
Notes:

If a rule will be created, hh3cAclIPAclAdvancedRowStatus must be 4 and the rule number does
not exist.

The value of hh3cAclIPAclAdvancedActis 1, 2 or 3;

When the value of hh3cAcliPAclAdvancedProtocol is udp or tcp, hh3cAcliPAclAdvancedSrcOp,
hh3cAclIPAclAdvancedSrcPort1 and hh3cAcllIPAclAdvancedSrcPort2 can be set;

The value of hh3cAclIPAclAdvancedDestAddrType and hh3cAcliPAclAdvancedSrcAddrType is 1 or 2.

When the value of hh3cAclIPAclAdvancedProtocol is ICMP or ICMPV6, hh3cAclIPAclAdvancedicmpType
and hh3cAclIPAclAdvancedlcmpCode can be set, otherwise it can not.

If the node hh3cAclIPAclAdvancedSrcAny is set and the value of hh3cAclIPAclAdvancedSrcAny is true, the
set operation of hh3cAclIPAclAdvancedSrcAddrType, hh3cAclIPAclAdvancedSrcAddr,
hh3cAclIPAclAdvancedSrcPrefix, or hh3cAclIPAclAdvancedSrcWild does not be executed. when the node
hh3cAclIPAclAdvancedSrcAny is not set, If the node hh3cAclIPAclAdvancedSrcAddrType is set and the
value of hh3cAcllPAclAdvancedSrcAddrType is 1, hh3cAcllPAclAdvancedSrcAddr  and
hh3cAclIPAclAdvancedSrcWild must be set correctly and the set operation of node
hh3cAclIPAclAdvancedSrcPrefix is forbidden; If the node hh3cAclIPAclAdvancedSrcAddrType is set and
the value of hh3cAcllPAclAdvancedSrcAddrType is 2, hh3cAcllPAclAdvancedSrcAddr and
hh3cAclIPAclAdvancedSrcPrefix must be set correctly and the set operation of node
hh3cAclIPAclAdvancedSrcWild is forbidden.. The value of hh3cAclIPAclAdvancedSrcAddrType is 1 or 2
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now. So do hh3cAclIPAclAdvancedDestAddrType, hh3cAclIPAclAdvancedDestAddr,
hh3cAclIPAclAdvancedDestPrefix, hh3cAcliPAclAdvancedDestAny and hh3cAclIPAclAdvancedDestWild.

Only Simple ACL supports node hh3cAcllPAclAdvancedAddrFlag. hh3cAclIPAclAdvancedTCPFlag and
hh3cAclIPAclAdvancedVpninstanceName are not supported now.

The value of hh3cAclIPAclAdvancedFragmentFlag is only O or 2 now.
All the objects in the table except hh3cAclIPAclAdvancedComment can not be modified now.

If destroy operation is executed, hh3cAclIPAclAdvancedRowStatus value must be 6,and The value of
hh3cAcINumberGroupType,hh3cAcINumberGrouplndex hh3cAclIPAclAdvancedRulelndex must exist, or it

will return error.

Name Access PDS Description

?1hgcé°\ ?T?‘%Iéggggcgd;; |§ Tdﬁx not-accessible | Current As per MIB

hh3cAclIPAclAdvancedRowStatus read-create Current Only support active(1),

(1.3.6.1.4.1.25506.2.8.2.2.3.1.2) createAndGo(4), and destroy(6)
If the rule is Advanced ACL, the
value of this object is ‘permit’ or

hh3cAclIPAclAdvancedAct read-create Current deny’. o

(1.3.6.1.4.1.25506.2.8.2.2.3.1.3) If the rule is Simple ACL, the
value of this object must be
‘invalid’.

?1hgcéA<1:IT?(;I?g(\)/gr;cgd;;oéo;: cjll) read-create Current As per MIB

?1h§c£ ?Ifﬁc;?gggr;cgdzﬁ\ g %rl:lasg); read-create Current As per MIB

hh3cAclIPAclAdvancedSrcAddrTy

pe read-create Current As per MIB

(1.3.6.1.4.1.25506.2.8.2.2.3.1.6)

?1h:§ceAc1:II‘I13,1Ac‘élég(\)/gr12cgdZS£c3A ?d;) read-create Current As per MIB

?P%c?g:lf?c;l?gggnzcgd;;cg r162>)( read-create Current As per MIB

?1h§ceA(1:II‘I13,1Ac2I§g(\)/gr12c§dZS£c§\ qyg) read-create Current The default value is true(1).

?chéo‘ :Ifﬁcélég(\)/gr;cgdzicgv 1'|d1 0) read-create Current As per MIB

?P%%A ?T?géggggcgdzsgcso ? 11) read-create Current As per MIB

?1hgcéb\ :Ifﬁgégggr;cgdzicg c1>rt112) read-create Current As per MIB

?1h:§cé°\ ?Ifﬁczlégggr;cgdzsgcg ?rt123) read-create Current As per MIB

hh3cAclIPAclAdvancedDestAddrT

ype read-create Current As per MIB

(1.3.6.1.4.1.25506.2.8.2.2.3.1.14)

?chg?fﬁgéggggcgd;ze sétﬁdﬂ_:) read-create Current As per MIB

?chéb‘ ilfﬁg?gggr;cgdzDze %tF;r?EP)( read-create Current As per MIB

?1h§°é\?'f/1\(§'§§g§?§d2[)§ sét,?n1y7) read-create Current The default value is true(1)

?chéo‘ :T?g?g&’g?gdfg %t\QVHI%) read-create Current As per MIB

?chg?fﬁgéggggcgd;ze sét(1)p1 9) read-create Current As per MIB

?chéo‘ ilfﬁc;?gggr;cgdzDze s;l?ozrg) read-create Current As per MIB

hh3cAclIPAclAdvancedDestPort2 read-create Current As per MIB
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(1.3.6.1.4.1.25506.2.8.2.2.3.1.21)
hh3cAclIPAclAdvancedlcmpType
(1.3.6.1.4.1.25506.2.8.2.2.3.1.22)

hh3cAclIPAclAdvancedlcmpCode
(1.3.6.1.4.1.25506.2.8.2.2.3.1.23)
hh3cAclIPAclAdvancedPrecedenc

e read-create Current As per MIB
(1.3.6.1.4.1.25506.2.8.2.2.3.1.24)
hh3cAclIPAclAdvancedTos

(1.3.6.1.4.1.25506.2.8.2.2.3.1.25)

hh3cAclIPAclAdvancedDscp
(1.3.6.1.4.1.25506.2.8.2.2.3.1.26)

hh3cAclIPAclAdvancedTimeRang
eName read-create Current As per MIB
(1.3.6.1.4.1.25506.2.8.2.2.3.1.27)

hh3cAclIPAclAdvancedTCPFlag
(1.3.6.1.4.1.25506.2.8.2.2.3.1.28)
hh3cAclIPAclAdvancedFragmentFl

ag read-create Current Support 0 and 2
(1.3.6.1.4.1.25506.2.8.2.2.3.1.29)

hh3cAclIPAclAdvancedlLog

read-create Current As per MIB

read-create Current As per MIB

read-create Current As per MIB

read-create Current As per MIB

read-create Current As per MIB

(1.3.6.1.4.1.25506.2.8.2.2.3.1.30) A 'ead-create | Current ' As per MIB
hh3cAclIPAclAdvancedCount

(1.3.6.1.4.1.25506.2.8.2.2.3.1.31) | read-only NO As per MIB
hh3cAclIPAclAdvancedCountClear .

(1.3.6.1.4.1.25506.2.8.2.2.3.1.32) | 'ead-write NO Not supported
hh3cAclIPAclAdvancedEnable

(1.3.6.1.4.1.25506.2.8.2.2.3.1.33) | read-only NO As per MIB
hh3cAclIPAclAdvancedVpnlinstanc

eName read-create Current As per MIB
(1.3.6.1.4.1.25506.2.8.2.2.3.1.34)

hh3cAclIPAclAdvancedComment read-create Current Only support read and set
(1.3.6.1.4.1.25506.2.8.2.2.3.1.35) operation.

hh3cAcIMACTable

OID of this table is :1.3.6.1.4.1.25506.2.8.2.3.1
Notes:

If a rule will be created, hh3cAcIMACRowStatus must be 4 and the rule number does not exist.

The value of hh3cAclIMACAct is 1, 2 or 3 and the set of hh3cAcIMACAct is required when a rule is created.

hh3cAcIMACTypeCode and hh3cAcIMACTypeMask must be set together.
hh3cAcIMACSrcMac and hh3cAcIMACSrcMacWild must be set together.
hh3cAclIMACDestMac and hh3cAcIMACDestMacWild must be set together.
hh3cAclIMACLsapCode and hh3cAcIMACLsapMask must be set together.

If  hh3cAcIMACTypeCode or hh3cAcIMACTypeMask is set, hh3cAcIMACLsapCode
hh3cAclIMACLsapMask must be not set.

If  hh3cAcIMACLsapCode or hh3cAcIMACLsapMask is set, hh3cAcIMACTypeCode
hh3cAcIMACTypeMask must be not set.

All the objects in the table except hh3cAcIMACComment can not be modified now.

187

or

or



Name Access PDS Description

hh3cAcIMACRulelndex

(1.3.6.1.4.1.25506.2.8.2.3.1.1.1) not-accessible | Current As per MIB

hh3cAcIMACRowStatus read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.8.2.3.1.1.2) createAndGo(4), and destroy(6)
?ﬁg.cé?l.’:tﬂﬁg;gges.2.8.2.3.1 13) | ead-create Current | As per MIB
?1}1.2?(2\.(1;'.51/'.?%%%%.02?;2.3.1 1.4) | readcreate Current | As per MIB
?ﬁg.céil.’:tﬂﬁ%é%%'.\g?g.kz.3.1 1.5) | feadcreate | Current | As per MIB
?1}1.?3’,.02(1:{':1/'./1\22;%“228.2.3.1 1p) | readcreate Current | As per MIB
?1%.0(??.’:1/'./1\%2;%'\2?2?\5/3\.@(.13.1 47)  readcreate | Current ' Asper MIB
?1&31??.%.?2228?2?2.2.3.1 1) | readcreate Current | As per MIB
?ﬁg.céil.’:tﬂﬁgggggvzéggg1 1g)  readcreate | Current ' Asper MIB
?Egt.:é\.:l.zﬂﬁglésé%%.cz?g?z.3.1 1.40) | read-create Current | As per MIB
?ﬁg.cé?l.’:tﬂ./?g%%%%?;.kz.s.1 A.1q) | read-create | Current | As per MIB
?1%??.%2%286.2.8.2.3.1 A.q2) | read-create Current | As per MIB
(1361412550506 25,111 | 'eadcreate | Current | As per MIB
?1%?2?.%./1\%282?2.8.2.3.1 A.14) | read-only NO As per MIB
?1hgcg\?lzﬂﬁczggggtglsezr31 1.15) | read-write NO Not supported
?1}1.2?(2\.(1;'.'21/'.?2%232';.8.2.3.1 1.16) | read-only NO As per MIB
hh3cAcIMACComment read-create Current Only sypport read and set
(1.3.6.1.4.1.25506.2.8.2.3.1.1.17) operation.

hh3cAclResourceUsageTable

OID of this table is: 1.3.6.1.4.1.25506.2.8.2.5.1

Name Access PDS Description
:11hgcéAc1;IIZe132;r5%e6C§%s§|Z1 A.q) | notaccessible | No As per MiB
?1h?§?éﬁl.§ﬁs.ggr5%ees.|2?g.2.5.1 1) | notaccessible | No As per MIB
?ﬁg.céﬁl.iﬁs.ggrs%e(s(.:;ig.2.5.1 1.3) | notaccessible | No As per MiB
?1".?:3‘.39‘1".5.‘?5.322%96T.§.p8@’.2.5.1 1.4) | notaccessible | No As per MIB
?Eg?éﬁl.iﬂr.t;;snggz.8.2.5.1 15  read-only No As per MIB
?1h?§?éﬁl.§ﬁs.ggr5%eeT.g.t§.l2.5.1 1) | readonly No As per MIB
(136.14.125506268261.1.7) | 'eadony | No As per MIB
TR SCgrs | avoy Mo Asperie
hh3cAclResourceUsagePercent read-only No As per MIB

(1.3.6.1.4.1.25506.2.8.2.5.1.1.9)
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HH3C-CBQOS2-MIB

Scalar Objects

Name Access PDS Description

If the value of this object is 65535,

it indicates that no instance can
read-only No be created in

hh3cCBQoSClassifierCfginfoTab

le.

If the value of this object is 65535,

it indicates that no instance can

hh3cCBQoSClassifierindexNext
(1.3.6.1.4.1.25506.2.65.2.1.1.1)

hh3cCBQoSBehaviorlndexNext

read-only No be created in
(1.3.6.1.4.1.25506.2.65.2.1.2.1) hh3cCBQoSBehaviorCfginfoTabl
e.
If the value of this object is 65535,
hh3cCBQoSPolicylndexNext read-only No it indicates that no instance can

be created in
hh3cCBQoSPolicyCfginfoTable.
It is forbidden to set in this MIB
read-only No module when the value is
busy(2).

(1.3.6.1.4.1.25506.2.65.2.1.3.1)

hh3cCBQoSApplyingStatus
(1.3.6.1.4.1.25506.2.65.2.1.6.1)

hh3cCBQoSAccountingRunlInfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.5.6.8

Name Access PDS Description
hh3cCBQoSAccountingPackets

(1.3.6.1.4.1.25506.2.65.2.1.5.6.8.1 | read-only No As per MIB
1)

hh3cCBQoSAccountingBytes

(1.3.6.1.4.1.25506.2.65.2.1.5.6.8.1 ' read-only No As per MIB
.2)

hh3cCBQoSBehaviorCfglnfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.2.2

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

When creating a new entry of this table:
(1) Get the value of hh3cCBQoSBehaviorindexNext.

(2) Use the value as hh3cCBQoSBehaviorindex to create the new entry of this table.

Name Access PDS Description
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hh3cCBQoSBehaviorlndex

(1.3.6.1.4.1.25506.2.65.2.1.2.2.1.1  not-accessible = No As per MIB
)

hh3cCBQoSBehaviorName

(1.3.6.1.4.1.25506.2.65.2.1.2.2.1.2 | read-create Current As per MIB
)

hh3cCBQoSBehaviorType

(1.3.6.1.4.1.25506.2.65.2.1.2.2.1.3 | read-only Current As per MIB

)
hh3cCBQoSBehaviorRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.2.2.1.4 | read-create Current

)

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSCarCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.2.3

This table does not support to modify the variable of existing entry, only supports to create a new
entry and destroy an existing entry.

hh3cCBQoSCarCir must be bound when creating a new entry of this table.

When creating a new entry, if hh3cCBQoSCarGreenAction is pass(1) or discard(3),
hh3cCBQoSCarGreenRemarkValue must not be bound.

When creating a new entry, if hh3cCBQoSCarYellowAction is pass(1) or discard(3),
hh3cCBQoSCarYellowRemarkValue must not be bound.

When creating a new entry, if hh3cCBQoSCarRedAction is pass(1) or discard(3),
hh3cCBQoSCarRedRemarkValue must not be bound.

Name Access PDS Description
hh3cCBQoSCarCir

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.1 | read-create Current As per MIB

)

hh3cCBQoSCarCbs

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.2 = read-create Current As per MIB

)

hh3cCBQoSCarEbs

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.3 | read-create Current As per MIB

)

hh3cCBQoSCarPir

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.4 | read-create Current As per MIB

)

hh3cCBQoSCarPbs :
(1.3.6.1.4.1.25506.2.65.2.1.2.315  read-create | Current | otsupported The valueis

) always 4294967295.

hh3cCBQoSCarGreenAction
(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.6 | read-create Current
)
hh3cCBQoSCarGreenRemarkValu
e
(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.7
)

hh3cCBQoSCarYellowAction
(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.8 = read-create Current
)

hh3cCBQoSCarYellowRemarkVal

ue read-create Current As per MIB
(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.9

Only suppurt pass(1), discard(3),
remark-dscp-pass(10).

read-create Current As per MIB

Only suppurt pass(1), discard(3),
remark-dscp-pass(10).
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)

hh3cCBQoSCarRedAction Only suppurt pass(1), discard(3),

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.1 | read-create Current

0) remark-dscp-pass(10).
hh3cCBQoSCarRedRemarkValue

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.1 = read-create Current As per MIB

1)
hh3cCBQoSCarPolicedPriorityMa

pType Not supported. The value is

(1.3.6.1.4.1.25506.2.65.2.1.2.3.1.1  read-create Current o s none(0).

2)

hh3cCBQoSCarRowStatus Only support active(1)
g1).3.6.1.4.1.25506.2.65.2.1.2.3.1.1 read-create Current createAndGo(4), and destroy(6).

hh3cCBQoSCarRuninfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.5.6.3

Name Access PDS Description
hh3cCBQoSCarGreenPackets

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1 | read-only No As per MIB
1)

hh3cCBQoSCarGreenBytes

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1 | read-only No Not supported
2)

hh3cCBQoSCarRedPackets

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1 = read-only No As per MIB
.3)

hh3cCBQoSCarRedBytes

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1 | read-only No Not supported
4)

hh3cCBQoSCarYellowPackets

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1 | read-only No Not supported
.5)

hh3cCBQoSCarYellowBytes

(1.3.6.1.4.1.25506.2.65.2.1.5.6.3.1  read-only No Not supported
.6)

hh3cCBQoSClassifierCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.1.2

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

When creating a new entry of this table:
(1) Get the value of hh3cCBQoSClassifierlndexNext.
(2) Use the value as hh3cCBQoSClassifierindex to create the new entry of this table.

(3) hh3cCBQoSClassifierName must be bound when creating a new entry of this table.
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(4) hh3cCBQoSClassifierRuleCount stands for the number of nodes in the classifier, including the

nodes that are only supported by the command line.

Name Access PDS Description
hh3cCBQoSClassifierindex

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.1 ' not-accessible = No As per MIB
)

hh3cCBQoSClassifierName

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.2 | read-create Current As per MIB

)

hh3cCBQoSClassifierRuleCount

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.3 | read-only Current As per MIB
)

hh3cCBQoSClassifierOperator

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.4 = read-create Current As per MIB
)

hh3cCBQoSClassifierLayer Not supported. The value is

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.5 | read-create Current .

) always unavailable(1).
hh3cCBQoSClassifierType

(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.6 | read-only Current As per MIB

)

hh3cCBQosClassifierMatchRuleN Ifthe value of this object is 65535,

it indicates that no instance can

extindex read-only No be created in
§1 .3.6.1.4.1.25506.2.65.2.1.1.2.1.7 hh3cCBQoSMatchRuleCfginfoTa
ble.

hh3cCBQoSClassifierRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.1.2.1.8 | read-create Current

)

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSFirewallCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.2.12

This table does not support to modify the variable of existing entry, only supports to create a new
entry and destroy an existing entry.

Name Access PDS Description
hh3cCBQoSFirewallAction
(1.3.6.1.4.1.25506.2.65.2.1.2.12.1. | read-create Current As per MIB

1)

hh3cCBQoSFirewallRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.2.12.1. | read-create Current
2)

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSGlobalApplyTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.4.6

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

hh3cCBQoSGlobalApplyName must be bound when creating a new entry of this table.
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Name Access PDS Description

hh3cCBQoSGlobalApplyDirection
(1.3.6.1.4.1.25506.2.65.2.1.4.6.1.1 | not-accessible = Current As per MIB
)

hh3cCBQoSGlobalApplyName

(1.3.6.1.4.1.25506.2.65.2.1.4.6.1.2 | read-create Current As per MIB
)
hh3cCBQoSGlobalApplyRowStatu
s
(1.3.6.1.4.1.25506.2.65.2.1.4.6.1.3

)

read-create Current As per MIB

hh3cCBQoSIfApplyPolicyTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.4.1

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

hh3cCBQoSIfApplyPolicyName must be bound in a set operation.

Name Access PDS Description

hh3cCBQoSIfApplyPolicylflndex e
(1.3.6.1.4.1.25506.2.65.2.1.4.1.1.1 | accessible-for
) notify

hh3cCBQoSIfApplyPolicyDirection
(1.3.6.1.4.1.25506.2.65.2.1.4.1.1.2

Current As per MIB

accessible-for- Current As per MIB

) notify
hh3cCBQoSIfApplyPolicyName
(1.3.6.1.4.1.25506.2.65.2.1.4.1.1.3 = read-create Current As per MIB

)
hh3cCBQoSIfApplyPolicyEnableD

ynamic read-create Current Not supported. The value is
(1.3.6.1.4.1.25506.2.65.2.1.4.1.1.4 always unavailable(1).

)

hh3cCBQoSIfApplyPolicyRowStat

us read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.65.2.1.4.1.1.5 createAndGo(4), and destroy(6).

)

hh3cCBQoSMatchRuleCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.1.3

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

When creating a new entry of this table:

(1) Get the value of hh3cCBQosClassifierMatchRuleNextIndex from table
hh3cCBQoSClassifierCfginfoTable

(2) Use the value as hh3cCBQoSMatchRulelndex to create the new entry of this table.
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(3) If hh3cCBQoSMatchRulelfNot is not bound when creating a new entry of this table, the value

‘match’ will be given by the system as default.
(4) hh3cCBQoSMatchRuleType must be bound when creating a new entry of this table.

(5) If the hh3cCBQoSMatchRuleType is matchRuleAny(1), matchRulelPv4Protocol(4),
matchRulelPv6Protocol(5) , or matchRuleBittorrent(24) : hh3cCBQoSMatchRuleStringValue,
hh3cCBQoSMatchRulelntValue1 and hh3cCBQoSMatchRulelntValue2 must not be bound.

(6) If the hh3cCBQoSMatchRuleType is matchRulelpv4Acl(2), matchRulelPv6Aci(3),
matchRulelpPre(8), matchRuleVIan8021p(9), matchRuleMplsExp(10), matchRuleAtmClp(11),
matchRuleFrDe(12), matchRuleQosLocallD(15), matchRuleLocalPrecedence(22),
matchRuleDropPriority(23): hh3cCBQoSMatchRulelntValue1 must be bound,
hh3cCBQoSMatchRulelntValue2 and hh3cCBQoSMatchRuleStringValue must not be bound.

(7) If the hh3cCBQoSMatchRuleType is matchRuleDscp(7): only hh3cCBQoSMatchRulelntValue1
and hh3cCBQoSMatchRulelntValue2 can be bound, hh3cCBQoSMatchRuleStringValue must not be

bound.

(8) If the hh3cCBQoSMatchRuleType is matchRuleRtpPort(18), hh3cCBQoSMatchRulelntValue1
and hh3cCBQoSMatchRulelntValue2 must be bound together, hh3cCBQoSMatchRuleStringValue must

not be bound.

(9) Ifthe hh3cCBQoSMatchRuleType is matchRuleSourceMac(13), matchRuleDestinationMac(14),
matchRuleClassifier(16), matchRulelnboundinterface(17), matchRuleVianiD(20),
matchRuleTopMostVIanID(21): hh3cCBQoSMatchRuleStringValue must be bound,
hh3cCBQoSMatchRulelntValue1 and hh3cCBQoSMatchRulelntValue2 must not be bound.

(10) The type matchRulelPXProtocol(6) and matchRuleSourcelp(19) are not supported.

Name Access PDS Description
hh3cCBQoSMatchRulelndex
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.1 ' not-accessible = No As per MIB

)

hh3cCBQoSMatchRulelfNot
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.2 | read-create Current As per MIB

)

hh3cCBQoSMatchRuleType
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.3 = read-create Current As per MIB

)

hh3cCBQoSMatchRuleStringValu

e

(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.4 read-create Current As per MIB
)

hh3cCBQoSMatchRulelntValue1

(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.5 | read-create Current As per MIB
)

hh3cCBQoSMatchRulelntValue2

(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.6 = read-create Current As per MIB

)
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hh3cCBQoSMatchlpAddressType
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.7 = read-create Current
)

hh3cCBQoSMatchlpAddress
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.8 | read-create Current
)

hh3cCBQoSMatchRuleRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.1.3.1.9 | read-create Current

)

Not supported
The value is always unknown(0).

Not supported.
The value is always NULL.

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSNestCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.2.18

Name Access PDS Description

hh3cCBQoSNestServiceVlanID

(1.3.6.1.4.1.25506.2.65.2.1.2.18.1. | read-create Current As per MIB
1)
hh3cCBQoSNestServiceDot1pVal
ue
(1.3.6.1.4.1.25506.2.65.2.1.2.18.1.
2)
hh3cCBQoSNestCustomerVianID
(1.3.6.1.4.1.25506.2.65.2.1.2.18.1. = read-create Current Not supported
3)
hh3cCBQoSNestCustomerDot1pV
alue
(1.3.6.1.4.1.25506.2.65.2.1.2.18.1.
4)

hh3cCBQoSNestRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.2.18.1. | read-create Current As per MIB
5)

read-create Current As per MIB

read-create Current Not supported

hh3cCBQoSPolicyCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.3.2

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

When creating a new entry of this table:
(1) Get the value of hh3cCBQoSPolicylndexNext

(2) Use the value as hh3cCBQoSPolicylndex to create the new entry of this table.

Name Access PDS Description
hh3cCBQoSPolicylndex
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.1 = not-accessible = No As per MIB

)
hh3cCBQoSPolicyName
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.2 | read-create Current As per MIB
)
hh3cCBQoSPolicyClassCount

(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.3 | read-only Current | As per MIB
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)

hh3cCBQoSPolicyConfigMode
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.4
)

hh3cCBQoSPolicyType
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.5
)

hh3cCBQoSPolicyClassNextindex
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.6

)

hh3cCBQoSPolicyRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.3.2.1.7

)

read-create

read-only

read-only

read-create

Current

Current

No

Current

Not supported. The value is
always unavailable(0).

As per MIB

If the value of this object is 65535,
it indicates that no instance can
be created in
hh3cCBQoSPolicyClassCfginfoT
able.

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSPolicyClassCfginfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.3.3

When creating a new entry of this table:

(1) Get the value of hh3cCBQoSPolicyClassNextIndex from table hh3cCBQoSPolicyCfginfoTable

(2) Use the value as hh3cCBQoSPolicyClassindex to create the new entry of this table.

(3) The hh3cCBQoSPolicyClassClassifierindex and hh3cCBQoSPolicyClassBehaviorlndex must

be available, or the creating will fail.

(4) Variables that must be bound when creating a new entry of this table include
hh3cCBQoSPolicyClassClassifierindex and hh3cCBQoSPolicyClassBehaviorlndex.

(5) Only hh3cCBQoSPolicyClassBehaviorlndex can be modified after creation.

Name

hh3cCBQoSPolicyClassindex
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.1
)
hh3cCBQoSPolicyClassClassifierl
ndex
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.2
)
hh3cCBQoSPolicyClassClassifier
Name
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.3
)
hh3cCBQoSPolicyClassBehaviorl
ndex
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.4
)
hh3cCBQoSPolicyClassBehaviorN
ame
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.5
)
hh3cCBQoSPolicyClassPreceden
ce

Access

not-accessible

read-create

read-only

read-create

read-only

read-create

PDS

No

Current

Current

Current

Current

Current
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Description

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

Not supported. The value is
always 2147483647.



(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.6

)
hh3cCBQoSPolicyClassRowStatu

s read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.7 createAndGo(4), and destroy(6).
)

hh3cCBQoSPolicyClassMode

(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.8 | read-create Current As per MIB

)

hh3cCBQoSPolicyClassCfgOrder

(1.3.6.1.4.1.25506.2.65.2.1.3.3.1.9 = read-only Current Not supported

)

hh3cCBQoSRemarkCfglnfoTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.2.6

This table does not support to modify the variable of existing entry, only supports to create a new
entry and destroy an existing entry.

Name Access PDS Description
Only support
typelpPrecedence(1),
hh3cCBQoSRemarkType typeDscp(2), typeVIan8021p(4),
(1.3.6.1.4.1.25506.2.65.2.1.2.6.1.1 | not-accessible = Current typeVlanlD(7),
) typeDropPrecedence(9),

typeLocalPrecedence(10),
typeTopMostVianID(11).
hh3cCBQoSRemarkValue
(1.3.6.1.4.1.25506.2.65.2.1.2.6.1.2 | read-create Current As per MIB
)
hh3cCBQoSRemarkRowStatus
(1.3.6.1.4.1.25506.2.65.2.1.2.6.1.3 | read-create Current
)

Only support active(1),
createAndGo(4), and destroy(6).

hh3cCBQoSVlanApplyPolicyTable

OID of this table is :1.3.6.1.4.1.25506.2.65.2.1.4.3

This table does not support to modify the variable of existing entry, only supports to create a new entry and
destroy an existing entry.

hh3cCBQoSVlIanApplyPolicyName must be bound when creating a new entry of this table.

Name Access PDS Description
hh3cCBQoSVlanApplyPolicyVlani
d accessible-for-

(1.3.6.1.4.1.25506.2.65.2.1.4.3.1.1 | notify Current ' As per MIB

)

hh3cCBQoSVIanApplyPolicyDirect

ion accessible-for-
(1.3.6.1.4.1.25506.2.65.2.1.4.3.1.2 | notify

)

hh3cCBQoSVlanApplyPolicyName
(1.3.6.1.4.1.25506.2.65.2.1.4.3.1.3 = read-create Current As per MIB

)

Current As per MIB
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hh3cCBQoSVIanApplyPriority

(1.3.6.1.4.1.25506.2.65.2.1.4.31.4 read-create | Current | \otsupported. The valueis

) always 0.
hh3cCBQoSVlanApplyPolicyRowS
tatus read-create Current Only support active(1),
(1.3.6.1.4.1.25506.2.65.2.1.4.3.1.5 createAndGo(4), and destroy(6).
)
OID of this tableis: 1.3.6.1.4.1.25506.2.65.1.1.1.1
Name Access PDS Description
Only support
hh3clfQoSQSMode Sp(']y),WIE:'?S),hh3qu(6),
(1.3.6.1.4.1.25506.2.65.1.1.1.1.1.1  read-write Current
) byteCountWrr(8) and
byteCountWfq(9).

hh3clfQoSQSWeightTable

OID of this tableis: 1.3.6.1.4.1.25506.2.65.1.1.1.2
The set operation of this table only supports multiple variable bindings.

If the system supports hh3clfQoSQueueGroupType, variables that must be bound in a set operation
include hh3clfQoSQueueGroupType, or hh3clfQoSQueueGroupType must not be bound in the set
operation.

If the hh3clfQoSQueueGroupType is group0(1), hh3clfQoSQSType and hh3clfQoSQSValue must not be
bound in the set operation.

If the hh3clfQoSQueueGroupType is group1(2) or group2(3), hh3clfQoSQSType and hh3clfQoSQSValue
must be bound in the set operation.

If the system does not support hh3clfQoSQueueGroupType, hh3clfQoSQueueGroupType must not be
bound in the set operation. And variables that must be bound in the set operation include
hh3clfQoSQSType and hh3clfQoSQSValue.

If the hh3clfQoSQSMinBandwidth is set, the hh3clfQoSQSMode must be wfq mode.

Name Access PDS Description
hh3clfQoSQueuelD
(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.1  not-accessible = No Not supported

)

hh3clfQoSQueueGroupType Support group0(1), group1(2) and

(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.2 = read-write Current

) group2(3).
hh3clfQoSQSType

(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.3 = read-write Current As per MIB

)

198



hh3clfQoSQSValue
(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.4

)

hh3clfQoSQSMaxDelay
(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.5

)
hh3clfQoSQSMinBandwidth

(1.3.6.1.4.1.25506.2.65.1.1.1.2.1.6
)

read-write

read-write

read-write

Current

Current

Current

Range from 1 to 15.

Not supported. The value is
always 9.

Not supported.

hh3clfQoSHardwareQueueRunlInfoTable

OID of this table is: 1.3.6.1.4.1.25506.2.65.1.1.2.1

Name

hh3clfQoSPassPackets
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1
)

hh3clfQoSDropPackets
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.2
)

hh3clfQoSPassBytes
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.3
)

hh3clfQoSPassPPS
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.4
)

hh3clfQoSPassBPS
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.5
)

hh3clfQoSDropBytes
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.6
)

hh3clfQoSQueuelengthinPkts
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.7
)

hh3clfQoSQueuelengthinBytes
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.8
)

hh3clfQoSCurQueuePkts
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.9
)

hh3clfQoSCurQueueBytes
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1
0)

hh3clfQoSCurQueuePPS
(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1

Access

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

PDS

No

No

No

No

No

No

No

No

No

No
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Description

As per MIB

As per MIB

As per MIB

Not supported

Not supported

As per MIB

Not supported

Not supported

As per MIB

Not supported

Not supported



1)

hh3clfQoSCurQueueBPS

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
2)

hh3clfQoSTailDropPkts

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
3)

hh3clfQoSTailDropBytes

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
4)

hh3clfQoSTailDropPPS

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
5)

hh3clfQoSTailDropBPS

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1  read-only No Not supported
6)

hh3clfQoSWredDropPkts

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
7)

hh3clfQoSWredDropBytes

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1  read-only No Not supported
8)

hh3clfQoSWredDropPPS

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.1 | read-only No Not supported
9)

hh3clfQoSWredDropBPS

(1.3.6.1.4.1.25506.2.65.1.1.2.1.1.2 | read-only No Not supported
0)

hh3clfQoSPortPriorityTable

OID of this table is: 1.3.6.1.4.1.25506.2.65.1.7.1.1

Name Access PDS Description

hh3clfQoSPortPriorityValue
(1.3.6.1.4.1.25506.2.65.1.7.1.1.1.1  read-write Current As per MIB

)

hh3clfQoSPortPirorityTrustTable

OID of this table is: 1.3.6.1.4.1.25506.2.65.1.7.1.2

Name Access PDS Description

hh3clfQoSPortPriorityTrustTrustTy | read-write Current Only support untrust(1) - dot1p(2)
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pe and dscp(3). The default value is
(1.3.6.1.4.1.25506.2.65.1.7.1.2.1.1 untrust(1)

)

hh3clfQoSPortPriority TrustOverca
stType
(1.3.6.1.4.1.25506.2.65.1.7.1.2.1.2

)

read-write Current Only support noOvercast(1)

HH3C-CONFIG-MAN-MIB

A configuration management MIB, includes configuration log management and Backup & Restore operation of
configuration.

All the configuration change events can be managed by the log management MIB. The configuration may be
changed by CLI, SNMP or other ways defined as the MIB.

Backup & Restore MIB group provides the configuration backup and restore among flash, memory and
network.

Note: Writing flash can be done by Backup(save) as described in figure below.

It is recommended that hh3cWriteConfig is replaced by this MIB.

Restor

Scalar objects of hh3cCfglLog group

OID of this table is :1.3.6.1.4.1.25506.2.4.1.1

Name Access PDS Description

hh3cCfgRunModifiedLast
(1.3.6.1.4.1.25506.2.4.1.1.1)

System checks the current

read-only No configuration every 10 minutes. If
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system detects the current
configuration has been changed,
the value will be updated.
Executing SNMP SET operation,
the value will also be updated.

?ﬁ?ﬁ?ﬂf‘%@vo%défﬁ 1.2) read-only No As per MIB
(1301412550654.110)  feony [No | AsperMi
MSHo et wssary Mo Asperhi3
hh3cCfgLogDeletedEntries read-only No As per MIB

(1.3.6.1.4.1.25506.2.4.1.1.5)

hh3cCfgLogWantBackup
(1.3.6.1.4.1.25506.2.4.1.1.6)

Available for distributed systems.
read-write No Always false value for a
centralized system.

hh3cCfgLogTable

OID of this table is :1.3.6.1.4.1.25506.2.4.1.1.7

All the events of configuration change triggered by SNMP agent will be recorded in the table. But only
four command-line events can be recorded, these events include saving current configuration, resetting
saved-configuration, renaming current startup configuration file and overwriting current startup
configuration file by copy command.

Name Access PDS Description
?1&%.05%.01@2%%%%2.4.1 17.4.1)  nhotaccessible | No As per MiB
?1%.052%.()19;5“5186.2.4.1 1712  readonly No As per MIB
(136,141 25506 2.4.1.17.4.3) | readonly No As per MIB
?1%?692%%9?5%222.4.1 17.1.4)  readonly No As per MIB
(136,141 25506 24.1.1.7.45) | readonly No As per MIB
hh3cCfgLogTerminalType read-only No As per MIB

(1.3.6.1.4.1.25506.2.4.1.1.7.1.6)
In version 1 and version2, When
users modify configuration
through SNMP agent, the value of
this instance is the name of the

hh3cCfgLogTerminalUser write community, while in version

(1.3.6.1.4.1.25506.2.4.1.1.7.1.7) | read-only No 3 the value is the user's name.
A snmp operation produce two
piece of log, the value of this
instance in the second log is a
zero length string.

hh3cCfgLogTerminalNum

(1.3.6.1.4.1.25506.2.4.1.1.7.1.8) | read-only No As per MIB

hh3cCfgLogTerminalLocation

(1.3.6.1.4.1.25506.2.4.1.1.7.1.9) | read-only No As per MIB
A snmp operation produce two
piece of ng, the value of th.is

hh3cCfgLogCmdSrcAddress read-only No instance in the second log is

(1.3.6.1.4.1.25506.2.4.1.1.7.1.10) 0.0.0.0 when
hh3cCfgLogSrcData and

hh3cCfgLogDesData haven’t the
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hh3cCfgLogVirHost
(1.3.6.1.4.1.25506.2.4.1.1.7.1.11)

hh3cCfgLogUserName
(1.3.6.1.4.1.25506.2.4.1.1.7.1.12)

hh3cCfgLogServerAddress
(1.3.6.1.4.1.25506.2.4.1.1.7.1.13)

hh3cCfgLogFile
(1.3.6.1.4.1.25506.2.4.1.1.7.1.14)
hh3cCfgLogCmdSrcAddrType
(1.3.6.1.4.1.25506.2.4.1.1.7.1.15)
hh3cCfgLogCmdSrcAddrRev
(1.3.6.1.4.1.25506.2.4.1.1.7.1.16)
hh3cCfgLogServerAddrType
(1.3.6.1.4.1.25506.2.4.1.1.7.1.17)
hh3cCfgLogServerAddrRev
(1.3.6.1.4.1.25506.2.4.1.1.7.1.18)
hh3cCfgLogServerAddrVPNName
(1.3.6.1.4.1.25506.2.4.1.1.7.1.19)

read-only

read-only

read-only

read-only
read-only
read-only
read-only
read-only

read-only

No

No

No

No

No

No

No

No

No

value of “netFtp”.
A zero length string.

When the value of
hh3cCfgLogSrcCmd is
“cmdLine”, the value of this
instance is a zero length string.

A snmp operation produce two
piece of log, the value of this
instance in the first log is always
0.0.0.0, and this instance in the
second log is 0.0.0.0 when
hh3cCfgLogSrcData and
hh3cCfgLogDesData haven’t the
value of “netFtp”.

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

Scalar objects of hh3cCfgOperate group

OID of this table is :1.3.6.1.4.1.25506.2.4.1.2

(1.3.6.1.4.1.25506.2.4.1.2.4.1.3)
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Name Access PDS Description
hh3cCfgOperateGlobalEntryLimit
(1.3.6.1.4.1.25506.2.4.1.2.1) read-only No As per MIB
hh3cCfgOperateEntryAgeOutTime o
(1.3.6.1.4.1.25506.2.4.1.2.2) read-write No As per MIB
hh3cCfgOperateResultGlobalEntry .
Limit (1.3.6.1.4.1.25506.2.4.1.2.3) | 'ead-write No As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.4.1.2.4
Name Access PDS Description
This index can be randomly
selected from 1 to 2147483647. If
hh3cCfgOperatelndex not-accessible | No hh3cCfgOperatelndex is between
(1.3.6.1.4.1.25506.2.4.1.2.4.1.1) 0x10000 and Ox1FFFF, it means
the operation is for all slots in the
distributed device.
hh3cCfgOperateType )
(13.6.1.4.125506.2.4.1.24.12)  read-create No As per MIB
hh3cCfgOperateProtocol read-create No The value clusterftp(3) and

clustertftp(4) are not supported.



hh3cCfgOperateFileName
(1.3.6.1.4.1.25506.2.4.1.2.4.1.4)

hh3cCfgOperateServerAddress
(1.3.6.1.4.1.25506.2.4.1.2.4.1.5)

hh3cCfgOperateUserName
(1.3.6.1.4.1.25506.2.4.1.2.4.1.6)

hh3cCfgOperateUserPassword
(1.3.6.1.4.1.25506.2.4.1.2.4.1.7)

hh3cCfgOperateEndNotificationSw

itch
(1.3.6.1.4.1.25506.2.4.1.2.4.1.8)

hh3cCfgOperateRowStatus
(1.3.6.1.4.1.25506.2.4.1.2.4.1.9)

hh3cCfgOperateSrvAddrType
(1.3.6.1.4.1.25506.2.4.1.2.4.1.11)
hh3cCfgOperateSrvAddrRev
(1.3.6.1.4.1.25506.2.4.1.2.4.1.12)
hh3cCfgOperateSrvWPNName
(1.3.6.1.4.1.25506.2.4.1.2.4.1.13)

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

No

No

No

No

No

No

No

No

No

The maximum length of the full
file name (including path and file
name) is 116. In addition, the
length of file name is no more
than 52, and the length of string
which describes path is no more
than 64.

As per MIB

When the operation type is
running2Net, net2Running,
net2Startup or startup2net, the
user name for the ftp server
from/to which to download/upload
should be specified. The object
must be created if
hh3cCfgOperateProtocol has the
value of ftp.

The length of name is no more
than 32 characters

When the operation type is
running2Net, net2Running,
net2Startup or startup2net, the
user password for the ftp server
from/to which to download/upload
should be specified. The object
must be created if
hh3cCfgOperateProtocol has the
value of ftp.

The length of password is no
more than 16 characters.

As per MIB

The status of this table entry.
When the status is active all the
object's value in the entry is not
allowed to modify.

The config-operation requests
which are in progress are not
allowed to destroy.

As per MIB
As per MIB

As per MIB

hh3cCfgOperateResultTable

OID of this table is :1.3.6.1.4.1.25506.2.4.1.2.5

Name
hh3cCfgOperateResultindex
(1.3.6.1.4.1.25506.2.4.1.2.5.1.1)

hh3cCfgOperateResultOptindex
(1.3.6.1.4.1.25506.2.4.1.2.5.1.2)

hh3cCfgOperateResultOpType
(1.3.6.1.4.1.25506.2.4.1.2.5.1.3)

hh3cCfgOperateState

Access

not-accessible
read-only

read-only

read-only

PDS
No

No

No
No

204

Description

As per MIB
As per MIB

As per MIB

The signification of



(1.3.6.1.4.1.25506.2.4.1.2.5.1.4) opFileOpenError(13) is:
invalid file name;file not found in
partition; access violation
hh3cCfgOperateTime
(1.3.6.1.4.1.25506.2.4.1.2.5.1.5)
hh3cCfgOperateEndTime
(1.3.6.1.4.1.25506.2.4.1.2.5.1.6)

The following values of hh3cCfgOperateState are implemented for "netFtp" operation with ftp protocol:

read-only No As per MIB

read-only No As per MIB

- 1: opInProgress(1)
- 2:0pSuccess(2)

- : oplnvalidOperation(3)
: oplnvalidProtocol

: oplnvalidSourceName

1
~N o AW

: oplnvalidServerAddress(7)
- 8: opDeviceBusy

- 10: opDeviceError(10)

- 12: opDeviceFull(12)

- 13: opFileOpenError(13)

- 14: opFileTransferError(14)

- 16: opNoMemory(16)

- 17: opAuthFail(17)

- 19: opUnknownFailure(19)

The following values of hh3cCfgOperateState are implemented for "netFtp" operation with tftp protocol:
- 1: opInProgress(1)

- 2:opSuccess(2)

- 3: oplnvalidOperation(3)

- 4: oplnvalidProtocol

- 7:oplnvalidServerAddress(7)
- 8: opDeviceBusy

- 10: opDeviceError(10)

- 12: opDeviceFull(12)

- 13: opFileOpenError(13)

- 14: opFileTransferError(14)

- 16: opNoMemory(16)

- 19: opUnknownFailure(19)

The following values of hh3cCfgOperateState are implemented for "running2Startup" and "startup2Running" operation:
- 1: opInProgress(1)

- 2: opSuccess(2)
- 10: opDeviceError(10)

Scalar objects of hh3cCfgExecuteOperate group

OID of this table is :1.3.6.1.4.1.25506.2.4.1.2.6

Name Access PDS Description
hh3cCfgExecuteOperateResultEnt = read-write Current As per MIB
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ryLimit
(1.3.6.1.4.1.25506.2.4.1.2.6.1)

hh3cCfgExecuteResultTable

OID of this table is :1.3.6.1.4.1.25506.2.4.1.2.6.2

Name Access PDS Description
(13.6.1.4.1.25506.24.1 2.6.2.1.1) | "0vacoessile | Curtent | As per MIB
SRSy o ot | sspree
(136.14.1.25506.24.1.2.62.1.3) | 10Nl | Curent | As per MiB
?1h§cecggfﬁe§;;eosétgti1 262.14) feadonly Current | As per MIB
?1hgcé:§gfﬁe§;t5%2n£i1 26215)  readonly Current | As per MIB
?1“.i?é???fﬁ?é’é‘é%%f’zdli?%.6_2.1 ) | read-only Current | As per MIB

HH3C-DOMAIN-MIB

Scalar objects
Name Access PDS Description
?1h:?;’cfls3 ;)rzla;i-nz%%f(.)aglg 46.1.1) read-write Current As per MIB

hh3cDomaininfoTable

OID of this table is :1.3.6.1.4.1.25506.2.46.2.1
Name Access PDS Description
?1%??2??2@?822.46.2.1 A.q)  notaccessible | No As per MIB
(136.14125506.246.2.1,12) | 'eakcreale | Cutent | Asper MIB
hh3cDomainMaxAccessNum read-create Current min\?:lfeoir: soeioto2 2)4er§ 2?:2235
(1.3.6.1.4.1.25506.2.46.2.1.1.3) limit will be disabled
?P?,’Cg ?Zﬁi nz\glggeAszsL?Gng/I?df 4) read-create Current Not supported
OIS CETStE ) s Curomt | Asperhi3
?P%Cg ;)rzaqlnzlglseo%u;l\i%x;;n?m read-create Current As per MIB
?chg ?rzi'nzlglseo%ug\ﬂgg?q 7 read-create Current Not supported
?1h§0g) ?Z‘ﬂi nzl\gggsee;%%rgqa?g) read-create Current Not supported
hh3cDomainMessengerLimitTime read-create Current Not supported

(1.3.6.1.4.1.25506.2.46.2.1.1.9)
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hh3cDomainMessengerSpanTime
(1.3.6.1.4.1.25506.2.46.2.1.1.10)
hh3cDomainSelfServiceEnable
(1.3.6.1.4.1.25506.2.46.2.1.1.11)
hh3cDomainSelfServiceURL
(1.3.6.1.4.1.25506.2.46.2.1.1.12)
hh3cDomainAccFailureAction
(1.3.6.1.4.1.25506.2.46.2.1.1.13)
hh3cDomainRowStatus
(1.3.6.1.4.1.25506.2.46.2.1.1.14)

hh3cDomainCurrentAccessNum
(1.3.6.1.4.1.25506.2.46.2.1.1.15)

read-create
read-create
read-create
read-create

read-create

read-only

hh3cDomainSchemeTable

Current

Current

Current

Current

Current

Current

OID of this table is :1.3.6.1.4.1.25506.2.46.2.2

1) when a domain was created, the agent will create a row for accounting, a row for authentication, a row for authorization

with the value of hh3cDomainSchemeMode be ‘local’.

2) when change a row, the following objects must be specified.

hh3cDomainSchemeMode
hh3cDomainSchemeAAAType
hh3cDomainSchemeAAAName

hh3cDomainSchemeAccessMode

3) when create a new row, the following object must be specified,

hh3cDomainSchemeMode
hh3cDomainSchemeRowStatus
hh3cDomainSchemeAAAType
hh3cDomainSchemeAAAName

hh3cDomainSchemeAccessMode

Not supported

As per MIB

Must begin with http://
As per MIB

As per MIB

As per MIB

Name Access
hh3cDomainSchemelndex

(1.3.6.1.4.1.25506.2.46.2.2.1.1)
hh3cDomainSchemeMode

(1.3.6.1.4.1.25506.2.46.2.2.1.2)
hh3cDomainAuthSchemeName
(1.3.6.1.4.1.25506.2.46.2.2.1.3)
hh3cDomainAcctSchemeName
(1.3.6.1.4.1.25506.2.46.2.2.1.4)
hh3cDomainSchemeRowStatus
(1.3.6.1.4.1.25506.2.46.2.2.1.5)

hh3cDomainSchemeAAAType
(1.3.6.1.4.1.25506.2.46.2.2.1.6)

not-accessible
read-create
read-create
read-create
read-create

read-create

hh3cDomainSchemeAAAName

(1.3.6.1.4.1.25506.2.46.2.2.1.7) read-create

PDS
No

Current

Current

Current

Current

Current

Current
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Description

As per MIB

As per MIB

Not supported and the value will
be ignored
Not supported and the value will
be ignored

As per MIB

As per MIB

If hh3cDomainSchemeMode is
radius or tacacs then the value of
hh3cDomainSchemeAAAName
must be valid scheme name, if
the hh3cDomainSchemeMode is
none or local, the value of
hh3cDomainSchemeAAAName
will be a null string.



hh3cDomainSchemeAccessMode

(1.3.6.1.4.1.25506.2.46.2.2.1.8)

HH3C-FLASH-MAN-MIB

read-create

Current

Only support ‘default’

This MIB supplies the information for the management of flash devices.

Scalar objects

Name Access PDS Description
?1hgcgl1h 41 25506.2.5.1.1 1) read-only No As per MIB
hh3cFlashTable
OID of this table is :1.3.6.1.4.1.25506.2.5.1.1.2
Name Access PDS Description
?1h?§cgl1h 1 25506.2.5.1.1.2.1 ) | read-only No As per MIB
?1hgceﬂ1h .il.ﬁ?25506.2.5.1 1212  readonly No As per MIB
?1hgcgl1h o 1,25508.2.5.1.1.2. 3) | rfeadonly No Not supported
?1hgceﬂ1h .Zligzsoes.z.sﬂ 121.4)  readonly No The name for flash
?1hgcgl1h 2.??2’\5‘3%?6.2.5.1 1215 | readonly No As per MIB
?1hgceﬂ1h .2.613.;%506.2.5.1 1216  readonly No As per MIB
?1h?§csFl1h o 24506.2.5.1.1.2.1 g)  read-only No As per MIB
?1hgceﬂ1h Eig%\%ao%.ez.sﬂ 1219)  readonly No As per MIB
hh3cFlhPartitionBool read-write No The value is always false, not
(1.3.6.1.4.1.25506.2.5.1.1.2.1.11) support set operation.
?1hgceﬂ1h A1 28508.2.5.1 121 1) | readonly No As per MIB
?1h?:;CGFI1h 1 95606.25.1.1.2.1 1 g)  read-only No AS perMIB
?1hgcsﬂ1h a1 95506.9.5.1.12.1 1) | read-only No As per MIB
hh3cFihKbyteSize read-only No As per MIB

(1.3.6.1.4.1.25506.2.5.1.1.2.1.15)
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hh3cFIhChipTable

OID of this table is :1.3.6.1.4.1.25506.2.5.1.1.3.1

Name Access PDS Description

?1h§cg|:1§l11|r>28595%22l\505 1131.1.1) not-accessible | No As per MIB

hh3cFIhChipID

(1.3.6.1.4.1 5506.2.5.1.4.3.1.1 2y | read-only No Not supported

hh3cFIhChipDescr

(1.3.6.1.4.1 5506,2.5.1.1.3.4.1 3y | read-only No Not supported

hh3cFIhChipWriteTimesLimit

(1.3.6.1.4.1.25506.2.5.1.1.3.1.1.4) | "ead-only No As per MIB

hh3cFIhChipWriteTimes

(1.3.6.1.4.1 25506.2.5.1.1.3.1.1 5)  read-only No Not supported

hh3cFIhChipEraseTimesLimit

(1.3.6.1.4.1.25506.2.5.1.1.3.1.1.6) | "ead-only No As per MIB

hh3cFIhChipEraseTimes

(1.3.6.1.4.1.25506.2.5.1.1.3.1.1.7) | read-only No As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.5.1.1.4.1

Name Access PDS Description

?chglrza{“z%%eo% 251.1.4.1.1.1) not-accessible | No As per MIB

hh3cFIhPartFirstChip

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.2) read-only No As per MIB

hh3cFIhPartLastChip

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.3) read-only No As per MIB

hh3cFIhPartSpace

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.4)  read-only No As per MIB

hh3cFIhPartSpaceFree

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.5) | "ead-only No As per MIB

hh3cFlhPartFileNum

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.6) read-only No As per MIB

hh3cFIhPartChecksumMethod

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.7) = read-only No As per MIB

hh3cFIhPartStatus

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.8) | "ead-only No As per MIB

hh3cFIhPartUpgradeMode

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.9) | "ead-only No As per MIB

hh3cFlhPartName

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.10 = read-only No As per MIB

)

hh3cFIhPartRequireErase

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.11  read-only No As per MIB

)

hh3cFlhPartFileNamelLen

(1.3.6.1.4.1.25506.2.5.1.1.4.1.1.12 | read-only No As per MIB

)
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hh3cFInFileTable

OID of this table is :1.3.6.1.4.1.25506.2.5.1.1.4.2.1

Name Access PDS Description
hh3cFIhFilelndex
............... not-accessible o s per

1.3.6.1.4.1.25506.2.5.1.1.4.2.1.1 ibl N A MIB

1)

hh3cFIhFileName

(1.3.6.1.4.1.25506.2.5.1.1.4.2.1.1.  read-only No As per MIB

2)

hh3cFIhFileSize

............... read-only o s per

1.3.6.1.4.1.25506.2.5.1.1.4.2.1.1 d-onl N A MIB

3)

hh3cFlhFileStatus

(1.3.6.1.4.1.25506.2.5.1.1.4.2.1.1.  read-only No As per MIB
4)

hh3cFlhFileChecksum

(1.3.6.1.4.1.25506.2.5.1.1.4.2.1.1.  read-only No Not supported

5)

OID of this table is :1.3.6.1.4.1.25506.2.5.1.2.1

Name Access PDS Description
hh3cFlhOperindex .

(1.3.6.1.4.1.25506.2.5.1.2.1.1.1) | notaccessible | No As per MIB
e poipnz | ©obeee | No | Forbelp el enamers
hh3cFIhOperProtocol

(1.3.6.1.4.125506.2.5.1.2.1.1.3)  read-create No Only support ftp, tftp
hh3cFlhOperServerAddress

(1.3.6.1.4.1.25506.2.5.1.2.1.1.4) | 'ead-create No As per MIB
hh3cFIhOperServerUser

(1.3.6.1.4.125506.2.5.1.2.1.15)  read-create No As per MIB
hh3cFIhOperPassword

(1.3.6.1.4.1.25506.2.5.1.2.1.1.6) | 'ead-create No As per MIB
hh3cFlhOperSourceFile read-create No The string of source file name is
(1.3.6.1.4.1.25506.2.5.1.2.1.1.7) no more than 91 characters.
hh3cFlhOperDestinationFile read-create No The string of destination file name
(1.3.6.1.4.1.25506.2.5.1.2.1.1.8) is no more than 91 characters.
hh3cFIhOperStatus

(1.3.6.1.4.1.25506.2.5.1.2.1.1.9)  read-only No As per MIB
hh3cFlhOperEndNotification

(1.3.6.1.4.1.25506.2.5.1.2.1.1.10) | 'ead-create No As per MIB
hh3cFIhOperProgress

(1.3.6.1.4.1.25506.2.5.1.2.1.1.11) | read-only No As per MIB
hh3cFlhOperRowStatus read-create No Only support active,
(1.3.6.1.4.1.25506.2.5.1.2.1.1.12) createAndGo, destroy
hh3cFlhOperServerPort

(1.3.6.1.4.1.25506.2.5.1.2.1.1.13) read-create No Only support FTP protocol
hh3cFIhOperFailReason read-only No As per MIB

(1.3.6.1.4.1.25506.2.5.1.2.1.1.14)
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When ftp protocol is used to transmit file, the values for hh3cFlhOperServerUser and
hh3cFlhOperPassword must be specified.

The following values of Hh3cFlashOperationStatus are implemented for tftp protocol:
1: opInProgress(1)
2: opSuccess(2)
5: oplnvalidSourceName(5)
10: opDeviceError(10)
12: opDeviceFull(12)
13: opFileOpenError(13)
14: opFileTransferError(14)
16: opNoMemory(16)
19: opUnknownFailure(19)
The following values of Hh3cFlashOperationStatus are implemented for ftp protocol:
1: opInProgress(1)
2: opSuccess(2)
3: oplnvalidOperation(3)
5: oplnvalidSourceName(5)
6: oplnvalidDestName(6)
7: oplnvalidServerAddress(7)
10: opDeviceError(10)
12: opDeviceFull(12)
13: opFileOpenError(13)
14: opFileTransferError(14)
16: opNoMemory(16)
17: opAuthFail(17)
19: opUnknownFailure(19)
The following values of Hh3cFlashOperationStatus are implemented for deleting operation:
1: opInProgress(1)
2: opSuccess(2)
5: oplnvalidSourceName(5)
20:0pDeleteFileOpenError(20),
21:0opDeletelnvalidDevice(21),
22:opDeletelnvalidFunction(22),
23:0pDeleteOperationError(23),

24:opDeletelnvalidFileName(24),
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25:0pDeleteDeviceBusy(25),
26:0opDeleteParaError(26),

27:opDeletelnvalidPath(27)

HH3C-SYS-MAN-MIB

Scalar objects

Note: The values of these two objects are restricted by each other. The rule will be identical with CLI.
If the values of these two objects are all set to zero together, that means the user want to abolish
summer time, and all the value in this group will be initialization.

Name Access PDS Description

?1h§c63¥sﬂc§g%g>gk231 1.1) read-only No As per MIB
In a reload action, if the object
indicates the master board in a

hh3cSysReloadSchedule read-write No distrib_uteq system, the whole

(1.3.6.1.4.1.25506.2.3.1.3.1) chassis will be reloaded. And
when it is in the IRF, the whole
stack will be reloaded.

?1h206831/S4R ?lgggégtlzog1 3.2) read-write No As per MIB
(13614 12560623134)  'eadwie  No | AsperMi
?1%%3%%?%%%231 4.1) read-only Current | As per MIB
?1h206831/sf § 555062 3.1 5.1) read-only Current | As per MIB
?1h.g(.:gfﬂmstosaod(sM;ng? :) e;r) read-only Yes As per MIB
(1361410550625, 121)  'eadony | Yes | AsperMis
(1361419550651 122) | readwite | Yes | AsperMiB
(1361412550623.1 108  'eadwie | Yes | AsperMIs
?1hgctss¥sf:1r2?5ecggngs1t?n24) read-write ves As per MIB
(1361412550625, 125  'eadwite | Yes | AsperMiB
hh3cSysSummerTimeOffset read-write Yes As per MIB

(1.3.6.1.4.1.25506.2.3.1.1.2.6)

hh3cSysCurTable

OID of this table is :1.3.6.1.4.1.25506.2.3.1.2.1

Name Access PDS Description

hh3cSysCurEntPhysicallndex

(1.3.6.1.4.1.25506.2.3.1.2.1.1.1) | notaccessible | No As per MIB
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hh3cSysCurCFGFilelndex
(1.3.6.1.4.1.25506.2.3.1.2.1.1.2)
hh3cSysCurlmagelndex
(1.3.6.1.4.1.25506.2.3.1.2.1.1.3)
hh3cSysCurBtmFileName
(1.3.6.1.4.1.25506.2.3.1.2.1.1.4)
hh3cSysCurUpdateBtmFileName
(1.3.6.1.4.1.25506.2.3.1.2.1.1.5)

read-only
read-only
read-only

read-only

Current

Current

No

No

As per MIB
As per MIB
Not supported

Not supported

hh3cSysReloadScheduleTable

OID of this table is :1.3.6.1.4.1.25506.2.3.1.3.3

Name
hh3cSysReloadSchedulelndex
(1.3.6.1.4.1.25506.2.3.1.3.3.1.1)

hh3cSysReloadEntity
(1.3.6.1.4.1.25506.2.3.1.3.3.1.2)

hh3cSysReloadCfgFile
(1.3.6.1.4.1.25506.2.3.1.3.3.1.3)

hh3cSysReloadimage
(1.3.6.1.4.1.25506.2.3.1.3.3.1.4)
hh3cSysReloadReason
(1.3.6.1.4.1.25506.2.3.1.3.3.1.5)
hh3cSysReloadScheduleTime
(1.3.6.1.4.1.25506.2.3.1.3.3.1.6)
hh3cSysReloadRowStatus
(1.3.6.1.4.1.25506.2.3.1.3.3.1.7)

hh3cSysReloadScheduleTagList
(1.3.6.1.4.1.25506.2.3.1.3.3.1.8)

Access

not-accessible

read-create

read-create

read-create

read-create

read-create

read-create

read-create

hh3cSyslimageTable

OID of this table is :1.3.6.1.4.1.25506.2.3.1.4.2

PDS
No

No

No

No

No

No

No

No

Description

As per MIB

As per MIB

The zero value means no
configuration file has been set for
this entry, and no configuration
file is used during system
reloading. In fact, which
configuration file will be used
during system reloading also
depends on the configuration file
manage module.

As per MIB
As per MIB
As per MIB

As per MIB

If the value of
hh3cSysReloadSchedule is not 0,
the
hh3cSysReloadScheduleTagList
will be ignored.

Name
hh3cSyslimagelndex
(1.3.6.1.4.1.25506.2.3.1.4.2.1.1)

hh3cSysimageName
(1.3.6.1.4.1.25506.2.3.1.4.2.1.2)

hh3cSyslmageSize
(1.3.6.1.4.1.25506.2.3.1.4.2.1.3)

hh3cSysIimageLocation
(1.3.6.1.4.1.25506.2.3.1.4.2.1.4)

hh3cSysimageType

Access

not-accessible
read-only
read-only

read-only

read-write

PDS
No

Yes

Yes

Yes

Yes
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Description

As per MIB
As per MIB
As per MIB

As per MIB
Only support ‘main’, ’backup’, and



(1.3.6.1.4.1.25506.2.3.1.4.2.1.5) ‘none’. It is forbidden to set
'backup’ attribute to the 'main’
image directly. The 'main' image
file must be set 'none’ by setting
another new 'main' image, then it
can be set to 'backup' attribute.

hh3cSysCFGFileTable

OID of this table is :1.3.6.1.4.1.25506.2.3.1.5.2

Name Access PDS Description
?1h2068¥sf$(23ggggnge§(1 5.2.1.1) not-accessible | No As per MIB
hh3cSysCFGFileName

(1.3.6.1.4.1.25506.2.3.1.5.2.1.2)  read-only ves As per MIB
hh3cSysCFGFileSize

(1.3.6.1.4.1.25506.2.3.1.5.2.1.3) | read-only Yes As per MIB
hh3cSysCFGFileLocation read-only Yes As per MIB

(1.3.6.1.4.1.25506.2.3.1.5.2.1.4)

hh3cSysBtmLoadTable

OID of this table is :1.3.6.1.4.1.25506.2.3.1.6.2

Name Access PDS Description
?Pg%s 31/S48 E|m2L505aOdén2d§x1 6.2.1.1) not-accessible | No As per MIB
hh3cSysBtmFileName

(1 .3.6.)1/.4.1 25506.2.3.16.2.1,2)  read-create No As per MIB
hh3cSysBtmFileType

(1.3.6.)1/.4.1.25506),.2.3.1.6.2.1.3) read-create No As per MIB
hh3cSysBtmRowStatus

(1 .3.6.)1I.4.1 25506.2.3.1.6.2.1.4)  read-create No As per MIB
hh3cSysBtmErrorStatus

(1.3.6.1.4.1.25506.2.3.1.6.2.1.5) | "ead-only No As per MIB
hh3cSysBtmLoadTime read-only No As per MIB

(1.3.6.1.4.1.25506.2.3.1.6.2.1.6)

< Terms
(The terms listed below are just used in the range of this section.)
BootRom: a special program which is used to boot the system on system startup.
BOOT ROM: a specific zone in system in which a BootRom is stored.

Bootrom file: a file which exists in file system. The content of such file is BootRom.

< Function

The responsibility of this table is to update BootRom from a BootRom file in file system to BOOT
ROM.

It assumes that the source Bootrom file already exists in the file system of the device before doing
operation. On system startup, this table is empty.
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< Notes

1) Be careful that the operation on BOOT ROM updating is risky. Other operations may halt during
updating BOOT ROM. Such operation may take a long time as well.

2) The value of hh3cSysCurUpdateBtmFileName will not be updated until updating operation
completed.

3) The value of hh3cSysBtmLoadIndex is divided into two parts as follows:

31+ 15+ 0+

entitylndex  + randomlnde s

The entitylndex is the same as entPhysicallndex as defined in the entPhysicalTable, and must be
the entPhysicallndex of the entity whose entPhysicalClass is ‘module’. The randomindex is
determined by users. Algorithm of hh3cSysBtmLoadIndex:

hh3cSysBtmLoadIndex = (entitylndex << 16) | randomIndex

4) It is strongly recommended that the name of a Bootrom file ends with valid flename extention,
but this table will not check the filename. The verification of validity of a Bootrom file will be
performed after the hh3cSysBtmRowStatus of this instance turns into ‘active’.

5) If hh3cSysBtmFileName of the instance includes a path, that path must refer to the same device
identified by ‘entitylndex’ part of hh3cSysBtmLoadlndex of the instance. If hh3cSysBtmFileName
includes just a filename without a path, the root directory will be used internally.

6) At present, hh3cSysBtmFileType must be set to ‘main’.

7) All necessary objects, which are hh3cSysBtmFileName and hh3cSysBtmFileType, should be
provided with hh3cSysBtmRowStatus simultaneously in creation.

8) hh3cSysBtmErrorStatus can be used to get current progress or result of the updating operation.
At any time, there is only one instance of which the hh3cSysBtmErrorStatus is ‘inProgress’ in the
same device. Creating a new instance will fall into fail if there is an instance of which
hh3cSysBtmErrorStatus is ‘inProcess’.

9) If there is an attempt to remove the instance of which the hh3cSysBtmErrorStatus is
‘inProgress’, such attempt may fail.

The Boot Rom in BOOT ROM can not be removed through hh3cSysBtmLoadTable, but it can be
updated through this table.

When removing an instance from this table, there is no any deletion of the corresponding file in file
system.

After updating a Bootrom file into BOOT ROM, the corresponding file can be removed from the file
system, but it is not the responsibility of this table to remove a Bootrom file from the file system.

10) Please refer to the switch guideline to make sure that the module supports updating.

< Examples
Creating a new instance.
A valid Bootrom file named with “flash:/s4e01_06.btm” is supposed existing in file system.

The entPhysicallndex of the entity (the entPhysicalClass of this entity is ‘module’) is 2 (Here the
value 2 is used just as illustration, the actual value must be got from entPhysicalindex in
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entPhysicalTable of ENTITY-MIB), the customized randomindex is 1. Then the value of
hh3cSysBtmLoadIndex is 131073, and the value of the necessary objects should be set to:

hh3cSysBtmFileName.131073 = “flash:/s4e01_06.btm”
hh3cSysBtmFileType.131073 = ‘main’
hh3cSysBtmRowStatus.131073 = ‘createAndGo’

HH3C-ENTITY-EXT-MIB

This MIB is used to describe the extend properties of entity of switchs.

hh3cEntityExtStateTable

OID of this table is :1.3.6.1.4.1.25506.2.6.1.1.1

The information of this MIB depends on the information of the hardware, so As per MIB when filling the
value of items.

Name Access PDS Description
. . . The index of the table, the same
?1h§c§r11tgy1lfgt&_;%)glzczll?d1eq( 1.1) igztfessmle-for- No as the entPhysicallndex defined
""""""" y in ENTITY-MIB.
hh3cEntityExtAdminStatus read-write No notSupported(1) and

(1.3.6.1.4.1.25506.2.6.1.1.1.1.2) shuttingDown(3) can not be set
Represent the possible values of
operational states. A value of

hh3cEntityExtOperStatus disabled means the entity goes

(1.3.6.1.4.1.25506.2.6.1.1.1.1.3) read-only No wrong, and cannot be operated. A
value of enabled means the entity
is partially or fully operable.

hh3cEntityExtStandbyStatus

(1.3.6.1.4.1.25506.2.6.1.1.1.1.4) | read-only No As per MIB

hh3cEntityExtAlarmLight

(1.3.6.1.4.125506.2.6.1.1.1.1.5)  read-only No Not supported

hh3cEntityExtCpuUsage

(1.3.6.1.4.1.25506.2.6.1.1.1.1.6) | "ead-only No As per MIB

hh3cEntityExtCpuUsageThreshold .

(1.3.6.1.4.125506.2.6.1.1.1.1.7)  read-write No As per MIB

hh3cEntityExtMemUsage

(1.3.6.1.4.1.25506.2.6.1.1.1.1.8) | read-only No As per MIB

hh3cEntityExtMemUsageThreshol .

d(136.1.4.1.25506.2.6.1.1.1.1.9) read-write No As per MIB

hh3cEntityExtMemSize

(1.3.6.1.4.1.25506.2.6.1.1.1.1.10) | "ead-only No As per MIB

hh3cEntityExtUpTime

(1.3.6.1.4.1.25506.2.6.1.1.1.1.11) | read-only No As per MIB

hh3cEntityExtTemperature . . .

(1.3.6.1.4.1.25506.2.6.1.1.1.1.12) read-only No The invalid value is 65535.

hh3cEntityExtTemperatureThresh

old read-write No As per MIB

(1.3.6.1.4.1.25506.2.6.1.1.1.1.13)

hh3cEntityExtVoltage

(1.3.6.1.4.1.25506.2.6.1.1.1.1.14) | "ead-only No Not supported

hh3cEntityExtVoltageLowThreshol read-write No Not supported

d
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(1.3.6.1.4.1.25506.2.6.1.1.1.1.15)
hh3cEntityExtVoltageHighThreshol
d
(1.3.6.1.4.1.25506.2.6.1.1.1.1.16)
hh3cEntityExtCriticalTemperature
Threshold
(1.3.6.1.4.1.25506.2.6.1.1.1.1.17)

hh3cEntityExtMacAddress
(1.3.6.1.4.1.25506.2.6.1.1.1.1.18)

hh3cEntityExtErrorStatus
(1.3.6.1.4.1.25506.2.6.1.1.1.1.19)
hh3cEntityExtCpuMaxUsage
(1.3.6.1.4.1.25506.2.6.1.1.1.1.20)

hh3cEntityExtLowerTemperatureT
hreshold
(1.3.6.1.4.1.25506.2.6.1.1.1.1.21)

hh3cEntityExtShutdownTemperatu
reThreshold
(1.3.6.1.4.1.25506.2.6.1.1.1.1.22)

hh3cEntityExtPhyMemSize
(1.3.6.1.4.1.25506.2.6.1.1.1.1.23)

hh3cEntityExtPhyCpuFrequency
(1.3.6.1.4.1.25506.2.6.1.1.1.1.24)

hh3cEntityExtFirstUsedDate
(1.3.6.1.4.1.25506.2.6.1.1.1.1.25)

hh3cEntityExtCpuAvgUsage,
(1.3.6.1.4.1.25506.2.6.1.1.1.1.26)

hh3cEntityExtMemAvgUsage
(1.3.6.1.4.1.25506.2.6.1.1.1.1.27)

hh3cEntityExtMemType
(1.3.6.1.4.1.25506.2.6.1.1.1.1.28)

hh3cEntityExtCriticalLowerTemper
atureThreshold
(1.3.6.1.4.1.25506.2.6.1.1.1.1.29)

hh3cEntityExtShutdownLowerTem
peratureThreshold
(1.3.6.1.4.1.25506.2.6.1.1.1.1.30)

read-write

read-write

read-only

read-only

read-only

read-write

read-write

read-only

read-only

read-only

read-only

read-only

read-only

read-write

read-write

No Not supported

No Yes

When the entity is unit,
hh3cEntityExtMacAddress
displays UnitMac.

No When the entity does not support
hh3cEntityExtMacAddress,
hh3cEntityExtMacAddress
displays "00.00.00.00.00.00"

No As per MIB
N The maximal CPU usage for the
o} o ;
entity in the last one minutes

No The invalid value is 65535.
No The invalid value is 65535.
No As per MIB

No As per MIB

No As per MIB

No As per MIB

No As per MIB

No As per MIB

No As per MIB

No As per MIB

hh3cEntityExtManuTable

OID of this table is :1.3.6.1.4.1.25506.2.6.1.2.1

Name
hh3cEntityExtManuPhysicallndex
(1.3.6.1.4.1.25506.2.6.1.2.1.1.1)

hh3cEntityExtManuSerialNum
(1.3.6.1.4.1.25506.2.6.1.2.1.1.2)

hh3cEntityExtManuBuildInfo

Access

accessible-for-
notify

read-only

read-only

PDS Description
Yes As per MIB
Yes As per MIB
Yes As per MIB
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(1.3.6.1.4.1.25506.2.6.1.2.1.1.3)
hh3cEntityExtManuBOM

(1.3.6.1.4.125506.2.6.1.2.1.1.4)  'ead-only ves As per MIB
IEMEDASA | oy Yoo s pr
hh3cEntityExtPowerTable
OID of this table is :1.3.6.1.4.1.25506.2.6.1.3.1
Name Access PDS Description
TP Pl | sccssB 0| Yoy | papor i
(1361412550626.15.112)  readonly | Yes | AsperMs
?1h§ceEqtzyfgg%%réezr]g?ge{1 3) | feadonly ves As perMIB
(1361415506261 31 1.4) | readwite | No As per MIB
?1hgceE?tzy1E§gF;>e()aﬁkg%w18;1 45 | ead-write No As per MiB
hh3cProcessTable
OID of this table is :1.3.6.1.4.1.25506.2.6.1.4.1
Name Access PDS Description
?rg?gﬁ.eﬁ;goe.z.eﬂ 41.4.1)  read-only Yes As per MiB
?152?5??18;22&?2.6.1 41.4.2)  readonly ves As per MIB
hh3cProcessULtil5Min read-only Yes As per MIB

(1.3.6.1.4.1.25506.2.6.1.4.1.1.3)

Relationship between entity and extend property

entity hh3cEntityExtAdminStatus (R/W)
chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module No

port Yes

stack No

other No

unknown No

entity hh3cEntityExtOperStatus (R)
chassis No
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backplane No

container No

power Supply Yes

fan Yes

sensor No

module Yes

port Yes

stack No

other No

unknown No

entity hh3cEntityExtStandbyStatus (R)
chassis No

backplane No

container No

powerSupply No

fan Yes

sensor No

module Yes

port No

stack No

other No

unknown No

entity hh3cEntityExtAlarmLight (R)
chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module No

port No

stack No

other No

unknown No

entity hh3cEntityExtCpuUsage (R)
chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module Yes(Only support the Module Level1)
port No

stack No

other No

unknown No

entity hh3cEntityExtCpuUsageThreshold (R/W)

219



chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module Yes(Only support the Module Level1)
port No

stack No

other No

unknown No

entity hh3cEntityExtMemUsage (R)
chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module Yes(Only support the Module Level1)
port No

stack No

other No

unknown No

entity hh3cEntityExtMemUsageThreshold(R/W)
chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module Yes(Only support the Module Level1)
port No

stack No

other No

unknown No

entity hh3cEntityExtMemSize (R)

chassis No

backplane No

container No

powerSupply No

fan No

sensor No

module Yes(Only support the Module Level1)
port No

stack No

other No

unknown No
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entity hh3cEntityExtUpTime (R)

chassis Yes
backplane No
container No
powerSupply No
fan No
sensor No
module No
port No
stack No
other No
unknown No
entity hh3cEntityExtTemperature (R)
chassis No
backplane No
container No
powerSupply Yes
fan Yes
sensor No
module Yes
port No
stack No
other Yes
unknown No
entity hh3cEntityExtTemperatureThreshold(R/W)
chassis No
backplane No
container No
powerSupply Yes
fan Yes
sensor No
module Yes
port No
stack No
other Yes
unknown No
entity hh3cEntityExtMacAddress
chassis Yes
backplane No
container No
powerSupply No
fan No
sensor No
module No
port No
stack No
other No
unknown No
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entity hh3cEntityExtErrorStatus
chassis No

backplane Yes

container Yes

powerSupply Yes

fan Yes

sensor Yes

module No

port Yes

stack No

other Yes

unknown Yes

entity hh3cEntityExtManuSerialNum
chassis Yes

backplane No

container No

powerSupply No

fan No

sensor No

module Yes

port No

cpu No

entity hh3cEntityExtManuBuildinfo
chassis Yes

backplane No

container No

powerSupply No

fan No

sensor No

module Yes

port No

cpu No

entity hh3cEntityExtMacAddressCount
chassis Yes

backplane No

container No

powerSupply No

fan No

sensor No

module Yes

port Yes

cpu No

entity hh3cEntityExtManuBOM
chassis Yes

backplane No

222



container No
powerSupply No
fan No
sensor No
module Yes
port No
cpu No

; POWE
Entity CHAS A CONT @ MODU
RSUP | FAN PORT | CPU
(R/W: read/write) PLY SIS AINER LE

hh3cEntityExtAdmin
Status (R/W)
hh3cEntityExtOperS
tatus (R)
hh3cEntityExtStand
byStatus (R)
hh3cEntityExtAlarm
Light (R)
hh3cEntityExtCpuU
sage (R)
hh3cEntityExtCpuU
sageThreshold Yes
(RIW)
hh3cEntityExtMem
Usage (R)
hh3cEntityExtMem
UsageThreshold(R/ Yes
W)
hh3cEntityExtMemS
ize (R)
hh3cEntityExtUpTi
me (R)
hh3cEntityExtTemp
erature (R)

hh3cEntityExtTemp
eratureThreshold

Yes
Yes Yes Yes Yes

Yes Yes

Yes

Yes

Yes
Yes

Yes Yes Yes

Yes Yes Yes
(1.3.6.1.4.1.25506.2
.6.1.1.1.1.13) (R/W)
hh3cEntityExtMacA
ddress
hh3cEntityExtErrorS
tatus

Yes

Yes Yes Yes Yes Yes

Table 2 Explain the table:

1. “Yes” means the property of that entity is implemented. Others are not supported.
2. If the result of the operation is “no such name/instance”, then this MIB object is not to be supported for
the specific entity.
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HH3C-IF-EXT-MIB

This MIB is an extension of interface MIBs such as IF-MIB. This MIB is applicable to switches. Some
objects in this may be used only for some specific switch s, so users should refer to the related

documents to acquire more detail information.

Scalar Objects

This MIB has no scalar object.

hh3cUIMgtBasicGroup

This group now only has hh3clfStatTable

Name Access PDS
hh3clfStatFlowlInterval
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.1 ' read-write Current
)

hh3clfStatFlowlInBits

(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.2  read-only No
)

hh3clfStatFlowOutBits
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.3 | read-only No
)

hh3clfStatFlowInPkts
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.4 | read-only No
)

hh3clfStatFlowOutPkts
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.5 | read-only No
)

hh3clfStatFlowInBytes
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.6 | read-only No
)

hh3clfStatFlowOutBytes
(1.3.6.1.4.1.25506.2.40.2.1.2.1.1.7  read-only No

)

HH3C-IP-ADDRESS-MIB

Description

Only support read operation.

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

hh3clpAddrNotifyScalarObjects

OID of this table is :1.3.6.1.4.1.25506.2.67.2.1

Name Access PDS
hh3clpAddrNotifylflndex accessible-for- No
(1.3.6.1.4.1.25506.2.67.2.1.1) notify
hh3clpAddrOldIpAddress accessible-for- No
(1.3.6.1.4.1.25506.2.67.2.1.2) notify
hh3clpAddrNewlpAddress accessible-for- No
(1.3.6.1.4.1.25506.2.67.2.1.3) notify
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hh3clpAddrSetTable

OID of this table is :1.3.6.1.4.1.25506.2.67.1.1.1

This table does not support modify the variable of exist entry, only support create a new entry and
destroy an exist entry.

Name Access PDS Description
hh3clpAddrSetlfindex
(1.3.6.1.4.1.25506.2.67.1.1.1.1.1)
hh3clpAddrSetAddrType
(1.3.6.1.4.1.25506.2.67.1.1.1.1.2)
hh3clpAddrSetAddr
(1.3.6.1.4.1.25506.2.67.1.1.1.1.3)

not-accessible | Current As per MIB
not-accessible | Current Only support ipv4(1)

not-accessible | Current As per MIB

Only Loopback interface
supports 32-bit mask and
hh3clpAddrSetMask read-create Current only 32-b|t.mask is supported on
(1.3.6.1.4.1.25506.2.67.1.1.1.1.4) Loopback interface, the mask
input which isn’t 32-bit will be
converted to 32-bit.
hh3clpAddrSetSourceType

(1.3.6.1.4.1.25506.2.67.1.1.1.1.5) | 'ead-create Current ' As per MIB
hh3clpAddrSetCatalog )
(1.3.6.1.4.1.25506.2.67.1.1.1.16) A 'ead-create | Current ' As per MIB
Only support active(1),
hh3clpAddrSetRowStatus read-create Current createAndGo(4) and destroy(6)
(1.3.6.1.4.1.25506.2.67.1.1.1.1.7) ,the value active(1) is only for
reading.

hh3clpAddrReadTable

OID of this table is :1.3.6.1.4.1.25506.2.67.1.1.2

Name Access PDS Description
hh3clpAddrReadlfIndex
(1.3.6.1.4.1.25506.2.67.1.1.2.1.1)

hh3clpAddrReadAddrType
(1.3.6.1.4.1.25506.2.67.1.1.2.1.2)

hh3clpAddrReadAddr

not-accessible | Current As per MIB

not-accessible | Current Only support ipv4(1)

(1.3.6.1.4.1.25506.2.67.1.1.2.1.3) | notaccessible | Current | As per MIB
?1&2%??2.(1{222823%7.1 1.2.1.4)  readonly Current | As per MIB
?1h.g.cé?ﬁi.d{ggggg?z??ﬁ}g.1 »5) | read-only Current | As per MIB
hh3clpAddrReadCatalog read-only Current As per MIB

(1.3.6.1.4.1.25506.2.67.1.1.2.1.6)

HH3C-IP-BROADCAST-MIB

This MIB is used to set whether a device receives direct broadcast datagram.

hh3clpForwardBroadcast

Name Access PDS Description

225



hh3clpBdstForwardBroadcast

(1.3.6.1.4.1.25506.2.33.1.1) read-write No Not supported
. The value of this node decide
hh3clpReceiveBroadcast read-write Current whether a device receives direct

(1.3.6.1.4.1.25506.2.33.1.2)

HH3C-IPV6-ADDRESS-MIB

hh3clpv6AddrSetTable

OID of this table is :1.3.6.1.4.1.25506.2.71.1.1.1

broadcast datagrams or not

This table does not support modify the variable of exist entry, only support create a new entry and
destroy an exist entry.

Name Access PDS Description

?chép;/ iﬁdgr‘sssztglgcﬁﬂ 111.1) not-accessible | Current As per MIB

?1h5§0(|3p;/ iA1dgr585%tg gd7r'1l'y1p(1e 11.2) not-accessible | Current Only support ipv6(2)

?chép;/ (L)‘tﬁ}dczirSSS%tg\czld% 11.1.1.3) not-accessible | Current As per MIB
If the value of
hh3clpv6AddrSetSourceType is
'assignedGblp' or 'assignedSLIp',
only Loopback interface supports
128; the length of the prefix input
which is less than 128 will be

?1h:?;’cflsp1v iﬁdczirsss%tg f2xlﬁn1gt1h 1.1.4) read-create Current converted to 128.

""" o If the value of

hh3clpv6AddrSetSourceType is
'assignedGbEUI64Ip' or
'assignedSLEUI64Ip', the length
of the prefix must be set from 1 to
64.

?1h§celsp1v iﬁdggsé%tes c2)u7r$]:e1'l' ¥p1e1 5) read-create Current As per MIB
Only support active(1),

hh3clpv6AddrSetRowStatus createAndGo(4) and destroy(6)

read-create Current

(1.3.6.1.4.1.25506.2.71.1.1.1.1.6)

hh3clpv6AddrReadTable

OID of this table is :1.3.6.1.4.1.25506.2.71.1.1.2

,the value active(1) is only for
reading.

Name Access PDS Description
?chép;/ iﬁdgrSngdeIﬂ;f e1x1 2.1.1) not-accessible | Current As per MIB
?1h5§0(|3p;/ iA1dgr5R;%a6d2A g?r;l')f]pg 1.2) not-accessible | Current Only support ipv6(2)
?chép;/ iﬁdgrsr\;%%d; g?r1 121.3) not-accessible | Current As per MIB
hh3clpv6AddrReadPfxLength
(1 .3.6?1 4.1.25506.2.71.1 .19.2.1 4y | read-only Current | As per MIB

Only support assignedIp,
hh3clpveAddrReadSource Type read-only Current assignedEUI64Ip,

(1.3.6.1.4.1.25506.2.71.1.1.2.1.5)
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hh3clpv6AddrReadCatalog
(1.3.6.1.4.1.25506.2.71.1.1.2.1.6)

read-only

Current

As per MIB

HH3C-MIRRORGROUP-MIB

hh3cMGTable

OID of this table is :1.3.6.1.4.1.25506.2.68.1.1.1

Name

hh3cMGID
(1.3.6.1.4.1.25506.2.68.1.1.1.1.1)
hh3cMGType
(1.3.6.1.4.1.25506.2.68.1.1.1.1.2)
hh3cMGStatus
(1.3.6.1.4.1.25506.2.68.1.1.1.1.3)

hh3cMGRowStatus
(1.3.6.1.4.1.25506.2.68.1.1.1.1.4)

Access

not-accessible
read-create

Read-only

read-create

hh3cMGMirrorlfTable

OID of this table is :1.3.6.1.4.1.25506.2.68.1.2.1

PDS

Current

Current

Current

Current

Description

The range is different for different
product.

As per MIB

As per MIB

Support three status:
createAndGo, active, destroy.
CreateAndGo operation only
support Multiple Variable
Bindings with hh3cMGType.

Name

hh3cMGMirrorlfindex
(1.3.6.1.4.1.25506.2.68.1.2.1.1.1)
hh3cMGMirrorDirection
(1.3.6.1.4.1.25506.2.68.1.2.1.1.2)
hh3cMGMirrorRowStatus
(1.3.6.1.4.1.25506.2.68.1.2.1.1.3)

hh3cMGMonitorlfTable

Access

not-accessible

not-accessible

read-create

PDS

Current

Current

Current

OID of this table is :1.3.6.1.4.1.25506.2.68.1.3.1

Description

As per MIB

As per MIB

Support three status:
createAndGo, active, destroy

Name
hh3cMGMonitorlfindex
(1.3.6.1.4.1.25506.2.68.1.3.1.1.1)

hh3cMGMonitorRowStatus
(1.3.6.1.4.1.25506.2.68.1.3.1.1.2)

Access

not-accessible

read-create

PDS

Current

Current
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hh3cMGReflectorlfTable

OID of this table is :1.3.6.1.4.1.25506.2.68.1.4.1
This table is not supported by 6502.

Name Access PDS Description
hh3cMGReflectorlfindex
(1.3.6.1.4.1.25506.2.68.1.4.1.1.1)

hh3cMGReflectorRowStatus read-create Current Support three status:
(1.3.6.1.4.1.25506.2.68.1.4.1.1.2) createAndGo, active, destroy

not-accessible | Current As per MIB

hh3cMGRprobeVianTable

OID of this table is :1.3.6.1.4.1.25506.2.68.1.5.1

Name Access PDS Description

hh3cMGRprobeVianID
(1.3.6.1.4.1.25506.2.68.1.5.1.1.1)

hh3cMGRprobeVlanRowStatus read-create Current Support three status:
(1.3.6.1.4.1.25506.2.68.1.5.1.1.2) createAndGo, active, destroy

HH3C-MPM-MIB

not-accessible | Current As per MIB

Scalar Objects

Name Access PDS Description
hh3cMPortGroupLimitMinNumber
(1.3.6.1.4.1.25506.2.51.1.1)

hh3cMPortGroupLimitMaxNumber
(1.3.6.1.4.1.25506.2.51.1.2)

read-only Current As per MIB

read-only Current As per MIB

hh3cMPortGroupJoinTable

OID of this table is :1.3.6.1.4.1.25506.2.51.2.1

The hh3cMPortGroupJoinTable is used to configure a port in a specified VLAN to join a multicast group.

Name Access PDS Description
hh3cMPortGroupJoinVianID
(1.3.6.1.4.1.25506.2.51.2.1.1.1)
hh3cMPortGroupJoinAddressType
(1.3.6.1.4.1.25506.2.51.2.1.1.2)
hh3cMPortGroupJoinAddress
(1.3.6.1.4.1.25506.2.51.2.1.1.3)
hh3cMPortGroupJoinStatus
(1.3.6.1.4.1.25506.2.51.2.1.1.4)

not-accessible | Current As per MIB
not-accessible | Current As per MIB
not-accessible | Current As per MIB

read-create Current As per MIB
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hh3cMPortGroupTable

OID of this table is :1.3.6.1.4.1.25506.2.51.2.2

The hh3cMPortGroupTable containing information about status of a port which join in a multicast group
in the VLAN.

Name Access PDS Description
hh3cMPortGroupVlanID
(1.3.6.1.4.1.25506.2.51.2.2.1.1)
hh3cMPortGroupAddressType
(1.3.6.1.4.1.25506.2.51.2.2.1.2)
hh3cMportGroupAddress
(1.3.6.1.4.1.25506.2.51.2.2.1.3)

not-accessible | Current As per MIB
read-only Current As per MIB

read-only Current As per MIB

hh3cMPortConfigTable

OID of this table is :1.3.6.1.4.1.25506.2.51.2.3

The hh3cMPortConfigTable containing configuration about fast leave status, group limit number and group
policy parameter on a port in the specified VLAN.

Name Access PDS Description
hh3cMPortConfigVlanID
(1.3.6.1.4.1.25506.2.51.2.3.1.1)
hh3cMPortGroupLimitNumber

not-accessible | Current As per MIB

(1.3.6.1.4.1.25506.2.51.2.3.1.2)  'ead-create Current | As per MIB
?1hgcévl quFggtsLo%agesit?%ﬂ 3) | fead-create Current | As per MIB
NPCORPOESI | gcome | | Aseri
PCMEISIS | agomme | Curet | Asporti
hh3cMPortGroupLimitReplace read-create Current As per MIB

(1.3.6.1.4.1.25506.2.51.2.3.1.6)

HH3C-NQA-MIB

This MIB should be supported by device which implements disman ping function. This MIB cannot mix
using with CLI.

Scalar objects

Name Access PDS Description
moNEMEVeron ey Mo AsperhiB
?1h§cé\l$a4A1g§r;t5EOn6aglg 15) read-write Current Default value is enable(1).
hh3cNgaServerEnable read-write Current As per MIB.

(1.3.6.1.4.1.25506.8.3.1.8)
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hh3cNgaStatsMaxGroupNumber
(1.3.6.1.4.1.25506.8.3.1.9)

hh3cNgaCtlTable

read-only

Current As per MIB

OID of this table is :1.3.6.1.4.1.25506.8.3.1.2

a)
b)

c)

The parameter which is not supported by the corresponding pingCtlType cannot be configured.

Once the configuration is modified, the result, histories, and statistics of the corresponding entry

will be cleared.

The results, histories and statistics must be the factual reflection of the test results of current

configurations.

Users will be puzzled when they get the results which caused by the previous configurations.

If the parameter which is not supported by the corresponding pingCtlType is read, the result is

invalid.

The following table shows the relationship between pingCtlType and parameters.

Value of pingCtIType

pinglcmpEcho

pingUdpEcho
hh3cNgaUdpEcho

pingSnmpQuery

pingTcpConnectionAttempt
hh3cNgaTcpconnect

hh3cNgqajitter ( for udp-jitter
test)

hh3cNgaCtlCodecType is
defined as notDefined(1)

hh3cNgqajitter ( for voice
test)

hh3cNgaCtlCodecType is
defined as g711Alaw(2).

Support parameters

hh3cNqaCtITTL
hh3cNgaCtlVPNInstance

hh3cNgaCtlTargetPort
hh3cNgaCtlSourcePort
hh3cNqaCtITTL

hh3cNgaCtlSourcePort
hh3cNgaCtITTL

hh3cNgaCtlTargetPort
hh3cNgaCtITTL

hh3cNgaCtlTargetPort
hh3cNgaCtlSourcePort
hh3cNgaCtITTL
hh3cNgaCtlJitterAdmininterval
hh3cNgaCtlJitterAdminNumPackets
hh3cNgaCtlCodecType

hh3cNgaCtlTargetPort
hh3cNgaCtlSourcePort
hh3cNgaCtITTL
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g711Ulaw(3) or g729A(4)

hh3cNgaCitlJitterAdmininterval
hh3cNgaCtlJitterAdminNumPackets
hh3cNgaCtlICPIFAdvFactor

hh3cNgaCtlCodecType
hh3cNgaCtITTL
hh3cNgaHttp hh3cNgaCtlHttpOperationType
hh3cNgaCtlHttpOperationString
hh3cNgadlsw hh3cNgaCtITTL
hh3cNgadhcp
hh3cNqaCtITTL
hh3cNgaCtlFtpOperationType
hh3cNgaftp hh3cNgaCtlFtpUsername
hh3cNgaCtlFtpPassword
hh3cNgaCtlFtpOperationString
Name Access PDS Description
Range from 0 to 65535
If the value of pingCtlType is
“pingUdpEcho” or
“pingTcpConnectionAttempt”, the
hh3cNgaCtlTargetPort P ) !
(1.3.6.1.4.1.25506.8.3.1.2.1.1) read-create Current value of this object must be 7.
If the value of pingCtiType is
"hh3cNgaUdpEcho" or
"hh3cNgaTcpconnect”, the value
of this object cannot be 7.
hh3cNgaCtlSourcePort
(1.3.6.1.4.1.25506.8.3.1.2.1.2) read-create Current Range from 0 to 50000
hh3cNgaCtITTL
(1.3.6.1.4.1.25506.8.3.1.2.1.3) read-create Current Range from 1 to 255
hh3cNgaCtlJitterAdmininterval
(1.3.6.1.4.1.25506.8.3.1.2.1.4) read-create Current Range from 10 to 60000
When doing UDP-jitter test,the
range is from 10 to 1000,and the
default value is 10,
. . When doing voice test,the range
hh3cNgaCtlJitterAdminNumPacket read-create Current is from 10 to 60000,and the
s (1.3.6.1.4.1.25506.8.3.1.2.1.5) -
default value is 1000.
Only voice test and UDP-jitter test
is supported ,the default vaule of
other test is 10.
hh3cNgaCtitittpOperationType read-create Current As per MIB.

(1.3.6.1.4.1.25506.8.3.1.2.1.6)
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hh3cNgaCtlHttpOperationString
(1.3.6.1.4.1.25506.8.3.1.2.1.7)

hh3cNgaCtlFtpOperationType
(1.3.6.1.4.1.25506.8.3.1.2.1.8)

hh3cNgaCtlFtpUsername
(1.3.6.1.4.1.25506.8.3.1.2.1.9)

hh3cNgaCtlFtpPassword
(1.3.6.1.4.1.25506.8.3.1.2.1.10)

hh3cNgaCtlIFtpOperationString
(1.3.6.1.4.1.25506.8.3.1.2.1.11)

hh3cNgaCtlVPNInstance
(1.3.6.1.4.1.25506.8.3.1.2.1.12)

hh3cNgaCtlHistoryKeptTime
(1.3.6.1.4.1.25506.8.3.1.2.1.13)

hh3cNgaCtlHistoryEnable
(1.3.6.1.4.1.25506.8.3.1.2.1.14)

hh3cNgaCtlICPIFAdvFactor
(1.3.6.1.4.1.25506.8.3.1.2.1.15)

hh3cNgaCtlCodecType
(1.3.6.1.4.1.25506.8.3.1.2.1.16)

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

read-create

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current
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This object include two

parts, the first part is url and

the second one is http version.
The length of url is from 0 to 185 .

The version only supports
“HTTP/1.0”(case- insensitive).

The value of this object must
have one space and only one
space. The space is the separator
of url and version.

If the value of this object is
zero-length string, the url and
version are set to default value.

As per MIB

As per MIB.

As per MIB.

The length of this object is from 0
to 200

The length of this object is from 0
to 31.

If the product does not support
VPN feature, this object cannot
be set.

Not supported

Not supported

Range from 0 to 20

If the corresponding pingCtiType
is not hh3cNaqajitter, this object is
invalid.

If the corresponding pingCtiType
is hh3cNqajitter and this object is
set to notDefined, it is JITTER
test.

If the corresponding pingCtiType
is hh3cNqajitter and this object is
set to g711Alaw, g711Ulaw or
g729A, itis VOICE test.

If the value of this object is
changed from g711Alaw,
g711Ulaw or g729A to
notDefined, the entry of voice
type will be deleted and the entry
of udp-jitter type will be created
with default configuration. If the
value of this object is changed
from notDefined to g711Alaw,
g711Ulaw or g729A, the entry of
udp-jitter type will be deleted and



hh3cNgaResultsTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.3

the entry of voice type will be
created with the corresponding
codec-type configuration.

The current supported value is
notDefined, g711Alaw, g711Ulaw
and g729A..

Name

hh3cNgaResultsRttNumDisconnec
ts (1.3.6.1.4.1.25506.8.3.1.3.1.1)

hh3cNgaResultsRttTimeouts
(1.3.6.1.4.1.25506.8.3.1.3.1.2)

hh3cNgaResultsRttBusies
(1.3.6.1.4.1.25506.8.3.1.3.1.3)

hh3cNgaResultsRttNoConnections
(1.3.6.1.4.1.25506.8.3.1.3.1.4)

hh3cNgaResultsRttDrops
(1.3.6.1.4.1.25506.8.3.1.3.1.5)

hh3cNgaResultsRttSequenceError
s (1.3.6.1.4.1.25506.8.3.1.3.1.6)

hh3cNgaResultsRttStatsErrors
(1.3.6.1.4.1.25506.8.3.1.3.1.7)

hh3cNgaResultsMaxDelaySD
(1.3.6.1.4.1.25506.8.3.1.3.1.8)

hh3cNgaResultsMaxDelayDS
(1.3.6.1.4.1.25506.8.3.1.3.1.9)

hh3cNgaResultsLostPacketRatio
(1.3.6.1.4.1.25506.8.3.1.3.1.10)

hh3cNgaResultsPacketLateArrival
(1.3.6.1.4.1.25506.8.3.1.3.1.11)

hh3cNgaResultsRttSum
(1.3.6.1.4.1.25506.8.3.1.3.1.12)

hh3cNgaResultsNumOfDelaySD
(1.3.6.1.4.1.25506.8.3.1.3.1.13)

hh3cNgaResultsMinDelaySD
(1.3.6.1.4.1.25506.8.3.1.3.1.14)

hh3cNgaResultsSumDelaySD
(1.3.6.1.4.1.25506.8.3.1.3.1.15)

hh3cNgaResultsSum2DelaySD
(1.3.6.1.4.1.25506.8.3.1.3.1.16)

hh3cNgaResultsNumOfDelayDS
(1.3.6.1.4.1.25506.8.3.1.3.1.17)

Access

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

PDS

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
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Description

As per MIB.

As per MIB.

Not supported

As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB

As per MIB

The value of this object reflects
the drop rate of all kinds of tests
included in DISMAN-PING-MIB
MIB and HH3C-NQA-MIB MIB.

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



hh3cNgaResultsMinDelayDS

(1.3.6.1.4.1.25506.8.3.1.3.1.18) | read-only No As per MIB

hh3cNgaResultsSumDelayDS

(1.3.6.1.4.1.25506.8.3.1.3.1.19) read-only No As per MIB

hh3cNgaResultsSum2DelayDS

(1.3.6.1.4.1.25506.8.3.1.3.1.20) | read-only No As per MIB
OID of this table is :1.3.6.1.4.1.25506.8.3.1.4

Name Access PDS Description

hh3cNgaJitterStatsNumOfRTT

(1.3.6.1.4.1.25506.8.3.1.4.1.1) read-only No As per MIB.

hh3cNgaJitterStatsMinOfPositives

SD (1.3.6.1.4.1.25506.8.3.1.4.1.2) | "ead-only No As per MIB.

hh3cNgalJitterStatsMaxOfPositives

SD (1.3.6.1.4.1.25506.8.3.1.4.1.3) | read-only No As per MIB.

hh3cNgadJitterStatsNumOfPositive

sSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.4)

hh3cNgaJitterStatsSumOfPositive

sSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.5)

hh3cNgalJitterStatsSum2Positives

SD (1.3.6.1.4.1.25506.8.3.1.4.1.6) | "ead-only No As per MIB

hh3cNgalJitterStatsMinOfNegative

sSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.7)

hh3cNgalJitterStatsMaxOfNegative

sSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.8)

hh3cNgaJitterStatsNumOfNegativ

esSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.9)

hh3cNgalJitterStatsSumOfNegativ

esSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.10)

hh3cNgaJitterStatsSum2Negative

sSD read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.11)

hh3cNgadJitterStatsMinOfPositives

DS read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.12)

hh3cNgaJitterStatsMaxOfPositives

DS read-only No As per MIB.

(1.3.6.1.4.1.25506.8.3.1.4.1.13)

hh3cNgadJitterStatsNumOfPositive read-only No As per MIB.

sDS
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(1.3.6.1.4.1.25506.8.3.1.4.1.14)

hh3cNgalJitterStatsSumOfPositive
sDS
(1.3.6.1.4.1.25506.8.3.1.4.1.15)

hh3cNgadJitterStatsSum2Positives
DS
(1.3.6.1.4.1.25506.8.3.1.4.1.16)

hh3cNgadJitterStatsMinOfNegative
sDS
(1.3.6.1.4.1.25506.8.3.1.4.1.17)

hh3cNgalJitterStatsMaxOfNegative
sDS
(1.3.6.1.4.1.25506.8.3.1.4.1.18)

hh3cNgadJitterStatsNumOfNegativ
esDS
(1.3.6.1.4.1.25506.8.3.1.4.1.19)

hh3cNgaJitterStatsSumOfNegativ
esDS
(1.3.6.1.4.1.25506.8.3.1.4.1.20)

hh3cNgaJitterStatsSum2Negative
sDS
(1.3.6.1.4.1.25506.8.3.1.4.1.21)

hh3cNgadJitterStatsPacketLossSD
(1.3.6.1.4.1.25506.8.3.1.4.1.22)

hh3cNgalJitterStatsPacketLossDS
(1.3.6.1.4.1.25506.8.3.1.4.1.23)

hh3cNgalJitterStatsAvePositivesS
D (1.3.6.1.4.1.25506.8.3.1.4.1.24)

hh3cNgaJitterStatsAveNegativesS
D (1.3.6.1.4.1.25506.8.3.1.4.1.25)

hh3cNgalJitterStatsAvePositivesD
S (1.3.6.1.4.1.25506.8.3.1.4.1.26)

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

No

No

No

No

No

No

No

No

No

No

No

No
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As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB.

As per MIB.

If the difference between intervals
from source to destination of two
sequential packets within a group
of packets is positive, statistical
times should add 1, and statistical
summation should add the
difference. The value of this
object is the result of following
expression: (statistical
summation)/ (statistical times).

If the difference between intervals
from source to destination of two
sequential packets within a group
of packets is negative, statistical
times should add 1, and statistical
summation should add the
absolute value of the difference.
The value of this object is the
result of following expression:
(statistical summation)/
(statistical times).

If the difference between intervals
from destination to source of two
sequential packets within a group
of packets is positive, statistical
times should add 1, and statistical
summation should add the
difference. The value of this
object is the result of following
expression: (statistical



hh3cNgalJitterStatsAveNegativesD

S (1.3.6.1.4.1.25506.8.3.1.4.1.27) | read-only No

hh3cNgalJitterStatsPktLossUnkno
wn read-only No
(1.3.6.1.4.1.25506.8.3.1.4.1.28)

hh3cNgalJitterStatsOperOfICPIF

(1.3.6.1.4.1.25506.8.3.1.4.1.29) | read-only No

hh3cNgalJitterStatsOperOfMOS

(1.3.6.1.4.1.25506.8.3.1.4.1.30) read-only No

hh3cNgaTcpServerTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.6

summation)/ (statistical times).

If the difference between intervals
from destination to source of two
sequential packets within a group
of packets is negative, statistical
times should add 1, and statistical
summation should add the
absolute value of the difference.
The value of this object is the
result of following expression:
(statistical

summation)/( statistical times).

The number of packets which lost
but not knowing result

Only voice test is supported.

Only voice test is supported the
value of this object is 100 times of
the actual value.

Name Access PDS

hh3cNgaTcpServerlpAddress
(1.3.6.1.4.1.25506.8.3.1.6.1.1)

hh3cNgaTcpServerPort
(1.3.6.1.4.1.25506.8.3.1.6.1.2)

not-accessible | Current

not-accessible | Current

hh3cNgaTcpServerRowStatus

(1.3.6.1.4.1.25506.8.3.1.6.1.3) read-create Current

hh3cNgaUdpServerTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.7

Description

Only support ipv4 address.

Range from 1 to 50000

Only support active(1),
createAndgo(4) and destroy(6)

Name Access PDS

hh3cNgaUdpServerlpAddress

(1.3.6.1.4.1.25506.8.3.1.7.1.1) not-accessible | Current

hh3cNgaUdpServerPort

(1.3.6.1.4.1.25506.8.3.1.7.1.2) not-accessible | Current

hh3cNgaUdpServerRowStatus

(1.3.6.1.4.1.25506.8.3.1.7.1.3) read-create Current
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Description

Only support ipv4 address.

Range from 1 to 50000

Only support
active(1) ,createAndgo(4) and
destroy(6)



hh3cNgaStatisticsCtlTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.10

Name

hh3cNgaCtlStatisticsInterval
(1.3.6.1.4.1.25506.8.3.1.10.1.1)

hh3cNgaCtlStatisticsGroupNumbe
r(1.3.6.1.4.1.25506.8.3.1.10.1.2)

hh3cNgaCtlStatisticsKeptTime
(1.3.6.1.4.1.25506.8.3.1.10.1.3)

hh3cNgaCtiBeginTime
(1.3.6.1.4.1.25506.8.3.1.10.1.4)

hh3cNgaCtlLifeTime
(1.3.6.1.4.1.25506.8.3.1.10.1.5)

Access

read-create

read-create

read-create

read-create

read-create

PDS

Current

Current

Current

Current

Current

Description

For DHCP test, this object is not
supported.

Range from 1 to 35791394(in
minutes), default value is 60.

For DHCP test, this object is not
supported.

Range from 0 to
hh3cNgaStatsMaxGroupNumber,

default value is 2.

If the value of this object is 0,
statistics will not be created.

For DHCP test, this object is not
supported.

Range from 1 to 1440(in
minutes), default value is 120.

Time format must be abided. The
year is range from 2000 to 2035.

Range from 1 to 2147483647 (in
seconds), The value of
4294967295 means the test will
never stop.

hh3cNqgaStatisticsResultsTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.11

Name

hh3cNgaStatResIndex
(1.3.6.1.4.1.25506.8.3.1.11.1.1)

hh3cNgaStatReslpTargetAddress
Type
(1.3.6.1.4.1.25506.8.3.1.11.1.2)

hh3cNgaStatReslpTargetAddress
(1.3.6.1.4.1.25506.8.3.1.11.1.3)

hh3cNgaStatResMinRtt
(1.3.6.1.4.1.25506.8.3.1.11.1.4)

hh3cNgaStatResMaxRit
(1.3.6.1.4.1.25506.8.3.1.11.1.5)

hh3cNgaStatResAverageRtt
(1.3.6.1.4.1.25506.8.3.1.11.1.6)

hh3cNgaStatResProbeResponses
(1.3.6.1.4.1.25506.8.3.1.11.1.7)

hh3cNgaStatResSentProbes
(1.3.6.1.4.1.25506.8.3.1.11.1.8)

Access

not-accessible

read-only

read-only

read-only

read-only

read-only

read-only

read-only

PDS

No

No

No

No

No

No

No

No
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Description

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



hh3cNgaStatResRttSumOfSquare
s (1.3.6.1.4.1.25506.8.3.1.11.1.9)

hh3cNgaStatResStartTime
(1.3.6.1.4.1.25506.8.3.1.11.1.10)

hh3cNgaStatReslInterval
(1.3.6.1.4.1.25506.8.3.1.11.1.11)

hh3cNgaStatResRttNumDisconne
cts
(1.3.6.1.4.1.25506.8.3.1.11.1.12)

hh3cNgaStatResRtitTimeouts
(1.3.6.1.4.1.25506.8.3.1.11.1.13)

hh3cNgaStatResRttBusies
(1.3.6.1.4.1.25506.8.3.1.11.1.14)

hh3cNgaStatResRttNoConnection
s (1.3.6.1.4.1.25506.8.3.1.11.1.15)

hh3cNgaStatResRttDrops
(1.3.6.1.4.1.25506.8.3.1.11.1.16)

hh3cNgaStatResRttSequenceErro
rs
(1.3.6.1.4.1.25506.8.3.1.11.1.17)

hh3cNgaStatResRttErrors
(1.3.6.1.4.1.25506.8.3.1.11.1.18)

hh3cNgaStatResLostPacketRatio
(1.3.6.1.4.1.25506.8.3.1.11.1.19)

hh3cNgaStatResPacketLateArrival
(1.3.6.1.4.1.25506.8.3.1.11.1.20)

hh3cNgaStatResRitSum
(1.3.6.1.4.1.25506.8.3.1.11.1.21)

hh3cNgaStatResNumOfDelaySD
(1.3.6.1.4.1.25506.8.3.1.11.1.22)

hh3cNgaStatResMinDelaySD
(1.3.6.1.4.1.25506.8.3.1.11.1.23)

hh3cNgaStatResMaxDelaySD
(1.3.6.1.4.1.25506.8.3.1.11.1.24)

hh3cNgaStatResSumDelaySD
(1.3.6.1.4.1.25506.8.3.1.11.1.25)

hh3cNgaStatResSum2DelaySD
(1.3.6.1.4.1.25506.8.3.1.11.1.26)

hh3cNgaStatResNumOfDelayDS
(1.3.6.1.4.1.25506.8.3.1.11.1.27)

hh3cNgaStatResMinDelayDS
(1.3.6.1.4.1.25506.8.3.1.11.1.28)

hh3cNgaStatResMaxDelayDS
(1.3.6.1.4.1.25506.8.3.1.11.1.29)

hh3cNgaStatResSumDelayDS
(1.3.6.1.4.1.25506.8.3.1.11.1.30)

hh3cNgaStatResSum2DelayDS
(1.3.6.1.4.1.25506.8.3.1.11.1.31)

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
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As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB



hh3cNgaGroupStatsditterTable

OID of this table is :1.3.6.1.4.1.25506.8.3.1.12

Name Access PDS Description

hh3cNgaStatJitterindex

(1.3.6.1.4.1.25506.8.3.1.12.1.1) not-accessible | No As per MIB

hh3cNgaStatJitterMinOfPosSD

(1.3.6.1.4.1.25506.8.3.1.12.1.2)  'ead-only No As per MIB
TONSNMEOTSD | iy o s pr
(1361412550683 112 14 | readonly | No As per MIB
hh3cNgaStatJitterSumOfPosSD read-only No As per MIB

(1.3.6.1.4.1.25506.8.3.1.12.1.5)

hh3cNgaStatJitterSumOfSquareP
osSD read-only No As per MIB
(1.3.6.1.4.1.25506.8.3.1.12.1.6)

hh3cNgaStatJitterMinOfNegSD

(1.3.6.1.4.1.25506.8.31.12.1.7)  read-only No As per MiB
(130 41255008 a1 1558 | readonly | No As per MIB
(1364125506831 12 19) | readonly | No | AsperMB
hh3cNgaStatJitterSumOfNegSD read-only No As per MIB

(1.3.6.1.4.1.25506.8.3.1.12.1.10)

hh3cNgaStatJitterSumOfSquareN
egSD read-only No As per MIB
(1.3.6.1.4.1.25506.8.3.1.12.1.11)

hh3cNgaStatJitterMinOfPosDS

(1.3.6.1.4.1.25506.8.3.1.12.1.12)  "ead-only No As per MIB
ONSAMEMDOPIDS | iy N | Asperhin
(1364412550683, 1121.14) | 'eakony  No | AsperMi
hh3cNgaStatJitterSumOfPosDS read-only No As per MIB

(1.3.6.1.4.1.25506.8.3.1.12.1.15)

hh3cNgaStatJitterSumOfSquareP
osDS read-only No As per MIB
(1.3.6.1.4.1.25506.8.3.1.12.1.16)

hh3cNgaStatJitterMinOfNegDS

(1.3.6.1.4.1.25506.8.3.1.12.1.17) | read-only No As per MIB
(136141255068 3112118 | €@0ony  No | AsperMis
NSNS | iy No | Asgeri
hh3cNgaStatJitterSumOfNegDS read-only No As per MIB

(1.3.6.1.4.1.25506.8.3.1.12.1.20)
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hh3cNgaStatJitterSumOfSquareN
egDS read-only No As per MIB
(1.3.6.1.4.1.25506.8.3.1.12.1.21)

hh3cNgaStatJitterPacketLossSD

(1.3.6.1.4.1.25506.8.3.1.12.1.22)  'ead-only No As per MIB
oESEPASLOSDS readonly Mo Aspertis
(1361 4.1 23506831 12.4.24) 13000y No | AsperMiB
TR oy o sepure
(1361 4.1 23506831 12.0.26) | 13only  No. | AsperMi
NSRS wasany Mo | Asperii3
(13614 1256068.01.12.128) | 13Gonly  No. | AsperMiB
?1hgcgj?isiaé‘élggg\ga;?f;%alFzg) read-only No Only voice test is supported
hh3cNgaStatlitterMinOfICPIF read-only No Only voice test is supported

(1.3.6.1.4.1.25506.8.3.1.12.1.30)

Only voice test is supported ,the
read-only No value of this object is 100 times of
the actual value

hh3cNgaStatJitterMaxOfMOS
(1.3.6.1.4.1.25506.8.3.1.12.1.31)

Only voice test is supported ,the
read-only No value of this object is 100 times of
the actual value

hh3cNgaStatJitterMinOfMOS
(1.3.6.1.4.1.25506.8.3.1.12.1.32)

hh3cNgaReactionTable

OID of this table is: 1.3.6.1.4.1.25506.8.3.1.13

Name Access PDS Description
acc
hh3cNgaReactOwne ess
rindex ible
(1.3.6.1.4.1.25506.8. for As per MIB
3.1.13.1.1) -not
ify
acc
hh3cNqgaReactTestN ess
ame ible
(1.3.6.1.4.1.25506.8. for As per MIB
3.1.13.1.2) -not
ify
hh3cNgaReactltemin acc As per MIB
dex ess
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(1.3.6.1.4.1.25506.8.
3.1.13.1.3)

hh3cNgaReactCheck
edElement
(1.3.6.1.4.1.25506.8.
3.1.13.1.4)

hh3cNgaReactThres
holdUpperLimit
(1.3.6.1.4.1.25506.8.
3.1.13.1.5)

hh3cNqgaReactThres
holdLowerLimit
(1.3.6.1.4.1.25506.8.
3.1.13.1.6)

ible
-for
-not

ify

rea
d-cr
eat

rea
d-cr
eat

rea
d-cr
eat
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As per MIB

Ranges from 1 to
100 when the value
of
hh3cNgaReactChe
ckedElement is
"icpif".

Ranges from 1 to
500 when the value
of
hh3cNgaReactChe
ckedElement is
"mos".

Ranges from 0 to

3600000 (in
milliseconds) when
the value of
hh3cNgaReactChe
ckedElement is
"jittersd", "jitterds",
"jitterOwdSD",
"jitterOwdDS",
"jitterrtt" or
"probetime".

The value of this
object shouldn't be
set in other cases.

Ranges from 1 to
100 when the value
of
hh3cNgaReactChe
ckedElement is
"icpif".

Ranges from 1 to
500 when the value
of
hh3cNgaReactChe
ckedElement is
"mos".

Ranges from 0 to
3600000 (in
milliseconds) when
the value of
hh3cNgaReactChe



hh3cNgaReactThres
holdType
(1.3.6.1.4.1.25506.8.
3.1.13.1.7)

rea
d-cr
eat
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ckedElement is
"jittersd", "jitterds",
"jitterOwdSD",
"jitterOwdDS",
"jitterrtt" or
"probetime".

The value of this
object shouldn't be
set in other cases.

The value of this
object can be set to
"average" or
"accumulative"

when the value of
hh3cNgaReactChe
ckedElement is
"jittersd" or "jitterds".

The value of this
object can be set to
"accumulative"
when the value of
hh3cNgaReactChe
ckedElement is
"jitterpacketloss".

The value of this
object can be set to
"average",
"consecutive" or
"accumulative"
when the value of
hh3cNgaReactChe
ckedElement is
"probetime".

The value of this
object can be set to
"consecutive" or
"accumulative"

when the value of
hh3cNgaReactChe
ckedElement is
"probefailure”.

The value of this
object can be set to
"average" or
"accumulative"
when the value of
hh3cNgaReactChe
ckedElement is
"jitterrtt".

The value of this
object shouldn't be
set in other cases.



hh3cNgaReactThres
holdConsecNum
(1.3.6.1.4.1.25506.8.
3.1.13.1.8)

hh3cNgaReactThres
holdAccumNum
(1.3.6.1.4.1.25506.8.
3.1.13.1.9)

hh3cNgaReactAction

rea
d-cr
eat

rea
d-cr
eat

rea
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Ranges from 1 to 16
when the value of

hh3cNgaReactChe
ckedElement is
"probetime" or

"probefailure”.

The value of this
object shouldn't be
set in other cases.

Ranges from 1 to
14999 when the

value of
hh3cNgaReactChe
ckedElement is

"jittersd" or "jitterds"
and the test type is
UDP-jitter.

Ranges from 1 to
59999 when the

value of
hh3cNgaReactChe
ckedElement is

"jittersd" or "jitterds"
and the test type is
Voice.

Ranges from 1 to
15000 when the

value of
hh3cNgaReactChe
ckedElement is

"jitterpacketloss" or
"jitterrtt" and the test
type is UDP-jitter.

Ranges from 1 to
60000 when the

value of
hh3cNgaReactChe
ckedElement is

"jitterpacketloss" or
"jitterrtt" and the test
type is Voice.

Ranges from 1to 15
when the value of

hh3cNgaReactChe
ckedElement is
"probetime" or

"probefailure”.

The value of this
object shouldn't be
set in other cases.

The value of this



Type
(1.3.6.1.4.1.25506.8.
3.1.13.1.10)

hh3cNgaReactCurre
ntStatus
(1.3.6.1.4.1.25506.8.
3.1.13.1.11)

hh3cNgaReactRowS
tatus
(1.3.6.1.4.1.25506.8.
3.1.13.1.12)

hh3cNgaReactCheck
edNum
(1.3.6.1.4.1.25506.8.
3.1.13.1.13)

hh3cNqgaReactThres
holdNum
(1.3.6.1.4.1.25506.8.
3.1.13.1.14)

hh3cNqgaStatisticsReactionTable

d-cr
eat

rea
d-o
nly

rea
d-cr
eat

rea
d-o
nly

rea
d-o
nly

OID of this table is: 1.3.6.1.4.1.25506.8.3.1.14

object can be set to
"none" or "trapOnly"
when the value of
hh3cNgaReactChe
ckedElement is
"icpif", "mos",
"jittersd", "jitterds",
"jitterpacketloss”,
"probetime" or
"jitterrtt".

The value of this
object can be set to
"none", "trapOnly",
"triggerOnly" or
"trapAndTrigger"
when the value of
hh3cNgaReactChe
ckedElement is
"probefailure".

The value of this
object shouldn't be
set in other cases.

As per MIB

As per MIB

As per MIB

As per MIB

Name
hh3cNgaStatReactOwnerindex
(1.3.6.1.4.1.25506.8.3.1.14.1.1)
hh3cNgaStatReactTestName
(1.3.6.1.4.1.25506.8.3.1.14.1.2)
hh3cNgaStatReactIndex
(1.3.6.1.4.1.25506.8.3.1.14.1.3)

Access PDS

not-accessible No

not-accessible | No

not-accessible No
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Description

As per MIB
As per MIB

As per MIB



hh3cNgaStatReactltemindex

(1.3.6.1.4.1.25506.8.3.1.14.1.4)  notaccessible | No As per MIB
hh3cNgaStatReactCheckedNum

(1.3.6.1.4.1.25506.8.3.1.14.1.5) read-only No As per MIB
hh3cNgaStatReactThresholdNum

(1.3.6.1.4.1.25506.8.3.1.14.1.6)  read-only No As per MIB
Name Access PDS Description
hh3cPortalMaxUserNumber .

(1.3.6.1.4.1.25506.2.99.1.1) read-write Current | As per MIB
hh3cPortalCurrentUserNumber

(1.3.6.1.4.1.25506.2.99.1.2) read-only Current | As per MIB
hh3cPortalStatus

(1.3.6.1.4.1.25506.2.99.1.3) read-only Current | As per MIB
hh3cPortalUserNumberUpperLimit read-only Yes As per MIB

(1.3.6.1.4.1.25506.2.99.1.4)

hh3cPortalServerTable

OID of this table is: 1.3.6.1.4.1.25506.2.99.2.1

Note: Can not create or destroy the instantces of the table.

Name Access PDS Description

hh3cPortalServerName accessible-for- Current As per MIB

(1.3.6.1.4.1.25506.2.99.2.1.1.1) notify P

hh3cPortalServerUrl .

(1.3.6.1.4.1.25506.2.99.2.1.1.2) | read-write Current ' As per MIB

hh3cPortalServerPort .

(1.3.6.1.4.1.25506.2.99.2.1.1.3)  read-write Current ' As per MIB
OID of this tableis: 1.3.6.1.4.1.25506.2.99.2.2

Name Access PDS Description

hh3cPortalAuthRegNumber

(1.3.6.1.4.1.25506.2.99.2.2.1.1) read-only No As per MIB

hh3cPortalAuthSuccNumber

(1.3.6.1.4.1.25506.2.99.2.2.1.2) | read-only No As per MIB

hh3cPortalAuthFailNumber read-only No As per MIB
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(1.3.6.1.4.1.25506.2.99.2.2.1.3)

hh3cPortalStatistic

OID of this table is: 1.3.6.1.4.1.25506.2.99.4

Name Access PDS Description
hh3cPortalStatAuthReq

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.1)
hh3cPortalStatAckLogout

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.2)
hh3cPortalStatNotifyl ogout

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.3)
hh3cPortalStatChallengeTimeout

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.4)
hh3cPortalStatChallengeBusy

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.5)
hh3cPortalStatChallengeFail

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.6)
hh3cPortalStatAuthTimeout

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.7)
hh3cPortalStatAuthFail

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.8)
hh3cPortalStatPwdError

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.9)
hh3cPortalStatAuthBusy

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.10)
hh3cPortalStatAuthDisordered

read-only No As per MIB
(1.3.6.1.4.1.25506.2.99.4.11)
hh3cPortalStatAuthUnknownError

read-only No As per MIB

(1.3.6.1.4.1.25506.2.99.4.12)

HH3C-PORT-SECURITY-MIB

Scalar Objects

Name Access PDS Description
hh3cSecurePortSecurityControl
(1.3.6.1.4.1.25506.2.26.1.1.1)

hh3cSecurePortVlanMembershipLi = accessible-for-
st (1.3.6.1.4.1.25506.2.26.1.1.2) notify

read-write current Not Supported

No As per MIB
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hh3cSecureRalmObjects

OID of this table is :1.3.6.1.4.1.25506.2.26.1.1.4

Name Access PDS Description

hh3cSecureRalmDefaultSessionTi

me read-write current Not Supported

(1.3.6.1.4.1.25506.2.26.1.1.4.1)

hh3cSecureRaimHoldoffTime read-write current As per MIB

(1.3.6.1.4.1.25506.2.26.1.1.4.2) P

hh3cSecureRalmReauthenticate .

(1.3.6.1.4.1.25506.2.26.1.1.4.3) | read-write current  Not Supported
When

hh3cSecureRalmAuthMode
value is set to
papUsernameAsMacAddress(1),
hh3cSecureRalmAuthUsername
and
hh3cSecureRalmAuthPassword
are both changed to default
read-write current values.

When
hh3cSecureRalmAuthMode
value is set to
papUsernameFixed(2),
hh3cSecureRalmAuthUsername
and
hh3cSecureRalmAuthPassword
keep their values unchanged.

hh3cSecureRalmAuthMode
(1.3.6.1.4.1.25506.2.26.1.1.4.4)

hh3cSecureRalmAuthUsername

(1.3.6.1.4.1.25506.2.26.1.1.4.5) | read-write curent | As per MIB

hh3cSecureRalmAuthPassword

only supports simple password,

and cipher password can not be
read-write current got or set in MIB.

While in CLI,simple password
and cipher password are both

hh3cSecureRalmAuthPassword
(1.3.6.1.4.1.25506.2.26.1.1.4.6)

supported.
hh3cSecureRalmAuthDomain .
(1.3.6.1.4.1.25506.2.26.1.1.4.7)  read-write current | As per MIB
hh3cSecureRalmAuthOfflineTime read-write current As per MIB
(1.3.6.1.4.1.25506.2.26.1.1.4.8) P
hh3cSecureRalmAuthServerTimeo
utTime read-write current As per MIB
(1.3.6.1.4.1.25506.2.26.1.1.4.9)
hh3cSecureMacControl .
(1.3.6.1.4.1.25506.2.26.1.1.4.10) | "ead-write curent | As per MIB

OID of this table is :1.3.6.1.4.1.25506.2.26.1.2.4

Name Access PDS Description
hh3cSecureBindingindex not-accessible | Current There are 256 rules allowed to be
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(1.3.6.1.4.1.25506.2.26.1.2.4.1.1) bound to a port, and the max
value of hh3cSecureBindingindex

is 2048.
(13614105065 96 154 13) | feadroreate | Current | As per MIB
?33?5???52%‘32%5332".’2.4.1 4)  read-create Current  As per MIB
(13614125506 2 26.1.24.1.2) | 'eakoreale | Curent | As por MIB
hh3cSecureBindingRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.2.26.1.2.4.1.5)

HH3C-POWER-ETH-EXT-MIB

Scalar Objects

Name Access PDS Description

hh3cPseAutoDetectActive

(1.3.6.1.4.1.25506.2.14.3) read-write Current As per MIB
?1h::33C(|53 ?e4PEI)v;§r5|\gZx2V ?Lu;) read-write Current As per MIB
?1h§C6P ?Ezhgessé%cgdzA&Mén;lT)um read-write Current As per MIB
STOTTIET AN | caqarie | Curomt | AsporMi3
?1h§cg ?Ezhgessé%cgdz%al\/gn;rgt;m read-write Current As per MIB
?1h::330(|53 ?E:h;z%%%Da\gaTT)um read-write Current As per MIB
??3‘.:5?5?%%@&%‘34.8.2.1) read-only No As per MIB
MO oy No | Asperhin
ALOESUSINALINS saony  No | Asper
SO, oy No | AsperhiD
?1}12.0(525.81'.\/2@;%%r.\f1r2i§?2.5) read-only No As per MIB
?1hgcg?ES1M2228tgr2N$ 45.26) read-only No As per MIB
MILODOMSIMIN | ooy N0 Asperhin
MITODOUCN oy No AsperhiD
hh3cPOEACSwitchStateModuleN read-only No As per MIB

um (1.3.6.1.4.1.25506.2.14.8.5.1)
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hh3cPOEInCurStateModuleNum

(1.3.6.1.4.1.25506.2.14.8.6.1) read-only No As per MIB
?1}1.?:;.05?.5 ) 2;?(\%?.(154.8.6.2) read-only No As per MIB
?ﬁg.cg?&.l ) 2223%?.?.?4.8.6.3) read-only No As per MIB
?1}1.?:;.05?.5 ) 2;;%?2?‘134.8.6.4) read-only No As per MIB
(136141255062 14 671) readony | No | AsperMis
?1higcg’ ?e4P;)I;:g%%d2e 14.9) read-write Current As per MIB
?1hgcg [13201“%'!8262 14.10) read-write Current As per MIB

hh3cPsePortTable

OID of this tableis: 1.3.6.1.4.1.25506.2.14.1
Name Access PDS Description
(136141258060 141 12) | readwie  No As per MIB
?1h?:;.cgj(.e4?$2p5§3§2?\4vf.r1 1.3) read-write No As per MiB
?32.05?64'3.?.2“?&,3%2%?1?\1’\?4) read-write No As per MIB
G ey N Aspertis
?ﬁg.cg:.e:?ggggrzlfiﬁ.z 1.6) read-write Current | As per MIB
?1&3?5??4???5?52?2&? 411.7) read-write Current | As per MIB

hh3cMainPseTable

OID of this table is: 1.3.6.1.4.1.25506.2.14.2
Name Access PDS Description
?1h?§cf'svl 1 58508 2 14.21.1 read-write Current | As per MIB
(136141255060 14212) | readwie  No As per MIB
?1h?§cflsw ' .T.T;;seoask.zﬂﬁézrn 3) read-write No As per MiB
NSO | sy No | Asperis
hh3cMainPsePriorityMode read-write Current Not supported

(1.3.6.1.4.1.25506.2.14.2.1.5)
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hh3cMainPselLegacy

(1.3.6.1.4.1.25506.2.14.2.1.6) read-write Current ' As per MIB

hh3cMainPsePowerPriority
(1.3.6.1.4.1.25506.2.14.2.1.7)

hh3cPseProfilesTable

OID of this table is: 1.3.6.1.4.1.25506.2.14.7

read-write Current As per MIB

Name Access PDS Description

hh3cPseProfilelndex

(1.3.6.1.4.1.25506.2.14.7.1.1) not-accessible | No As per MIB
?ﬁg.cg??:fgises’\égﬂ4.7.1 2) read-create | Current | As per MIB
(136141055000 14713 | readcreate | Cument | AsperMiB
?1?%.05:.64'3.;c.)gises%%\fvﬂin;i.t1 4) read-create | Current | As per MIB
?1h?§?g§(.e4?:(.)21365%%?£i.t 1471 5) read-create Current | As per MIB
?Egiiffgises%ag.rzs.14.7.1 6) read-create | Current | As per MIB
hh3cPseProfileApplyNum read-only No As per MIB

(1.3.6.1.4.1.25506.2.14.7.1.7)

hh3cPseProfileRowStatus read-create Current Only used to create poe-profile or
(1.3.6.1.4.1.25506.2.14.7.1.8) delete poe-profile.

hh3cPOEModulelnfoTable

OID of this tableis: 1.3.6.1.4.1.25506.2.14.8.2.7

Name Access PDS Description
hh3cPOEModulelndex accessible-for- No As per MIB
(1.3.6.1.4.1.25506.2.14.8.2.7.1.1)  notify P
hh3cPOEModulelD

(1.3.6.1.4.1.25506.2.14.8.2.7.1.2) = read-only No As per MIB
hh3cPOEModulelnfoPower

(1.3.6.1.4.1.25506.2.14.8.2.7.1.3) | read-only No As per MIB
hh3cPOEModuleHardVerinfo read-only No As per MIB

(1.3.6.1.4.1.25506.2.14.8.2.7.1.4)

hh3cPOEDCOutStateTable

OID of this table is: 1.3.6.1.4.1.25506.2.14.8.3.2

Name Access PDS Description

hh3cPOEDCOutStatelndex accessible-for-

(1.3.6.1.4.1.25506.2.14.8.3.2.1.1)  notify No As per MIB
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hh3cPOEDCOutDCVolAlarm

(1.3.6.1.4.1.25506.2.14.8.3.2.1.2) | read-only No As per MIB
OID of this table is: 1.3.6.1.4.1.25506.2.14.8.4.2

Name Access PDS Description

hh3cPOEDCOutInfolndex accessible-for- No As per MIB

(1.3.6.1.4.1.25506.2.14.8.4.2.1.1)  notify P

hh3cPOEDCOutVol

(1.3.6.1.4.1.25506.2.14.84.2.1.2) = read-only No As per MIB

hh3cPOEDCOutIinfoLoadCur read-only No As per MIB

(1.3.6.1.4.1.25506.2.14.8.4.2.1.3)

hh3cPOEACSwitchStateTable

OID of this table is: 1.3.6.1.4.1.25506.2.14.8.5.2

Name

hh3cPOEACSwitchStatelndex
(1.3.6.1.4.1.25506.2.14.8.5.2.1.1)

hh3cPOEACSwitchState
(1.3.6.1.4.1.25506.2.14.8.5.2.1.2)

Access PDS
accessible-for- N

. o
notify
read-only No

Description

As per MIB

As per MIB

hh3cPOESwitchStateVolExTable

OID of this table is: 1.3.6.1.4.1.25506.2.14.8.6.5

Name

hh3cPOESwitchStateVolExIndex
(1.3.6.1.4.1.25506.2.14.8.6.5.1.1)

hh3cPOESwitchStatelnVolAB
(1.3.6.1.4.1.25506.2.14.8.6.5.1.2)

hh3cPOESwitchStatelnVolBC
(1.3.6.1.4.1.25506.2.14.8.6.5.1.3)

hh3cPOESwitchStatelnVolCA
(1.3.6.1.4.1.25506.2.14.8.6.5.1.4)

Access PDS
accessible-for- N

. o
notify
read-only No
read-only No
read-only No

Description

As per MIB

As per MIB

As per MIB

As per MIB

hh3cPOEAlarmStatelnfoTable

OID of this tableis: 1.3.6.1.4.1.25506.2.14.8.7.2

Name

hh3cPOEAlarmModulelnfolndex
(1.3.6.1.4.1.25506.2.14.8.7.2.1.1)

hh3cPOEModuleDisconnect
(1.3.6.1.4.1.25506.2.14.8.7.2.1.2)

Access PDS
accessible-for- N

. o
notify
read-only No
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hh3cPOEModulelnputError

(1.3.6.1.4.1.25506.2.14.8.7.2.1.3)  read-only No
hh3cPOEModuleOutputError read-onl No
(1.3.6.1.4.1.25506.2.14.8.7.2.1.4) y
hh3cPOEModuleOverVoltage read-onl No
(1.3.6.1.4.1.25506.2.14.8.7.2.1.5) y
hh3cPOEModuleOverTemp read-onl No
(1.3.6.1.4.1.25506.2.14.8.7.2.1.6) y
hh3cPOEModuleFanError read-onl No
(1.3.6.1.4.1.25506.2.14.8.7.2.1.7) y
hh3cPOEModuleShutdown read-onl No
(1.3.6.1.4.1.25506.2.14.8.7.2.1.8) y
hh3cPOEModuleCurRestricted

read-only No

(1.3.6.1.4.1.25506.2.14.8.7.2.1.9)

HH3C-QINQ-MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

As per MIB

A QINQ MIB, includes configuration of IEEE802.1Q-in-Q tunnel related functions.

Scalar Objdecs

Name Access PDS

NI e curn
OnOTeTe e e readwie | Curont
SCNOSSVEETEIONS | rsaqarte | coren
hh3cQinQCustomerTPIDValue read-write Current

(1.3.6.1.4.1.25506.2.69.1.1.4)

Description

Not supported
As per MIB
Not supported

As per MIB

hh3cQinQBpduTunnelTable

OID of this table is :1.3.6.1.4.1.25506.2.69.1.2

Name Access PDS

hh3cQinQProtocolindex
(1.3.6.1.4.1.25506.2.69.1.2.1.1)

hh3cQinQBpduRowStatus
(1.3.6.1.4.1.25506.2.69.1.2.1.2)

hh3cQinQIfConfigTable

OID of this table is :1.3.6.1.4.1.25506.2.69.1.7

not-accessible | Current

read-create Current

Description

Only support stp(2)

Active, createAndGo and Destroy
operation support only

Access PDS
read-create

Name

hh3cQinQIfEthernetType Current
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(1.3.6.1.4.1.25506.2.69.1.7.1.1)
hh3cQinQIfSwitch
(1.3.6.1.4.1.25506.2.69.1.7.1.2)
hh3cQinQIfRowStatus
(1.3.6.1.4.1.25506.2.69.1.7.1.3)
hh3cQinQlfServiceTPIDValue
(1.3.6.1.4.1.25506.2.69.1.7.1.4)
hh3cQinQIfCustomerTPIDValue
(1.3.6.1.4.1.25506.2.69.1.7.1.5)
hh3cQinQIfUplinkSwitch
(1.3.6.1.4.1.25506.2.69.1.7.1.6)
hh3cQinQIfDownlinkSwitch
(1.3.6.1.4.1.25506.2.69.1.7.1.7)

read-create

read-create

read-create

read-create

read-create

read-create

Current

Current

Current

Current

Current

Current

As per MIB

Active, createAndGo and Destroy
operation support only

As per MIB
Not supported
As per MIB

As per MIB

HH3C-QOS-CAPABILITY-MIB
hh3cQoSCapabilityTable

OID of this table is :1.3.6.1.4.1.25506.7.1.1.1.1

Name Access PDS Description
hh3cQoSCapabilityPhysicalType ) .

(1.3.6.1.4.1.25506.7.1.1.1.1.1.1) | notaccessible ' Yes As per MIB
hh3cQoSCapabilityPhysicallndex .

(1.3.6.1.4.1.25506.7.1.1.1.1.1.2)  notaccessble | Yes As per MIB
hh3cQoSModulelndex .

(1.3.6.1.4.1.25506.7.1.1.1.1.1.3) | notaccessible ' Yes As per MIB
hh3cQoSCharacteristicsIndex .

(1.3.6.1.4.1.25506.7.1.1.1.1.1.4)  notaccessible | Yes As per MIB
hh3cQoSCharacteristicsValue

(1.3.6.1.4.1.25506.7.1.1.1.1.1.5) | read-only Yes As per MIB
Name Access PDS Description
hh3cRrppEnableStatus .

(1.3.6.1.4.1.25506.2.45.1.1) read-write Current ' As per MIB
hh3cRrppPassword .

(1.3.6.1.4.1.25506.2.45.1.2) read-write No Not supported
hh3cRrppPasswordType i

(1.3.6.1.4.1.25506.2.45.1.3) read-write No Not supported
hh3cRrppProtectVlanConfigMode read-only Yes As per MIB

(1.3.6.1.4.1.25506.2.45.1.4)
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hh3cRrppDomainTable

OID of this table is :1.3.6.1.4.1.25506.2.45.2.1

Name Access PDS Description

hh3cRrppDomainID accessible-for-

(1.3.6.1.4.1.25506.2.45.2.1.1.1) notify Current | As per MIB

1. The value to be configured of
this object represents the
major-VLAN ID and ranges from
2 t0 4093. Sub-VLAN ID is
automatically set to the
major-VLAN ID plus 1.

2. When a GET operation is
performed, 65535 indacates that
the control VLAN has not been
hh3cRrppDomainControlVlanID read-create Current configured; When a SET
(1.3.6.1.4.1.25506.2.45.2.1.1.2) operation is performed, 65535
indacates that the control VLAN
will be deleted.
3. If any ring in this domain has
not configured, the control VLAN
can be modified or deleted.
4. The control VLAN assigned to
a RRPP Domain must not have
been created and not have been

reserved.
(156,141 25906.0452 1 1.3)  Tead-oreate | Curent | As porMiB
?ﬁg?gq?f.?gggg]efgg;gi.1.4) read-create | Current | As per MIB
(13614125806 245,01 1.5) | 'oo-create | Curtent | As per MiB
R P o LY | eacreate | Curent | A per e
hh3cRrppDomaininstanceListHigh read-create Current As per MIB

(1.3.6.1.4.1.25506.2.45.2.1.1.7)
hh3cRrppDomainProtectVlanListL
ow read-create Current Not supported
(1.3.6.1.4.1.25506.2.45.2.1.1.8)
hh3cRrppDomainProtectVlanListHi

gh (1.3.6.1.4.1.25506.2.45.2.1.1.9) 'ead-create  Current | Not supported

hh3cRrppRingTable

OID of this table is :1.3.6.1.4.1.25506.2.45.2.2

Name Access PDS Description

hh3cRrppRingID accessible-for-
(1.3.6.1.4.1.25506.2.45.2.2.1.1) notify
hh3cRrppRingEnableStatus

Current As per MIB

(1.3.6.1.4.1.25506.2.45.2.2.1.2) read-create Current As per MIB
hh3cRrppRingActive

(1.3.6.1.4.1.25506.2.45.2.2.1.3)  'ead-only No As per MIB
hh3cRrppRingState

(1.3.6.1.4.1.25506.2.452.2.1.4)  read-only No As per MIB
hh3cRrppRingNodeMode read-create Current As per MIB
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(1.3.6.1.4.1.25506.2.45.2.2.1.5)

hh3cRrppRingPrimaryPort

1. If the switch is a master-node
or transit-node, this value is the
primary port ifindex. If the primary
port does not exist, the value is 0.
2. if the switch is a edge-node or
assistant-edge-node, this value is

(1.3.6.1.4.1.25506.2.452.2.16)  read-create Current | il 0. The common ports of the
sub-ring are the two ports of the
corresponding major-ring on this
node.

3. This value can't be modified
after created.

. If the secondary port or edge port
hh3cRrppRingSecondaryPort ) . ;
(1.3.6.1.4.1.25506.2.45.2.2.1.7) read-create Current dogs npt exist, the value of this

object is 0.
hh3cRrppRinglLevel

(1.3.6.1.4.1.25506.2.4522.18)  'ead-create | Current  As per MIB

hh3cRrppRingRowStatus )

(13.6.14.1.25506.2452.2.1.9)  read-create Current | As per MIB

OID of this table is :1.3.6.1.4.1.25506.2.45.2.3

Name Access PDS Description

hh3cRrppPortID .

(1.3.6.1.4.1.25506.2.45.2.3.1.1) | notaccessible | No As per MIB

hh3cRrppPortRole

(1.3.6.1.4.125506.2.452.31.2)  read-only No As per MIB

hh3cRrppPortState

(1.3.6.1.4.1.25506.2.45.2.3.1.3) | read-only No As per MIB

hh3cRrppPortRXError

(1.3.6.1.4.125506.2.452.31.4)  read-only No As per MIB

hh3cRrppPortRXHello

(1.3.6.1.4.1.25506.2.45.2.3.1.5) | read-only No As per MIB

hh3cRrppPortRXLinkUp

(1.3.6.1.4.125506.2.452.316)  read-only No Not supported

hh3cRrppPortRXLinkDown

(1.3.6.1.4.1.25506.2.45.2.3.1.7) | read-only No As per MIB

hh3cRrppPortRXCommonFlush

(1.3.6.1.4.125506.2.452.31.8)  read-only No As per MIB

hh3cRrppPortRXCompleteFlush )

(1.3.6.1.4.1.25506.2.45.2.3.1.9) read-only No As per MIB

hh3cRrppPortTXHello

(1.3.6.1.4.1.25506.2.45.2.3.1.10) = read-only No As per MIB

hh3cRrppPortTXLinkUp )

(1.3.6.1.4.1.25506.2.452.3.1.11)  "ead-only No Not supported

hh3cRrppPortTXLinkDown

(1.3.6.1.4.1.25506.2.45.2.3.1.12)  read-only No As per MIB

hh3cRrppPortTXCommonFlush )

(1.3.6.1.4.1.25506.2.452.3.1.13)  "ead-only No As per MIB

hh3cRrppPortTXCompleteFlush )

(1.3.6.1.4.1.25506.2.45.2.3.1.14)  read-only No As per MIB

hh3cRrppPortRXEdgeHello _

(1.3.6.1.4.1.25506.2.45.2.3.1.15)  "ead-only No As per MIB

hh3cRrppPortRXMajorFault read-only No As per MIB

(1.3.6.1.4.1.25506.2.45.2.3.1.16)
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hh3cRrppPortTXEdgeHello
(1.3.6.1.4.1.25506.2.45.2.3.1.17)
hh3cRrppPortTXMajorFault
(1.3.6.1.4.1.25506.2.45.2.3.1.18)

read-only No As per MIB

read-only No As per MIB

Traps of hh3cRrppNotifications

OID of this table is :1.3.6.1.4.1.25506.2.45.3

Name Access PDS Description
ey A No | Aspermis
??3‘.’53“.’23’2%232.2.45.3.2) NA No As per MIB
(136.141.25506.245.3.3 NA No As per MIB
hh3cRrppMajorFault NA No As per MIB

(1.3.6.1.4.1.25506.2.45.3.4)

HH3C-RADIUS-MIB

A configuration management and statistical MIB, includes configuration of RADIUS Server, and
statistics about Accounting Server which complements the IETF standard MIB. In addition, there are
two traps supported to notify the RADIUS Server’s down state.

Note: Creating and deleting a row in either hh3cRdInfoTable or hh3cRdAccinfoTable will work on
another table. That s, to create a new row in hh3cRdInfoTable, a row with the same group name will
appear in hh3cRdAccInfoTable. To delete a row from hh3cRdInfoTable, corresponding row in
hh3cRdAccInfoTable will be cleared away and vice versa.

Scalar objects

Name Access PDS Description

hh3cRadiusAuthErrThreshold

(1.3.6.1.4.1.25506.2.13.1.3.1) read-write Current | As per MIB

hh3cRdInfoTable

OID of this table is :1.3.6.1.4.1.25506.2.13.1.1

Name Access PDS Description
hh3cRdGroupName not-accessible | No The length of this object is range
(1.3.6.1.4.1.25506.2.13.1.1.1.1) from 1 to 32

hh3cRdPrimAuthlp
(1.3.6.1.4.1.25506.2.13.1.1.1.2)
hh3cRdPrimUdpPort read-create Current The range of primary UDP port is
(1.3.6.1.4.1.25506.2.13.1.1.1.3) from 1 to 65535.

read-create Current Not supported

256



hh3cRdPrimState

(1.3.6.1.4.1.25506.2.13.1.1.1.4)y  read-create No As per MIB
hh3cRdSecAuthlp
(1.3.6.1.4.1.25506.2.13.1.1.1.5)  'ead-create  Current ' Not supported
hh3cRdSecUdpPort read-create Current The range of secondary UDP port
(1.3.6.1.4.1.25506.2.13.1.1.1.6) is from 1 to 65535
hh3cRdSecState
(1.3.6.1.4.1.25506.2.13.1.1.1.7) read-create No As per MIB
hh3cRdKey
(1.3.6.1.41.25506.2.13.1.1.1.8) | read-create  Current | As per MIB
hh3cRdRetry read-create Current The range of retry times is from 1
(1.3.6.1.4.1.25506.2.13.1.1.1.9) to 20
hh3cRdTimeout :
(1.3.6.1.4.1.25506.2.13.1.1.1.10) read-create Current The range is from 1 to 10
hh3cRdPrimAuthlpAddrType )
(1.3.6.1.4.1.25506.2.13.1.1.1.11) | read-create Current | Support IPv4 only
hh3cRdPrimAuthlpAddr
(1.3.6.1.4.1.25506.2.13.1.1.1.12)  'ead-create - Current | Support IPv4 only
hh3cRdSecAuthlpAddrType
(1.3.6.1.4.1.25506.2.13.1.1.1.13) | read-create Current | Support IPv4 only
hh3cRdSecAuthlpAddr
(1.3.6.1.4.1.25506.2.13.1.1.1.14)  read-create Current | Support IPv4 only
hh3cRdServerType read-create Current standard(1) and extended(4) are
(1.3.6.1.4.1.25506.2.13.1.1.1.15) supported
hh3cRdQuietTime
(1.3.6.1.4.1.25506.2.13.1.1.1.16) | 'ead-create | Current ' As per MIB
hh3cRdUserNameFormat
(1.3.6.1.4.1.25506.2.13.1.1.1.17) | read-create = Current | As per MIB
hh3cRdRowStatus
(1.3.6.1.4.1.25506.2.13.1.1.1.18) | 'ead-create | Current ' As per MIB
hh3cRdSecKey
(1.3.6.1.4.1.25506.2.13.1.1.1.19) | read-create = Current | As per MIB

OID of this table is :1.3.6.1.4.1.25506.2.13.1.2
Name Access PDS Description
hh3cRdAccGroupName .
(1.3.6.1.4.1.25506.2.13.1.2.1.1) not-accessible | No As per MIB
hh3cRdPrimAcclpAddrType
(1.3.6.1.4.1.25506.2.13.1.2.1.2)  read-create Current | Support IPv4 only
hh3cRdPrimAcclpAddr
(1.3.6.1.4.1.25506.2.13.1.2.1.3) read-create Current Support IPv4 only
hh3cRdPrimAccUdpPort read-create Current The range of primary UDP port is
(1.3.6.1.4.1.25506.2.13.1.2.1.4) from 1 to 65535
hh3cRdPrimAccState
(1.3.6.1.4.1.25506.2.13.1.2.1.5) read-create No As per MIB
hh3cRdSecAcclpAddrType
(1.3.6.1.4.1.25506.2.13.1.2.16)  read-create Current | Support IPv4 only
hh3cRdSecAcclpAddr
(1.3.6.1.4.1.25506.2.13.1.2.1.7) | read-create Current  Support IPv4 only
hh3cRdSecAccUdpPort read-create Current The range of secondary UDP port
(1.3.6.1.4.1.25506.2.13.1.2.1.8) is from 1 to 65535
hh3cRdSecAccState
(1.3.6.1.4.1.25506.2.13.1.2.1.9) read-create No As per MIB
hh3cRdAccKey
(1.3.6.1.4.1.25506.2.13.1.2.1.10) | 'ead-create | Current ' As per MIB
hh3cRdAccRetry read-create Current The range of retry times is from 1
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(1.3.6.1.4.1.25506.2.13.1.2.1.11) to 20

?1h§C§$ﬁC$2?5%%Ut2 13.1.2.1.12) read-create Current Range from 1 to 10
hh3cRdAccServerType read-create Current only standard(1) and extended(4)
(1.3.6.1.4.1.25506.2.13.1.2.1.13) are supported
?ﬁ?ffm‘f 25506.2.13.1.2.1 A4) | feadoreate | Current | As per MIB

?Pg.cg 41 26506213121 45)  readereate | Curent | Notsupported
???ffgfﬁ‘f 255062 13.1.2. Ag) | readoreate | Current | As per MIB
(13614125006 2.13.12.4.17) | 'eadrereate | Curent | As per MIB
SCTUARSNESUPHENDE | oasraate | Curont | Aspr i3

?1h.§.0<§. 41 26506.2.13.1.2.1 qg) | readoreate | Cument | As per MIB
?33?53.’2?? 25506.213.1.2.1 20) | fead-create | Current | As per MIB
?ﬁg.cg?éﬁ 25508.2.13.1.2.1 21) | fead-create | Current | As per MIB
?1}1.2(.:5?2? 25506.2.13.1.2.1 ) | feadoreate | Current | As per MIB
hh3cRdSecAccKey read-create Current As per MIB

(1.3.6.1.4.1.25506.2.13.1.2.1.26)

hh3cRadiusAccServerTable

OID of this table is :1.3.6.1.4.1.25506.2.13.2.1.1

Name Access PDS Description
hh3cRadiusAccClientStartRequest
s read-only No As per MIB

(1.3.6.1.4.1.25506.2.13.2.1.1.1.1)

hh3cRadiusAccClientStartRespon

ses read-only No As per MIB
(1.3.6.1.4.1.25506.2.13.2.1.1.1.2)

hh3cRadiusAccClientinterimRequ

ests read-only No As per MIB
(1.3.6.1.4.1.25506.2.13.2.1.1.1.3)

hh3cRadiusAccClientinterimRespo

nses read-only No As per MIB
(1.3.6.1.4.1.25506.2.13.2.1.1.1.4)

hh3cRadiusAccClientStopRequest

S read-only No As per MIB
(1.3.6.1.4.1.25506.2.13.2.1.1.1.5)

hh3cRadiusAccClientStopRespon

ses read-only No As per MIB
(1.3.6.1.4.1.25506.2.13.2.1.1.1.6)

hh3cRadiusAuthServerTable

OID of this table is :1.3.6.1.4.1.25506.2.13.4.1.1

Name Access PDS Description

hh3cRadiusAuthFailureTimes

(1.3.6.1.4.1.25506.2.13.4.1.1.1.1) | read-only No As per MIB
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hh3cRadiusAuthTimeoutTimes
(1.3.6.1.4.1.25506.2.13.4.1.1.1.2)

hh3cRadiusAuthRejectTimes
(1.3.6.1.4.1.25506.2.13.4.1.1.1.3)

read-only

read-only

No

No

As per MIB

As per MIB

HH3C-PROTOCOL-VLAN-MIB

Scalar objects

259

Name Access PDS Description
hh3cProtocolNumAllVian
(1.3.6.1.4.1.25506.2.16.1.1) read-only Current | As per MIB
hh3cProtocolNumPerVian
(1.3.6.1.4.1.25506.2.16.1.2) read-only Current ' As per MIB
hh3cProtocolNumAllPort
(1.3.6.1.4.1.25506.2.16.1.3) read-only Current ' Not supported
hh3cProtocolNumPerPort
(1.3.6.1.4.1.25506.2.16.1.4) read-only Current ' Not supported
hh3cDifferentProtocolNumAllPort
(1.3.6.1.4.1.25506.2.16.1.7) read-only Current | Not supported
OID of this table is :1.3.6.1.4.1.25506.2.16.1.5
Name Access PDS Description
hh3cProtocolVIanVianld .
(1.3.6.1.4.1.25506.2.16.1.5.1.1) | notaccessible ' Current | As per MIB
hh3cProtocolVlanProtocollindex .
(1.3.6.1.4.1.25506.2.16.1.5.1.2) | notaccessible ' Current | As per MIB
Support creation but not support
modification
hh3cProtocolVianProtocol Type read-create Current The value: ip(1) only stands for
(1.3.6.1.4.1.25506.2.16.1.5.1.3) . ; Do
ipV4 and has no relationship with
ipV4 subnet or ipV6 subnet
hh3cProtocolVIianProtocolSubTyp ) Support creation but not support
e (1.36.1.4.1.25506.2.16.1.5.1.4) | 'ead-create Current o e ation
hh3cProtocolVIlanProtocol TypeVal read-create Current Support creation but not support
ue (1.3.6.1.4.1.25506.2.16.1.5.1.5) modification
hh3cProtocolVlanRowStatus
(1.3.6.1.4.1.25506.2.16.1.5.1.6) read-create No As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.16.1.6
Name Access PDS Description
hh3cProtocolVlanPortindex not-accessible | Current As per MIB



(1.3.6.1.4.1.25506.2.16.1.6.1.1)
hh3cProtocolVIanPortVianld

(1.3.6.1.4.1.25506.2.16.1.6.1.2)
hh3cProtocolVIanPortProtocolld
(1.3.6.1.4.1.25506.2.16.1.6.1.3)

hh3cProtocolVlanPortProtocol Typ
€ (1.3.6.1.4.1.25506.2.16.1.6.1.4)

hh3cProtocolVlanPortProtocolSub
Type
(1.3.6.1.4.1.25506.2.16.1.6.1.5)
hh3cProtocolVlanPortTypeValue
(1.3.6.1.4.1.25506.2.16.1.6.1.6)
hh3cProtocolVIanPortRowStatus
(1.3.6.1.4.1.25506.2.16.1.6.1.7)

not-accessible

not-accessible

read-only

read-only

read-only

read-create

Current

Current

Cur
rent

Current

Current

No

As per MIB

As per MIB

The value: ip(1) only stands for
ipV4 and has no relationship with
ipV4 subnet or ipV6 subnet

As per MIB

As per MIB

As per MIB

HH3C-SUBNET-VLAN-MIB

Scalar objects

Name Access PDS Description
hh3cSubnetNumAllVian
(1.3.6.1.4.1.25506.2.61.1.1.1) read-only Current | As per MIB
hh3cSubnetNumPerVian
(1.3.6.1.4.1.25506.2.61.1.1.2) read-only Current ' As per MIB
hh3cSubnetNumAllPort
(1.3.6.1.4.1.25506.2.61.1.1.3) read-only Current ' Not supported
hh3cSubnetNumPerPort
(1.3.6.1.4.1.25506.2.61.1.1.4) read-only Current ' Not supported

OID of this table is :1.3.6.1.4.1.25506.2.61.1.2
Name Access PDS Description
hh3cSubnetVlanVianid .
(1.3.6.1.4.1.25506.2.61.1.2.1.1) | notaccessible ' Current | As per MIB
hh3cSubnetVIanSubnetindex .
(1.3.6.1.4.1.25506.2.61.1.2.1.2) | notaccessible ' Current | As per MIB
hh3cSubnetVianVilanlpAddressTy read-create Current Support creation but not support
pe (1.3.6.1.4.1.25506.2.61.1.2.1.3) modification
hh3cSubnetVlanlpAddressValue read-create Current Support creation but not support
(1.3.6.1.4.1.25506.2.61.1.2.1.4) modification
hh3cSubnetVianNetMaskValue read-create Current Support creation but not support
(1.3.6.1.4.1.25506.2.61.1.2.1.5) modification
hh3cSubnetVIianRowStatus read-create No As per MIB

(1.3.6.1.4.1.25506.2.61.1.2.1.6)
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hh3cSubnetVlanPortCreateTable

OID of this table is :1.3.6.1.4.1.25506.2.61.1.3

Name Access PDS
hh3cSubnetVianPortCreatelndex
(1.3.6.1.4.1.25506.2.61.1.3.1.1)
hh3cSubnetVlanPortCreateVianid
(1.3.6.1.4.1.25506.2.61.1.3.1.2)
hh3cSubnetVianPortinfoVianid
(1.3.6.1.4.1.25506.2.61.1.3.1.3)
hh3cSubnetVianPortRowStatus
(1.3.6.1.4.1.25506.2.61.1.3.1.4)

not-accessible | Current
not-accessible | Current
read-only Current

read-create No

Description

As per MIB
As per MIB
As per MIB

As per MIB

HH3C-TRANSCEIVER-INFO-MIB

1. hh3cTransceiverinfoTable

OID of this table is: 1.3.6.1.4.1.25506.2.70.1.1

Name Access PDS
hh3cTransceiverHardwareType read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.1)

hh3cTransceiverType read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.2)
hh3cTransceiverWavelLength read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.3)
hh3cTransceiverVendorName read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.4)
hh3cTransceiverSerialNumber read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.5)
hh3cTransceiverFiberDiameterTyp read-only Yes
e (1.3.6.1.4.1.25506.2.70.1.1.1.6)
hh3cTransceiverTransferDistance read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.7)
hh3cTransceiverDiagnostic read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.8)
hh3cTransceiverCurTXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.9)
hh3cTransceiverMaxTXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.10)
hh3cTransceiverMinTXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.11)
hh3cTransceiverCurRXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.12)
hh3cTransceiverMaxRXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.13)
hh3cTransceiverMinRXPower read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.14)
hh3cTransceiverTemperature read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.15)

hh3cTransceiverVoltage read-only Yes
(1.3.6.1.4.1.25506.2.70.1.1.1.16)
hh3cTransceiverBiasCurrent read-only Yes

(1.3.6.1.4.1.25506.2.70.1.1.1.17)
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Description

As per MIB

As per MIB

The default value is
2147483647(0x7FFFFFFF).

As per MIB

The default value is
2147483647(0x7FFFFFFF).

As per MIB

The default value is
2147483647(0x7FFFFFFF).

As per MIB

The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).
The default value is
2147483647(0x7FFFFFFF).



HH3C-UI-MAN-MIB

This MIB is used to manage user interfaces.

Scalar Objects

Name Access PDS Description
hh3cTerminalUserName accessible-for-
(1.3.6.1.4.1.25506.2.2.1.1.2.1) notify Current | As per MIB
hh3cTerminalSource accessible-for- Current As per MIB
(1.3.6.1.4.1.25506.2.2.1.1.2.2) notify P

hh3cTerminalUserAuthFailureRea = accessible-for-
son (1.3.6.1.4.1.25506.2.2.1.1.2.3) = notify

hh3cVtyAccTable

OID of this table is :1.3.6.1.4.1.25506.2.2.1.2.1

Current As per MIB

Name Access PDS Description
hh3cVtyAccUserlndex .
(1.3.6.1.4.1.25506.2.2.1.2.1.1.1) | not-accessile | No As per MIB
INTEGER
{
inbound(1),
outbound(2),
linkinbound(3),
acl6inbound(11) ,
acléoutbound(12)
hh3cVtyAccConnway not-accessible | Current }
(1.3.6.1.4.1.25506.2.2.1.2.1.1.2) inbound(1),
outbound(2),
for IPV4 ACL
linkinbound(3)
for LINK ACL
acléinbound(11),
acl6outbound(12)
for IPV6 ACL
hh3cVtyAccAcINum )
(1.3.6.1.4.1.25506.2.2.1.2.1.1.3) read-create Current Only support read operation.
This MIB is used to manage local users.
Name Access PDS Description
hh3cUserMaxNum
(1.3.6.1.4.1.25506.2.12.1.3) read-only No As per MIB
hh3cUserCurrNum read-only Current As per MIB
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(1.3.6.1.4.1.25506.2.12.1.4)

hh3cUserIndexIndicator
(1.3.6.1.4.1.25506.2.12.1.5)

read-only

hh3cUserIinfoTable

OID of this table is :1.3.6.1.4.1.25506.2.12.1.1

Current

As per MIB

If hh3cUserPassword and hh3cAuthMode would be set, they must be set simultaneously.

Name

hh3cUserName
(1.3.6.1.4.1.25506.2.12.1.1.1.1)

hh3cUserPassword
(1.3.6.1.4.1.25506.2.12.1.1.1.2)
hh3cAuthMode
(1.3.6.1.4.1.25506.2.12.1.1.1.3)
hh3cUserlLevel
(1.3.6.1.4.1.25506.2.12.1.1.1.4)
hh3cUserState
(1.3.6.1.4.1.25506.2.12.1.1.1.5)
hh3cUserInfoRowStatus
(1.3.6.1.4.1.25506.2.12.1.1.1.6)
hh3cUserindex
(1.3.6.1.4.1.25506.2.12.1.1.1.7)

Access

read-create

read-create

read-create

read-create

read-create

read-create

not-accessible

PDS

Current

Current

Current

Current

Current

Current

Current

hh3cUserAttributeTable

OID of this table is :1.3.6.1.4.1.25506.2.12.1.2

Description
The value could not be null, and

could not be “a”, “al” and “all”.
The value could not contain some
characters, such as ‘\, /', ‘., *,
<SS and' @' ete.

The length of the value must no
more than 55.

The user name which will be
created must not be existed, and
it is case sensitive.

Can not be modified after

creation.

As per MIB
The value must be 0 or 7.
As per MIB
As per MIB
As per MIB

The value can’t be saved.

hh3cSlotNum, hh3cSubSlotNum, and hh3cPortNum must be set simultaneously.

If hh3cNasIPAddress would be set, then hh3cSlotNum, hh3cSubSIlotNum, and hh3cPortNum must be

set simultaneously.

If hh3cFtpDirectory would be set, hh3cFtpService must be set simultaneously.

Name

hh3cAccessLimit
(1.3.6.1.4.1.25506.2.12.1.2.1.1)

hh3cldleCut
(1.3.6.1.4.1.25506.2.12.1.2.1.2)

Access

read-write

read-write

PDS

Current

Current
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Description

The maximum user number of
current user who can access
devices. Default is 0, means no
limit. Range from 0 to 1024.

It is suggested that value of this
object should be set as a multiple
of 60(from 60 to 7200). A value



hh3clPAddress

not multiple of 60 will be rounded
to the value proximally to multiple
of 60. For example, if 75 set to the
object, it will be rounded down to
60 seconds, set operation will
succeed, get operation will return
60.

Set local user's ip address.

(1.3.6.1.4.1.25506.2.12.1.2.1.3) read-write Current | 110 default value is 0.0.0.0.
hh3cNasIPAddress .
(1.3.6.1.4.1.25506.2.12.1.2.1.4) | read-write Current ' As per MIB
hh3cSlotNum read-write Current Local user's slot. Range from 0 to
(1.3.6.1.4.1.25506.2.12.1.2.1.5) 15.
hh3cSubSlotNum . .
(1.3.6.1.4.1.25506.2.12.1.2.1.6) read-write Current Local user's sub-slot.
hh3cPortNum read-write Current Local user's port number. Range
(1.3.6.1.4.1.25506.2.12.1.2.1.7) from O to 255.
hh3cMacAddress .
(1.3.6.1.4.1.25506.2.12.1.2.1.8) | read-write Current ' As per MIB
hh3cVlan .
(1.3.6.1.4.1.25506.2.12.1.2.1.9)  read-write Current | As per MIB
hh3cFtpService . L
(1.3.6.1.4.1.25506.2.12.1.2.1.10) read-write Current The default value is disable(2).
hh3cFtpDirectory read-write Current The maximum length of the
(1.3.6.1.4.1.25506.2.12.1.2.1.11) directory is 135.
hh3cLanAccessService .
(1.3.6.1.4.1.25506.2.12.1.2.1.12) | read-write Current ' As per MIB
hh3cSshService .
(1.3.6.1.4.1.25506.2.12.1.2.1.13)  read-write Current | As per MIB
hh3cTelnetService .
(1.3.6.1.4.1.25506.2.12.1.2.1.14)  'ead-write Current ' As per MIB
hh3cTerminalService .
(1.3.6.1.4.1.25506.2.12.1.2.1.15) = read-write Current | As per MIB
hh3cExpirationDate .
(1.3.6.1.4.1.25506.2.12.1.2.1.16)  'ead-write Current ' As per MIB
hh3cUserGroup read-write Current The maximum length of the group
(1.3.6.1.4.1.25506.2.12.1.2.1.17) name is 32.
hh3cPortalService .
(1.3.6.1.4.1.25506.2.12.1.2.1.18)  'ead-write Current ' As per MIB

OID of this table is :1.3.6.1.4.1.25506.2.12.2.1
Name Access PDS Description
hh3cUserGroupName .
(1.3.6.1.41.25506.2.12.2.1.1.1) | notaccessible ' Current | As per MIB
hh3cUserGrouplnfoRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.2.12.2.1.1.2)
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HH3C-NTP-MIB
hh3cNTPSystemMIBODbjects

OID of this table is :1.3.6.1.4.1.25506.8.22.1.1

Name

hh3cNTPSysLeap
(1.3.6.1.4.1.25506.8.22.1.1.1)
hh3cNTPSysStratum
(1.3.6.1.4.1.25506.8.22.1.1.2)
hh3cNTPSysPrecision
(1.3.6.1.4.1.25506.8.22.1.1.3)

hh3cNTPSysRootdelay
(1.3.6.1.4.1.25506.8.22.1.1.4)

hh3cNTPSysRootdispersion
(1.3.6.1.4.1.25506.8.22.1.1.5)

hh3cNTPSysRefid
(1.3.6.1.4.1.25506.8.22.1.1.6)
hh3cNTPSysReftime
(1.3.6.1.4.1.25506.8.22.1.1.7)
hh3cNTPSysPoll
(1.3.6.1.4.1.25506.8.22.1.1.8)
hh3cNTPSysPeer
(1.3.6.1.4.1.25506.8.22.1.1.9)
hh3cNTPSysState
(1.3.6.1.4.1.25506.8.22.1.1.10)

hh3cNTPSysOffset
(1.3.6.1.4.1.25506.8.22.1.1.11)

hh3cNTPSysDrift
(1.3.6.1.4.1.25506.8.22.1.1.12)
hh3cNTPSysCompliance
(1.3.6.1.4.1.25506.8.22.1.1.13)
hh3cNTPSysClock
(1.3.6.1.4.1.25506.8.22.1.1.14)
hh3cNTPSysStabil
(1.3.6.1.4.1.25506.8.22.1.1.15)
hh3cNTPSysAuthenticate
(1.3.6.1.4.1.25506.8.22.1.1.16)

Access

read-only
read-only

read-only

read-only

read-only

read-only
read-only
read-only
read-only

read-only

read-only

read-only
read-only
read-only
read-only

read-write

PDS

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current

Current
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Description

As per MIB
As per MIB

As per MIB

Root Delay: This is a signed
fixed-point number indicating the
total roundtrip delay to the
primary reference source at the
root of the synchronization
subnet, in milliseconds. Note that
this variable can take on both
positive and negative values,
depending on clock precision and
skew.

Root Dispersion: This is a signed
fixed-point number indicating the
maximum error relative to the
primary reference source at the
root of the synchronization
subnet, in milliseconds. Only
positive values greater than zero
are possible.

As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

The offset of two clocks is the
time difference between them, in
milliseconds.

As per MIB
As per MIB
As per MIB
As per MIB

As per MIB



hh3cNTPPeerTable

OID of this table is :1.3.6.1.4.1.25506.8.22.2.1.1

Name

hh3cNTPPeerConfig
(1.3.6.1.4.1.25506.8.22.2.1.1.1.1)
hh3cNTPPeerAuthenable
(1.3.6.1.4.1.25506.8.22.2.1.1.1.2)
hh3cNTPPeerAuthentic
(1.3.6.1.4.1.25506.8.22.2.1.1.1.3)
hh3cNTPPeerRemAdr
(1.3.6.1.4.1.25506.8.22.2.1.1.1.4)
hh3cNTPPeerRemPort
(1.3.6.1.4.1.25506.8.22.2.1.1.1.5)
hh3cNTPPeerLocAdr
(1.3.6.1.4.1.25506.8.22.2.1.1.1.6)
hh3cNTPPeerLocPort
(1.3.6.1.4.1.25506.8.22.2.1.1.1.7)
hh3cNTPPeerLeap
(1.3.6.1.4.1.25506.8.22.2.1.1.1.8)
hh3cNTPPeerHMode
(1.3.6.1.4.1.25506.8.22.2.1.1.1.9)
hh3cNTPPeerStratum
(1.3.6.1.4.1.25506.8.22.2.1.1.1.10)
hh3cNTPPeerPPoll
(1.3.6.1.4.1.25506.8.22.2.1.1.1.11)
hh3cNTPPeerHPoll
(1.3.6.1.4.1.25506.8.22.2.1.1.1.12)
hh3cNTPPeerPrecision
(1.3.6.1.4.1.25506.8.22.2.1.1.1.13)

hh3cNTPPeerRootDelay
(1.3.6.1.4.1.25506.8.22.2.1.1.1.14)

hh3cNTPPeerRootDispersion
(1.3.6.1.4.1.25506.8.22.2.1.1.1.15)

hh3cNTPPeerRefld
(1.3.6.1.4.1.25506.8.22.2.1.1.1.16)
hh3cNTPPeerRefTime
(1.3.6.1.4.1.25506.8.22.2.1.1.1.17)
hh3cNTPPeerOrg
(1.3.6.1.4.1.25506.8.22.2.1.1.1.18)
hh3cNTPPeerRec
(1.3.6.1.4.1.25506.8.22.2.1.1.1.19)
hh3cNTPPeerXmt
(1.3.6.1.4.1.25506.8.22.2.1.1.1.20)
hh3cNTPPeerReach
(1.3.6.1.4.1.25506.8.22.2.1.1.1.21)

Access

read-only
read-only
read-only
not-accessible
read-only
read-only
read-only
read-only
not-accessible
read-only
read-only
read-only

read-only

read-only

read-only

read-only
read-only
read-only
read-only
read-only

read-only

PDS
No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
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Description

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB

This is a signed fixed-point
number indicating the total
roundtrip delay to the primary
reference source at the root of the
synchronization subnet, in
milliseconds. Note that this
variable can take on both positive
and negative values, depending
on clock precision and skew.
This is a signed fixed-point
number indicating the maximum
error of the peer clock relative to
the primary reference source at
the root of the synchronization
subnet, in milliseconds. Only
positive values greater than zero
are possible.

As per MIB
As per MIB
As per MIB
As per MIB
As per MIB

As per MIB



hh3cNTPPeerValid
(1.3.6.1.4.1.25506.8.22.2.1.1.1.22)
hh3cNTPPeerTimer
(1.3.6.1.4.1.25506.8.22.2.1.1.1.23)

hh3cNTPPeerDelay
(1.3.6.1.4.1.25506.8.22.2.1.1.1.24)

hh3cNTPPeerOffset
(1.3.6.1.4.1.25506.8.22.2.1.1.1.25)

hh3cNTPPeerditter
(1.3.6.1.4.1.25506.8.22.2.1.1.1.26)

hh3cNTPPeerDispersion
(1.3.6.1.4.1.25506.8.22.2.1.1.1.27)

hh3cNTPPeerKeyld
(1.3.6.1.4.1.25506.8.22.2.1.1.1.28)

hh3cNTPPeerFiltDelay
(1.3.6.1.4.1.25506.8.22.2.1.1.1.29)

hh3cNTPPeerFiltOffset
(1.3.6.1.4.1.25506.8.22.2.1.1.1.30)

hh3cNTPPeerFiltError
(1.3.6.1.4.1.25506.8.22.2.1.1.1.31)

hh3cNTPPeerPMode
(1.3.6.1.4.1.25506.8.22.2.1.1.1.32)
hh3cNTPPeerReceived
(1.3.6.1.4.1.25506.8.22.2.1.1.1.33)
hh3cNTPPeerSent
(1.3.6.1.4.1.25506.8.22.2.1.1.1.34)
hh3cNTPPeerFlash
(1.3.6.1.4.1.25506.8.22.2.1.1.1.35)

hh3cNTPPeerRowStatus
(1.3.6.1.4.1.25506.8.22.2.1.1.1.36)

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only
read-only
read-only

read-only

read-create

No

No

No

No

No

No

No

No

No

No

No

No

No

No

No
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As per MIB

As per MIB

This is a signed fixed-point
number indicating the roundtrip
delay of the peer clock relative to
the local clock over the network
path between them, in
milliseconds. Note that this
variable can take on both positive
and negative values, depending
on clock precision and skew-error
accumulation.

This is a signed, fixed-point
number indicating the offset of the
peer clock relative to the local
clock, in milliseconds.

As per MIB

This is a signed fixed-point
number indicating the maximum
error of the peer clock relative to
the local clock over the network
path between them, in
milliseconds.Only positive values
greater than zero are possible.

As per MIB

Round-trip delay of the peer clock
relative to the local clock over the
network path between them, in
milliseconds. This variable can
take on both positive and
negative values, depending on
clock precision and skew-error
accumulation.

The offset of the peer clock
relative to the local clock in
milliseconds.

The maximum error of the peer
clock relative to the local clock
over the network path between
them, in milliseconds. Only
positive values greater than zero
are possible.

As per MIB
As per MIB
As per MIB

As per MIB

Now only support active,
createAndGo and destroy. If the
value of hh3cNTPPeerHMode is
broadcast, broadcastclient or
multicastclient, this node only
support read operation



HH3C-DHCPRELAY-MIB

hh3cDHCPRStatisticsGroup

OID of this table is :1.3.6.1.4.1.25506.2.58.1.6

Name

hh3cDHCPRRXxClientPktNum
(1.3.6.1.4.1.25506.2.58.1.6.1)

hh3cDHCPRTXxClientPktNum
(1.3.6.1.4.1.25506.2.58.1.6.2)

hh3cDHCPRRxServerPktNum
(1.3.6.1.4.1.25506.2.58.1.6.3)

hh3cDHCPRTxServerPktNum
(1.3.6.1.4.1.25506.2.58.1.6.4)

hh3cDHCPRDiscoverPktNum
(1.3.6.1.4.1.25506.2.58.1.6.5)

hh3cDHCPRRequestPktNum
(1.3.6.1.4.1.25506.2.58.1.6.6)

hh3cDHCPRDeclinePktNum
(1.3.6.1.4.1.25506.2.58.1.6.7)

hh3cDHCPRReleasePktNum
(1.3.6.1.4.1.25506.2.58.1.6.8)

hh3cDHCPRInformPktNum
(1.3.6.1.4.1.25506.2.58.1.6.9)

hh3cDHCPROfferPktNum
(1.3.6.1.4.1.25506.2.58.1.6.10)

hh3cDHCPRACckPktNum
(1.3.6.1.4.1.25506.2.58.1.6.11)

hh3cDHCPRNakPktNum
(1.3.6.1.4.1.25506.2.58.1.6.12)

hh3cDHCPRStatisticsReset
(1.3.6.1.4.1.25506.2.58.1.6.13)

Access

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

read-only

write-only

PDS

No

No

No

No

No

No

No

No

No

No

No

No

No

hh3cDHCPRIfSelectTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.1

Description

The total number of the packets
received from DHCP clients by
DHCP Relay

The total number of the brodcast
packets transmitted to DHCP
clients by DHCP Relay

The total number of the packets
received from DHCP Servers by
DHCP Relay

The total number of the packets
transmitted to DHCP Servers by
DHCP Relay

The total number of the DHCP
Discover packets handled by
DHCP Relay

The total number of the DHCP
Request packets handled by
DHCP Relay

The total number of the DHCP
Decline packets handled by
DHCP Relay

The total number of the DHCP
Release packets handled by
DHCP Relay

The total number of the DHCP
Inform packets handled by DHCP
Relay

The total number of the DHCP
Offer packets handled by DHCP
Relay

The total number of the DHCP
Ack packets handled by DHCP
Relay

The total number of the DHCP
Nak packets handled by DHCP
Relay

This node only supports set
operation.If the value is true,it will
clear all of the packet statistics

Name

hh3cDHCPRIfSelectRelayMode
(1.3.6.1.4.1.25506.2.58.1.1.1.1)

Access

read-write

PDS

Current
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Description

The default value is off(2)



hh3cDHCPRIpToGroupTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.2

Name Access PDS
hh3cDHCPRIpToGroupGroupld
(1.3.6.1.4.1.25506.2.58.1.2.1.1)
hh3cDHCPRIpToGroupServerlpTy
pe (1.3.6.1.4.1.25506.2.58.1.2.1.2)
hh3cDHCPRIpToGroupServerlp
(1.3.6.1.4.1.25506.2.58.1.2.1.3)
hh3cDHCPRIpToGroupRowStatus
(1.3.6.1.4.1.25506.2.58.1.2.1.4)

not-accessible | Current

not-accessible | Current

not-accessible | Current

read-create Current

Description

Range from 0 to 19
Ip address type of DHCP Server

Range from 1 to 64

Only support
active,createAndGo,destroy

hh3cDHCPRIfToGroupTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.3

Name Access PDS
hh3cDHCPRIfToGroupGroupld
(1.3.6.1.4.1.25506.2.58.1.3.1.1)

hh3cDHCPRIfToGroupRowStatus
(1.3.6.1.4.1.25506.2.58.1.3.1.2)

read-write Current

read-create Current

Description

Range from 0 to 19

Only support
active,createAndGo,destroy

hh3cDHCPRAddrCheckTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.4

Name Access PDS

hh3cDHCPRAddrCheckSwitch

(1.3.6.1.4.1.25506.2.58.1.4.1.1) | read-write Current

hh3cDHCPRSecurityTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.5

Description

The default value is disable(2)

Name Access PDS
hh3cDHCPRSecurityClientlpAddrT
ype not-accessible | Current

(1.3.6.1.4.1.25506.2.58.1.5.1.1)
hh3cDHCPRSecurityClientlpAddr
(1.3.6.1.4.1.25506.2.58.1.5.1.2)

hh3cDHCPRSecurityClientMacAd
dr (1.3.6.1.4.1.25506.2.58.1.5.1.3)

hh3cDHCPRSecurityClientPropert
y (1.3.6.1.4.1.25506.2.58.1.5.1.4)

hh3cDHCPRSecurityClientRowSta
tus read-create Current
(1.3.6.1.4.1.25506.2.58.1.5.1.5)

not-accessible | Current

read-write Current

read-only No
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Description

DHCP client's net ip address type

Range from 1 to 64

DHCP client's mac address

Property of client address.The
possible value as follows:
static(1),dynamic(2)

Only support
active,createAndGo,destroy



hh3cDHCPRConfigOption82IfTable

OID of this table is :1.3.6.1.4.1.25506.2.58.1.8.3

Name Access PDS Description

?1h§cé3 rgﬁzggggnzsggivgtgm 1) read-write Current As per MIB

?P%%D ?Eizggggnzsggﬁh:?%yz) read-write Current As per MIB

?1h?écé3 rfﬁzggggngségioggaﬁ 3) read-write Current As per MIB

?P%Céj ?gﬁgggggnzsgg’\iog ZT1y Fjj read-write Current As per MIB

hh3cDHCPROption82IfUsrDefStri

ng read-write Current Range from 1 to 50.

(1.3.6.1.4.1.25506.2.58.1.8.3.1.5)

Name Access PDS Description

?1h::33C(|53 %Zﬁvgg%og 23 11.1) read-write Current As per MIB

hh3cDLDPSystemEnable .

(1.3.6.1.4.1 25506.2.431.1 2) read-write No Not supported

hh3cDLDPSystemReset .

(1.3.6.1.4.1 .55506.2.43.1.1.3) read-write No As per MIB

?ch(? 1L3P1Inztggvoael 2.43.1.1.4) read-write Current As per MIB
If the value to be set is simple or

hh3cDLDPAuthenticationMode o curent | 1o this flode must be bound

(1.3.6.1.4.1.25506.2.43.1.1.5) read-write urrent | together with
hh3cDLDPAuthenticationPasswo
rd.
The length of the password to be
set can be no more than 16
characters or equal to 24

hh3cDLDPAuthenticationPasswor read-write Current characters.When equal to 24

d (1.3.6.1.4.1.25506.2.43.1.1.6) characters,
hh3cDLDPAuthenticationMode
must be MD5 and the password
must be a cipher text string.

hh3cDLDPUnidirectionalShutdown read-write Current As per MIB

(1.3.6.1.4.1.25506.2.43.1.1.7)

hh3cDLDPPortStateTable

OID of this tableis :1.3.6.1.4.1.25506.2.43.1.2

Name Access

PDS
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Description



hh3cDLDPPortState

(1.3.6.1.4.1.25506.2.43.1.2.1.1)  read-write Current | As per MIB
OID of this tableis :1.3.6.1.4.1.25506.2.43.1.3

Name Access PDS Description

hh3cDLDPPortDLDPState

(1.3.6.1.4.1.25506.2.43.1.3.1.1) read-only No As per MIB

hh3cDLDPLinkState

(1.3.6.1.4.1.25506.2.43.1.3.1.2) | read-only No As per MIB

hh3cDLDPPortDLDPReset .

(1.3.6.1.4.1.25506.2.43.1.3.1.3) read-write No As per MIB
OID of this tableis :1.3.6.1.4.1.25506.2.43.1.4

Name Access PDS Description

hh3cDLDPNeighborBridgeMac .

(1.3.6.1.4.1.25506.2.43.1.4.1.1) | notaccessible ' No As per MIB

hh3cDLDPNeighborPortindex .

(1.3.6.1.4.1.25506.2.43.1.4.1.2) not-accessible | No As per MIB

hh3cDLDPNeighborState

(1.3.6.1.4.1.25506.2.43.1.4.1.3) | read-only No As per MIB

hh3cDLDPNeighborAgingTime )

(1.3.6.1.4.1.25506.2.43.1.4.1.4) read-only No As per MIB

Name Access PDS Description

hh3cSSHServerVersion read-only No ;Zzgﬁfs ltjrlwta\ﬁﬁs Icsc‘)r1n.§zsa)t’ible with

(1.3.6.1.4.1.25506.2.22.1.1.1.1) )

SSH versions 1.x.
hh3cSSHServerCompatibleSSH1x read-write Current The default value is
(1.3.6.1.4.1.25506.2.22.1.1.1.2) enableCompatibleSSH1x(1).

Range from 0 to 24.

?P%CGS 1828195vse5r0R6eI2<eZy2In1te1rv1al3) read-write Current The default value is 0, meaning
""" e that the key will not be refreshed.
hh3cSSHServerAuthRetries read-write Current Range from 1 to 5.
(1.3.6.1.4.1.25506.2.22.1.1.1.4) The default value is 3.
hh3cSSHServerAuthTimeout read-write Current Range from 1 to 120.
(1.3.6.1.4.1.25506.2.22.1.1.1.5) The default value is 60.
hh3cSFTPServerldleTimeout read-write Current Range from 1 to 35791.
(1.3.6.1.4.1.25506.2.22.1.1.1.6) The default value is 10.
hh3cSSHServerEnable read-write Current The default value is
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(1.3.6.1.4.1.25506.2.22.1.1.1.7)
hh3cSFTPServerEnable

(1.3.6.1.4.1.25506.2.22.1.1.1.8) read-write

Current

hh3cSSHUserConfigTable

OID of this table is :1.3.6.1.4.1.25506.2.22.1.1.2.1

disableSSHServer(2).
The default value is
disableSFTPService(2).

Name Access

hh3cSSHUserName
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.1
)

hh3cSSHUserServiceType
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.2
)

read-create

hh3cSSHUserAuthType
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.3

)

read-create

hh3cSSHUserPublicKeyName
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.4

)

read-create

hh3cSSHUserWorkDirectory
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.5

)

read-create

hh3cSSHUserRowStatus
(1.3.6.1.4.1.25506.2.22.1.1.2.1.1.6

)

read-create

not-accessible

PDS

Current

Current

Current

Current

Current

No
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Description

The length of value is from 1 to
80.

The default value is invalid(1).

The default value is invalid(1).
When this object is set to
password, means that this user
uses password authentication in
AAA(Authentication,
Authorization, Accounting)
module.

When this object is set to
publicKey, means that this user
uses public key authentication in
PKEY (Public Key) module.
When this object is set to any,
means that this user uses either
password authentication or
publickey authentication.

When this object is set to
publicKeyPassword, means that
this user uses both publickey
authentication and password
authentication.

The length of value is from 1 to
64.

The default value is null string.
This object only can get value
from an existent public key, which
is managed in PKEY (Public Key)
module.

The length of value is from 1 to
135.

The default value is null string.
Four actions are used: active(1),
notinService(2), createAndGo(4),
destroy(6).

When "hh3cSSHUserRowStatus'
is set to active(1), no object in the
conceptual row can be modified.
In particular, a newly created
SFTP user row cannot be made
active(1) until the corresponding
instance of
"hh3cSSHUserServiceType' is
'sftp’ or 'all', and the
'hh3cSSHUserWorkDirectory' is
configured appropriately.



In particular, a newly created user
row which uses public key
authentication cannot be made
active(1) until the corresponding
instance of
"hh3cSSHUserAuthType' is
'‘publicKey' or
'publickeyPassword', and the
'hh3cSSHUserPublicKeyName' is
configured appropriately.

hh3cSSHSessionInfoTable

OID of this table is :1.3.6.1.4.1.25506.2.22.1.1.3

Name Access PDS Description
hh3cSSHSessionID
(1.3.6.1.4.1.25506.2.22.1.1.3.1.1)

hh3cSSHSessionUserName The length of value is from 1 to
read-only No

not-accessible | No As per MIB

(1.3.6.1.4.1.25506.2.22.1.1.3.1.2) 80.
hh3cSSHSessionUserlpAddrType

(1.3.6.1.4.1.25506.2.22.1.1.3.1.3) | read-only No As per MIB
hh3cSSHSessionUserlpAddr

(1.3.6.1.4.1.25506.2.22.1.1.3.1.4) | read-only No As per MIB
hh3cSSHSessionServiceType

(1.3.6.1.4.1.25506.2.22.1.1.3.1.6) | read-only No As per MIB
hh3cSSHSessionClientVersion

(1.3.6.1.4.1.25506.2.22.1.1.3.1.5) | "ead-only No As per MIB
hh3cSSHSessionEncry

(1.3.6.1.4.1.25506.2.22.1.1.3.1.7) | read-only No As per MIB
hh3cSSHSessionState

(1.3.6.1.4.1.25506.2.22.1.1.3.1.8) | "ead-only No As per MIB
Name Access PDS Description
hh3cSSHAttemptUserName accessible-for- No The length of value is from 1 to
(1.3.6.1.4.1.25506.2.22.1.2.1) notify 80.
hh3cSSHAttemptipAddrType accessible-for-
(1.3.6.1.4.1.25506.2.22.1.2.2) notify No As per MIB
hh3cSSHAttemptlpAddr accessible-for-
(1.3.6.1.4.1.25506.2.22.1.2.3) notify No As per MIB
hh3cSSHUserAuthFailureReason = accessible-for- No As per MIB
(1.3.6.1.4.1.25506.2.22.1.2.4) notify P

Name Access PDS Description
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hh3cStackMaxMember
(1.3.6.1.4.1.25506.2.91.1.1)

hh3cStackMemberNum
(1.3.6.1.4.1.25506.2.91.1.2)

hh3cStackMaxConfigPriority
(1.3.6.1.4.1.25506.2.91.1.3)

hh3cStackAutoUpdate
(1.3.6.1.4.1.25506.2.91.1.4)

hh3cStackMacPersistence
(1.3.6.1.4.1.25506.2.91.1.5)

hh3cStackLinkDelaylInterval
(1.3.6.1.4.1.25506.2.91.1.6)

read-only

read-only

read-only

read-write

read-write

read-write

No

No

No

Current

Current

Current
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The maximum number of
members in a stack.

The number of members
currently in a stack.

The highest priority that can be
configured for a member in a
stack.

The function for automatically
updating the image from master
to slave. When a new device tries
to join a stack, the image version
is checked. When this function is
enabled, if the image version of
the new device is different from
that of the master, the image of
the new device will be updated to
be consistent with that of the
master. When this function is
disabled, the new device can not
join the stack if the image version
of the new device is different from
that of the master.

disabled: disable auto update
function

enabled: enable auto update
function

The modes of bridge MAC
address persistence. When a
stack starts, the bridge MAC
address of master board will be
used as that of the stack. If the
master board leaves the stack,
the bridge MAC address of the
stack will change based on the
mode of bridge MAC address
persistence.

notPersist: The bridge MAC
address of the new master board
will be used as that of the stack
immediately.

persistForSixMin: The bridge
MAC address will be reserved for
six minutes. In this period, if the
master board which has left the
stack rejoins the stack, the bridge
MAC address of the stack will not
change. Otherwise, the bridge
MAC address of the new master
board will be used as that of the
stack.

persistForever: Whether the
master leaves or not, the bridge
MAC address of the stack will
never change.

The delay time for a device in a
stack to report the change of
stack port link status. If the delay
time is configured, a device in a
stack will not report the change



hh3cStackTopology
(1.3.6.1.4.1.25506.2.91.1.7)

read-only

No

immediately when the stack port
link status changes to down.
During the delay period, if the
stack port link status is resumed,
the device will ignore the current
change of the stack port link
status. If the stack port link status
is not resumed after the delay
time, the device will report the
change.

0 means no delay, namely, the
device will report the change as
soon as the stack port link status
changes to down.

0: no delay
200-2000(ms): delay time

The topology of the stack.
chainConn: chain connection
ringConn: ring connection

hh3cStackDeviceConfigTable

OID of this table is: 1.3.6.1.4.1.25506.2.91.2

Name

hh3cStackMemberlD
(1.3.6.1.4.1.25506.2.91.2.1.1)

hh3cStackConfigMemberID
(1.3.6.1.4.1.25506.2.91.2.1.2)

hh3cStackPriority
(1.3.6.1.4.1.25506.2.91.2.1.3)

hh3cStackPortNum
(1.3.6.1.4.1.25506.2.91.2.1.4)

hh3cStackPortMaxNum
(1.3.6.1.4.1.25506.2.91.2.1.5)

Access

read-only

read-write

read-write

read-only

read-only

PDS

No

Yes

Yes

No

No

Description

The member ID of the device in a
stack.

The configured member ID of the
device. The valid value ranges
from 1 to the value of
hh3cStackMaxMember. After the
member ID is configured for a
device, if this ID is not the same
with that of another device, the ID
will be used as the member ID of
the device when the device
reboots. If a same ID exists, the
member ID of the device will be
set as another exclusive ID
automatically.

The priority of a device in a stack.
The valid value ranges from 1 to
the value of
hh3cStackMaxConfigPriority.

The number of stack ports which
is enabled in a device.

The maximum number of stack
ports in a device.

hh3cStackBoardConfigTable

OID of this table is: 1.3.6.1.4.1.25506.2.91.3

Name

Access

PDS
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hh3cStackBoardRole read-onl No
(1.3.6.1.4.1.25506.2.91.3.1.1) y
hh3cStackBoardBelongtoMember

read-only No

(1.3.6.1.4.1.25506.2.91.3.1.2)

hh3cStackPortinfoTable

OID of this table is: 1.3.6.1.4.1.25506.2.91.4

The role of the board in a stack.
slave: slave board
master: master board

loading: slave board whose
image version is different from
that of the master board.

other: other
The member ID of the device

where the current board resides
in a stack.

Name Access PDS
hh3cStackPortindex accessible-for- No
(1.3.6.1.4.1.25506.2.91.4.1.1) notify
hh3cStackPortEnable read-onl No
(1.3.6.1.4.1.25506.2.91.4.1.2) y
hh3cStackPortStatus read-onl No
(1.3.6.1.4.1.25506.2.91.4.1.3) y
hh3cStackNeighbor read-only No

(1.3.6.1.4.1.25506.2.91.4.1.4)

hh3cStackPhyPortinfoTable

OID of this table is: 1.3.6.1.4.1.25506.2.91.5

Description

The index of a stack port of the
device in a stack.

The status of the stack port of the
device in a stack. If no physical
port is added to the stack port, its
status is 'disabled'; otherwise, its
status is 'enabled'.

disabled: The stack port is
disabled.

enabled: The stack port is
enabled.

The link status of the stack port of
the device in a stack.

up: The link status of a stack port
with reasonable physical
connection is up.

down: The link status of a stack
port without physical connection
is down.

silent: The link status of a stack
port which can not be used
normally is silent.

disabled: The link status of a
stack port in disabled status is
disabled.

The member ID of the stack port's
neighbor in a stack. 0 means no
neighbor exists.

Name Access PDS

hh3cStackBelongtoPort

(1.3.6.1.4.1.25506.2.91.5.1.1) read-write Yes
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Description

The index of the stack port to
which the physical port is added.
0 means the physical port is not



added to any stack port. The
value will be valid after the device
in the stack reboots.

HH3C-MAC-INFORMATION-MIB

Scalar objects

Name Access PDS Description

hh3cMACInformationEnabled .

(1.3.6.1.4.1.25506.2.87.1.1.1) read-write Current | As per MIB

hh3cMACInformationcSendInterva .

| (1.3.6.1.4.1.25506.2.87.1.1.2) read-write Current ' As per MIB

hh3cMACInformationLearntMACN

um (1.3.6.1.4.1.25506.2.87.1.1.3) | read-only NO As per MIB

hh3cMACInformationRemovedMA

CNum read-only NO As per MIB

(1.3.6.1.4.1.25506.2.87.1.1.4)

hh3cMACInformationTrapSendNu

m (1.3.6.1.4.1.25506.2.87.1.1.5)  'ead-only NO As per MIB

hh3cMACInformationSyslogSendN

um (1.3.6.1.4.1.25506.2.87.1.1.6) | read-only NO As per MIB

hh3cMACInformationCachelLen .

(1.3.6.1.4.1.25506.2.87.1.1.7) read- write Current ' As per MIB

hh3cMACInfomationWorkMode .

(1.3.6.1.4.1.25506.2.87.1.1.8) read-write Current | As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.87.1.2.1

Name Access PDS Description

hh3cMACLearntEnable .

(1.3.6.1.4.1.25506.2.87.1.2.1.1.1) | read-write Current | As per MIB

hh3cMACRemovedEnable .

(1.3.6.1.4.1.25506.2.87.1.2.1.1.2) | read-write Current ' As per MIB

Name Access PDS Description

hh3cMACInfoTraplndex accessible-for-

(1.3.6.1.4.1.25506.2.87.1.3.2.1) notify No As per MIB

hh3cMACInfoTrapCount accessible-for- No As per MIB

(1.3.6.1.4.1.25506.2.87.1.3.2.2) notify P

hh3cMACInfoTrapMsg accessible-for-

(1.3.6.1.4.1.25506.2.87.1.3.2.3) notify No As per MIB
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hh3cMACInfoTrapVerExt
(1.3.6.1.4.1.25506.2.87.1.4.2.1)

hh3cMACInfoTraplndexExt
(1.3.6.1.4.1.25506.2.87.1.4.2.2)

hh3cMACInfoTrapCountExt
(1.3.6.1.4.1.25506.2.87.1.4.2.3)

hh3cMACInfoTrapMsgExt
(1.3.6.1.4.1.25506.2.87.1.4.2.4)

HH3C-TUNNEL-MIB

accessible-for-
notify

accessible-for-
notify

accessible-for-
notify

accessible-for-
notify

As per MIB

As per MIB

As per MIB

As per MIB

A configuration management MIB, configuration of tunnel.

All the configuration change events can be managed by the mib. The configuration may be changed

by CLI, SNMP or other ways defined as the MIB.

hh3cTunnellfTable

OID of this table is: 1.3.6.1.4.1.25506.2.53.1.1.1

Name

hh3cTunnellfEncapsMethod
(1.3.6.1.4.1.25506.2.53.1.1.1.1.3)

hh3cTunnellfHopLimit
(1.3.6.1.4.1.25506.2.53.1.1.1.1.4)

hh3cTunnellfSecurity
(1.3.6.1.4.1.25506.2.53.1.1.1.1.5)

hh3cTunnellfTOS
(1.3.6.1.4.1.25506.2.53.1.1.1.1.6)

hh3cTunnellfFlowLabel
(1.3.6.1.4.1.25506.2.53.1.1.1.1.7)

Access

read-write

read-only

read-only

read-only

read-only

PDS

Current

Current

Current

Current

Current
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Description

IPv6-IPv4 manual, IPv6-IPv4
auto, IPv6-IPv4 6to4, IPv6-IPv4
isatap are supported.

The IPv4 TTL or IPv6 Hop Limit to
use in the outer IP header. A
value of 0 indicates that the value
is copied from the payload's
header. We use 0 in our
implementation.

The method used by the tunnel to
secure the outer IP header. We
use 1 in our implementation. 1
means no security.

The method used to set the high 6
bits (the differentiated services
codepoint) of the IPv4 TOS or
IPv6 Traffic Class in the outer IP
header. A value of -1 indicates
that the bits are copied from the
payload's header. A value of -2
indicates that a traffic conditioner
is invoked and more information
may be available in a traffic
conditioner MIB module. A value
between 0 and 63 inclusive
indicates that the bit field is set to
the indicated value. We use -1 in
our implementation.

The method used to set the IPv6
Flow Label value. This object
need not be present in rows
where h3cTunnellfAddressType
indicates the tunnel is not over
IPv6. A value of -1 indicates that a
traffic conditioner is invoked and



hh3cTunnellfAddressType

(1.3.6.1.4.1.25506.2.53.1.1.1.1.8) | 'ead-write Current
hh3cTunnellfLocallnetAddress read-write Current
(1.3.6.1.4.1.25506.2.53.1.1.1.1.9)
hh3cTunnellfRemotelnetAddress read-write Current
(1.3.6.1.4.1.25506.2.53.1.1.1.1.10)

hh3cTunnellfEncapsLimit read-only Current

(1.3.6.1.4.1.25506.2.53.1.1.1.1.11)

hh3cTunnellnetConfigTable

OID of this tableis: 1.3.6.1.4.1.25506.2.53.1.1.3

more information may be
available in a traffic conditioner
MIB. Any other value indicates
that the Flow Label field is set to
the indicated value. We use -1 in
our implementation, and tunnel
over IPv6 has not been
supported.

The address type of local address
or remote address of tunnel. Only
IPv4 is supported.

As per MIB

As per MIB

The maximum number of
additional encapsulations
permitted for packets undergoing
encapsulation at this node. A
value of -1 indicates that no limit
is present. We use 3 in our
implementation

Name Access PDS
hh3cTunnellnetConfigSlot
(1.3.6.1.4.1.25506.2.53.1.1.3.1.1)

hh3cTunnellnetConfigSubSiot
(1.3.6.1.4.1.25506.2.53.1.1.3.1.2)

hh3cTunnellnetConfigTunnNum
(1.3.6.1.4.1.25506.2.53.1.1.3.1.3)

hh3cTunnellnetConfiglfindex

not-accessible | Current

not-accessible | Current

not-accessible | Current

Description

The value is 0.
The value is 0.

Range from 0 to 127.

(1.3.6.1.4.1.25506.2.53.1.1.3.1.6) | read-only Current | As per MIB

hh3cTunnellnetConfigStatus

(1.3.6.1.4.1.25506.2.53.1.1.3.1.7) = read-create Current | As per MIB
OID of this tableis: 1.3.6.1.4.1.2011.10.2.53.1.1.6

Name Access PDS Description

hh3cTunnellnetConfigSlot

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.1 = not-accessible | Current As per MIB

)

hh3cTunnelGreTunnlflndex

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.2  read-only Current As per MIB

)

hh3cTunnelGreAddressType

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.3 = read-write Current As per MIB

)

hh3cTunnelGreLocalAddr

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.4 = read-write Current As per MIB

)
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hh3cTunnelGreRemoteAddr

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.5 = read-write Current As per MIB
)

hh3cTunnelGreKeepaliveEnabled

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.6 | read-write No As per MIB
)

hh3cTunnelGreKeepalivelnterval

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.7 = read-write No As per MIB
)

hh3cTunnelGreKeepaliveTimes

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.8 | read-write No As per MIB
)

hh3cTunnelGreSIbgGroupNum

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.9 = read-write Current As per MIB
)

hh3cTunnelGreTunnStatus

(1.3.6.1.4.1.2011.10.2.53.1.1.6.1.1 = read-write Current As per MIB
0)

HH3C-SLBG-MIB

The HH3C-SLBG-MIB is used to manage and display the configuration of service loopback group
protocol.

hh3cSlbgGroupTable

OID of this table is: 1.3.6.1.4.1.25506.2.130.1.1

Name Access PDS Description
?235(:58()'2929{23%’\.‘;‘ .T-t;?r“ 3.6.14. not-accessible | Current As per MIB
?2350580'292?1"38?18.?.’1%(3(1 36.1.4 read-create Current As per MIB
hh3cSIbgGroupRowStatus read-create Current As per MIB

(1.3.6.1.4.1.25506.2.130.1.1.1.3)

hh3cSlbgPortTable

OID of this table is: 1.3.6.1.4.1.25506.2.130.1.2

Name Access PDS Description

hh3cSIbgPortindex(1.3.6.1.4.1.255
06.2.130.1.2.1.1)
hh3cSlIbgPortAttachedGroupNumb
er(1.3.6.1.4.1.25506.2. read-write Current As per MIB
130.1.2.1.2)

hh3cSIbgPortSelectedGroupNumb

er(1.3.6.1.4.1.25506.2. read-only No As per MIB
130.1.2.1.3)

not-accessible | No As per MIB
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HH3C-STORM-CONSTRAIN

The storm-constrain provides the function to control a port forwarding state. If all types of the flux in
normal, the port will be in normal (forwarding) state. If any type of the flux exceeds its upper limit, the
port will be change into controlled (discarding) state to avoid packets storm. When all flux of the port
which exceed upper limit falling under their lower limit, the port in controlled (discarding) will recover
normal (forwarding) state.

3.1 scalar objects

Name Access PDS Description
hh3cStormTrapType accessible-for-
(1.3.6.1.4.1.25506.2.66.1.1) notify No As per MIB
hh3cStormTrapThreshold accessible-for-
(1.3.6.1.4.1.25506.2.66.1.2) notify No As per MIB

hh3cStormCtriTable

OID of this table is: 1.3.6.1.4.1.25506.2.66.2.1

Name Access PDS Description

hh3cStormCtriPortStatus
(1.3.6.1.4.1.25506.2.66.2.1.1.1) | read-only No As per MIB
The objects
hh3cStormCtriBroadcastUnit.
hh3cStormCtrlBroadcastUpper
hh3cStormCtrlBroadcastUnit read-create No and
(1.3.6.1.4.1.25506.2.66.2.1.1.2) hh3cStormCitriIBroadcastLower
must be set together.
‘bytePerSecond’ and ‘none’ is not
supported by set operation
The objects
hh3cStormCtriBroadcastUnit,
hh3cStormCtrlBroadcastUpper
hh3cStormCitriBroadcastUpper read-create Current and
(1.3.6.1.4.1.25506.2.66.2.1.1.3) hh3cStormCtrlIBroadcastLower
must be set together. If the value
is zero, means the configuration
is useless
The objects
hh3cStormCtriBroadcastUnit,
hh3cStormCtrIBroadcastUpper
and
hh3cStormCtriBroadcastLower read-create Current hh3cStormCtriBroadcastLower
(1.3.6.1.4.1.25506.2.66.2.1.1.4) must be set together. And the
value must be lower the value of
hh3cStormCtrlBroadcastUpper. If
the value is zero, means the
configuration is useless
The objects
hh3cStormCtriMulticastUnit,
hh3cStormCtrIMulticastUpper
hh3cStormCtrIMulticastUnit read-create Current and
(1.3.6.1.4.1.25506.2.66.2.1.1.5) hh3cStormCtriMulticastLower
must be set together.
‘bytePerSecond’ and ‘none’ is not
supported by set operation
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hh3cStormCtrIMulticastUpper
(1.3.6.1.4.1.25506.2.66.2.1.1.6)

hh3cStormCtriMulticastLower
(1.3.6.1.4.1.25506.2.66.2.1.1.7)

hh3cStormCtriUnicastUnit
(1.3.6.1.4.1.25506.2.66.2.1.1.8)

hh3cStormCtrlUnicastUpper
(1.3.6.1.4.1.25506.2.66.2.1.1.9)

hh3cStormCtrlUnicastLower
(1.3.6.1.4.1.25506.2.66.2.1.1.10)

hh3cStormCtrIRowStatus
(1.3.6.1.4.1.25506.2.66.2.1.1.11)
hh3cStormCtriPortMode
(1.3.6.1.4.1.25506.2.66.2.1.1.12)

read-create

read-create

read-create

read-create

read-create

read-create

read-create

Current

Current

Current

Current

Current

Current

Current

The objects
hh3cStormCtrIMulticastUnit
hh3cStormCtrIMulticastUpper
hh3cStormCtrIMulticastLower
must be set together. If the value
is zero, means the configuration
is useless

The objects
hh3cStormCtriMulticastUnit,
hh3cStormCtrIMulticastUpper
and hh3cStormCtrIMulticastLowe
must be set together. And the
value must be lower the value of
hh3cStormCtriMulticastUpper. If
the value is zero, means the
configuration is useless

The objects
hh3cStormCtrlUnicastUnit,
hh3cStormCtrlUnicastUpper and
hh3cStormCtrlUnicastLower
must be set together.
‘bytePerSecond’ and ‘none’ is not
supported by set operation

The objects
hh3cStormCtrlUnicastUnit,
hh3cStormCtrlUnicastUpper and
hh3cStormCtrlUnicastLower
must be set together. If the value
is zero, means the configuration
is useless

The objects
hh3cStormCtrlUnicastUnit,
hh3cStormCtrlUnicastUpper and
hh3cStormCtrlUnicastLower
must be set together. And the
value must be lower the value of
hh3cStormCtrlUnicastUpper. If
the value is zero, means the
configuration is useless

Only support active createAndgo
and destroy.

As per MIB

HH3C-DHCP-SERVER-MIB
hh3cDHCPServerObjects

OID of this table is :1.3.6.1.4.1.25506.2.101.1

Name
hh3cDHCPServerlPPoolUsage
(1.3.6.1.4.1.25506.2.101.1.1)
hh3cDHCPServerReqTimes
(1.3.6.1.4.1.25506.2.101.1.2)
hh3cDHCPServerReqSuccessTim
es (1.3.6.1.4.1.25506.2.101.1.3)

hh3cDHCPServerAvglpUseThresh
old (1.3.6.1.4.1.25506.2.101.1.4)

Access

read-only
read-only

read-only

read-write

PDS

Current

Current

Current

Current
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Description

As per MIB
As per MIB

As per MIB

As per MIB



hh3cDHCPServerMaxlpUseThres

hold (1.3.6.1.4.1.25506.2.101.1.5) | "ead-write Current ' As per MIB

hh3cDHCPServerAllocateThreshol .

d(1.3.6.1.4.1.25506.2.101.1.6) read-write Current ' As per MIB
OID of this table is :1.3.6.1.4.1.25506.2.101.2

Name Access PDS Description

hh3cDHCPServerPoolName accessible-for- c A MIB

(1.3.6.1.4.1.25506.2.101.2.1) notify urrent S per
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